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<Start of modified section>

6.4.2.10
Test procedure to check that UE performs tracking area updating procedure without ISR and security reconfiguration after successful completion of handover from UTRA
This procedure aims at checking whether the UE performs tracking area updating procedure where ISR is not activated and security reconfiguration after successful completion of handover from UTRA.

The procedure is defined in table 6.4.2.10-1.

Table 6.4.2.10-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE REQUEST
	-
	-

	2
	The SS transmits a DLInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC:DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	3
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC:ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	EXCEPTION:
Steps 4a1 to 4a2 describe behaviour that depends on the IE included in TRACKING AREA UPDATE REQUEST in step 1.
	-
	-
	-
	-

	4a1
	IF TRACKING AREA UPDATE REQUEST transmitted in step 1 does not contain a valid KSIASME THEN the SS transmits a DLInformationTransfer message on the cell specified in the test case.
This message includes an AUTHENTICATION REQUEST message.
	<--
	RRC:DLInformationTransfer
NAS: AUTHENTICATION REQUEST
	-
	-

	4a2
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes an AUTHENTICATION RESPONSE message.
	-->
	RRC:ULInformationTransfer
NAS: AUTHENTICATION RESPONSE
	-
	-

	5
	The SS transmits a DLInformationTransfer message on the cell specified in the test case.
This message includes a SECURITY MODE COMMAND message to take the native EPS security context into use.
	<--
	RRC:DLInformationTransfer
NAS: SECURITY MODE COMMAND
	-
	-

	6
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes a SECURITY MODE COMPLETE message.
	-->
	RRC:ULInformationTransfer
NAS: SECURITY MODE COMPLETE
	-
	-

	7
	The SS transmits an RRCConnectionReconfiguration message to perform intra cell handover and security reconfiguration on the cell specified in the test case.
	<--
	RRC:RRCConnectionReconfiguration
	-
	-

	8
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on the cell specified in the test case?
	-->
	RRC:RRCConnectionReconfigurationComplete
	-
	P


Table 6.4.2.10-2: Message TRACKING AREA UPDATE REQUEST (step 1, Table 6.4.2.10-1)

	Derivation Path: 36.508 clause 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	
	
	

	 NAS key set identifier
	The valid NAS key set identifier of the UE
	mapped security context (for KSISGSN)
	

	TSC
	1
	
	

	Non-current native NAS key set identifier
	
	
	

	 NAS key set identifier
	The valid NAS key set identifier of the UE
	native security context (for KSIASME)
	

	TSC
	0
	
	

	Old P-TMSI signature
	any allowed value
	
	

	Additional GUTI
	any allowed value
	
	


Table 6.4.2.10-3: RRCConnectionReconfiguration (Step 7)
	Derivation Path: 36.508, Table 4.6.1-8


Table 6.4.2.10-4: SecurityConfigHO (Table 6.4.2.10-4)

	Derivation Path: 36.508, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO ::= SEQUENCE {
	
	
	

	  handoverType CHOICE {
	
	
	

	    intraLTE SEQUENCE {
	
	
	

	      keyChangeIndicator
	TRUE
	
	

	      nextHopChainingCount
	0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


6.4.3
Reference test procedures for TTCN development
<End of modified section>
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