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<<Unchanged sections omitted>>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	5.2A
	Maximum Output Power with HS-DPCCH
	Rel-5 only
	C_RF02
	UEs supporting FDD and HS-PDSCH

	<Unchanged Items Skipped>

	8.3.1
	UTRAN Connected Mode Mobility FDD/FDD Soft Handover
	R99
	R
	UEs supporting FDD

	8.3.2.1
	UTRAN Connected Mode Mobility - FDD/FDD Hard Handover to intra-frequency cell
	R99
	R
	UEs supporting FDD

	8.3.2.2
	FDD/FDD Hard Handover to inter-frequency cell
	R99
	R
	UEs supporting FDD

	8.3.3
	FDD/TDD Handover
	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	8.3.4
	Inter-system Handover from UTRAN FDD to GSM
	R99
	C_RF27
	UEs supporting FDD and GSM and supporting speech.

	8.3.4a
	Inter-system Handover from UTRAN FDD to E-UTRAN FDD
	Rel-8
	C_RFWWW
	UE supporting FDD and E-UTRAN FDD and inter-RAT PS handover to E-UTRA from UTRA and UTRA Feature Group Indicator 2

	8.3.4b
	Inter-system Handover from UTRAN FDD to E-UTRAN TDD
	Rel-8
	C_RFXXX
	UE supporting FDD and E-UTRAN TDD and inter-RAT PS handover to E-UTRA from UTRA and UTRA Feature Group Indicator 2

	8.3.4c
	Inter-system Handover from UTRAN FDD to E-UTRAN FDD: Unknown Target Cell
	Rel-8
	C_RFWWW
	UE supporting FDD and E-UTRAN FDD and inter-RAT PS handover to E-UTRA from UTRA and UTRA Feature Group Indicator 2

	8.3.4d
	Inter-system Handover from UTRAN FDD to E-UTRAN TDD; Unknown Target Cell
	Rel-8
	C_RFXXX
	UE supporting FDD and E-UTRAN TDD and inter-RAT PS handover to E-UTRA from UTRA and UTRA Feature Group Indicator 2

	8.3.5.1
	Cell Re-selection in CELL_FACH - One frequency present in neighbour list
	R99
	R
	UEs supporting FDD

	<Unchanged Items Skipped>

	8.6.5.1
	Combined Interfrequency and GSM measurements - Correct reporting of neighbours in AWGN propagation condition
	Rel-6
	C_RF05
	UEs supporting FDD and GSM

	8.6.6.1
	Correct reporting of E-UTRAN FDD neighbour in fading propagation condition
	Rel-8
	C_RFYYY
	UE supporting FDD and E-UTRAN FDD and UTRA Feature Group Indicator 2

	8.6.6.2
	Correct reporting of E-UTRAN TDD neighbour in fading propagation condition
	Rel-8
	C_RFZZZ
	UE supporting FDD and E-UTRAN TDD and UTRA Feature Group Indicator 2

	8.6.7.1
	Correct reporting of E-UTRA FDD neighbours in fading propagation condition
	Rel-8
	C_RFYYY
	UE supporting FDD and E-UTRAN FDD and UTRA Feature Group Indicator 2

	8.6.7.2
	Correct reporting of E-UTRA TDD neighbours in Fading propagation condition
	Rel-8
	C_RFZZZ
	UE supporting FDD and E-UTRAN TDD and UTRA Feature Group Indicator 2

	<Unchanged Items Skipped>

	11.2
	Demodulation of MTCH
	Rel-6
	C_RF29a
	UEs supporting FDD and MBMS

Note: For UEs for which test case 11.2A is applicable then test case 11.2 is optional.

	11.2A
	Demodulation of MTCH - Enhanced Performance Requirements Type 1
	Rel-7
	C_RF31
	UEs supporting FDD and Enhanced performance requirements type 1 for MBMS

	11.3
	Demodulation of MTCH and cell identification
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS


NOTE 1: This test case can be optionally tested for Rel 7 and onward UE’s supporting MIMO feature
NOTE 2: This test case can be optionally tested for Rel 8 and onward UE’s supporting MIMO feature
NOTE 3: This test case can be optionally tested for Rel 9 and onward UE’s supporting MIMO feature

NOTE 4: This test case may be identified as redundant according to table 2
	C_RF01
IF A.7/8 OR A.7/10 THEN R ELSE N/A

	C_RF02
IF A.7/14 THEN R ELSE N/A

	<Unchanged Items Skipped>

	C_RF103
IF A.7/14 AND A.11/6 AND (A.8/29 OR A.8/30) THEN R ELSE N/A

	C_RF104
IF A.7/14 AND A.11/6 AND (A.8/31 OR A.8/32) THEN R ELSE N/A

	C_RFWWW IF A.1/1 AND A.1/6 AND A.12/2 AND A.13/2 THEN R ELSE N/A

	C_RFXXX IF A.1/1 AND A.1/7 AND A.12/2 AND A.13/2 THEN R ELSE N/A

	C_RFYYY IF A.1/1 AND A.1/6 AND A.13/2 THEN R ELSE N/A

	C_RFZZZ IF A.1/1 AND A.1/7 AND A.13/2 THEN R ELSE N/A


<<Unchanged sections omitted>>
Table A.12: Additional information

	Item
	Additional Information
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE without vibration sensitive components
	25.101, D.2.3
	R99
	
	

	2
	Support of inter-RAT PS handover to E-UTRA (FDD) from UTRA
	25.306, 4.7
	Rel-8
	pc_HO_from_UTRA_to_eFDD
	


<<Unchanged sections omitted>>
A.4.5
Feature group indicators
Table A.13: UTRA Feature group indicators

	Item
	Additional information
	Notes
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of

- UTRA CELL_PCH to EUTRA RRC_IDLE cell reselection

- UTRA URA_PCH to EUTRA RRC_IDLE cell reselection
	
	25.331, Annex E
	Rel-8
	pc_UTRA_FeatrGrp_1
	Corresponding to the Index of Indicator, the leftmost binary bit 1

For Rel-8:

Set to true if supporting all functionalities in the feature group 

 For Rel-9 or later releases:

this FGI bit is set to TRUE s

	2
	Support of

- EUTRAN measurements and reporting in connected mode
	
	25.331, Annex E
	Rel-8
	pc_UTRA_FeatrGrp_2
	Corresponding to the Index of Indicator, the leftmost binary bit 2
Set to true if supporting all functionalities in the feature group
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