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1.
Introduction

In RAN#58 meeting, handling of Release 9 FGI bits was discussed (including the shadow CRs for Release 10 and 11). There was concern raised how to handle testing and certification impacts. It was also noted that some of the features behind the FGI bits lack RAN5 test cases.
RAN#58 endorsed Rel-9 CR [1], which mandates the FGI bit 14 (A4 and A5 measurement reporting events) and FGI bit 28 (TTI bundling) to be set true. ([1] includes the shadow CRs for Release 10 and 11.)
In LS from RAN [2], TSG RAN requests RAN5 to investigate how the RAN5 testing/certification could accommodate the delay expected between the setting of the bits to 1 (true) in 36.331 and applying the update to the UEs to be used in certification. Also, RAN5 is asked to consider development of the missing test cases.
2.
Discussion
According to request from RAN, we think that it is necessary to add new test cases, which verify the UE behaviour about event A4/A5 and modify the applicability of FGI28 related test cases accordingly.
3.
36.523-1 Work Plan for Rel-9
Table 1: List of additional protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	8 RRC
	
	
	
	
	
	
	

	8.3 Measurement configuration control and reporting
	
	
	
	
	
	
	

	8.3.1 Intra E-UTRAN measurements
	
	
	
	
	
	
	

	
	36.523-1
	8.3.1.aa
	Rel-9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A4
	To test the triggering of measurement reporting event A4 when neighbour becomes better than absolute threshold.
To test event based periodical reporting (reportInterval) and leaving condition for this event.
	NTT DOCOMO
	RP#60
	0%
	
	TS 36.331 clause 5.5.4.5
Event A4 (Neighbour becomes better than threshold)

	
	36.523-1
	8.3.1.bb
	Rel-9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5
	To test the triggering of measurement reporting event A5 when serving becomes worse than absolute threshold1 and neighbour becomes better than absolute threshold2.
To test event based periodical reporting (reportInterval) and leaving condition for this event.
	NTT DOCOMO
	RP#59
	0%
	
	TS 36.331 clause 5.5.4.6
Event A5 (Serving becomes worse than threshold1 and neighbour becomes better than threshold2)

	
	36.523-1
	8.3.1.cc
	Rel-9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 / RSRQ based measurements
	To test the triggering of measurement reporting event A5 with trigger quantity set to "RSRQ" when serving becomes worse than absolute threshold1 and neighbour becomes better than absolute threshold2.
To test event based periodical reporting (reportInterval) and leaving condition for this event.
	NTT DOCOMO
	RP#59
	0%
	
	TS 36.331 clause 5.5.4.6
Event A5 (Serving becomes worse than threshold1 and neighbour becomes better than threshold2)

	
	36.523-1
	8.3.1.dd
	Rel-9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 (Inter-frequency measurements)
	To test the triggering of measurement reporting event A5 when serving becomes worse than absolute threshold1 and inter-freq neighbour becomes better than absolute threshold2.
To test event based periodical reporting (reportInterval) and leaving condition for this event.
	NTT DOCOMO
	RP#59
	0%
	
	TS 36.331 clause 5.5.4.6
Event A5 (Serving becomes worse than threshold1 and neighbour becomes better than threshold2)

	
	36.523-1
	8.3.1.ee
	Rel-9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 (Inter-frequency measurements) / RSRQ based measurements
	To test the triggering of measurement reporting event A5 with trigger quantity set to "RSRQ" when serving becomes worse than absolute threshold1 and inter-freq neighbour becomes better than absolute threshold2.
To test event based periodical reporting (reportInterval) and leaving condition for this event.
	NTT DOCOMO
	RP#60
	0%
	
	TS 36.331 clause 5.5.4.6
Event A5 (Serving becomes worse than threshold1 and neighbour becomes better than threshold2)
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