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	Reason for change:
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	1. Subclauses 8.6 and 8.6.1 is missing in TS 34.123-1.

2. According to the RAN5 MDT Rel-10 work plan then test case 8.6.1.1 on “Immediate MDT / Reporting / Location information” was planned to be included in TS 34.123-1. As Immidiate MDT logging and reporting is provided by the normal measurerment procedures and as no specific stage 3 requirements has been identified for planned test case 8.6.1.1 then has test case 8.6.1.1 been removed from the Rel-10 MDT work plan.

	
	

	Summary of change:
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	1. Added subclauses 8.6 (Minimization of Drive Test Specific Procedures) and 8.6.1 (Immediated MDT).

2. Added note ”Immediate MDT logging and reporting is provided by the UE through normal measurement procedures (subclause 8.4).” to subclause 8.6.1.
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2. No information why subclasue 8.6.1 is empty may give expectation that test cases will be added in the future. 
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	Other comments:
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	Affects Rel-10 and later releases.


8.5.7.5.5
Test requirements

At step 4 the UE shall select new MBSFN Cluster and perform Cell Reselection from Cell 31 to Cell 33.

At step 12 the UE shall send a UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE with a RLC SDU counter value greater zero.
8.6
Minimization of Drive Test Specific Procedures
8.6.1
Immediate MDT
NOTE
Immediate MDT logging and reporting is provided by the UE through normal measurement procedures (subclause 8.4).   
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