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15.1
Originating Identification Presentation

15.1.1
Definition and applicability
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Originating Identification Presentation. This process is described in 3GPP TS 24.607 [102]. The test case is applicable for IMS security or GIBA.
15.1.2
Conformance requirement

Generic requirements for Originating Identification Presentation can be found from Annexes F1 and F.2.

[TS 24.607 clause 4.2.1]:

The OIP service provides the terminating user with the possibility of receiving trusted (i.e. network‑provided) identity information in order to identify the originating user.

In addition to the trusted identity information, the identity information from the originating user can include identity information generated by the originating user and in general transparently transported by the network. In the particular case where the "no screening" special arrangement does not apply, the originating network shall verify the content of this user generated identity information. The terminating network cannot be responsible for the content of this user generated identity information.

[TS 24.607 clause 4.10.1]:

The OIP service can be activated/deactivated using the active attribute of the <originating‑identity‑presentation> service element.

Reference(s)

3GPP TS 24.607[102], clauses 4.2.1 and 4.10.1.

15.1.3
Test purpose

1)
To verify that the UE can request activation of Originating Identification Presentation with a correctly composed HTTP PUT request; and

2)
To verify that the UE can request deactivation of Originating Identification Presentation; and

3)
To verify that the UE can authenticate its HTTP requests.

15.1.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated an IPCAN bearer (e.g.PDP context or EPS bearer) with SS.

SS is configured with the HTTP Digest password for XCAP or shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE.

If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Related ICS/IXIT Statement(s)
Support for MTSI
(Yes/No)

Support for initiating a session
(Yes/No)

IMS security
(Yes/No)

GIBA
(Yes/No)

Support for Originating Identification Presentation
(Yes/No)

GAA XCAP authentication
(Yes/No)

HTTP Digest XCAP authentication

(Yes/No)

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Originating Identification Presentation is triggered at the UE, at step 7 deactivation of Originating Identification Presentation.




15.1.5
Test requirements

1. SS shall check that the UE can authenticate itself correctly with the authentication scheme that the UE supports either:

-
HTTP Digest authentication (see Annex C.29.1 step 2 NOTE 1)
-
GAA based authentication as specified in TS 33.222 [121] and TS 24.109 [119] (see Annex C.29.2). 











2. SS shall check that after Annex C.29.1 step 6 the simservs document stored in the SS contains the following pieces of information supplied by the UE:

-
<originating-identity-presentation> element with "active" attribute set as "true"
Editor’s note: If alternative 2 of step 6 in annex C.29.1 is applied, the XPath expression to query the "active" attribute of the <originating-identity-presentation> element needs to be specified.
3. SS shall check that after step 9 the simservs document stored in the SS contains the following pieces of information supplied by the UE:

-
<originating-identity-presentation> element with "active" attribute being set "false"

Editor’s note: If alternative 2 of step 9 in annex C.29.1 is applied, the XPath expression to query the "active" attribute of the <originating-identity-presentation> element needs to be specified.
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