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 [Beginning of change modification]

F.2
Test Tolerances (This clause is informative)

The Test Tolerances defined in this clause have been used to relax the Minimum Requirements in the present document to derive the Test Requirements.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

[Many Sections are skipped here]
F.2.2
Receiver

Table F.2.2: Test Tolerances for receiver tests

	Clause
	Test Tolerance

	6.2 Reference sensitivity level
	0.7 dB for Ior and Ec

	6.2A Reference sensitivity level for DC-HSDPA
	0.7 dB for Ior and Ec (for both DC-HSDPA cells)

	6.2B Reference sensitivity level for DB-DC-HSDPA
	0.7 dB for Ior and Ec (for both DB-DC-HSDPA cells)

	6.2C Reference sensitivity level for single band 4C-HSDPA
	0.7 dB for Ior and Ec (for all 3C-HSDPA cells)

	6.2D Reference sensitivity level for Dual band  4C-HSDPA
	0.7 dB for Ior and Ec (for all 4C-HSDPA cells)

	6.2DA Reference sensitivity level for Dual band  4C-HSDPA (3 carrier)
	0.7 dB for Ior and Ec (for all 3C/HSDPA cells)

	6.3 Maximum input level:
	0.7 dB for Ior

	6.3A Maximum Input Level for HS-PDSCH Reception (16QAM)
	0.7 dB for Ior

	6.3B Maximum Input Level for HS-PDSCH Reception (64QAM)
	0.7 dB for Ior

	6.3C Maximum Input Level for DC-HSDPA Reception (16QAM)
	0.7 dB for Ior (for both DC-HSDPA cells)

	6.3D Maximum Input Level for DC-HSDPA Reception (64QAM)
	0.7 dB for Ior (for both DC-HSDPA cells)

	6.3E Maximum Input Level for DB-DC-HSDPA Reception (16QAM)
	0.7 dB for Ior (for both DB-DC-HSDPA cells)

	6.3F Maximum Input Level for DB-DC-HSDPA Reception (64QAM)
	0.7 dB for Ior (for both DB-DC-HSDPA cells)

	6.3G Maximum Input Level for 4C-HSDPA Reception (16QAM)
	0.7 dB for Ior and Ec (for all 4C-HSDPA cells)

	6.3GA Maximum Input Level for 4C-HSDPA Reception (16QAM) (3 carrier)
	0.7 dB for Ior and Ec (for all 3C-HSDPA cells)

	6.3H Maximum Input Level for 4C-HSDPA Reception (64QAM)
	0.7 dB for Ior and Ec (for all 4C-HSDPA cells)

	6.3HA Maximum Input Level for 4C-HSDPA Reception (64QAM) (3 carrier)
	0.7 dB for Ior and Ec (for all 3C-HSDPA cells)

	6.4 Adjacent channel selectivity  (Rel-99 and Rel-4)
	0 dB

	6.4A Adjacent channel selectivity (Rel-5 and later releases)
	0 dB

	6.4B Adjacent channel selectivity (ACS) for DC-HSDPA
	0 dB

	6.4C Adjacent channel selectivity (ACS) for DB-DC-HSDPA
	0 dB

	6.5 Blocking characteristics
	0 dB

	6.5A Blocking characteristics for DC-HSDPA
	0 dB

	6.5B Blocking characteristics for DB-DC-HSDPA
	0 dB

	6.5C Blocking characteristics for DC-HSUPA
	0 dB

	6.5D Blocking Characteristics for single Uplink Single band 4C-HSDPA
	0 dB

	6.5E Blocking Characteristics for dual Uplink Single band 4C-HSDPA
	0 dB

	6.5F Blocking Characteristics for single Uplink Dual band 4C-HSDPA
	0 dB

	6.5FA Blocking Characteristics for single Uplink Dual band 4C-HSDPA (3 carrier)
	0 dB

	6.5G Blocking Characteristics for dual Uplink Dual band 4C-HSDPA
	0 dB

	6.5GA Blocking Characteristics for dual Uplink Dual band 4C-HSDPA (3 carrier)
	0 dB

	6.6 Spurious Response
	0 dB

	6.6A Spurious Response for DC-HSDPA
	0 dB

	6.6B Spurious Response for DB-DC-HSDPA
	0 dB

	6.6C Spurious Response for single band 4C-HSDPA
	0 dB

	6.6D Spurious Response for dual band 4C-HSDPA
	0 dB

	6.6DA Spurious Response for dual band 4C-HSDPA (3 carrier)
	0 dB

	6.7 Intermodulation Characteristics
	0 dB

	6.7A Intermodulation Characteristics for DC-HSDPA
	0 dB

	6.7B Intermodulation Characteristics for DB-DC-HSDPA
	0 dB

	6.7C Intermodulation Characteristics for DC-HSUPA
	0 dB

	6.7D Intermodulation Characteristics for single uplink single band 4C-HSDPA
	0 dB

	6.7E Intermodulation Characteristics for single uplink dual band 4C-HSDPA
	0 dB

	6.7EA Intermodulation Characteristics for single uplink dual band 4C-HSDPA (3 carrier)
	0 dB

	6.8 Spurious emissions
	0 dB


[Many Sections are skipped here]
F.4
Derivation of Test Requirements (This clause is informative)

The Test Requirements in the present document have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined in clause F.2. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for this relaxation is given in table F.4.

[Many Sections are skipped here]
F.4.2
Receiver

Table F.4.2: Derivation of Test Requirements (Receiver tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	6.2 Reference sensitivity level
	Îor = -106.7 dBm / 3.84 MHz

DPCH_Ec = 117 dBm / 3.84 MHz

BER limit = 0.001
	0.7 dB
	Formula: Îor Minimum Requirement + TT




DPCH_Ec + TT


BER limit unchanged

Îor = 

-106 dBm / 3.84 MHz

DPCH_Ec = 
-116.3 dBm / 3.84 MHz

	6.2A Reference sensitivity level for DC-HSDPA
	Îor = -102.7 dBm / 3.84 MHz

HS-PDSCH_Ec = 113 dBm / 3.84 MHz

BLER limit = 0.1
	0.7 dB
	Formula: 

Îor: Minimum Requirement + TT

HS-PDSCH_Ec Minimum Requirement +TT

BLER limit unchanged

Îor = -102 dBm / 3.84 MHz

HS-PDSCH_Ec = -112.3 dBm / 3.84 MHz

	6.2B Reference sensitivity level for DB-DC-HSDPA
	Îor = -102.7 dBm / 3.84 MHz

HS-PDSCH_Ec = 113 dBm / 3.84 MHz

BLER limit = 0.1
	0.7 dB
	Formula: 

Îor: Minimum Requirement + TT

HS-PDSCH_Ec Minimum Requirement +TT

BLER limit unchanged

Îor = -102 dBm / 3.84 MHz

HS-PDSCH_Ec = -112.3 dBm / 3.84 MHz

	6.2C Reference Sensitivity Level for Single band 4C-HSDPA
	Îor = -102.7 dBm / 3.84 MHz

HS-PDSCH_Ec = symbol 45 \f "Symbol" \s 9113 dBm / 3.84 MHz

BLER limit = 0.1
	0.7 dB
	Formula:

Îor: Minimum Requirement + TT

HS-PDSCH_Ec Minimum Requirement +TT

BLER limit unchanged

Îor = -102 dBm / 3.84 MHz

HS-PDSCH_Ec = -112.3 dBm / 3.84 MHz

	6.2D Reference Sensitivity Level for Dual band 4C-HSDPA
	Îor = -102.7 dBm / 3.84 MHz

HS-PDSCH_Ec = symbol 45 \f "Symbol" \s 9113 dBm / 3.84 MHz

BLER limit = 0.1
	0.7 dB
	Formula:

Îor: Minimum Requirement + TT

HS-PDSCH_Ec Minimum Requirement +TT

BLER limit unchanged

Îor = -102 dBm / 3.84 MHz

HS-PDSCH_Ec = -112.3 dBm / 3.84 MHz

	6.2DA Reference Sensitivity Level for Dual band 4C-HSDPA (3 carrier)
	Îor = -102.7 dBm / 3.84 MHz

HS-PDSCH_Ec = symbol 45 \f "Symbol" \s 9113 dBm / 3.84 MHz

BLER limit = 0.1
	0.7 dB
	Formula:

Îor: Minimum Requirement + TT

HS-PDSCH_Ec Minimum Requirement +TT

BLER limit unchanged

Îor = -102 dBm / 3.84 MHz

HS-PDSCH_Ec = -112.3 dBm / 3.84 MHz

	6.3 Maximum input level
	-25 dBm Ior

-19 dBc DPCH_Ec/Ior
	0.7 dB
	Formula: Ior Minimum Requirement -TT

Ior = -25.7 dBm

	6.3A Maximum Input Level for HS-PDSCH Reception (16QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3B Maximum Input Level for HS-PDSCH Reception (64QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3C Maximum Input Level for DC-HSDPA Reception (16QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3D Maximum Input Level for DC-HSDPA Reception (64QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3E Maximum Input Level for DB-DC-HSDPA Reception (16QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3F Maximum Input Level for DB-DC-HSDPA Reception (64QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3G Maximum Input Level for 4C-HSDPA Reception (16QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3GA Maximum Input Level for 4C-HSDPA Reception (16QAM) (3 carrier)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3H Maximum Input Level for 4C-HSDPA Reception (64QAM)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.3HA Maximum Input Level for 4C-HSDPA Reception (64QAM) (3 carrier)
	-25 dBm Ior
	0.7 dB
	Formula: Minimum Requirement -TT

Ior = -25.7 dBm

	6.4 Adjacent Channel Selectivity (Rel-99 and Rel-4)
	Îor = -92.7 dBm / 3.84 MHz

DPCH_Ec = 103 dBm / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

    Ioac Minimum Requirement – TT


BER limit unchanged

Ioac = -52 dBm/3.84 MHz

	6.4A Adjacent Channel Selectivity (Rel-5 and later releases)
	Case 1:

Îor = <REFÎor> + 14 dB / 3.84 MHz

DPCH_Ec = <REFSENS> + 14 dB / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BER limit = 0.001

Case 2:

Îor = <REFÎor> + 41 dB / 3.84 MHz

DPCH_Ec = <REFSENS> + 41 dB / 3.84 MHz

Ioac (modulated) = -25 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

    Ioac Minimum Requirement – TT


BER limit unchanged

Case1:

Ioac = -52 dBm/3.84 MHz

Case2:

Ioac = -25 dBm/3.84 MHz

	6.4B Adjacent channel selectivity (ACS) for DC-HSDPA
	Case 1:

Îor = <REFÎor> + 14 dB / 3.84 MHz

HS-PDSCH_Ec = <REFSENS> + 14 dB / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BLER limit = 0.1

Case 2:

Îor = <REFÎor> + 41 dB / 3.84 MHz

HS-PDSCH_Ec = <REFSENS> + 41 dB / 3.84 MHz

Ioac (modulated) = -25 dBm/3.84 MHz

BLER limit = 0.1
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

      Ioac Minimum Requirement – TT


BLER limit unchanged

Case1:

Ioac = -52 dBm/3.84 MHz

Case2:

Ioac = -25 dBm/3.84 MHz

	6.5 Blocking Characteristics
	See Table 6.5.1, 6.5.2 and 6.5.3. in TS34.121

BER limit = 0.001
	0 dB
	Formula: 

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BER limit unchanged

	6.5A Blocking characteristics for DC-HSDPA
	See Table 6.5A.1, 6.5A.2 and 6.5A.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula: 

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5B Blocking characteristics for DB-DC-HSDPA
	See Table 6.5B.1, 6.5B.2 and 6.5B.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula: 

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5C Blocking characteristics for DC-HSUPA
	See Table 6.5C.1 and 6.5C.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula: 

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5D Blocking Characteristics for single Uplink Single band 4C-HSDPA
	See Table 6.5D.1, 6.5D.2 and 6.5D.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula:

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5E Blocking Characteristics for dual Uplink Single band 4C-HSDPA
	See Table 6.5E.1 and 6.5E.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula:

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5F Blocking Characteristics for single Uplink Dual band 4C-HSDPA
	See Table 6.5F.1, 6.5F.2 and 6.5F.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula:

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5FA Blocking Characteristics for single Uplink Dual band 4C-HSDPA (3 carrier)
	See Table 6.5F.1, 6.5F.2 and 6.5F.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula:

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5G Blocking Characteristics for dual Uplink Dual band 4C-HSDPA
	See Table 6.5G.1 and 6.5G.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula:

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.5GA Blocking Characteristics for dual Uplink Dual band 4C-HSDPA (3 carrier)
	See Table 6.5G.1 and 6.5G.3 in TS34.121

BLER limit = 0.1
	0 dB
	Formula:

I blocking (modulated) Minimum Requirement - TT (dBm/3.84MHz)

I blocking (CW) Minimum Requirement - TT (dBm)

BLER limit unchanged

	6.6 Spurious Response
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BER limit = 0.001
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BER limit unchanged

Iblocking(CW) = -44 dBm

	6.6A Spurious Response for DC-HSDPA
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BLER limit = 0.1
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BLER limit unchanged

Iblocking(CW) = -44 dBm

	6.6B Spurious Response for DB-DC-HSDPA
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BLER limit = 0.1
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BLER limit unchanged

Iblocking(CW) = -44 dBm

	6.6C Spurious Response for single band 4C-HSDPA
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BLER limit = 0.1
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BLER limit unchanged

Iblocking(CW) = -44 dBm

	6.6D Spurious Response for dual band 4C-HSDPA
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BLER limit = 0.1
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BLER limit unchanged

Iblocking(CW) = -44 dBm

	6.6DA Spurious Response for dual band 4C-HSDPA (3 carrier)
	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies

BLER limit = 0.1
	0 dB
	Formula: I blocking (CW) Minimum Requirement - TT (dBm)

Fuw unchanged

BLER limit unchanged

Iblocking(CW) = -44 dBm

	6.7 Intermodulation Characteristics
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -103.7 dBm/3.84 MHz

DPCH_Ec = -114 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: 

Ior Minimum Requirement + TT


DPCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BER limit unchanged.

	6.7A Intermodulation Characteristics for DC-HSDPA
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -99.7 dBm/3.84 MHz

HS-PDSCH_Ec = -110 dBm/3.84 MHz

BER limit = 0.1
	0 dB
	Formula: 

Ior Minimum Requirement + TT


HS-PDSCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BLER limit unchanged.

	6.7B Intermodulation Characteristics for DB-DC-HSDPA
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -99.7 dBm/3.84 MHz

HS-PDSCH_Ec = -110 dBm/3.84 MHz

BER limit = 0.1
	0 dB
	Formula: 

Ior Minimum Requirement + TT


HS-PDSCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BLER limit unchanged.

	6.7C Intermodulation Characteristics for DC-HSUPA
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -99.7 dBm/3.84 MHz

HS-PDSCH_Ec = -110 dBm/3.84 MHz

BER limit = 0.1
	0 dB
	Formula: 

Ior Minimum Requirement + TT


HS-PDSCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BLER limit unchanged.

	6.7D Intermodulation Characteristics for single uplink single band 4C-HSDPA
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -99.7 dBm/3.84 MHz

HS-PDSCH_Ec = -110 dBm/3.84 MHz

BER limit = 0.1
	0 dB
	Formula: 

Ior Minimum Requirement + TT


HS-PDSCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BLER limit unchanged.

	6.7E Intermodulation Characteristics for single uplink dual band 4C-HSDPA
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -99.7 dBm/3.84 MHz

HS-PDSCH_Ec = -110 dBm/3.84 MHz

BER limit = 0.1
	0 dB
	Formula: 

Ior Minimum Requirement + TT


HS-PDSCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BLER limit unchanged.

	6.7EA Intermodulation Characteristics for single uplink dual band 4C-HSDPA (3 carrier)
	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -99.7 dBm/3.84 MHz

HS-PDSCH_Ec = -110 dBm/3.84 MHz

BER limit = 0.1
	0 dB
	Formula: 

Ior Minimum Requirement + TT


HS-PDSCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BLER limit unchanged.

	6.8 Spurious Emissions
	
	
	Formula: Maximum level + TT

Add zero to all the values of Maximum Level in table 6.8.1.

	
	Frequency Band
	Maximum level
	
	Frequency Band
	Maximum level

	
	9kHz ( f ( 1GHz
	-57dBm
/100kHz
	0 dB
	9kHz ( f ( 1GHz
	-57dBm
/100kHz

	
	1GHz ( f ( 12.75GHz
	-47dBm
 /1MHz
	0 dB
	1GHz ( f ( 2.2GHz
	-47dBm
 /1MHz

	
	
	
	
	
	

	
	
	
	0 dB
	2.2GHz ( f ( 4GHz
	-47dBm
 /1MHz

	
	
	
	0 dB
	4GHz ( f ( 12.75GHz
	-47dBm
 /1MHz

	
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz
	0 dB
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz

	
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz
	0 dB
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz


[Many Sections are skipped here]

F.6.3
Statistical Testing of HSDPA Receiver Performance

F.6.3.1
Definition

Information Bit Throughput R:


The measured information bit throughput R is defined as the sum (in kilobits) of the information bit payloads (excluding the 24-bit HS-DSCH CRC) successfully received during the test interval, divided by the duration of the test interval (in seconds).

F.6.3.2
Mapping throughput to block error ratio

a)
In measurement practice the UE indicates successfully received information bit payload by signalling an ACK to the SS.
If payload is received, but damaged and cannot be decoded, the UE signals a NACK.

b)
Only the ACK and NACK signals, not the data bits received, are accessible to the SS.
The number of bits is known in the SS from knowledge of what payload was sent.

c)
For fixed reference channel the number of bits in a TTI is fixed during one test.

d)
The time in the measurement interval is composed of successful TTIs (ACK), unsuccessful TTIs (NACK) and DTX-TTIs.

e)
DTX-TTIs occur regularly according to the H-set. (regDTX).
In real live this is the time when other UEs are served.
regDTX vary from test to test but are fixed within the test.

f)
Additional DTX-TTIs occur statistically when the UE is not responding ACK or NACK where it should. (statDTX)
This may happen when the UE was not expecting data or decided that the data were not intended for it.

The pass / fail decision is done by observing the:

-
number of NACKs

-
number of ACKs and

-
number of statDTXs (regDTX is implicitly known to the SS)

The ratio (NACK + statDTX)/(NACK+ statDTX +ACK)is the Bock Error Ratio BLER. Taking into account the time consumed by the ACK-, NACK-, and DTX-TTIs (regular and statistical), BLER can be mapped unambiguously to throughput for any single FRC test.

F.6.3.3
Bad DUT factor

NOTE:
Data throughput in a communication system is of statistical nature and must be measured and decided pass or fail. The specified  limit of throughput related to the ideal throughput in different throughput tests is in the range of a few % to near 100%. To make it comparable with BER, we define the complement of the relative throughput:  BLER as defined above. Complementary this is in the range of near 100% down to a few %  For e.g. BLER = 1%, the currently in BER BLER used Bad DUT factor M=1.5 is highly meaningful. For e.g. BLER = 99%, the currently used M=1.5 obviously meaningless.

An appropriate definition of the bad DUT factor is illustrated in figure F.6.3.3: constant and variable Bad DUT factor. 

It illustrates how to find the Bad BLER when the nominal BLER is given.

1)
In the range 0%< nominal BLER>10% the Bad DUT factor is constant 1.5

2)
In the range 90%< bad BLER>100% it decreases to 1. (symmetrical to (1))

3)
The range in between is interpolated by an arc section.

The example shows: nominal BLER=35,6% ( bad BLER=47.67.5%  ( M=1.34

(blue mapping)
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Figure F.6.3.3: constant and variable Bad DUT factor

Formula:

For 0 < BLER<= 0.1 M = 1.5

For 0.1 <BLER <.9 
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For 0.9 <= BLER < 1 M(BLER)= 2/3BLER + 1/3

With BLER: nominal Block Error Ratio (0<BLER<1)

With r = 2.70415 (Radius of the arc)

F.6.3.3.1
Bad DUT factor, range of applicability

Inaccuracy is one practical reason to avoid the grey shaded area of figure F.6.3.3: constant and variable Bad DUT factor.  For BLER near 1 the Bad DUT factor M is near 1. For M=1,exactly, the pass and fail criteria do not intersect. The test never is finalised.

For M near 1 the pass and fail criteria exhibit a very smooth intersection. In addition the binomial distribution and its inverse are of discrete nature. Therefore the test limit and the number of samples is calculable only very ambiguous.

It is proposed to apply the bad DUT factor only in the not shaded area of figure F.6.3.3.

This is done by the following:

BLER mode:

Use BLER as defined above in the range of 0 to 50%, use M >1 as defined above.

The Test Limit  will be > the Test Requirement in the table F.6.3.5. below.

Relative Throughput mode:

If BLER is in the range 50 to 100%, use 1-BLER instead. Use m<1 instead of M. 

1-BLER is the relative throughput with respect to the ideal throughput.

As a consequence, the Test Limit  <  Test Requirement 

Formula for m:  

For 0 < (1-BLER) <= 0.15 m = 1/1.5

For 0.15 <(1-BLER) <.85 
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In figure F.6.3.3 this is represented by the red mapping.

The tables F.6.3.5... below distinguish between m and M.

F.6.3.4
Minimum Test time

Same as with BER BLER there is a minimum test time is necessary for multipath fading profiles with the same justification:

Table F.6.3.4 Applicability and characteristics of the Tables F.6.3.5. 0 to F.6.3.5.4. 10

	profile
	Minimum Test time

	PA3, PB3
	164s

	VA30, Case 8
	16.4s

	VA 120
	4.1s


The purpose of tables F.6.3.5.0 to F.6.3.5.4.10 is to decide throughput pass or fail.

(the Ior/Ioc levels are only for reference)

Meaning of a decision:

-
A passed DUT is not worse than a Bad DUT with 95% confidence level.

-
A failed DUT is not better than a Limit DUT with 95% confidence level.

The minimum Test Time is

1)
the minimum test time due to statistical reasons 

( To ensure the confidence level, the test must be continued until a certain number of samples (NACK+ statDTX +ACK) is reached.) 

2)
the minimum test time due to multipath fading.

The longer test time applies. It is marked in  table F.6.3.5. which one applies. 

Statistical independence: 


If a process works within an incremental redundancy sequence, the samples are not independent. The incremental redundancy sequence for every process must be finalised, successfully or unsuccessfully, on or beyond the minimum test time.


Then the BLER (or 1-BLER) is compared with the Test Limit to decide pass or fail.

Note:
It is FFS, if correlation within groups of retransmissions may influence the confidence level of the test. 

Formula:

The theory, to derive  the minimum number  of  samples and the Test Limit, takes into consideration that BLER is in the range of near 0% to near 100%. Hence it is based on the binomial distribution and its inverse cumulative function: qbinom:

For the BLER test mode:


nelow=qbinom(D,ns,M*BLERlimit)             (1)


nehigh=qbinom(1-D,ns,BLERlimit)               (2)

given: 1-D: confidence level= 95%


BLERlimit=Block error ratio at the limit


M: Bad DUT factor >1

Input:   ns: number of samples (NACK+ statDTX + ACK)
Output  ne: number of events (NACK+ statDTX) 

The intersection of (1) and (2) is the Test Limit with the coordinates: ns and ne

For the Relative Throughput  test mode:


nelow=qbinom(D,ns,1-BLERlimit)                          (3)


nehigh=qbinom(1-D,ns,m*(1-BLERlimit))               (4)

given: 1-D: confidence level= 95%


1-BLERlimit= Relative Throughput at the limit


m: Bad DUT factor <1

Input:   ns: number of samples (NACK+ statDTX + ACK)
Output  ne: number of events (ACK) 

The intersection of (3) and (4) is the Test Limit with the coordinates: ns and ne

Note 1:
In contrast to BER BLER test, this approach does not contain any test time optimisation. (early pass, early fail)

Note 2:
The intersection of (3) and (4) above is a multipoint intersection due to the discrete nature of those curves. Thus, the specific intersection point used for the test limit is a subjective decision about the intersection point. In all cases, the intersection point was chosen such that it fell in the middle of the set of intersections of curves (3) and (4) above.

Nomenclature used in the tables F.6.3.5… below:

-
NACK+ statDTX + ACK is summarised as No of samples 

-
NACK+ statDTX is summarised as No of errors 

-
ACK is summarised as No of successes

-
In the BLER (BL) test mode  the ratio:              No of errors/ No of samples           is recorded. In this mode a pass is below the test limit

-
In the Relative Throughput (RT) test mode (1-BLER) the ratio: No of successes/ No of samples     is recorded. In this mode a pass is above the test limit

-
The test mode, used, is indicated in the rightmost column with BL or RT

-
The transition from the BL to the RT test mode can also be seen in the column relative test requirement: BLER%( (1-BLER%) 

-
The generic term for No of errors (BLER mode) or No of successes (Relative Throughput mode)   is   No of events. This is used in the table column Test Limit.

F.6.3.5
Test conditions for HSDPA Receiver Performance

Table F.6.3.5.0: DC-HSDPA/4C-HSDPA receiver test case 6.2A, 6.2C, 6.2D, 6.2DA, 6.4B, 6.5A, 6.5D, 6.5E, 6.5F, 6.5FA 6.5G, 6.5GA, 6.6A, 6.6C, 6.6D, 6.6DA, 6.7A, 6.7D,6.7E and 6.7EA
	DC-HSDPA Reception 
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=60 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

H-Set 12
	
	
	
	
	
	

	
	54
	10%
	58/467

(M=1.5)
	467

((58)
	0.934s (stat)
	BL


Table F.6.3.5.1: Maximum Input Level test cases 6.3A, 6.3C, 6.3G and 6.3GA
	Maximum Input Level for HS-PDSCH Reception (16QAM)
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

H-Set 1
	
	
	
	
	
	

	
	700
	10%
	58/467

(M=1.5)
	467

((58)
	2.8s (stat)
	BL


Table F.6.3.5.1A: Maximum Input Level test cases 6.3B, 6.3D, 6.3H and 6.3HA
	Maximum Input Level for HS-PDSCH Reception (64QAM)
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=13252 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	64 QAM

H-Set 8
	
	
	
	
	
	

	
	11800
	10.96%
	57/422

(M=1.499)
	422

((57)
	0.844s (stat)
	BL


[End of  modification]
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