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4.6
Default RRC message and information elements contents

This clause contains the default values of common RRC messages and  information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages

–
CounterCheck
Table 4.6.1-0a: CounterCheck

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheck ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      counterCheck-r8 SEQUENCE {
	
	
	

	        drb-CountMSB-InfoList
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CounterCheckResponse

Table 4.6.1-0b: CounterCheckResponse
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheckResponse ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    counterCheckResponse-r8 SEQUENCE {
	
	
	

	      drb-CountInfoList
	Set according to specific message content
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CSFBParametersRequestCDMA2000
Table 4.6.1-1: CSFBParametersRequestCDMA2000

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CSFBParametersRequestCDMA2000 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    csfbParametersRequestCDMA2000-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CSFBParametersResponseCDMA2000

Table 4.6.1-2: CSFBParametersResponseCDMA2000
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CSFBParametersResponseCDMA2000 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    csfbParametersResponseCDMA2000-r8 SEQUENCE {
	
	
	

	      rand
	Set according to specific message content
	
	

	      mobilityParameters
	Set according to specific message content
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
DLInformationTransfer
Table 4.6.1-3: DLInformationTransfer
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      dlInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS 
	Set according to specific message content
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
HandoverFromEUTRAPreparationRequest
Table 4.6.1-4: HandoverFromEUTRAPreparationRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	type1XRTT
	
	

	        rand
	A random value, generated by the SS
	
	

	        mobilityParameters
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


-
LoggedMeasurementConfiguration
Table 4.6.1-4.0A: LoggedMeasurementConfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	LoggedMeasurementConfiguration-r10 ::= 
SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      loggedMeasurementConfiguration-r10 SEQUENCE {
	
	
	

	        traceReference-r10 SEQUENCE {
	
	
	

	            plmn-Identity-r10 SEQUENCE {
	
	
	

	                mcc SEQUENCE (SIZE (3)) OF MCC-NMC-Digit
	See table 4.4.2-2
	
	

	                mnc SEQUENCE (SIZE (2..3)) OF MCC-NMC-Digit
	See table 4.4.2-2
	
	

	        
}
	
	
	

	        
traceId-r10
	‘0EF’H
	OCTET STRING (SIZE (3))
	

	        }
	
	
	

	        traceRecordingSessionRef-r10
	‘1A’H
	OCTET STRING (SIZE (2))
	

	        tce-Id-r10
	‘5’H
	OCTET STRING (SIZE (1))
	

	        absoluteTimeInfo-r10
	Set to value corresponding to the absolute time when the message is sent
	BIT STRING (SIZE (48)), see TS 36.331 clause 6.3.6 for format.
	

	        areaConfiguration-r10
	Not present
	
	

	        loggingDuration-r10
	min120
	ENUMERATED { min10, min20, min40, min60, min90, min120, spare2, spare1}
	

	        loggingInterval-r10
	ms10240
	ENUMERATED { ms1280, ms2560, ms5120, ms10240, ms20480, ms30720, ms40960, ms61440}
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MBMSCountingRequest
Table 4.6.1-4AA: MBMSCountingRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBMSCountingRequest-r10 ::= SEQUENCE {
	
	
	

	  CountingRequestList-r10 SEQUENCE (SIZE (1.. maxServiceCount)) OF SEQUENCE {
	
	
	

	    tmgi-r10 SEQUENCE {
	
	
	

	      plmn-Id-r9 CHOICE{
	
	
	

	          plmn-Index-r9
	1
	
	

	        }
	
	
	

	      serviceId-r9
	‘000’
	
	

	      }
	
	
	

	}
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


–
MBMSCountingResponse
Table 4.6.1-4AB: MBMSCountingResponse
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	criticalExtensions CHOICE {
	
	
	

	  c1 CHOICE{
	
	
	

	    countingResponse-r10 OF SEQUENCE {
	
	
	

	      mbsfn-AreaIndex-r10
	0
	
	

	      countingResponseList-r10 SEQUENCE (SIZE (1... maxServiceCount)) OF SEQUENCE {
	
	
	

	        countingResponseService-r10
	0
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MBSFNAreaConfiguration
Table 4.6.1-4A: MBSFNAreaConfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBSFNAreaConfiguration-r9 ::= SEQUENCE {
	
	
	

	  commonSF-Alloc-r9 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n4
	
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	‘100000’
	
	

	    }
	
	
	

	    commonSF-AllocPeriod-r9
	rf8
	
	

	    pmch-InfoList-r9  SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF SEQUENCE {
	
	
	

	      pmch-Config-r9 SEQUENCE {
	
	
	

	        sf-AllocEnd-r9

	1
	
	

	        dataMCS-r9
	0
	
	

	        mch-SchedulingPeriod-r9
	rf8
	
	

	      }
	
	
	

	      mbms-SessionInfoList-r9 SEQUENCE (SIZE (0..maxSessionPerPMCH)) OF SEQUENCE {
	
	
	

	        MBMS-SessionInfo-r9 SEQUENCE {
	
	
	

	          tmgi-r9 SEQUENCE {
	
	
	

	            plmn-Id-r9 CHOICE{
	
	
	

	              plmn-Index-r9
	1
	
	

	          }
	
	
	

	            serviceId-r9
	‘000’
	
	

	        }
	
	
	

	          logicalChannelIdentity-r9
	1
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MeasurementReport
Table 4.6.1-5: MeasurementReport
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MobilityFromEUTRACommand
Table 4.6.1-6: MobilityFromEUTRACommand

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        csFallbackIndicator
	Set according to specific message content
	
	

	        purpose CHOICE {
	Set according to specific message content
	
	

	          handover
	
	
	

	          cellChangeOrder
	
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
Paging
Table 4.6.1-7: Paging
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	1 entry
	
	

	    ue-Identity[1] CHOICE {
	
	
	

	      s-TMSI
	Set to the value of the S-TMSI of the UE
	
	

	    }
	
	
	

	    cn-Domain[1]
	ps
	
	

	  }
	
	
	

	  systemInfoModification 
	Not present
	
	

	  etws-Indication
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


–
RRCConnectionReconfiguration
Table 4.6.1-8: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	
	MeasConfig-DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	
	MobilityControlInfo-HO
	
	HO, HO-TO-EUTRA

	        dedicatedInfoNASList
	Not present
	
	

	
	Set according to specific message content
	
	SRB2-DRB(n, m)

DRB(n, m)

SRB1-SRB2-DRB(n,m)

AM-DRB-ADD(bid)

UM-DRB-ADD(bid)

DRB-REL(bid)

DRB-Mod

	        radioResourceConfigDedicated
	Not present
	
	

	
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n, m)

	
	RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	
	AM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	
	UM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-DRB-REL(bid)
	
	DRB-REL(bid)

	
	RadioResourceConfigDedicated-HO
	
	HO

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	
	RadioResourceConfigDedicated-DRB-Mod
	
	DRB-Mod

	        securityConfigHO
	Not present
	
	

	
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            otherConfig-r9
	Not present
	
	

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	Not present
	
	

	              sCellToAddModList-r10 SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	SCell_AddMod

	                sCellToAddMod[1]
	SCellToAddMod-r10-DEFAULT
	
	

	              }
	
	
	

	              nonCriticalExtension
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	AM-DRB-ADD(bid)
	Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already be established)

	UM-DRB-ADD(bid)
	Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already be established)

	DRB-REL(bid)
	Release of the DRB with bearer identity bid

	HO
	Intra LTE handover

	MEAS
	A measurement is configured

	HO-TO-EUTRA(n,m)
	Inter-RAT handover to E-UTRA including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	DRB-Mod
	Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer Context Request message (SRB2 should already be established)

	SCell_AddMod
	Addition or modification of SCell


–
RRCConnectionReconfigurationComplete
Table 4.6.1-9: RRCConnectionReconfigurationComplete
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionReestablishment
Table 4.6.1-10: RRCConnectionReestablishment

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SRB1
	
	

	        nextHopChainingCount
	0
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionReestablishmentComplete
Table 4.6.1-11: RRCConnectionReestablishmentComplete
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionReestablishmentReject
Table 4.6.1-12: RRCConnectionReestablishmentReject
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentReject-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionReestablishmentRequest
Table 4.6.1-13: RRCConnectionReestablishmentRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity
	Set according to specific message content
	
	

	      reestablishmentCause
	Set according to specific message content
	
	

	      spare
	Present but contents not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionReject
Table 4.6.1-14: RRCConnectionReject

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReject-r8 SEQUENCE {
	
	
	

	        waitTime
	3(seconds)
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionRelease
Table 4.6.1-15: RRCConnectionRelease

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        releaseCause
	other
	
	

	        redirectedCarrierInfo
	Not present
	
	

	        idleModeMobilityControlInfo
	Not present
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionRequest
Table 4.6.1-16: RRCConnectionRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        s-TMSI
	Any allowed value
	
	

	      }
	
	
	

	      establishmentCause
	Present but contents not checked
	
	

	      spare
	Present but contents not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionSetup
Table 4.6.1-17: RRCConnectionSetup
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetup ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetup-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-SRB1
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCConnectionSetupComplete
Table 4.6.1-18: RRCConnectionSetupComplete

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        selectedPLMN-Identity
	1
	
	

	        registeredMME
	Not checked
	
	

	        dedicatedInfoNAS
	Present but contents not checked
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SecurityModeCommand
Table 4.6.1-19: SecurityModeCommand

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      securityModeCommand-r8 SEQUENCE {
	
	
	

	        securityConfigSMC 
	SecurityConfigSMC-DEFAULT
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SecurityModeComplete
Table 4.6.1-20: SecurityModeComplete

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SecurityModeFailure
Table 4.6.1-21: SecurityModeFailure

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeFailure ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeFailure-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UECapabilityEnquiry
Table 4.6.1-22: UECapabilityEnquiry

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRequest
	eutra
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UECapabilityInformation
Table 4.6.1-23: UECapabilityInformation

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          rat-Type
	Set according to specific message content
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              accessStratumRelease
	Same as indicated in TC applicability of 36.523-2
	
	

	              ue-Category
	Not checked
	
	

	              pdcp-Parameters SEQUENCE {
	
	
	

	                supportedROHC-Profiles SEQUENCE {
	
	
	

	                  profile0x0001
	Not checked
	
	

	                  profile0x0001
	true
	
	 ROHC

	                  profile0x0002
	Not checked
	
	

	                  profile0x0002
	true
	
	 ROHC

	                  profile0x0003
	Not checked
	
	

	                  profile0x0004
	Not checked
	
	

	                  profile0x0006
	Not checked
	
	

	                  profile0x0101
	Not checked
	
	

	                  profile0x0102
	Not checked
	
	

	                  profile0x0103
	Not checked
	
	

	                  profile0x0104
	Not checked
	
	

	                }
	
	
	

	                maxNumberROHC-ContextSessions
	Not checked
	
	

	              }
	
	
	

	              phyLayerParameters
	Not checked
	
	

	              rf-Parameters
	Not checked
	
	

	              measParameters
	Not checked
	
	

	              featureGroupIndicators
	
	
	

	                -- FGI 1
	Not checked
	
	

	                -- FGI 2
	Not checked
	
	

	                -- FGI 3
	Not checked
	
	

	                -- FGI 4
	Not checked
	
	

	                -- FGI 5
	Not checked
	
	

	
	
	
	

	                -- FGI 6
	Not checked
	
	

	
	
	
	

	                -- FGI 7
	Not checked
	
	

	                -- FGI 8
	Not checked
	
	

	
	
	
	

	                -- FGI 9
	Not checked
	
	

	                -- FGI 10
	Not checked
	
	

	                -- FGI 11
	Not checked
	
	

	                -- FGI 12
	Not checked
	
	

	                -- FGI 13
	Not checked
	
	

	                -- FGI 14
	Not checked
	
	

	                -- FGI 15
	Not checked
	
	

	                -- FGI 16
	Not checked
	
	

	
	
	
	

	                -- FGI 17
	Not checked
	
	 

	
	
	
	

	                -- FGI 18
	Not checked
	
	

	
	
	
	

	                -- FGI 19
	Not checked
	
	

	                -- FGI 20
	Not checked
	
	

	
	
	
	

	                -- FGI 21
	Not checked
	
	

	                -- FGI 22
	Not checked
	
	

	
	
	
	

	                -- FGI 23
	Not checked
	
	

	                -- FGI 24
	Not checked
	
	

	
	
	
	

	                -- FGI 25
	Not checked
	
	

	
	
	
	

	                -- FGI 26
	Not checked
	
	

	
	
	
	

	                -- FGI 27
	Not checked
	
	

	                -- FGI 28
	Not checked
	
	

	                -- FGI 29
	Not checked
	
	

	                -- FGI 30
	Not checked
	
	

	
	
	
	

	-- FGI 31
	Not checked
	
	

	-- FGI 32
	‘0’B (Undefined)
	
	

	
	
	
	

	              interRAT-Parameters SEQUENCE {
	
	
	

	                utraFDD
	Not checked
	
	

	                utraTDD128
	Not checked
	
	

	                utraTDD384
	Not checked
	
	

	                utraTDD768
	Not checked
	
	

	                Geran
	Not checked
	
	

	                cdma2000-HRPD
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	              }
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                phyLayerParameters-v920
	Not checked
	
	

	                interRAT-ParametersGERAN-v920
	Not checked
	
	

	                interRAT-ParametersUTRA-v920
	Not checked
	
	

	                interRAT-ParametersCDMA2000-v920
	Not checked
	
	

	                deviceType-r9
	Not checked
	
	

	                csg-ProximityIndicationParameters-r9
	Not checked
	
	

	                neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                son-Parameters-r9
	Not checked
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  lateNonCriticalExtension SEQUENCE {
	
	
	

	
	
	
	

	                      featureGroupIndRel9Add-r9
	
	
	

	                        -- FGI 33
	Not checked
	
	

	                        -- FGI 34
	Not checked
	
	

	                        -- FGI 35
	Not checked
	
	

	                        -- FGI 36
	Not checked
	
	

	                        -- FGI 37
	Not checked
	
	

	                        -- FGI 38
	Not checked
	
	

	                        -- FGI 39
	Not checked
	
	

	                        -- FGI 40
	Not checked
	
	

	                        -- FGI 41
	Not checked
	
	

	                        -- FGI 42-64
	‘0’B (Undefined)
	
	

	
	
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                        phyLayerParameters-r9
	Not checked
	
	

	                        featureGroupIndicators-r9
	
	BITSTRING 32
	

	                          -- FGI 1F
	Not checked
	
	

	                          -- FGI 2F
	Not checked
	
	

	                          -- FGI 3F
	Not checked
	
	FDD = TDD

	                          -- FGI 4F
	Not checked
	
	

	                          -- FGI 5F
	Not checked
	
	FDD = TDD

	                          -- FGI 6F
	Not checked
	
	FDD = TDD

	                          -- FGI 7F
	Not checked
	
	FDD = TDD

	                          -- FGI 8F
	Not checked
	
	

	                          -- FGI 9F
	Not checked
	
	

	                          -- FGI 10F
	Not checked
	
	

	                          -- FGI 11F
	Not checked
	
	

	                          -- FGI 12F
	Not checked
	
	

	                          -- FGI 13F
	Not checked
	
	FDD = TDD

	                          -- FGI 14F
	Not checked
	
	FDD = TDD

	                          -- FGI 15F
	Not checked
	
	

	                          -- FGI 16F
	Not checked
	
	FDD = TDD

	                          -- FGI 17F
	Not checked
	
	FDD = TDD

	                          -- FGI 18F
	Not checked
	
	FDD = TDD

	                          -- FGI 19F
	Not checked
	
	

	                          -- FGI 20F
	Not checked
	
	FDD = TDD

	                          -- FGI 21F
	Not checked
	
	FDD = TDD

	                          -- FGI 22F
	Not checked
	
	

	                          -- FGI 23F
	Not checked
	
	

	                          -- FGI 24F
	Not checked
	
	

	                          -- FGI 25F
	Not checked
	
	FDD = TDD

	                          -- FGI 26F
	Not checked
	
	

	                          -- FGI 27F
	Not checked
	
	

	                          -- FGI 28F
	Not checked
	
	

	                          -- FGI 29F
	Not checked
	
	

	                          -- FGI 30F
	Not checked
	
	FDD = TDD

	                          -- FGI 31F
	Not checked
	
	FDD = TDD

	                          -- FGI 32F
	‘0’B (Undefined) if present
	
	

	
	
	
	

	                        featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                          -- FGI 33F
	Not checked
	
	

	                          -- FGI 34F
	Not checked
	
	

	                          -- FGI 35F
	Not checked
	
	

	                          -- FGI 36F
	Not checked
	
	

	                          -- FGI 37F
	Not checked
	
	

	                          -- FGI 38F
	Not checked
	
	

	                          -- FGI 39F
	Not checked
	
	

	                          -- FGI 40F
	Not checked
	
	

	                          -- FGI 41F
	Not checked
	
	

	                          -- FGI 42F-64F
	‘0’B (Undefined) if present
	
	

	
	
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersUTRA-r9
	Not checked
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                        neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                      }
	
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                        phyLayerParameters-r9
	Not checked
	
	

	                        featureGroupIndicators-r9
	
	BITSTRING 32
	

	                          -- FGI 1T
	Not checked
	
	

	                          -- FGI 2T
	Not checked
	
	

	                          -- FGI 3T
	Not checked
	
	FDD = TDD

	                          -- FGI 4T
	Not checked
	
	

	                          -- FGI 5T
	Not checked
	
	FDD = TDD

	                          -- FGI 6T
	Not checked
	
	FDD = TDD

	                          -- FGI 7T
	Not checked
	
	FDD = TDD

	                          -- FGI 8T
	Not checked
	
	

	                          -- FGI 9T
	Not checked
	
	

	                          -- FGI 10T
	Not checked
	
	

	                          -- FGI 11T
	Not checked
	
	

	                          -- FGI 12T
	Not checked
	
	

	                          -- FGI 13T
	Not checked
	
	FDD = TDD

	                          -- FGI 14T
	Not checked
	
	FDD = TDD

	                          -- FGI 15T
	Not checked
	
	

	                          -- FGI 16T
	Not checked
	
	FDD = TDD

	                          -- FGI 17T
	Not checked
	
	FDD = TDD

	                          -- FGI 18T
	Not checked
	
	FDD = TDD

	                          -- FGI 19T
	Not checked
	
	

	                          -- FGI 20T
	Not checked
	
	FDD = TDD

	                          -- FGI 21T
	Not checked
	
	FDD = TDD

	                          -- FGI 22T
	Not checked
	
	

	                          -- FGI 23T
	Not checked
	
	

	                          -- FGI 24T
	Not checked
	
	

	                          -- FGI 25T
	Not checked
	
	FDD = TDD

	                          -- FGI 26T
	Not checked
	
	

	                          -- FGI 27T
	Not checked
	
	

	                          -- FGI 28T
	Not checked
	
	

	                          -- FGI 29T
	Not checked
	
	

	                          -- FGI 30T
	Not checked
	
	FDD = TDD

	                          -- FGI 31T
	Not checked
	
	FDD = TDD

	                          -- FGI 32T
	‘0’B (Undefined) if present
	
	

	
	
	
	

	                        featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                          -- FGI 33T
	Not checked
	
	

	                          -- FGI 34T
	Not checked
	
	

	                          -- FGI 35T
	Not checked
	
	

	                          -- FGI 36T
	Not checked
	
	

	                          -- FGI 37T
	Not checked
	
	

	                          -- FGI 38T
	Not checked
	
	

	                          -- FGI 39T
	Not checked
	
	

	                          -- FGI 40T
	Not checked
	
	

	                          -- FGI 41T
	Not checked
	
	

	                          -- FGI 42T-64T
	‘0’B (Undefined) if present
	
	

	
	
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersUTRA-r9
	Not checked
	
	

	                        interRAT-ParametersGERAN-r9
	Not checked
	
	

	                        interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                        neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                      }
	
	
	

	                      nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                        interRAT-ParametersUTRA-v9c0
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                          phyLayerParameters-v9d0
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                            rf-Parameters-v9e0
	Not checked
	
	

	                            nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    ue-Category-v1020
	Not checked
	
	

	                    phyLayerParameters-v1020
	Not checked
	
	

	                    rf-Parameters-v1020
	Not checked
	
	

	                    measParameters-v1020
	Not checked
	
	

	                    featureGroupIndRel10-r10
	
	BITSTRING 32
	

	                      -- FGI 101
	Not checked
	
	

	                      -- FGI 102
	Not checked
	
	

	                      -- FGI 103
	Not checked
	
	

	                      -- FGI 104
	Not checked
	
	

	                      -- FGI 105
	Not checked
	
	

	                      -- FGI 106
	Not checked
	
	

	                      -- FGI 107
	Not checked
	
	

	                      -- FGI 108
	Not checked
	
	

	                      -- FGI 109
	Not checked
	
	

	                      -- FGI 110
	Not checked
	
	

	                      -- FGI 111
	Not checked
	
	

	                      -- FGI 112
	Not checked
	
	

	                      -- FGI 113
	Not checked
	
	

	                      -- FGI 114
	Not checked
	
	

	                      -- FGI 115
	Not checked
	
	

	                      -- FGI 116
	Not checked
	
	

	                      -- FGI 117-132
	‘0’B (Undefined) if present
	
	

	                    interRAT-ParametersCDMA2000-v1020
	Not checked
	
	

	                    ue-BasedNetwPerfMeasParameters-r10
	Not checked
	
	

	                    interRAT-ParametersUTRA-TDD-v1020
	Not checked
	
	

	                    nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-v1060
	Not checked
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-v1060
	Not checked
	
	

	                      rf-Parameters-v1060
	Not checked
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        rf-Parameters-v1090
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE { 
	
	
	

	                          pdcp-Parameters-v1130
	Not checked
	
	

	                          phyLayerParameters-v1130
	Not checked
	
	

	                          rf-Parameters-v1130
	Not checked
	
	

	                          measParameters-v1130
	Not checked
	
	

	                          interRAT-ParametersCDMA2000-v1130
	Not checked
	
	

	                          otherParameters-r11
	Not checked
	
	

	                          fdd-Add-UE-EUTRA-Capabilities-v1130
	Not checked
	
	

	                          tdd-Add-UE-EUTRA-Capabilities-v1130
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	
	

	
	

	ROHC
	 Support of ROHC profile0x0001 and ROHC profile0x0002 (TS 36.523-2 table A.4.4-1/40 and A.4.4-1/41).

	
	

	
	

	
	

	
	

	FDD = TDD
	UE is not allowed to signal different values for FDD and TDD, is not checked per default

	


–
UEInformationRequest
Table 4.6.1-23A: UEInformationRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationRequest-r9 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueInformationRequest-r9 SEQUENCE {
	
	
	

	        rach-ReportReq-r9
	FALSE
	
	

	        rlf-ReportReq-r9
	FALSE
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension SEQUENCE {}
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	Logged MDT

	            logMeasReportReq-r10
	TRUE
	
	

	            nonCriticalExtension SEQUENCE {}
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	Logged MDT
	Used for Logged MDT test cases


–
UEInformationResponse
Table 4.6.1-23B: UEInformationResponse
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueInformationResponse-r9
SEQUENCE {
	
	
	

	        rach-Report-r9 SEQUENCE {}
	Not checked
	
	

	        rlf-Report-r9 SEQUENCE {}
	Not checked
	
	

	        nonCriticalExtension  SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not checked
	
	

	          nonCriticalExtension  SEQUENCE {
	
	
	

	            logMeasReport-r10 SEQUENCE {}
	Not checked
	
	

	            nonCriticalExtension  SEQUENCE {
	Not checked
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


-
ULHandoverPreparationTransfer
Table 4.6.1-24: ULHandoverPreparationTransfer
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULHandoverPreparationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulHandoverPreparationTransfer-r8 SEQUENCE {
	
	
	

	        cdma2000-Type
	type1XRTT
	
	

	        meid
	Set to the 56 bit CDMA2000 mobile identification number of the UE
	
	

	        dedicatedInfo
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
ULInformationTransfer
Table 4.6.1-25: ULInformationTransfer
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInfoType CHOICE {
	
	
	

	          dedicatedInfoNAS
	Present but contents not checked
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.6.2
System information blocks

<End of modified section>
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