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Maintenance Use of TR 37.901
Background

1.
TR 37.901 entitled User Equipment (UE) application layer data throughput performance was introduced into RAN5 in September 2011 following a specific request from the Global Certification Forum (GCF) - device certification organisation, via TSG RAN. Since then it has been routinely updated by the interested parties in RAN5. Following an informal review of by the RAN5 Chair, it was thought useful to provide guidance on future maintenance to ensure that the original purpose/ scope of the technical report is not adversely exceeded. <highlighted area to be removed from the final version> 
Purpose
2.
The purpose of this PRD is to provide guidance on the use and maintenance of TR 37.901. 
Outline Approach

3.
Prior to the planning of any submission/CR for the maintenance of TR 37.901, it is recommended that the author should ask the following: 

 
· Is the CR going to change the original purpose of the TR?
· With the exception of a bug fix, does the CR preserve the original expected performance targets for the test point?
· Does the CR respond to a credible/ clearly identifiable market request, such as the GCF?
 
The guidance here is that if the answers to the above are ‘no’ or ‘not sure’ or ‘probably not’ then it rather suggests that a new TR should be introduced into RAN5 (via a new WI proposal).

Caveat

4.
As with any guidance it is general in its nature and cannot take into account specific instances. For delegates who are unsure about the relevance of a CR for the existing TR, it is recommended that further advice is sought via the RAN5 reflector. 
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