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	Associated with TTCN CR R5s130359, R5s130472


Contents of RADIO BEARER SETUP message: AM or UM

	Information Element
	Condition
	Value/remark
	Version
	Index

	Message Type
	A1, A2, A3, A4, A5, A6, A7, A8, A11
	
	
	RBS-003

	
	, A9, A10
	
	Rel-5
	RBS-004

	
	, A12, A13, A14, A15, A16
	
	Rel-6
	RBS-005

	
	, A17, A17a, A17b, A17c, A17d, A17e, A18, A19, A19a, A19b, A20, A21, A22
	
	Rel-7
	RBS-006

	
	, A23, A24,A28a
	
	Rel-7

Rel-8
	RBS-007

	
	, A25, A25a, A25b, A26, A27, A28, A29, A30
	
	Rel-8
	RBS-008

	
	, A25c, A31, A32, A33, A34, A35, A36
	
	Rel-9
Rel-10
	RBS-009

	<< Text skipped here >>

	
	
	
	

	Deleted UL TrCH information
	A13, A14, A15, A16
	
	Rel-6
	RBS-2141

	
	A17b, A17c, A17d, A17e, A19a, A19b, A22, A26, A27, A27a
	
	Rel-7
	RBS-2142

	
	A25, A25b
	
	Rel-8
	RBS-2143

	
	, A25c
	
	Rel-9
	RBS-2143a

	        - Uplink transport channel type
	DCH
	
	
	RBS-2144

	        - UL transport channel identity
	5
	
	
	RBS-2145

	<< Text skipped here >>

	
	
	
	

	Added or Reconfigured DL TrCH information
	A16
	1 TrCH (HS-DSCH for 2 DTCHs and DCCH)
	Rel-6
	RBS-2853

	
	, A19b, A21
	
	Rel-7
	RBS-2854

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-2855

	        - DL Transport channel identity
	
	Not Present
	
	RBS-2856

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-2857

	            - HARQ Info
	
	
	
	RBS-2858

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	RBS-2859

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-2860

	            - Added or reconfigured MAC-d flow
	
	
	
	RBS-2861

	                - MAC-hs queue to add or reconfigure list
	
	(three queues)
	
	RBS-2862

	                    - MAC-hs queue Id
	
	0 (for first DTCH)
	
	RBS-2863

	                    - MAC-d Flow Identity
	
	0
	
	RBS-2864

	                    - T1
	
	50
	
	RBS-2865

	                    - MAC-hs window size
	
	16
	
	RBS-2866

	                    - MAC-d PDU size Info
	
	
	
	RBS-2867

	                        - MAC-d PDU size
	
	336
	
	RBS-2868

	                        - MAC-d PDU size index
	
	0
	
	RBS-2869

	                    - MAC-hs queue Id
	
	1 (for DCCH)
	
	RBS-2870

	                    - MAC-d Flow Identity
	
	1
	
	RBS-2871

	                    - T1
	
	50
	
	RBS-2872

	                    - MAC-hs window size
	
	16
	
	RBS-2873

	                    - MAC-d PDU size Info
	
	
	
	RBS-2874

	                        - MAC-d PDU size
	
	148
	
	RBS-2875

	                        - MAC-d PDU size index
	
	0
	
	RBS-2876

	                    - MAC-hs queue Id
	
	3 (for second DTCH)
	
	RBS-2877

	                    - MAC-d Flow Identity
	
	3
	
	RBS-2878

	                    - T1
	
	50
	
	RBS-2879

	                    - MAC-hs window size
	
	16
	
	RBS-2880

	                    - MAC-d PDU size Info
	
	
	
	RBS-2881

	                        - MAC-d PDU size
	
	112
	
	RBS-2882

	                        - MAC-d PDU size index
	
	0
	
	RBS-2883

	                        - MAC-d PDU size
	
	144
	
	RBS-2884

	                        - MAC-d PDU size index
	
	1
	
	RBS-2885

	                        - MAC-d PDU size
	
	160
	
	RBS-2886

	                        - MAC-d PDU size index
	
	2
	
	RBS-2887

	                        - MAC-d PDU size
	
	176
	
	RBS-2888

	                        - MAC-d PDU size index
	
	3
	
	RBS-2889

	                        - MAC-d PDU size
	
	192
	
	RBS-2890

	                        - MAC-d PDU size index
	
	4
	
	RBS-2891

	                        - MAC-d PDU size
	
	224
	
	RBS-2892

	                        - MAC-d PDU size index
	
	5
	
	RBS-2893

	                        - MAC-d PDU size
	
	296
	
	RBS-2894

	                        - MAC-d PDU size index
	
	6
	
	RBS-2895

	                        - MAC-d PDU size
	
	344
	
	RBS-2896

	                        - MAC-d PDU size index
	
	7
	
	RBS-2897

	                - MAC-hs queue to delete list
	
	Not present
	
	RBS-2898

	        - DCH quality target
	
	Not present
	
	RBS-2899

	Added or Reconfigured DL TrCH information
	A17, A17a,   A18
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-7
	RBS-2900

	
	A25a
	
	Rel-8
	RBS-2901

	
	, A25c
	
	Rel-9
	RBS-2901b

	        - Downlink transport channel type
	
	DCH
	
	RBS-2902

	        - DL Transport channel identity
	
	10
	
	RBS-2903

	        - CHOICE DL parameters
	
	Same as UL
	
	RBS-2904

	            - Uplink transport channel type
	
	DCH
	
	RBS-2905

	            - UL TrCH identity
	
	5
	
	RBS-2906

	        - DCH quality target
	
	
	
	RBS-2907

	            - BLER Quality value
	
	-20 (-2.0)
	
	RBS-2908

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-2909

	        - DL Transport channel identity
	
	Not Present
	
	RBS-2910

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-2911

	            - HARQ Info
	
	
	
	RBS-2912

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	RBS-2913

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-2914

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	RBS-2915

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	
	RBS-2916

	                - MAC-ehs queue to add or reconfigure list
	
	(one queue)
	
	RBS-2917

	                    - MAC-ehs queue Id
	
	0
	
	RBS-2918

	                    - T1
	
	50
	
	RBS-2919

	                    - MAC-ehs window size
	
	16
	
	RBS-2920

	                - MAC-ehs queue to delete list
	
	Not present
	
	RBS-2921

	        - DCH quality target
	
	Not present
	
	RBS-2922

	Added or Reconfigured DL TrCH information
	A17b, A17c
	1 TrCH (HS-DSCH for  DTCH and DCCH)
	
	RBS-2923

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-2924

	        - DL Transport channel identity
	
	Not Present
	
	RBS-2925

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-2926

	            - HARQ Info
	
	
	
	RBS-2927

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	RBS-2928

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-2929

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	RBS-2930

	              - Added or reconfigured MAC-ehs reordering queue
	
	
	
	RBS-2931

	                - MAC-hs queue to add or reconfigure list
	
	(two queues)
	
	RBS-2932

	                    - MAC-ehs queue Id
	
	0 (for DTCH)
	
	RBS-2933

	                    - T1
	
	50
	
	RBS-2934

	                    - MAC-ehs window size
	
	16
	
	RBS-2935

	                    - MAC-ehs queue Id
	
	1 (for DCCH)
	
	RBS-2936

	                    - T1
	
	50
	
	RBS-2937

	                    - MAC-hs window size
	
	16
	
	RBS-2938

	                - MAC-ehs queue to delete list
	
	Not present
	
	RBS-2939

	        - DCH quality target
	
	Not present
	
	RBS-2940

	Added or Reconfigured DL TrCH information
	A17d, A17e, 
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-7
	

	
	A25b
	
	Rel-8
	

	        - Downlink transport channel type
	
	DCH
	
	

	        - DL Transport channel identity
	
	10
	
	

	        - CHOICE DL parameters
	
	Explicit
	
	

	        - TFS
	
	
	
	

	         - CHOICE Transport channel type
	
	Dedicated transport channels
	
	

	         - Dynamic Transport format information
	
	
	
	

	          - RLC Size
	
	Reference to clause 6.10 Parameter Set 
	
	

	          - Number of TBs and TTI List
	
	(This IE is repeated for TFI number.)
	
	

	           - Transmission Time Interval
	
	Not Present
	
	

	           - Number of Transport blocks
	
	Reference to clause 6.10 Parameter Set
	
	

	          - CHOICE Logical channel list
	
	All
	
	

	         - Semi-static Transport Format information
	
	
	
	

	          - Transmission time interval
	
	Reference to clause 6.10 Parameter Set 
	
	

	          - Type of channel coding
	
	Reference to clause 6.10 Parameter Set 
	
	

	          - Coding Rate
	
	Reference to clause 6.10 Parameter Set 
	
	

	          - Rate matching attribute
	
	Reference to clause 6.10 Parameter Set 
	
	

	          - CRC size
	
	Reference to clause 6.10 Parameter Set 
	
	

	        - DCH quality target
	
	
	
	

	            - BLER Quality value
	
	-20 (-2.0)
	
	

	        - Downlink transport channel type
	
	HS-DSCH
	
	

	        - DL Transport channel identity
	
	Not Present
	
	

	        - CHOICE DL parameters
	
	HS-DSCH
	
	

	            - HARQ Info
	
	
	
	

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	

	                - CHOICE Memory Partitioning
	
	Implicit
	
	

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	
	

	                - MAC-ehs queue to add or reconfigure list
	
	(one queue)
	
	

	                    - MAC-ehs queue Id
	
	0
	
	

	                    - T1
	
	50
	
	

	                    - MAC-ehs window size
	
	16
	
	

	                - MAC-ehs queue to delete list
	
	Not present
	
	

	        - DCH quality target
	
	Not present
	
	

	Added or Reconfigured DL TrCH information
	A22
	1 TrCH (HS-DSCH for 2 DTCHs and DCCH)
	Rel-7
	RBS-2941

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-2942

	        - DL Transport channel identity
	
	Not Present
	
	RBS-2943

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-2944

	            - HARQ Info
	
	
	
	RBS-2945

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	RBS-2946

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-2947

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	RBS-2948

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	
	RBS-2949

	                - MAC-ehs queue to add or reconfigure list
	
	(three queues)
	
	RBS-2950

	                    - MAC-ehs queue Id
	
	0 (for first DTCH)
	
	RBS-2951

	                    - T1
	
	50
	
	RBS-2952

	                    - MAC-ehs window size
	
	16
	
	RBS-2953

	                    - MAC-ehs queue Id
	
	1 (for DCCH)
	
	RBS-2954

	                    - T1
	
	50
	
	RBS-2955

	                    - MAC-ehs window size
	
	16
	
	RBS-2956

	                    - MAC-ehs queue Id
	
	3 (for second DTCH)
	
	RBS-2957

	                    - T1
	
	50
	
	RBS-2958

	                    - MAC-ehs window size
	
	16
	
	RBS-2959

	                - MAC-ehs queue to delete list
	
	Not present
	
	RBS-2960

	        - DCH quality target
	
	Not present
	
	RBS-2961

	Added or Reconfigured DL TrCH information
	A23
	
	Rel-7

Rel-8
	RBS-2962

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-2963

	        - DL Transport channel identity
	
	Not Present
	
	RBS-2964

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-2965

	            - HARQ Info
	
	
	
	RBS-2966

	                - Number of Processes
	
	Reference to clause 6.10 Parameter Set
	
	RBS-2967

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-2968

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	RBS-2969

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	
	RBS-2970

	                - MAC-ehs queue to add or reconfigure list
	
	(two queues)
	
	RBS-2971

	                    - MAC-ehs queue Id
	
	0 (for first DTCH)
	
	RBS-2972

	                    - T1
	
	50
	
	RBS-2973

	                    - MAC-ehs window size
	
	16
	
	RBS-2974

	                    - MAC-ehs queue Id
	
	1 (for second DTCH)
	
	RBS-2975

	                    - T1
	
	50
	
	RBS-2976

	                    - MAC-ehs window size
	
	16
	
	RBS-2977

	                - MAC-ehs queue to delete list
	
	Not present
	
	RBS-2978

	        - DCH quality target
	
	Not present
	
	RBS-2979

	Added or Reconfigured DL TrCH information
	A25
	1 TrCH (HS-DSCH for DTCH and DCCH)
	Rel-8
	RBS-2980

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-2981

	        - DL Transport channel identity
	
	Not Present
	
	RBS-2982

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-2983

	            - HARQ Info
	
	
	
	RBS-2984

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	RBS-2985

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-2986

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	RBS-2987

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	
	RBS-2988

	                - MAC-ehs queue to add or reconfigure list
	
	(two queues)
	
	RBS-2989

	                    - MAC-ehs queue Id
	
	0 (for DTCH)
	
	RBS-2990

	                    - T1
	
	50
	
	RBS-2991

	                    - MAC-ehs window size
	
	16
	
	RBS-2992

	                    - MAC-ehs queue Id
	
	1 (for DCCH)
	
	RBS-2993

	                    - T1
	
	50
	
	RBS-2994

	                    - MAC-ehs window size
	
	16
	
	RBS-2995

	                - MAC-ehs queue to delete list
	
	Not present
	
	RBS-2996

	        - DCH quality target
	
	Not present
	
	RBS-2997

	Added or Reconfigured DL TrCH information
	A28
	2 TrCHs (DCH for DCCH and HS-DSCH for DTCH)
	Rel-8
	RBS-2998

	        - Downlink transport channel type
	
	DCH
	
	RBS-2999

	        - DL Transport channel identity
	
	10
	
	RBS-3000

	        - CHOICE DL parameters
	
	Same as UL
	
	RBS-3001

	            - Uplink transport channel type
	
	DCH
	
	RBS-3002

	            - UL TrCH identity
	
	5
	
	RBS-3003

	        - DCH quality target
	
	
	
	RBS-3004

	            - BLER Quality value
	
	-20 (-2.0)
	
	RBS-3005

	        - Downlink transport channel type
	
	HS-DSCH
	
	RBS-3006

	        - DL Transport channel identity
	
	Not Present
	
	RBS-3007

	        - CHOICE DL parameters
	
	HS-DSCH
	
	RBS-3008

	            - HARQ Info
	
	
	
	RBS-3009

	                - Number of Processes
	
	Reference to clause 6.10.2.4.5 Parameter Set
	
	RBS-3010

	                - CHOICE Memory Partitioning
	
	Implicit
	
	RBS-3011

	            - CHOICE DL MAC header type
	
	MAC-ehs
	
	RBS-3012

	               - Added or reconfigured MAC-ehs reordering queue
	
	
	
	RBS-3013

	                - MAC-ehs queue to add or reconfigure list
	
	(one queue)
	
	RBS-3014

	                    - MAC-ehs queue Id
	
	0
	
	RBS-3015

	                    - T1
	
	50
	
	RBS-3016

	                    - MAC-ehs window size
	
	32
	
	RBS-3017

	                - MAC-ehs queue to delete list
	
	Not present
	
	RBS-3018

	        - DCH quality target
	
	Not present
	
	RBS-3019

	<< Text skipped here >>

	
	
	
	


<< Text skipped here >>
	Condition
	Explanation
	Version

	A1
	This IE is needed for "Non speech to CELL_DCH from CELL_DCH in CS"
	

	A2 
	This IE is needed for "Speech to CELL_DCH from CELL_DCH in CS"
	

	A3
	This IE is needed for "Packet to CELL_DCH from CELL_DCH in PS"
	

	A4
	This IE is needed for "Packet to CELL_DCH from CELL_FACH in PS"
	

	A5
	This IE is needed for "Packet to CELL_FACH from CELL_DCH in PS"
	

	A6
	This IE is needed for "Packet to CELL_FACH from CELL_FACH in PS"
	

	A7
	This IE is needed for "Non speech to CELL_DCH from CELL_FACH in CS"
	

	A8
	This IE is needed for "Speech to CELL_DCH from CELL_FACH in CS"
	

	A9
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using three multiplexing options", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_DCH in PS"
	Rel-5

	A10
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  using one multiplexing option", or when not stated otherwise, for "Packet to CELL_DCH / HS-DSCH from CELL_FACH in PS"
	Rel-5

	A11
	This IE is needed for " Packet RAB Setup after Speech RAB Setup in CELL_DCH"
	

	A12
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-6

	A13
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-6

	A14
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-6

	A15
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (two streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-6

	A16
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-6

	A17
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM"
	Rel-7

	A17a
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM] with enhanced data rate and RLC AM"
	Rel-7

	A17b
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH (MAC-ehs)"
	Rel-7

	A17c
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM] with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH (MAC-ehs)"
	Rel-7

	A17d
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH (MAC-ehs)"
	Rel-7

	A17e
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM] with enhanced data rate and RLC AM using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH (MAC-ehs)"
	Rel-7

	A18
	This IE is needed for "Packet to CELL_DCH / HS-DSCH with enhanced data rate and RLC UM"
	Rel-7

	A19
	This IE is needed for "Packet to CELL_DCH / E-DCH[UL : 16QAM] / HS-DSCH using three multiplexing options (3/3) and SRBs mapped on DCH/DCH"
	Rel-7

	A19a
	This IE is needed for "Packet to CELL_DCH / E-DCH[UL : 16QAM] / HS-DSCH using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH"
	Rel-7

	A19b
	This IE is needed for "Packet to CELL_DCH / E-DCH[UL: 16QAM] / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-7

	A20
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with DTX/DRX using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH"
	Rel-7

	A21
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with DTX/DRX and multiple RABs (one conversational and one streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-7

	A22
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH with multiple RABs (one conversational and one streaming/interactive/background) with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH”
	Rel-7

	A23
	This IE is needed for “Speech to CELL_DCH / E-DCH / HS-DSCH CS RAB with DTX/DRX and enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/HS-DSCH” . 
	Rel-7

Rel-8

(Note 1)

	A24
	This IE is needed for “Packet to CELL_FACH from CELL_FACH using one multiplexing option (1/1) and SRBs mapped on RACH/HS-DSCH”
	Rel-7

	A25
	This IE is needed for "Packet to CELL_DCH / E-DCH / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH( MACe/es ) /HS-DSCH”"
	Rel-8

	A25a
	This IE is needed for “Packet to CELL_DCH / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate and RLC AM and SRBs mapped on DCH/DCH”
	Rel-8

	A25b
	This IE is needed for "Packet to CELL_DCH / E-DCH ( MACe/es ) / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-8

	A25c
	This IE is needed for "Packet to CELL_DCH / E-DCH ( MACi/is ) [Dual-Cell] / HS-DSCH [Dual Carrier Adjacent Channels] with enhanced data rate using one multiplexing option (1/1) and SRBs mapped on E-DCH/DCH”
	Rel-9

	A26
	This IE is needed for "UM Packet to CELL_DCH / E-DCH (MAC-i/is) / HS-DSCH (MAC-ehs) with multiple RABs (three streaming/interactive/background) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/DCH”
	Rel-8

	A27
	This IE is needed for "UM Packet to CELL_DCH / E-DCH (MAC-i/is) / HS-DSCH (MAC-ehs) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH (MAC-ehs)"
	Rel-8

	A27a
	This IE is needed for "UM Packet to CELL_DCH / E-DCH [UL : 16QAM] (MAC-i/is) / HS-DSCH (MAC-ehs) using one multiplexing option (1/1) and SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH”
	Rel-8

	A28
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 64QAM+MIMO] with enhanced data rate and RLC AM"
	Rel-8

	A28a
	This IE is needed for "Packet to CELL_DCH / HS-DSCH [DL : 16QAM+MIMO] with enhanced data rate and RLC AM"
	Rel-7

	A29
	This IE is needed for "AM Packet to Enhanced CELL_FACH from Enhanced CELL_FACH in PS with SRBs mapped on common E-DCH/HS-DSCH"
	Rel-8

	A30
	This IE is needed for “AM Packet  to CELL_DCH from Enhanced CELL_FACH in PS with SRBs mapped on E-DCH (MAC-i/is)/HS-DSCH(MAC-ehs)”
	Rel-8

	A31
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: DC-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-9

	A32
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 64QAM, DC-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-9

	A33
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 64QAM, 4C-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-10

	A34
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 16QAM, 4C-HSDPA and MIMO] with enhanced data rate and RLC AM"
	Rel-10

	A35
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 64QAM, 4C-HSDPA] with enhanced data rate and RLC AM"
	Rel-10

	A36
	This IE is needed for "Packet to CELL_DCH / HS-DSCH  [UL: E-DCH DL: 16QAM, 4C-HSDPA] with enhanced data rate and RLC AM"
	Rel-10
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