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3A
Requirements for support of RRM

3A.1
General

Radio Resource Management (RRM) ensures the efficient use of the available radio resources and also provides mechanisms that enable E-UTRAN to meet radio resource related requirements. The requirements that are tested include: 

<Unchanged Sections Skipped>
3A.3
RRM Test Configurations

The cell configuration of cells described in the test cases shall be set according to TS 36.508 [7] section 4.4.7.

<Unchanged Sections Skipped>
3A.3.5
Operating band configuration

Inter-band configuration is not affecting the test purpose since the minimum requirements are valid regardless of band. Band combinations defined in table 3A.3.5-1 shall be used for testing.

Table 3A.3.5-1: Inter-band configuration

	Band under test
	Additional band

	5,12,13,14,17
	4

	11,18,19,21
	1

	Note 1: The band under test should contain the inter-frequency (neighbour) cell.

Note 2: The additional band should contain the serving cell of the test. If more than one inter-frequency cell is needed, that cell should be on the additional band.

Note 3: For inter-RAT tests, the E-UTRAN cell is on the additional band, and the non-E-UTRAN cell which is specified in 34.121-1, is on the band under test, otherwise not tested.

Note 4: Bands 5 and 11 only need inter-band configuration in test cases where 3 cells are required


3A.3.6
Carrier Aggregation Test Cases with Different Channel Bandwidth Combinations
In Annex 8 and 9 carrier aggregation test cases may be defined with different channel bandwidth combinations to verify the same RRM requirement. 

If multiple carrier aggregation test cases with different channel bandwidth combinations are defined to verify the same RRM requirement that is channel bandwidth independent, then the UE needs to be tested only with one bandwidth combination out of the bandwidth combination sets supported by that UE.
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