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8.11.5
Combined E-UTRAN FDD - E-UTRA FDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions

8.11.5.1
Test purpose

The purpose of this test is to verify that the UE makes correct reporting of multiple events when doing inter frequency and GSM measurements.
8.11.5.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward that support GSM. Applicability requires support for FGI bit 23, and 25.

8.11.5.3
Minimum conformance requirements
E-UTRAN part:

When measurement gaps are scheduled the UE shall be able to identify a new FDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD inter-frequency cell is defined.

Nfreq is defined in TS 36.133 [4] section 8.1.2.1.1 and Tinter1 is defined in TS 36.133 [4] section 8.1.2.1

A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP|dBm and RSRP Ês/Iot according to Annex I.2.3 for a corresponding Band,

-
other RSRP related side conditions given in TS 36.133 [4] Section 9.1 are fulfilled,

-
SCH_RP|dBm and SCH Ês/Iot according to Annex I.2.3 for a corresponding Band.

When measurement gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS36.133 [4] sub-clause 9.1.3 with measurement period given by table 8.11.5.3-1.

Table 8.11.5.3-1: RSRP measurement period and measurement bandwidth

	Configuration
	Physical Layer Measurement period: TMeasurement_Period _Inter_FDD [ms]
	Measurement bandwidth [RB]

	0
	480 x  Nfreq
	6

	1 (Note)
	240 x  Nfreq
	50

	Note: This configuration is optional


The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per FDD inter-frequency for up to 3 FDD inter-frequencies and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.11.5.3-1.

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in TS36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify -inter defined in TS36.133 [4] section 8.1.2.3.1.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in TS36.133 [4] section 8.1.2.3.1.1 and then  triggers the measurement report as per TS 36.331 [5], the event triggered measurement reporting delay shall be less than TMeasurement_Period_Inter_FDD defined in TS36.133 [4] section 8.1.2.3.1.1 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. 
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.1.

GSM part:
Measurements on GSM cells can be requested with BSIC verified.

In RRC_CONNECTED state when a supported measurement gap pattern sequence according to Table 8.1.2.1-1 in TS 36.133 [4] is configured by E-UTRAN the UE shall continuously measure GSM cells, search for new GSM cells given in the monitored set and re-confirm the BSIC for already detected cells. 
This measurement shall be based on measurement gaps allocated for GSM carrier RSSI measurement as described in section 8.1.2.1 in TS 36.133 [4] A UE supporting GSM measurements shall measure minimum number of 10 GSM carrier RSSI measurement samples (NGSM carrier RSSI) per measurement gap. In RRC_CONNECTED state the measurement period, TMeasurement Period, GSM, for the GSM carrier RSSI measurement is Nfreq * 480 ms. The parameter Nfreq is defined in clause 8.1.2.1.1 of TS 36.133 [4] as:

Nfreq = Nfreq, E-UTRA + Nfreq, UTRA  + Mgsm + Nfreq, cdma2000 + Nfreq, HRPD
Where:

Nfreq, E-UTRA is the number of E-UTRA carriers being monitored

Nfreq, UTRA is the number of UTRA carriers being monitored

Nfreq, cdma2000 is the number of cdma2000 carriers being monitored

Nfreq, HRPD is the number of HRPD carriers being monitored

MGSM is an integer which is a function of the number of GSM carriers on which measurements are being performed. MGSM is equal to 0 if no GSM carrier is being monitored. For a Measurement Gap Repetition Period (MGRP) of 40 ms, MGSM is equal to 1 if cells on up to 32 GSM carriers are being measured. For a MGRP of 80 ms, MGSM is equal to ceil (Ncarriers, GSM /20) where Ncarriers, GSM is the number of GSM carriers on which cells are being measured

The UE shall meet the measurement accuracy requirements stated for RXLEV in TS 45.008 [15], when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.

In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period,  the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the following measurement periods.

BSIC verification:

Measurements on a GSM cell can be requested with BSIC verified. The UE shall be able to report the GSM cells with BSIC verified for those cells where the verification of BSIC has been successful.

The procedure for BSIC verification on a GSM cell can be divided into the following two tasks:

· Initial BSIC identification: Includes searching for the BSIC and decoding the BSIC for the first time when there is no knowledge about the relative timing between the E-UTRAN FDD and GSM cells. The UE shall trigger the initial BSIC identification within the available measurement gap pattern sequence. The requirements for BSIC re-confirmation can be found in section 8.1.2.4.5.1.2.1 of TS 36.133 [4].
· BSIC re-confirmation: Tracking and decoding the BSIC of a GSM cell after initial BSIC identification is performed. The UE shall trigger the BSIC re-confirmation within the available measurement gap pattern. The requirements for BSIC re-confirmation can be found in section 8.1.2.4.5.1.2.2 of TS 36.133 [4].
If the network requests measurements on a GSM cell, the UE shall behave as follows: 

-
The UE shall perform GSM carrier RSSI measurements according to section 8.1.2.4.5.1 in TS 36.133 [4] when a measurement gap pattern sequence is activated. 

· The UE shall perform measurement reporting as defined in TS 36.331 [5].

-
The UE shall perform BSIC identification if BSIC verified measurements are activated by RRC. The UE shall use the most recently available GSM carrier RSSI measurement results for arranging GSM cells in signal strength order for performing BSIC identification. 

-
The UE shall perform BSIC re-confirmation on all the GSM cells that have been successfully identified. 

-
The UE shall perform all configured event evaluation for event-triggered reporting after the BSIC has been verified for a GSM cell. The UE shall use the most recently available GSM carrier RSSI measurement results in event evaluation and event-triggered reporting. 

-
Event-triggered and periodic reports shall be triggered according to TS 36.331 [5]. 

The BSIC of a GSM cell is considered to be “verified” if the UE has decoded the SCH of the BCCH carrier and identified the BSIC at least one time (initial BSIC identification). Once a GSM cell has been identified the BSIC shall be re-confirmed at least once every 8*Tre-confirm,GSM seconds. Otherwise the BSIC of the GSM cell is considered as "non-verified". If a measurement gap pattern sequence is deactivated by the network after BSIC has been identified or verified, the UE shall consider the BSIC as non-verified.

Tidentify,GSM indicates the maximum time allowed for the UE to decode the unknown BSIC of the GSM cell in one GSM BCCH carrier in the initial BSIC identification procedure. 

Tre-confirm,GSM indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell in the BSIC re-confirmation procedure.

The UE shall be able to decode a BSIC within a measurement gap when the time difference between the middle of the received GSM synchronisation burst at the UE and the middle of the effective measurement gap is within the limits specified in table 8.1.2.4.5.1.2-1 of TS 36.133 [4].

The UE shall be able to perform BSIC verification at levels down to the reference sensitivity level or reference interference levels as specified in TS 45.005 [16].

This measurement shall be based on the measurement gaps used for Initial BSIC identification as described in section 8.1.2.4.5.1.2 of TS 36.133 [4].

The UE shall continuously attempt to decode the BSIC of SCH on the BCCH carrier of the 8 strongest BCCH carriers of the GSM cells indicated in the Inter-RAT cell info list. The UE shall give priority for BSIC decoding attempts in decreasing signal strength order to BCCH carriers with unknown BSIC. The strongest BCCH carrier is defined as the BCCH carrier having the highest measured GSM carrier RSSI value.

If the BSIC of the GSM BCCH carrier has been successfully decoded the UE shall immediately continue BSIC identification with the next GSM BCCH carrier, in signal strength order, with unknown BSIC. The GSM cell for which the BSIC has been successfully identified shall be moved to the BSIC re-confirmation procedure.

If the UE has not successfully decoded the BSIC of the GSM BCCH carrier within Tidentify,GSM ms, the UE shall abort the BSIC identification attempts for that GSM BCCH carrier. The UE shall continue to try to perform BSIC identification of the next GSM BCCH carrier in signal strength order. The GSM BCCH carrier for which the BSIC identification failed shall not be re-considered for BSIC identification until BSIC identification attempts have been made for all the rest of the 8 strongest GSM BCCH carriers in the monitored set with unknown BSIC.

Tidentify,GSM values are given for a set of reference gap patterns in table 8.1.2.4.5.1.2.1-1 of TS 36.133 [4]. The requirements in the table represent the time required to guarantee at least two attempts to decode the BSIC for one GSM BCCH carrier.

Reported measurements in event triggered measurement reports shall meet the requirements in section TS 36.331 [5].

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH.

The event triggered reporting delay requirement is valid when the UE for each GSM carrier in the monitored set can take the required number of samples during the measurement period TMeasurement Period, GSM (see section 8.1.2.4.5.1 of TS 36.133 [4]).

The event triggered measurement reporting delay for a GSM cell with verified BSIC , measured without L3 filtering shall be less than 2*TMeasurement Period, GSM, where TMeasurement Period, GSM is defined in section 8.1.2.4.5.1. of TS 36.133 [4] When L3 filtering is used an additional delay can be expected.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.1, 8.1.2.4.5 and A.8.11.5
8.11.5.4
Test description
8.11.5.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.
1. Connect the SS (node B emulator), AWGN noise source and Fader to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.25.
2. The general test parameter settings are set up according to Table 8.11.5.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 8.11.5.4.3.

5. There are two E-UTRA FDD cells operating on different frequency and one GSM cell specified in the test.  Cell 1 (EUTRA FDD cell on RF channel number 1) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 8.11.5.4.1-1: General test parameters for Combined E-UTRAN FDD - E-UTRA FDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN FDD)
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters

(E-UTRAN FDD)
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 [4] section 8.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1.

	Neighbour cells
	
	Cell 2, 3
	Cell 2 is on E-UTRA RF channel number 2.

Cell 3 is on Absolute RF Channel Number 3 (GSM cell).

	CP length
	
	Normal
	Applicable to cell 1 and cell 2

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	E-UTRAN FDD measurement quantity
	
	RSRP
	

	Hysteresis
	dB
	0
	Parameter for A3 and B2 event

	A3-Offset
	dB
	-6
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	Time offset between E-UTRAN FDD cells
	ms
	3 ms
	Asynchronous cells

	Inter-RAT (GSM) measurement quantity
	
	GSM Carrier RSSI
	

	b2-Threshold-E-UTRA
	dBm
	-83
	RSRP threshold for event B2. This is the threshold for E-UTRA in the B2 configuration. E-UTRA Pcell RSRP is below this throughout the test to account for measurement accuracy and fading

	b2-Threshold-GERAN
	dBm
	-80
	GSM Carrier RSSI threshold for event B2.

	Monitored GSM cell list size
	
	6 GSM neighbours including ARFCN 3
	List of GSM cells provided before T2 starts.

	T1
	s
	5
	

	T2
	s
	10
	


8.11.5.4.2
Test procedure
This test scenario comprised of 2 E-UTRA FDD cells operating on different frequency, and 1 GSM cell. The test consists of 2 successive time periods, with time duration T1 and T2. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 and B2 shall be used. At T1 the UE is camped on to Cell 1.
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2. Set the parameters according to T1 in Table 8.11.5.5-1and Table 8.11.5.5-2. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.11.5.5-1and Table 8.11.5.5-2.
6. UE shall transmit a MeasurementReport message triggered by event A3 and B2.

6a. If the overall delays measured from the beginning of time period T2 is less than 7682 ms for event A3 report then the number of “A3 successes” is increased by one.

6b. If the overall delays measured from the beginning of time period T2 is less than 7202 ms for event B2 report then the number of “B2 successes” is increased by one.

7. After the SS receives the MeasurementReport messages in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. The SS shall set a different BSIC on Cell 3, as the previous timing information of Cell 3 is invalid in the UE for the next iteration of the test procedure loop.

9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A (if the paging fails, switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3),
or
- switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
10. Repeat step 2-9 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. The pass/ fail decisions are done separated for procedure steps  6a) and 6b). In general the number of  repetitions up to the decision are different for 6a) and 6b). If one of 6a) or 6b) is passed, steps 1-9 are repeated, however the counter for the passed event is not anymore served. If one of 6a) or 6b) is failed, the test can be stopped.

8.11.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.11.5.4.3-1: Common Exception messages for Combined E-UTRAN FDD – E-UTRA FDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-7


Table 8.11.5.4.3-2: MeasConfig-DEFAULT: Additional Combined E-UTRAN FDD – E-UTRA FDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	8 entry
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA serving  cell)
	

	      measObject CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	serving frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(E-UTRA inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f3
	f3 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f3)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f4
	f4 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f4)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f5
	f5 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f5)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f6
	f6 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f6)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f7
	f7 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f7)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f8
	f8 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f8)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	  }
	
	
	

	reportConfigToRemoveList
	Not present
	
	

	reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	2 entry
	
	

	reportConfigToAddMod ::= SEQUENCE {
	
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   reportConfig
	ReportConfigEUTRA-A3
	
	

	 }
	
	
	

	reportConfigToAddMod ::= SEQUENCE {
	
	
	

	   reportConfigId
	idReportConfig-B2
	
	

	   reportConfig
	ReportConfigInterRAT-B2-GERAN
	
	

	 }
	
	
	

	}
	
	
	

	measIdToRemoveList
	Not present
	
	

	measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	2 entry
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	2
	
	

	   measObjectId
	IdMeasObject-f3
	
	

	   reportConfigId
	idReportConfig-B2
	
	

	   }
	
	
	

	 }
	
	
	

	quantityConfig
	QuantityConfig-DEFAULT
	
	

	measGapConfig
	MeasGapConfig-GP1
	
	

	s-Measure
	Not present
	
	

	preRegistrationInfoHRPD
	Not present
	
	

	speedStatePars
	Not present
	
	

	}
	
	
	


<< Unchanged sections omitted >>
8.11.6
Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions

8.11.6.1
Test purpose

The purpose of this test is to verify that the UE makes correct reporting of multiple events when doing inter frequency and GSM measurements.
8.11.6.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward that support GSM. Applicability requires support for FGI bit 23, and 25.

8.11.6.3
Minimum conformance requirements
E-UTRAN part:

When measurement gaps are scheduled the UE shall be able to identify a new TDD inter-frequency within TIdentify_Inter according to the following expression:
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Where:

TBasic_Identify_Inter = 480 ms. It is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new TDD inter-frequency cell is defined.

Nfreq is defined in TS 36.133 [4] section 8.1.2.1.1 and Tinter1 is defined in TS 36.133 [4] section 8.1.2.1

A cell shall be considered detectable provided following conditions are fulfilled: 

-
RSRP|dBm and RSRP Ês/Iot according to Annex I.2.3 for a corresponding Band,

-
other RSRP related side conditions given in TS 36.133 [4] Section 9.1 are fulfilled,

-
SCH_RP|dBm and SCH Ês/Iot according to Annex I.2.3 for a corresponding Band.

When measurement gaps are scheduled for TDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS36.133 [4] sub-clause 9.1.3 with measurement period given by table 8.11.6.3-1.

Table 8.11.6.3-1: TMeasurement_Period_TDD_Inter for different configurations

	Configuration
	Measurement bandwidth [RB]
	Number of UL/DL sub-frames per half frame (5 ms)
	DwPTS
	TMeasurement_Period_TDD_Inter [ms]

	
	
	DL
	UL
	Normal CP
	Extended CP
	

	0
	6
	2
	2
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	480 x Nfreq

	1 (Note 1)
	50
	2
	2
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	240 x Nfreq

	Note 1: This configuration is optional

Note 2: Ts is defined in 3GPP TS 36.211 [9]


The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period TMeasurement_Period_TDD_Inter.

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in TS36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify -inter defined in TS36.133 [4] section 8.1.2.3.2.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_inter defined in TS36.133 [4] section 8.1.2.3.2.1 and then triggers the measurement report as per TS 36.331 [5], the event triggered measurement reporting delay shall be less than TMeasurement_Period_TDD Inter defined in TS36.133 [4] section 8.1.2.3.2.1 provided the timing to that cell has not changed more than ( 50 Ts while measurement gap has not been available and the L3 filter has not been used. 
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.2.

GSM part:

Measurements on GSM cells can be requested with BSIC verified.

In RRC_CONNECTED state when a supported measurement gap pattern sequence according to Table 8.1.2.1-1 in TS 36.133 [4] is configured by E-UTRAN the UE shall continuously measure GSM cells, search for new GSM cells given in the monitored set and re-confirm the BSIC for already detected cells. 
This measurement shall be based on measurement gaps allocated for GSM carrier RSSI measurement as described in section 8.1.2.1 in TS 36.133 [4] A UE supporting GSM measurements shall measure minimum number of 10 GSM carrier RSSI measurement samples (NGSM carrier RSSI) per measurement gap. In RRC_CONNECTED state the measurement period, TMeasurement Period, GSM, for the GSM carrier RSSI measurement is Nfreq * 480 ms. The parameter Nfreq is defined in clause 8.1.2.1.1 of TS 36.133 [4] as:

Nfreq = Nfreq, E-UTRA + Nfreq, UTRA + Mgsm + Nfreq, cdma2000 + Nfreq, HRPD 
Where:

Nfreq, E-UTRA is the number of E-UTRA carriers being monitored

Nfreq, UTRA is the number of UTRA carriers being monitored

Nfreq, cdma2000 is the number of cdma2000 carriers being monitored

Nfreq, HRPD is the number of HRPD carriers being monitored

MGSM is an integer which is a function of the number of GSM carriers on which measurements are being performed. MGSM is equal to 0 if no GSM carrier is being monitored. For a Measurement Gap Repetition Period (MGRP) of 40 ms, MGSM is equal to 1 if cells on up to 32 GSM carriers are being measured. For a MGRP of 80 ms, MGSM is equal to ceil (Ncarriers, GSM /20) where Ncarriers, GSM is the number of GSM carriers on which cells are being measured

The UE shall meet the measurement accuracy requirements stated for RXLEV in TS 45.008 [15], when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.

In case the UE is not able to acquire the required number of samples per GSM carrier during one measurement period, the UE shall measure as many GSM carriers as possible during that measurement period using at least 3 samples per GSM carrier. The GSM carriers that were not measured during that measurement period shall be measured in the following measurement periods.

BSIC verification:

Measurements on a GSM cell can be requested with BSIC verified. The UE shall be able to report the GSM cells with BSIC verified for those cells where the verification of BSIC has been successful.

The procedure for BSIC verification on a GSM cell can be divided into the following two tasks:

· Initial BSIC identification: Includes searching for the BSIC and decoding the BSIC for the first time when there is no knowledge about the relative timing between the E-UTRAN TDD and GSM cells. The UE shall trigger the initial BSIC identification within the available measurement gap pattern sequence. The requirements for BSIC re-confirmation can be found in section 8.1.2.4.5.1.2.1 of TS 36.133 [4].
· BSIC re-confirmation: Tracking and decoding the BSIC of a GSM cell after initial BSIC identification is performed. The UE shall trigger the BSIC re-confirmation within the available measurement gap pattern. The requirements for BSIC re-confirmation can be found in section 8.1.2.4.5.1.2.2 of TS 36.133 [4].
If the network requests measurements on a GSM cell, the UE shall behave as follows: 

-
The UE shall perform GSM carrier RSSI measurements according to section 8.1.2.4.5.1 in TS 36.133 [4] when a measurement gap pattern sequence is activated. 

· The UE shall perform measurement reporting as defined in TS 36.331 [5].

-
The UE shall perform BSIC identification if BSIC verified measurements are activated by RRC. The UE shall use the most recently available GSM carrier RSSI measurement results for arranging GSM cells in signal strength order for performing BSIC identification. 

-
The UE shall perform BSIC re-confirmation on all the GSM cells that have been successfully identified. 

-
The UE shall perform all configured event evaluation for event-triggered reporting after the BSIC has been verified for a GSM cell. The UE shall use the most recently available GSM carrier RSSI measurement results in event evaluation and event-triggered reporting. 

-
Event-triggered and periodic reports shall be triggered according to TS 36.331 [5]. 

The BSIC of a GSM cell is considered to be “verified” if the UE has decoded the SCH of the BCCH carrier and identified the BSIC at least one time (initial BSIC identification). Once a GSM cell has been identified the BSIC shall be re-confirmed at least once every 8*Tre-confirm,GSM seconds. Otherwise the BSIC of the GSM cell is considered as "non-verified". If a measurement gap pattern sequence is deactivated by the network after BSIC has been identified or verified, the UE shall consider the BSIC as non-verified.

Tidentify,GSM indicates the maximum time allowed for the UE to decode the unknown BSIC of the GSM cell in one GSM BCCH carrier in the initial BSIC identification procedure. 

Tre-confirm,GSM indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell in the BSIC re-confirmation procedure.

The UE shall be able to decode a BSIC within a measurement gap when the time difference between the middle of the received GSM synchronisation burst at the UE and the middle of the effective measurement gap is within the limits specified in table 8.1.2.4.5.1.2-1 of TS 36.133 [4].

The UE shall be able to perform BSIC verification at levels down to the reference sensitivity level or reference interference levels as specified in TS 45.005 [16].

This measurement shall be based on the measurement gaps used for Initial BSIC identification as described in section 8.1.2.4.5.1.2 of TS 36.133 [4].

The UE shall continuously attempt to decode the BSIC of SCH on the BCCH carrier of the 8 strongest BCCH carriers of the GSM cells indicated in the Inter-RAT cell info list. The UE shall give priority for BSIC decoding attempts in decreasing signal strength order to BCCH carriers with unknown BSIC. The strongest BCCH carrier is defined as the BCCH carrier having the highest measured GSM carrier RSSI value.

If the BSIC of the GSM BCCH carrier has been successfully decoded the UE shall immediately continue BSIC identification with the next GSM BCCH carrier, in signal strength order, with unknown BSIC. The GSM cell for which the BSIC has been successfully identified shall be moved to the BSIC re-confirmation procedure.

If the UE has not successfully decoded the BSIC of the GSM BCCH carrier within Tidentify,GSM ms, the UE shall abort the BSIC identification attempts for that GSM BCCH carrier. The UE shall continue to try to perform BSIC identification of the next GSM BCCH carrier in signal strength order. The GSM BCCH carrier for which the BSIC identification failed shall not be re-considered for BSIC identification until BSIC identification attempts have been made for all the rest of the 8 strongest GSM BCCH carriers in the monitored set with unknown BSIC.

Tidentify,GSM values are given for a set of reference gap patterns in table 8.1.2.4.5.1.2.1-1 of TS 36.133 [4]. The requirements in the table represent the time required to guarantee at least two attempts to decode the BSIC for one GSM BCCH carrier.

Reported measurements in event triggered measurement reports shall meet the requirements in section TS 36.331 [5].

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH.

The event triggered reporting delay requirement is valid when the UE for each GSM carrier in the monitored set can take the required number of samples during the measurement period TMeasurement Period, GSM (see section 8.1.2.4.5.1 of TS 36.133 [4]).

The event triggered measurement reporting delay for a GSM cell with verified BSIC , measured without L3 filtering shall be less than 2*TMeasurement Period, GSM, where TMeasurement Period, GSM is defined in section 8.1.2.4.5.1 of TS 36.133 [4] When L3 filtering is used an additional delay can be expected.

The normative reference for this requirement is TS 36.133 [4] clauses 8.1.2.3.2, 8.1.2.4.6 and A.8.11.6.
8.11.6.4
Test description
8.11.6.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.
1. Connect the SS (node B emulator), AWGN noise source and Fader to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.25.

2. The general test parameter settings are set up according to Table 8.11.6.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 8.11.6.4.3.

5. There are two E-UTRA TDD cells operating on different frequency and one GSM cell specified in the test.  Cell 1 (EUTRA TDD cell on RF channel number 1) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 8.11.6.4.1-1: General test parameters for Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN TDD)
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2.

	PCFICH/PDCCH/PHICH parameters

(E-UTRAN TDD)
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2.

	Special subframe configuration of cell1 and cell2
	
	6
	As specified in table 4.2-1 in TS 36.211 [9]. The same configuration in both cells

	Uplink-downlink configuration of cell1 and cell2
	
	1
	As specified in 3GPP TS 36.211 [9] section 4.2 Table 4.2-2 

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 [4] section 8.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1.

	Neighbour cells
	
	Cell 2, 3
	Cell 2 is on E-UTRA RF channel number 2.

Cell 3 is on Absolute RF Channel Number 3 (GSM cell).

	CP length
	
	Normal
	Applicable to cell 1 and cell 2

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	E-UTRAN TDD measurement quantity
	
	RSRP
	

	Hysteresis
	dB
	0
	Parameter for A3 and B2 event

	A3-Offset
	dB
	-6
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	Time offset between E-UTRAN TDD cells
	ms
	3 ms
	Asynchronous cells

	Inter-RAT (GSM) measurement quantity
	
	GSM Carrier RSSI
	

	b2-Threshold-E-UTRA
	dBm
	-83
	RSRP threshold for event B2. This is the threshold for E-UTRA in the B2 configuration. E-UTRA Pcell RSRP is below this throughout the test to account for measurement accuracy and fading

	b2-Threshold-GERAN
	dBm
	-80
	GSM Carrier RSSI threshold for event B2.

	Monitored GSM cell list size
	
	6 GSM neighbours including ARFCN 3
	List of GSM cells provided before T2 starts.

	T1
	s
	5
	

	T2
	s
	10
	


8.11.6.4.2
Test procedure
This test scenario comprised of 2 E-UTRA TDD cells operating on different frequency, and 1 GSM cell. The test consists of 2 successive time periods, with time duration T1 and T2. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 and B2 shall be used. At T1 the UE is camped on to Cell 1.
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2. Set the parameters according to T1 in Table 8.11.6.5-1and Table 8.11.6.5-2. T1 starts.
3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.11.6.5-1and Table 8.11.6.5-2.
6. UE shall transmit a MeasurementReport message triggered by event A3 and B2.

6a. If the overall delays measured from the beginning of time period T2 is less than 7682 ms for event A3 report then the number of “A3 successes” is increased by one.

6b. If the overall delays measured from the beginning of time period T2 is less than 7202 ms for event B2 report then the number of “B2 successes” is increased by one.

7. After the SS receives the MeasurementReport messages in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop. The SS shall set a different BSIC on Cell 3, as the previous timing information of Cell 3 is invalid in the UE for the next iteration of the test procedure loop.

9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A (if the paging fails, switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3),
or
- switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
10. Repeat step 2-9 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. The pass/ fail decisions are done separated for procedure steps 6a) and 6b). In general the number of  repetitions up to the decision are different for 6a) and 6b). If one of 6a) or 6b) is passed, steps 1-9 are repeated, however the counter for the passed event is not anymore served. If one of 6a) or 6b) is failed, the test can be stopped.

8.11.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

Table 8.11.6.4.3-1: Common Exception messages for Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-7


Table 8.11.6.4.3-2: MeasConfig-DEFAULT: Additional Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	8 entry
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the serving cell (E-UTRA serving  cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	serving frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the neighbouring cell(E-UTRA inter frequency cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f3
	f3 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f3)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f4
	f4 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f4)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f5
	f5 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f5)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f6
	f6 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f6)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f7
	f7 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f7)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	    MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f8
	f8 is the frequency of the neighbouring cell(GERAN cell)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectGERAN
	MeasObjectGERAN-GENERIC(f8)
	inter frequency
	

	      }
	
	
	

	     }
	
	
	

	  }
	
	
	

	reportConfigToRemoveList
	Not present
	
	

	reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	2 entry
	
	

	reportConfigToAddMod ::= SEQUENCE {
	
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   reportConfig
	ReportConfigEUTRA-A3
	
	

	 }
	
	
	

	reportConfigToAddMod ::= SEQUENCE {
	
	
	

	   reportConfigId
	idReportConfig-B2
	
	

	   reportConfig
	ReportConfigInterRAT-B2-GERAN
	
	

	 }
	
	
	

	}
	
	
	

	measIdToRemoveList
	Not present
	
	

	measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	2 entry
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-A3
	
	

	   }
	
	
	

	measIdToAddMod ::= SEQUENCE {
	
	
	

	   measId
	2
	
	

	   measObjectId
	IdMeasObject-f3
	
	

	   reportConfigId
	idReportConfig-B2
	
	

	   }
	
	
	

	 }
	
	
	

	quantityConfig
	QuantityConfig-DEFAULT
	
	

	measGapConfig
	MeasGapConfig-GP1
	
	

	s-Measure
	Not present
	
	

	preRegistrationInfoHRPD
	Not present
	
	

	speedStatePars
	Not present
	
	

	}
	
	
	


<< End of changes >>
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