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14.6.1k
Interactive or background / UL: 64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM, 64QAM  and 3C - 3C on Dual Band (2-1)
14.6.1k.1
Definition and applicability
UE categories (Cat 29, 30, 31 and 32) which support combination of 3C-HSDPA or 4C-HSDPA and  64 QAM, QPSK and 16 QAM
UE supports FDD and F-DPCH or Enhanced F-DPCH.
14.6.1k.2
Conformance requirement

See 14.6.1j.2.

14.6.1k.3
Test purpose

See 14.6.1j.3.

14.6.1k.4
Method of test
Initial Condition

System Simulator: 3 cells –Cell 1/2/3 3C-HSDPA cell(s) with Cell 1 (f1) (Anchor Carrier), Cell 2 (f2) and Cell 3 (f3) (Secondary Carriers) – Two Carriers (One Anchor Carrier and One Secondary Carrier) on DL Band A and One Secondary Carrier on DL Band B (Dual Band 3C-HSDPA) where f1 and f2 are adjacent frequencies.
SS: Table 5.0aB of TS 25.101

Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE category supports combined 64QAM, Multi-Cell (3 Cells) (UE Category 29, 30, 31 or 32)

-
UE supports F-DPCH or Enhanced F-DPCH

NOTE:
The reference to HS-DSCH Categories refers to the UE capability as signalled in the Rel-10 IE “HS-DSCH physical layer category extension 4” or “HS-DSCH physical layer category extension 5”. This IE corresponds to the HS-DSCH category supported by the UE when Dual-Cell 3C and MAC-ehs is configured.

See 14. 6.1j.4 - Table 14.6.1j-1 Radio Bearer Parameters, and Table 14.6.1j-2 Table of Execution Counter.
14.6.1k.5
Test requirements

See 14.6.1j.5.
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