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4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-11
	C39
	UE supporting E-UTRA Power Class 1
	FDD

	
	
	
	
	
	TDD

	6.2.2A.1
	UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	6.2.2B
	UE Maximum Output Power for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	6.2.3
	Maximum Power Reduction (MPR) 
	Rel-8
	N/A
	UE supporting E-UTRA, The minimum requirement tested in 6.2.3 is covered by test case 6.6.2.3.
	FDD

	
	
	
	
	
	TDD

	6.2.3_1
	Maximum Power Reduction (MPR) for HPUE
	Rel-11
	N/A
	UE supporting E-UTRA Power Class 1 .The minimum requirement tested in 6.2.3_1 is covered by test case 6.6.2.3_1.
	FDD

	
	
	
	
	
	TDD

	6.2.3A.1
	Maximum Power Reduction (MPR) for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	N/A
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA. The minimum requirement tested in 6.2.3A.1 is covered by test case 6.6.2.3A.1
	FDD

	
	
	
	
	
	TDD

	6.2.3B
	Maximum Power Reduction (MPR) for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	6.2.4
	Additional Maximum Power Reduction (A-MPR)
	Rel-8
	N/A
	UE supporting E-UTRA. The minimum requirement tested in 6.2.4 is covered by test case 6.6.2.2 or 6.6.3.3 according to the supported NS value.
	FDD

	
	
	
	
	
	TDD

	6.2.4_1
	Additional Maximum Power Reduction (A-MPR) for HPUE
	Rel-11
	N/A
	UE supporting E-UTRA Power Class 1.The minimum requirement tested in 6.2.4_1 is covered by test case 6.6.2.2 or 6.6.3.3 according to the supported NS value.
	FDD

	
	
	
	
	
	TDD

	6.2.4A.1
	Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	N/A
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA. The minimum requirement tested in 6.2.4A.1 is covered by test case 6.6.2.2A.1 or 6.6.3.3A.1 according to the supported NS value.
	FDD

	
	
	
	
	
	TDD

	6.2.4B
	Additional Maximum Power Reduction (A-MPR) for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	6.2.5
	Configured UE transmitted Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.5_1
	Configured UE transmitted Output Power for HPUE
	Rel-11
	C39
	UE supporting E-UTRA Power Class 1
	FDD

	
	
	
	
	
	TDD

	6.2.5A.1
	Configured UE transmitted Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	
	
	
	
	
	

	
	
	
	
	
	

	6.2.5B
	Configured transmitted power for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	6.3.1
	Void
	
	
	
	

	6.3.2
	Minimum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	<Unchanged Items Skipped>

	9.6.1.1_A.2
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (inter band DL CA)
	Rel-10
	C23
	UE supporting E-UTRA FDD and inter-band DL CA
	

	9.6.1.2_A.1
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	

	MBMS Performance Testing

	10.1
	FDD MBMS performance (Fixed Reference Channel)
	Rel-9
	C03
	UE supporting E-UTRA FDD and MBMS
	

	10.2
	TDD MBMS performance (Fixed Reference Channel)
	Rel-9
	C04
	UE supporting E-UTRA TDD and MBMS
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