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9.2.3.1.13
Normal tracking area update / Rejected / UE identity cannot be derived by the network
…
9.2.3.1.13.3.2
Test procedure sequence

Table 9.2.3.1.13.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 

Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = '' UE identity cannot be derived by the network '' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	-
	EXCEPTION: Steps 4-17-4a1 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 4a1 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	4a1
	IF NOT pc_Automatic_EPS_Re_Attach , the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message on cell B?
	-->
	ATTACH REQUEST
	1
	P

	6-17
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request is not received within 1.5 second then the existing RRC Connection is released.


9.2.3.1.14
Normal tracking area update / Rejected / UE implicitly detached
…
9.2.3.1.14.3.2
Test procedure sequence

Table 9.2.3.1.14.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 

Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''UE implicitly detached'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1-3a2 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_EPS_Re_Attach , the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message on cell B?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request is not received within 1.5 second, existing RRC Connection is released.


9.2.3.2.9
Combined tracking area update / Rejected / UE identity cannot be derived by the network

…
9.2.3.2.9.3.2
Test procedure sequence

Table 9.2.3.2.9.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the ''Non-Suitable cell''.

Set the cell type of Cell B to the ''Serving cell''.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause set to ''UE identity cannot be derived by the network''.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1-3a2 describes the behaviour that depends on UE behaviour (Note 2).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_EPS_Re_Attach , the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?
	-->
	ATTACH REQUEST
	1
	P

	4Aa1-4Aa13
	Void
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 5a1 to 5a28 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	5a1
	The SS sets the cell type of Cell B to the “non-Suitable cell" and sets the cell type of Cell 5 (px_RATComb_Tested = EUTRA_UTRA) or Cell 24 (px_RATComb_Tested = EUTRA_GERAN) to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell 5 or Cell 24 unless explicitly stated otherwise.
	-
	-
	-
	-

	5a2
	Void
	-
	-
	-
	-

	5a3
	Check: Does the UE transmit an ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	2
	P

	5a4-5a24
	Void
	-
	-
	-
	-

	5a25-5a28
	Void
	-
	-
	-
	-

	5a29
	The SS transmits an ATTACH REJECT message
	<--
	ATTACH REJECT
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state UTRA deregistered (U6) or GERAN deregistered (G5) according to TS 36.508.
	-
	-
	-
	-

	Note 2:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request is not received within 1.5 second, existing RRC Connection is released.


9.2.3.2.10
Combined tracking area update / Rejected / UE implicitly detached

…
9.2.3.2.10.3.2
Test procedure sequence

Table 9.2.3.2.10.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST message.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'Implicitly detached'.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1-3a2 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_EPS_Re_Attach , the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request  is not received within 1.5 second, existing RRC Connection is released.


9.3.1.7
Service request / Rejected / UE identity cannot be derived by the network

…
9.3.1.7.3.2
Test procedure sequence

Table 9.3.1.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE REJECT message with the EMM cause set to #9 (UE identity cannot be derived by the network).
	<--
	SERVICE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1-3a2 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_EPS_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including IMSI and without integrity protection?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request  is not received within 1.5 second, existing RRC Connection is released.


9.3.1.7a
Service request / Rejected / UE implicitly detached

…
9.3.1.7a.3.2
Test procedure sequence

Table 9.3.1.7a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE REJECT message with the EMM cause set to 'Implicitly detached'.
	<--
	SERVICE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1 & 3a2 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_EPS_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message and integrity protected using the native security context resulting from authentication during the test preamble?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request  is not received within 1.5 second, existing RRC Connection is released.


9.3.1.17
Service request / Abnormal case / Procedure collision

…
9.3.1.17.3.2
Test procedure sequence

Table 9.3.1.17.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits a DETACH REQUEST message with the Type of detach set to 're-attach required'.
	<--
	DETACH REQUEST
	-
	-

	4
	Check: Does the UE transmit a DETACH ACCEPT message?
	-->
	DETACH ACCEPT
	1
	P

	5
	 Void
	-
	-
	-
	-

	-
	EXCEPTION: Steps 5a-5b describes a behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	5a
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 5b describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	5b
	IF NOT pc_Automatic_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	1
	P

	7
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	8
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	9
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	10
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 11a1 to 11a2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred after NAS SECURITY MODE COMPLETE message.
	-
	-
	-
	-

	11a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	11a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	12
	The SS responds with an ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 13 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	13
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	14
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 15a1 to 15b2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	15a1
	IF (px_AttachTypeTested == COMBINED_ATTACH) and (pc_CS_Fallback is true) THEN the SS pages the UE using S-TMSI with CN domain indicator set to "CS".
	-
	-
	-
	-

	15a2
	The UE transmits an EXTENDED SERVICE REQUEST message.
	-->
	EXTENDED SERVICE REQUEST
	-
	-

	15b1
	ELSE the SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	15b2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	16
	The SS transmits a DETACH REQUEST message with the Type of detach set to the value other than 're-attach required'.
	<--
	DETACH REQUEST
	-
	-

	17
	Check: Does the UE transmit a DETACH ACCEPT message?
	-->
	DETACH ACCEPT
	2
	P

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA deregistered (E4) according to TS 36.508.
	-
	-
	-
	-

	Note 1: SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request is not received within 1.5 second, existing RRC Connection is released.


9.3.1.7a.3.2
Test procedure sequence

Table 9.3.1.7a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE REJECT message with the EMM cause set to 'Implicitly detached'.
	<--
	SERVICE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1 & 3a2 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_EPS_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message and integrity protected using the native security context resulting from authentication during the test preamble?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request  is not received within 1.5 second, existing RRC Connection is released.
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