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	Reason for change:
	The test requirements tolerance for CA_38C is not correct:

1) The original calculation does not take into account of MPR=0
2) The AMPRs of test cases 1, 8 and 9 are the same as non-CA cases for UE has configured the transmitter for transmissions within E-UTRA channel bandwidths

	
	

	Summary of change:
	 The AMPR, MPR and T(Pcmax)  are recalculated as shown in the below table corresponding to configuration IDs and  the test tolerance for CA_38C is updated as the below table. The calculation formula is as

Tol_L=T(PCMAX)+AMPR+TT
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AMPR

MPR
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5
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2
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1

5
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<< Unchanged sections omitted >>
6.2.4A
Additional Maximum Power Reduction (A-MPR) for CA

6.2.4A.1
Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA)

Editor's notes:
The following items are missing or incomplete:

-
For CA_NS_02 and CA_NS_03 and CA_NS_06 the UL multicluster allocation A-MPR requirements are TBD
6.2.4A.1.1
Test purpose

Additional ACLR, spectrum emission and spurious emission requirements for carrier aggregation can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the CA Power Class as specified in Table 6.2.2A-1.

<< Unchanged sections omitted >>
6.2.4A.1.5
Test requirements

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from Table 6.2.4A.1.5-1 to Table 6.2.4A.1.5-3. The allowed maximum output power reduction is specified in Table 6.2.4A.1.3-1 and clause 6.2.3A.1 does not apply, i.e. carrier aggregation MPR = 0. For the UE maximum output power modified by A-MPR specified in table 6.2.4A.1.3-1, the power limits specified in Table 6.2.5A.1.3-2 apply.
Table 6.2.4A.1.5-1: Test requirement (network signalled value "CA_NS_01")

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-17.7

	2
	
	
	
	
	23
	+2.7 /

-11.7

	3
	
	
	
	
	23
	+2.7 /

-9.7

	4
	
	
	
	
	23
	+2.7 /

-4.7

	5
	
	
	
	
	23
	+2.7 /

-2.7

	6
	
	
	
	
	23
	+2.7 /

-23.7

	7
	
	
	
	
	23
	+2.7 /

-20.2

	8
	
	
	
	
	23
	+2.7 /

-13.2

	9
	
	
	
	
	23
	+2.7 /

-18.7

	10
	
	
	
	
	23
	+2.7 /

-18.7

	 11
	
	
	
	
	23
	+2.7 /

-11.7

	12
	
	
	
	
	23
	+2.7 /

-9.7

	13
	
	
	
	
	23
	+2.7 /

-2.7

	14
	
	
	
	
	23
	+2.7 /

-23.7

	15
	
	
	
	
	23
	+2.7 /

-20.2

	16
	
	
	
	
	23
	+2.7 /

-12.7


Table 6.2.4A.1.5-2: Test requirement (network signalled value "CA_NS_02")

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-4.7

	2
	
	
	
	
	23
	+2.7 /

-5.2

	3
	
	
	
	
	23
	+2.7 /

-9.7

	4
	
	
	
	
	23
	+2.7 /

-11.7

	5
	
	
	
	
	23
	+2.7 /

-4.7

	6
	
	
	
	
	23
	+2.7 /

-2.7

	7
	
	
	
	
	23
	TBD

	8
	
	
	
	
	23
	TBD

	9
	
	
	
	
	23
	+2.7 /

-8.2

	10
	
	
	
	
	23
	+2.7 /

-5.2

	 11
	
	
	
	
	23
	+2.7 /

-5.2

	12
	
	
	
	
	23
	+2.7 /

-11.7

	13
	
	
	
	
	23
	+2.7 /

-15.7

	14
	
	
	
	
	23
	+2.7 /

-2.7

	15
	
	
	
	
	23
	TBD

	16
	
	
	
	
	23
	TBD


Table 6.2.4A.1.5-3: Test requirement (network signalled value "CA_NS_03")

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-15.7

	2
	
	
	
	
	23
	+2.7 /

-8.2

	3
	
	
	
	
	23
	+2.7 /

-4.7

	4
	
	
	
	
	23
	+2.7 /

-9.7

	5
	
	
	
	
	23
	+2.7 /

-13.7

	6
	
	
	
	
	23
	+2.7 /

-11.7

	7
	
	
	
	
	23
	+2.7 /

-2.7

	8
	
	
	
	
	23
	TBD

	9
	
	
	
	
	23
	+2.7 /

-15.7

	10
	
	
	
	
	23
	+2.7 /

-11.7

	11
	
	
	
	
	23
	+2.7 /

-3.7

	12
	
	
	
	
	23
	+2.7 /

-8.2

	13
	
	
	
	
	23
	+2.7 /

-12.7

	14
	
	
	
	
	23
	+2.7 /

-15.7

	15
	
	
	
	
	23
	+2.7 /

-2.7

	16
	
	
	
	
	23
	TBD


Table 6.2.4A.1.5-4: Test requirement (network signalled value "CA_NS_04")

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-8.2

	2
	
	
	
	
	23
	+2.7 /

-6.2

	3
	
	
	
	
	23
	+2.7 /

-8.2

	4
	
	
	
	
	23
	+2.7 /

-17.2

	5
	
	
	
	
	23
	+2.7 /

-11.2

	6
	
	
	
	
	23
	+2.7 /

-9.2

	7
	
	
	
	
	23
	+2.7 /

-8.2

	8
	
	
	
	
	23
	+2.7 /

-8.2

	9
	
	
	
	
	23
	+2.7 /

-17.2

	10
	
	
	
	
	23
	+2.7 /

-11.2

	11
	
	
	
	
	23
	+2.7 /

-9.2

	12
	
	
	
	
	23
	+2.7 /

-8.2

	13
	
	
	
	
	23
	+2.7 /

-6.2

	14
	
	
	
	
	23
	+2.7 /

-8.2

	15
	
	
	
	
	23
	+2.7 /

-17.2

	16
	
	
	
	
	23
	+2.7 /

-11.2

	17
	
	
	
	
	23
	+2.7 /

-9.2

	18
	
	
	
	
	23
	+2.7 /

-6.2

	19
	
	
	
	
	23
	+2.7 /

-6.2

	20
	
	
	
	
	23
	+2.7 /

-8.2

	21
	
	
	
	
	23
	+2.7 /

-8.2

	22
	
	
	
	
	23
	+2.7 /

-17.2

	23
	
	
	
	
	23
	+2.7 /

-11.2

	24
	
	
	
	
	23
	+2.7 /

-9.2


Table 6.2.4A.1.5-5: Test requirement (network signalled value "CA_NS_05")
	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7 /

-2.7

	2
	
	
	
	
	23
	+2.7 /

-10.7

	3
	
	
	
	
	23
	+2.7 /

-10.7

	4
	
	
	
	
	23
	+2.7 /

-10.7

	5
	
	
	
	
	23
	+2.7 /

-11.7

	6
	
	
	
	
	23
	+2.7 /

-24.2

	7
	
	
	
	
	23
	+2.7 /

-14.7

	8
	
	
	
	
	23
	+2.7 /

-2.7

	9
	
	
	
	
	23
	+2.7 /

-2.7

	10
	
	
	
	
	23
	+2.7 /

-11.7

	11
	
	
	
	
	23
	+2.7 /

-17.7

	12
	
	
	
	
	23
	+2.7 /

-24.2

	13
	
	
	
	
	23
	+2.7 /

-14.7


<< Unchanged sections omitted >>
