Page 1



3GPP TSG-RAN WG5 Meeting #61 
R5-134818
San Francisco, USA, 11 - 15 November 2013
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.521-3
	CR
	CRNum
	rev
	-
	Current version:
	11.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of new TC 8.5.7 E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth

	
	

	Source to WG:
	Huawei, Telecom Italia

	Source to TSG:
	R5

	
	

	Work item code:
	LTE450_Brazil-UEConTest
	
	Date:
	2013-10-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	New Rel-12 UE conformance testing WI of LTE 450 in Brazil was approved in RP-130646 in RAN#60. New test case A.8.5.7 E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth was added in core specification of TS 36.133.

	
	

	Summary of change:
	Added new test case of 8.5.7 E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth.

	
	

	Consequences if not approved:
	The WI will still be incomplete.

	
	

	Clauses affected:
	8.5.7(New)

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS 36.521-2

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This is the final version of R5-134595.


8.5.7
E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth
Editor’s note: This Test case is incomplete for frequencies above 3GHz

· The Test system uncertainties applicable above 3GHz are undefined

· The Test Tolerances and Test Requirements applicable above 3GHz are undefined

8.5.7.1
Test purpose

Same test purpose as defined in clause 8.5.1.1.

8.5.7.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD and only support E-UTRA Band 31. Applicability requires support for FGI bits 15 and 22.

8.5.7.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.5.1.3 with the following exceptions:

-
Instead of A.8.5.1 ( use A.8.5.7.
8.5.7.4
Test description

8.5.7.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.23.

2. The general test parameter settings are set up according to Table 8.5.7.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.5.7.4.3.

5. There is one E-UTRA FDD serving cell and one UTRA FDD cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 8.5.7.4.1-1: General Test Parameters for E-UTRAN FDD- UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN FDD)
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1.

	PCFICH/PDCCH/PHICH parameters

(E-UTRAN FDD)
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	NOTE 1: See Table 8.5.1.4.1-1 for the other parameters.

NOTE 2: This test is according to the principle defined in TS 36.133[4] section A.3.7.2.


8.5.7.4.2
Test procedure

Same test procedure as defined in clause 8.5.1.4.2 with the following exceptions:

-
Instead of Table 8.5.1.5-1 ( use Table 8.5.7.5-1.
8.5.7.4.3
Message contents

Same message contents as defined in clause 8.5.1.4.3. 

8.5.7.5
Test requirement

Same test requirement as defined in clause 8.5.1.5 with the following exceptions:

Tables 8.5.7.4.1-1, 8.5.7.5-1 and 8.5.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions in synchronous cells for 5MHz bandwidth test. 

Table 8.5.7.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD (Cell 1) for event triggered reporting of UTRAN FDD cell under fading propagation conditions for 5MHz bandwidth
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	BWchannel
	MHz
	5

	OCNG Pattern defined in D.1.15 
	
	OP.15 FDD

	NOTE: See Table 8.5.1.5-1 for the other parameters.


