Page 1



3GPP TSG-RAN WG5 Meeting #63
R5-142254
Seoul, Korea, 19-23 May 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	36.508
	CR
	CRNum
	rev
	-
	Current version:
	12.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to default SystemInformationBlockType15 message for eMBMS testing

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	RAN5

	
	

	Work item code:
	TEI11_Test
	
	Date:
	2014-04-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	1. Current specification of SystemInformationBlockType15 default message does not fully consider the conditions defiend for the message.
2. The index of entries is missing or is not clear for some of the multi-entry IEs. 
3. Editorial corrections


	
	

	Summary of change:
	1. Added conditions “MBMS_intraFreq” and “MBMS_interFreq” to IE lateNonCriticalExtensions.
2. Added index to IEs mbms-SAI-InterFreqList-r11 and multiBandInfoList-r11; and added comments to clarify index to IEs mbms-SAI-List-r11, mbms-SAI-InterFreqList-v1140 and multiBandInfoList-r11
3. Corrected style to table header.

	
	

	Consequences if not approved:
	SIB15 not correctly specified.

	
	

	Clauses affected:
	4.4.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


4.4.3.2
Common contents of system information messages

-
MasterInformationBlock

The MasterInformationBlock includes the system information transmitted on BCH.
Table 4.4.3.2-1: MasterInformationBlock
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MasterInformationBlock ::= SEQUENCE {
	
	
	

	  dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	  phich-Config SEQUENCE {}
	PHICH-Config-DEFAULT
	See subclause 4.6.3
	

	  systemFrameNumber
	A valid value as defined in TS 36.331 [17]
	
	

	  spare
	'0000 0000 00'B
	
	

	}
	
	
	


<skipped text>

-
SystemInformationBlockType15
The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

Table 4.4.3.3-14: SystemInformationBlockType15

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType15 ::= SEQUENCE {
	
	
	

	  mbms-SAI-IntraFreq-r11[1] SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF { INTEGER (0..65535) }
	1
	1 entry

INTEGER (0..65535)
	

	  mbms-SAI-InterFreqList-r11
	Not present
	
	MBMS_intraFreq

	  mbms-SAI-InterFreqList-r11[n] SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	The same number of entries as the configured inter-freq carriers providing the MBMS service in the test case (including additional bands, if any)
	n denotes the index of the entry
	MBMS_interFreq, MBMS_interBand

	    dl-CarrierFreq-r11
	Downlink EARFCN under test, see table 6.3.1.2-1.
	
	

	    mbms-SAI-List-r11[n] SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF { INTEGER (0..65535) }
	The same number of entries as the configured MBMS SAIs providing the MBMS service in the test case for the specific frequency
	n denotes the index of the entry INTEGER (0..65535)
	

	  lateNonCriticalExtension
	Not present
	
	MBMS_intraFreq,
MBMS_interFreq,

	  lateNonCriticalExtension {
	
	
	MBMS_interBand

	    mbms-SAI-InterFreqList-v1140[n] SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	The same number of entries as the configured inter-freq carriers providing the MBMS service in the test case.
	n denotes the index of the entry
	

	      multiBandInfoList-r11[m] SEQUENCE (SIZE (1..maxMultiBands)) OF { INTEGER (1..maxFBI2) }
	The same number of entries as the number of additional frequency bands of the cells participating in the MBSFN transmission in the test case.

For each entry the value is set according to the specific band(s) under test
	m denotes the index of the entry
INTEGER (1..maxFBI2)
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	MBMS_intraFreq
	SIB15 transmitted for a MBMS intra-band cell environment (MBMS service only provided for intra-frequency cells).

	MBMS_interFreq
	SIB15 transmitted for a MBMS inter-frequency cell environment (MBMS service provided on multiple frequencies within a band).

	MBMS_interBand
	SIB15 transmitted for a MBMS inter-band cell environment (MBMS service provided on multiple frequencies on different band).


