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< Start of Modified Section >
10.1.3
CC disconnect procedure

10.1.3.1
Procedure

Table 10.1.3.1-1: CC disconnect procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits a DOWNLINK DIRECT TRANSFER message.

This message includes a DISCONNECT message.
	<--
	DISCONNECT

	2
	The UE transmits an UPLINK DIRECT TRANSFER message.

This message includes a RELEASE message.
	-->
	RELEASE

	3
	The SS transmits a DOWNLINK DIRECT TRANSFER message.

This message includes a RELEASE COMPLETE message.
	<--
	RELEASE COMPLETE

	-
	EXCEPTION: Step 6 may happen in parallel to Step 4.  Steps 5a to 5e are only performed if Step 6 has not already occurred
	
	

	4
	Wait for 5 seconds in case the UE sends the RAU on the same connection
	
	

	5a
	The SS transmits an RRC CONNECTION RELEASE message
	<--
	RRC CONNECTION RELEASE

	5b
	The UE transmits a RRC CONNECTION RELEASE COMPLETE message
	-->
	RRC CONNECTION RELEASE COMPLETE

	5c
	The UE transmits RRC CONNECTION REQUEST
	-->
	RRC CONNECTION REQUEST

	5d
	The SS transmit a RRC CONNECTION SETUP
	<--
	RRC CONNECTION SETUP

	5e
	The UE transmits an RRC CONNECTION SETUP COMPLETE message
	-->
	RRC CONNECTION SETUP COMPLETE

	6
	The UE transmits an UPLINK DIRECT TRANSFER message.

This message includes a ROUTING AREA UPDATE REQUEST message with Update type ='Combined RA/LA Updated'
	-->
	ROUTING AREA UPDATE REQUEST

	7
	The SS transmits a DOWNLINK DIRECT TRANSFER message.

This message includes a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT

	8
	The UE transmits an UPLINK DIRECT TRANSFER message.

This message includes a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE

	
	EXCEPTION: step 9a1 to 9a6 specify optional behaviour if the UE has previously performed IMS registration and if UE has IMS session
	
	

	9a1
	The SS transmits a RADIO BEARER SETUP message
	
	

	9a2
	The UE transmits a RADIO BEARER SETUP COMPLETE message
	
	

	9a3-9a4
	The IMS Call is released using the generic procedure in  TS 34.229-1 [35] subclause C.33.
	
	

	9a5-9a6
	EXCEPTION the behaviour in TS 34.229-1[40] Annex C.30 may occur. (IMS de-registration)
	-
	-
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