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	Reason for change:
	The title is specified wrongly as “non-MBFSN ABS” feICIC PDSCH demodulation tests.

	
	

	Summary of change:
	The title is corrected to” non-MBSFN ABS” for 8.2.1.2.3_E and 8.2.2.2.3_E.1.
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<< Unchanged sections omitted >>

8.2.1.2.3_D


8.2.1.2.3_E
FDD PDSCH Transmit diversity 2x2 for feICIC

8.2.1.2.3_E.1
FDD PDSCH Transmit diversity 2x2 for feICIC (non-MBSFN ABS)

Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

· The SNR Reference Value is still in square brackets

· Test tolerances are TBD

8.2.1.2.3_E.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [14] of the aggressor cells with CRS assistance information.
<< Unchanged sections omitted >>

8.2.2.2.3_D


8.2.2.2.3_E
TDD PDSCH Transmit diversity 2x2 for feICIC

8.2.2.2.3_E.1
TDD PDSCH Transmit diversity 2x2 for feICIC (non-MBSFN ABS)

Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

· The SNR Reference Value is still in square brackets

· Test tolerances are TBD

8.2.2.2.3_E.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS [14] of the aggressor cells with CRS assistance information.
<< End of changes >>
