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1. Introduction

The periodic PLMN selection test case, introduced in the NIMTC work item, 6.1.1.7 uses a cell configuration where one of the cells is an inter-frequency cell. This makes the test case not applicable for UEs operated in a band with limited bandwidth. For example will the test case not be applicable to E-UTRA FDD band 13.

There is a need to create a variant of the test case to provide test coverage of intra-frequency cell-reselection for operating bands with limited bandwidth.
2. Discussion
The purpose of test case 6.1.1.7 is to verify the scenario when the UE periodically, according to the MinimumPeriodicSearchTimer, attempt to obtain service on the HPLMN or a higher priority PLMN. The test case uses three intra-band cells with different PLMNs.

The same test purpose can be achieved to an UE operating on a band with limited bandwidth with only one using three inter-band cells.
Thus it is proposed to create a test case variant of test case 6.1.1.7 using an intra-frequency multi cell environment. 

As the new inter-band test case verifies the same core spec requirements, but in a different cell configuration addressing different network deployments i.e. with different cells where the neighbour cell is operating on an inter-frequency or inter-band frequency it is recommended that the inter-frequency test should be run by default and the inter-band test case only be run when the inter-frequency test cannot be run.
3. Proposal
It is proposed that test case 6.1.1.7 a (see table below) is added to TS 36.523-1. The existing test 6.1.1.7 has been included in the table as reference.
CRs for RAN5#63 to introduce the new test case in TS 36.523-1 and TS 36.523-2 have been provided in [1] and [2].

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 / 36.523-2

	17.4  MBMS Service Continuity

	
	36.523-1

36.523-2
	6.1.1.7
	Rel-10
	PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	1. To verify that the Minimum Periodic search timer can be set in the UE

2. To verify that the UE uses the larger of the Minimum Periodic search timer and EFHPPLMN
 
	Ericsson
	RAN5#58

	100%
	Part 1:
R5-130720
Part 2:

R5-130724
	Conf.req:

24.368

23.122 cl 4.4.3.3.1

	
	36.523-1

36.523-2
	6.1.1.7 a


	Rel-10
	PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer / Single Frequency operation
	1. To verify that the Minimum Periodic search timer can be set in the UE

2. To verify that the UE uses the larger of the Minimum Periodic search timer and EFHPPLMN 
	Ericsson
	RAN5#63

	0%
	Part 1: 


Part 2: 

	Conf.req:

24.368

23.122 cl 4.4.3.3.1
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