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5.4.5
Out of quality handling of TPI for UL CLTD activation state 1
5.4.5.1
Definition and applicability

An F-TPICH carries transmitted precoding indicator generated at layer 1 for UL CLTD operation. 
The UE shall measure the reliability of the received TPI bits over the 3 slot period in which the TPI bit pattern corresponding to a precoding weight is received, as specified in TS 25.214 [8]. The received TPI bits are mapped to precoding weights and applied by the UE only if the estimated quality of the TPI bits is determined to be better than a threshold Qtpi. Otherwise, the UE shall apply the precoding weights corresponding to the last reliably received TPI bit pattern. The threshold is not defined explicitly, but is defined by the conditions under which the UE shall apply the precoding weights corresponding to the received TPI bits and apply the precoding weights corresponding to the last reliably received TPI bits, as stated in this subclause.

The threshold Qtpi should correspond to a level of F-TPICH quality below which no reliable detection of the TPI bits transmitted on the downlink DPCCH can be made.
The requirements and this test apply for Release 11 and later releases to all types of UTRA for the FDD UE that supports UL CLTD and not supporting type 1 for DCH.
5.4.5.2
Minimum Requirements

When the UE estimates the F-TPICH quality received over the 3 slot period to be worse than a threshold Qtpi, the UE shall apply the precoding weights corresponding to the last reliably received TPI bit pattern. The UE shall not apply the precoding weights corresponding to the received TPI bits again until the F-TPICH quality exceeds a threshold Qtpi. When the estimated F-TPICH qualtity is better than a threshold Qtpi, the UE shall again apply the precoding weights corresponding to the received TPI bits.

The quality level at the threshold Qtpi corresponds to a signal level depending on the downlink conditions F-TPICH parameters. For the conditions in Table 5.4.5.1, a signal with the quality below the level Qtpi can be generated by an F-TPICH_Ec/Ior ratio of -26 dB, and a signal with the quality above the level Qtpi can be generated by an F-TPICH_Ec/Ior ratio of -12 dB. The downlink physical channels, other than those specified in Table 5.4.5.1, are as specified in table E.3.3 of Annex E.
Table 5.4.5.1: Parameters for the out-of-quality handling of F-TPICH test case
	Parameter
	Unit
	Value

	Propagation condition
	
	Static
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	dB
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Table 5.4.5.1: Minimum Requirements for F-TPICH_Ec/Ior levels

	Clause from figure 5.4.5.1
	DPCCH_Ec/Ior 
	Unit

	Before A
	-7
	dB

	A to C
	-26
	dB

	After C
	-12
	dB


Figure 5.4.5.1 shows an example scenario where the F-TPICH_Ec/Ior ratio varies from a level where the F-TPICH is demodulated under normal conditions, down to a level below Qtpi where the UE shall apply the precoding weights corresponding to the last reliably received TPI bit pattern and then back up to a level above Qtpi where the UE shall apply the precoding weights corresponding to the received TPI bit pattern. Point B shall be at least 10 ms after point A, and point D shall be at least 10 ms after point C.
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Figure 5.4.5.1: Test case for F-TPICH out-of-quality handling in the UE supporting the minimum requirements for F-TPICH
In these test cases, the requirements for the UE are that:

1. The UE shall keep precoding weights with more than 50% of the time between point B and point C.
2. The UE apply precoding weights w.r.t. TPI bits with more than 99% of the time after point D.
The normative reference for this requirement is TS 25.101 [1] clause 6.4A.1.

5.4.5.3
Test purpose

To verify that the UE monitors the F-TPICH quality and in turns apply the precoding weights as per level diagram specified in figure 5.4.5.1 and as per test requirement.

5.4.5.4
Method of test

5.4.5.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.52.
2)
A call is set up according to the Generic call setup procedure in TS34.108 [3], clause 7.3.21.
4)
RF parameters are set up according to table 5.4.5.1 with F-TPICH_Ec/Ior ratio level set according to the figure 5.4.5.1. The other RF parameters are set up according to clause E.3.3.
5)
Enter the UE into loopback test mode and start the loopback test.
See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.4.5.4.2
Procedure

1)
The SS controls and maintains the F-TPICH_Ec/Ior ratio level according to clause 'Before A' as defined in table 5.4.5.3 and sends TPI bits set to the fixed precoder weight corresponding to bit pattern “1100” for about 50 ms.
2) 
The SS controls and maintains the F-TPICH_Ec/Ior ratio level according to clause 'A to C' as defined in table 5.4.5.3 and sends TPI bit pattern as “1111” for 100 ms. The SS waits 10 ms after point A and then verifies that UE shall keep precoding weights corossponding to TPI bits pattern “1100” with more than 50% of the time till point C shown in figure 5.4.5.1.
3) 
The SS controls and maintains the F-TPICH_Ec/Ior ratio level according to clause 'After C' as defined in table 5.4.5.3 and sends TPI bit pattern as “0011” for 50 ms. The SS waits 10 ms after point C and then verifies that UE apply precoding weights w.r.t. TPI bits pattern “0011” with more than 99% of the time after point C shown in figure 5.4.5.1
5.4.5.5
Test requirements

Table 5.4.5.3: Test Requirements for F-TPICH_Ec/Ior levels

	Clause from figure 5.4.5.1
	F-TPICH_Ec/Ior 
	Unit

	Before A
	-7
	dB

	A to C
	-26
	dB

	After C
	-12
	dB


To pass the test, steps 2 and 3 of the procedure in clause 5.4.5.4.2 must be fulfilled.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Test Requirement has been relaxed by the Test Tolerance is given in clause F.4.

[Many Sections are skipped here]

5.7AB
Power setting in uplink compressed mode for UL CLTD Activation state 1

5.7AB.1
Definition and applicability

Compressed mode in uplink means that the power in uplink is changed.

The requirements and this test apply for Release 11 and later releases to all types of UTRA for the FDD UE that supports UL CLTD and that support UL or combined UL/DL compressed modes.

5.7AB.2
Minimum requirements

A change of output power is required during uplink compressed frames since the transmission of data is performed in a shorter interval. The ratio of the amplitude between the DPDCH codes and the DPCCH code will also vary. The power step due to compressed mode shall be calculated in the UE so that the energy transmitted on the pilot bits during each transmitted slot shall follow the inner loop power control. 

Thereby, the power during compressed mode, and immediately afterwards, shall be such that the mean power of the DPCCH follows the steps due to inner loop power control combined with additional steps of 10Log10(Npilot.prev / Npilot.curr) dB where Npilot.prev is the number of pilot bits in the previously transmitted slot, and Npilot.curr is the current number of pilot bits per slot.

The resulting step in total transmitted power (DPCCH + S-DPCCH +DPDCH for UE configured in UL CLTD activation state 1, and DPCCH + DPDCH for UE configured in UL CLTD activation state 2 or activation state 3) shall then be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greatest magnitude. The accuracy of the power step at each transmit antenna connector, given the step size, is specified in Table 6.8 in subclause 6.5.3.1 from [1]. The power step is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot, when neither the original timeslot nor the reference timeslot are in a transmission gap. The transient duration is not included, and is from 25(s before the slot boundary to 25(s after the slot boundary.
In addition to any power change due to the ratio Npilot.prev / Npilot.curr, the mean power of the DPCCH in the first slot after a compressed mode transmission gap shall differ from the mean power of the DPCCH in the last slot before the transmission gap by an amount ΔRESUME, where ΔRESUME is calculated as described in clause 5.1.2.3 of TS 25.214.

The resulting difference in the total transmitted power (DPCCH + S-DPCCH + DPDCH for UE configured in UL CLTD activation state 1, and DPCCH + DPDCH for UE configured in UL CLTD activation state 2 or activation state 3) shall then be rounded to the closest integer dB value. A power difference exactly half-way between two integer values shall be rounded to the closest integer of greatest magnitude. The accuracy of the resulting difference in the total transmitted power (DPCCH + S-DPCCH + DPDCH for UE configured in UL CLTD activation state 1, and DPCCH + DPDCH for UE configured in UL CLTD activation state 2 or activation state 3) after a transmission gap of up to 14 slots shall be as specified in Table 6.9 from [1] at each transmit antenna connector.
The power difference at each transmit antenna connector is defined as the difference between the mean power of the original (reference) timeslot before the transmission gap and the mean power of the target timeslot after the transmission gap, not including the transient durations. The transient durations at the start and end of the transmission gaps are each from 25(s before the slot boundary to 25(s after the slot boundary.
Table 5.7AB.1: Transmitter power difference tolerance after a transmission gap of up to 14 slots

	Power difference (Up or down)

P [dB]
	Transmitter power step tolerance after a transmission gap [dB]

	P ( 2
	±3

	3
	±3

	4 (P ( 10
	±3.5

	11 (P ( 15
	±4

	16 (P (20
	±4.5

	21 (P
	±6.5


The reference for this requirement is TS 25.101 [1], clause 6.5.4.1B.

For RPL (Recovery Period Length) slots after the transmission gap, where RPL is the minimum out of the transmission gap length and 7 slots, the UE shall use the power control algorithm and step size specified by the signalled Recovery Period Power Control Mode (RPP), as detailed in TS 25.214 [5] clause 5.1.2.3.

When nominal 3 dB power control steps are used in the recovery period, the transmitter mean power steps due to inner loop power control shall be within the range shown in table 5.7AB.2, and the transmitter aggregate mean power step due to inner loop power control shall be within the range shown in table 5.7AB.3, excluding any other power changes due, for example, to changes in spreading factor or number of pilot bits.

Table 5.7AB.2: Transmitter power control range for 3dB step size

	TPC_cmd
	Transmitter power control range for 3dB step size

	
	Lower
	Upper

	+1
	+1,5 dB
	+4,5 dB

	0
	0,5 dB
	+0,5 dB

	1
	1,5 dB
	4,5 dB


Table 5.7AB.3: Transmitter aggregate power control range for 3dB step size

	TPC_cmd group
	Transmitter power control range 
after 7 equal TPC_cmd groups

	
	Lower
	Upper

	+1
	+16 dB
	+26 dB

	0
	1 dB
	+1 dB

	1
	16 dB
	26 dB


The reference for this requirement is TS 25.101 [1] clause 6.4.2.1.1.

5.7AB.3
Test purpose

To verify that the changes in uplink transmit power in compressed mode are within the prescribed tolerances.

Excess error in transmit power setting in compressed mode increases the interference to other channels, or increases transmission errors in the uplink.

5.7AB.4
Method of test

5.7AB.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.52.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.21. The 12,2 kbps UL reference measurement channel is used, with gain factors d = 1,0 in non-compressed frames. Slot formats 0 and 0B are used on the uplink DPCCH.
c = 0,5333, DPCCH power is equally split between DPCCH and S-DPCCH, and 
3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.7AB.4.2
Procedure

NOTE:
CFNs are given in this procedure for reference as examples only. A fixed offset may be applied to the CFNs.

1)
Before proceeding with step (3) below, set the output power of the UE to be in the range -36  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

2)
Transmit the PHYSICAL CHANNEL RECONFIGURATION message to set the uplink power control parameters to use Algorithm 1 and a step size of 2 dB, and to set the compressed mode parameters shown in table 5.7AB.5. The contents of the message are specified in table 5.7AB.9. This set of compressed mode parameters defines the compressed mode pattern which is used to test the implementation of:

a)
in steps (3) and (4), upward 3 dB output power steps and the implementation of a downward power change when resuming transmission after a compressed mode gap, and 

b)
in steps (7) and (8), downward 3dB output power steps and the implementation of an upward power change when resuming transmission after a compressed mode gap.

Table 5.7AB.5: Parameters for pattern A for compressed mode test

	Parameter
	Meaning
	Value

	TGPRC
	Number of transmission gap patterns within the Transmission Gap Pattern Sequence
	1

	TGCFN
	Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence
	0

	TGSN
	Slot number of the first transmission gap slot within the TGCFN
	2

	TGL1
	Length of first transmission gap within the transmission gap pattern
	7 slots

	TGL2
	Length of second transmission gap within the transmission gap pattern
	7 slots

	TGD
	Duration between the starting slots of two consecutive transmission gaps within a transmission gap pattern
	15 slots

	TGPL1
	Duration of transmission gap pattern 1
	3 frames

	TGPL2
	Duration of transmission gap pattern 2
	R99 and Rel-4: Omit 

Rel-5 and later releases: 

Not applicable

	RPP
	Recovery Period Power Control Mode
	Mode 1

	ITP
	Initial Transmit Power Mode
	Mode 1

	UL/DL Mode
	Defines whether UL only or combined UL/DL compressed mode is used
	UL only or UL/DL

	Downlink Compressed Mode Method
	Method for generating downlink compressed mode gap
	SF/2

	Uplink Compressed Mode Method
	Method for generating uplink compressed mode gap
	SF/2

	Scrambling code change
	Indicates whether the alternative scrambling code is used
	No code change

	Downlink frame type
	Downlink compressed frame structure
	A

	DeltaSIR
	Delta in DL SIR target value to be set in the UE during compressed frames
	0

	DeltaSIRafter
	Delta in DL SIR target value to be set in the UE one frame after the compressed frames
	0


The resulting compressed mode pattern is shown in figure 5.7AB.2.
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Figure 5.7AB.2: Pattern A for compressed mode test

3)
After the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE is received, transmit TPC commands on the downlink as shown in table 5.7AB.6.

Table 5.7AB.6: TPC commands transmitted in downlink

	CFN
	TPC commands in downlink

	0
	0 1 - - - - - - - 1 1 1 1 1 1

	1
	1 1 - - - - - - - 1 0 1 0 1 0

	2
	1 0 1 0 1 0 1 0 1 0 1 0 1 0 1


4)
Measure the mean power in the following slots, not including the 25 s transient periods at the start and end of each slot:

CFN 0: 
Slots # 9,10,11,12,13,14
CFN 1:
Slots # 0,1,9


5)
Re-start the test. Before proceeding with step (7) below, set the output power of the UE to be in the range 2  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

6)
Repeat step (2) above, with the exception that TGCFN = 3 in table 5.7AB.5 and table 5.7AB.9.

7)
After the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE is received, transmit TPC commands on the downlink as shown in table 5.7AB.7.

Table 5.7AB.7: TPC commands transmitted in downlink

	CFN
	TPC commands in downlink

	3
	0 1 - - - - - - - 0 0 0 0 0 0

	4
	0 0 - - - - - - - 0 1 0 1 0 1

	5
	0 1 0 1 0 1 0 1 0 1 0 1 0 1 0


8)
Measure the mean power in the following slots, not including the 25 s transient periods at the start and end of each slot:

CFN 3: 
Slots # 9,10,11,12,13,14
CFN 4:
Slots # 0,1,9


9)
Re-start the test. Before proceeding with step (11) below, set the output power of the UE to be in the range -10  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

10)
Transmit the PHYSICAL CHANNEL RECONFIGURATION message to set the uplink power control parameters to use Algorithm 1 and a step size of 1 dB, and to set the compressed mode parameters shown in table 5.7AB.8. The contents of the message are specified in table 5.7AB.10. This set of compressed mode parameters defines the compressed mode pattern which is used to test the implementation of power steps at the start and end of compressed frames, and the implementation of a zero power change when resuming transmission after a compressed mode gap.

Table 5.7AB.8: Parameters for pattern B for compressed mode test

	Parameter
	Meaning
	Value

	TGPRC
	Number of transmission gap patterns within the Transmission Gap Pattern Sequence
	1

	TGCFN
	Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence
	7

	TGSN
	Slot number of the first transmission gap slot within the TGCFN
	8

	TGL1
	Length of first transmission gap within the transmission gap pattern
	14 slots

	TGL2
	Length of second transmission gap within the transmission gap pattern
	omit

	TGD
	Duration between the starting slots of two consecutive transmission gaps within a transmission gap pattern
	UNDEFINED

	TGPL1
	Duration of transmission gap pattern 1
	4 frames

	TGPL2
	Duration of transmission gap pattern 2
	R99 and Rel-4: Omit

Rel-5 and later releases:

Not applicable

	RPP
	Recovery Period Power Control Mode
	Mode 0

	ITP
	Initial Transmit Power Mode
	Mode 0

	UL/DL Mode
	Defines whether UL only or combined UL/DL compressed mode is used
	UL only or UL/DL

	Downlink Compressed Mode Method
	Method for generating downlink compressed mode gap
	SF/2

	Uplink Compressed Mode Method
	Method for generating uplink compressed mode gap
	SF/2

	Scrambling code change
	Indicates whether the alternative scrambling code is used
	No code change

	Downlink frame type
	Downlink compressed frame structure
	A

	DeltaSIR
	Delta in DL SIR target value to be set in the UE during compressed frames
	0

	DeltaSIRafter
	Delta in DL SIR target value to be set in the UE one frame after the compressed frames
	0


The resulting compressed mode pattern is shown in figure 5.7AB.3.
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Figure 5.7AB.3: Pattern B for compressed mode test

11)
After the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message from the UE is received, transmit TPC commands on the downlink as shown in table 5.7AB.8.

Table 5.7AB.8: TPC commands transmitted in downlink

	CFN
	TPC commands in downlink

	6
	0 0 0 0 0 0 0 0 0 0 0 0 1 1 1

	7
	1 1 1 1 1 1 1 1 - - - - - - -

	8
	- - - - - - - 0 0 0 0 0 0 0 0

	9
	0 0 0 1 1 1 1 1 1 1 1 1 1 1 1


12)
Measure the mean power in the following slots, not including the 25 s transient periods at the start and end of each slot:

CFN 6:
Slot # 14
CFN 7: 
Slots # 0 and 7
CFN 8:
Slots # 7 and 14
CFN 9:
Slot # 0

Table 5.7AB.9: PHYSICAL CHANNEL RECONFIGURATION message (step 2)

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	- message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	- RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present
	

	-CHOICE channel requirement
	Uplink DPCH info
	

	-Uplink DPCH power control info
	
	

	  -CHOICE mode
	FDD
	

	   -DPCCH Power offset
	-40 (-80dB)
	

	   -PC Preamble
	1 frame
	

	   -SRB delay
	7 frames
	

	   -Power Control Algorithm
	Algorithm 1
	

	   -TPC step size
	2dB
	

	-CHOICE mode
	FDD
	

	  -Scrambling code type
	Long
	

	  -Scrambling code number
	0
	

	  -Number of DPDCH
	1
	

	  -spreading factor
	64
	

	  -TFCI existence
	TRUE
	

	  -Number of FBI bits
	Not Present(0)
	

	  -Puncturing Limit
	1
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	-Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	-Downlink DPCH info common for all RL
	Not Present 
	

	-CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	0
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	1
	

	     -TGSN
	2
	

	     -TGL1
	7
	

	     -TGL2
	7
	

	     -TGD
	15
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 1
	

	     -ITP
	Mode 1
	

	     -CHOICE UL/DL mode
	UL only or UL and DL, depending on UE capability
	

	      -Downlink compressed mode method
	SF/2 or Not present depending on UE capability
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	A
	

	     -DeltaSIR1
	0
	

	     -DeltaSIRafter1
	0
	

	     -DeltaSIR2
	Not Present
	

	     -DeltaSIRafter2
	Not Present
	

	     -N Identify abort
	Not Present
	

	     -T Reconfirm abort
	Not Present
	

	  -TX Diversity Mode
	Not Present
	

	  -SSDT information
	Not Present
	R99 and Rel-4 only

	-Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	- Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


Table 5.7AB.10: PHYSICAL CHANNEL RECONFIGURATION message (step 10)

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	- message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	- RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present
	

	-CHOICE channel requirement
	Uplink DPCH info
	

	 -Uplink DPCH power control info
	
	

	  -CHOICE mode
	FDD
	

	   -DPCCH Power offset
	-40 (-80dB)
	

	   -PC Preamble
	1 frame
	

	   -SRB delay
	7 frames
	

	   -Power Control Algorithm
	Algorithm 1
	

	   -TPC step size
	1dB
	

	 -CHOICE mode
	FDD
	

	  -Scrambling code type
	Long
	

	  -Scrambling code number
	0
	

	  -Number of DPDCH
	1
	

	  -spreading factor
	64
	

	  -TFCI existence
	TRUE
	

	  -Number of FBI bits
	Not Present(0)
	

	  -Puncturing Limit
	1
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	7
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	1
	

	     -TGSN
	8
	

	     -TGL1
	14
	

	     -TGL2
	Not Present
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	4
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL only or UL and DL, depending on UE capability
	

	      -Downlink compressed mode method
	SF/2 or Not present depending on UE capability
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	A
	

	     -DeltaSIR1
	0
	

	     -DeltaSIRafter1
	0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 - Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


5.7AB.5
Test requirements

For ease of reference, the following uplink output power measurements are defined in figure 5.7AB.4. In this figure:

-
Pg is the RRC filtered mean power in an uplink transmission gap, excluding the 25 s transient periods.

-
Pa is the mean power in the last slot before a compressed frame (or pair of compressed frames), excluding the 25 s transient periods.

-
Pb is the mean power in the first slot of a compressed frame, excluding the 25 s transient periods.

-
Pc is the mean power in the last slot before a transmission gap, excluding the 25 s transient periods.

-
Pd is the mean power in the first slot after a transmission gap, excluding the 25 s transient periods.

-
Pe is the mean power in the last slot of a compressed frame, excluding the 25 s transient periods.

-
Pf is the mean power in the first slot after a compressed frame (or pair of compressed frames), excluding the
25 s transient periods.
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Figure 5.7AB.4: Uplink transmit power in uplink compressed mode

1.
At the boundary between CFN 6 and CFN 7, Pb  Pa shall be within the range +4 ± 2.3 dB.

2.
In slot #9 of CFN 1, the power difference Pd  Pc from the power in slot #1 of CFN 1 shall be within the range ‑11 ± 4.3 dB.

3.
In slot #9 of CFN 4, the power difference Pd  Pc from the power in slot #1 of CFN 4 shall be within the range +11 ± 4.3 dB.

4.
In slot #7 of CFN 8, the power difference Pd  Pc from the power in slot #7 of CFN 7 shall be within the range 0 ± 3.2 dB.

5.
(void)

6.
At the boundary between CFN 8 and CFN 9, Pf  Pe shall be within the range -4 ± 2.3 dB.

7.
In the slots between slot #10 of CFN 0 and slot #1 of CFN 1 inclusive, the change in mean power from the previous slot shall be within the range given in table 5.7AB. 11 for TPC_cmd = +1.

8.
The aggregate change in mean power from slot #9 of CFN 0 to slot #1 of CFN 1 shall be within the range given in table 5.7AB. 12 for TPC_cmd = +1.

9.
In the slots between slot #10 of CFN 3 and slot #1 of CFN 4 inclusive, the change in mean power from the previous slot shall be within the range given in table 5.7AB. 11 for TPC_cmd = -1.

10.
The aggregate change in mean power from slot #9 of CFN 3 to slot #1 of CFN 4 shall be within the range given in table 5.7AB. 12 for TPC_cmd = -1.

Table 5.7AB.11: Transmitter power control range for 3dB step size

	TPC_cmd
	Transmitter power control range for 3dB step size

	
	Lower
	Upper

	+1
	+1,3 dB
	+4,7 dB

	0
	0,6 dB
	+0,6 dB

	1
	1,3 dB
	4,7 dB


Table 5.7AB.12: Transmitter aggregate power control range for 3dB step size

	TPC_cmd group
	Transmitter power control range after 7 equal TPC_cmd groups

	
	Lower
	Upper

	+1
	+15,7dB
	+26,3dB

	0
	1,1dB
	+1,1dB

	1
	15,7dB
	26,3dB


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

[Many sections are skipped here]
5.11C
Spurious Emissions for UL CLTD Activation state 1
5.11C.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermediation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329.

The requirements and this test apply for Release 11 and later releases to all types of UTRA for the FDD UE that supports UL CLTD.

5.11C.2
Minimum Requirements

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 5.11C.1a: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Note

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm
	

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm
	

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm
	

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm
	

	12.75 GHz ( f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	1 MHz
	30 dBm
	Note 1

	NOTE 1:
Applies only for Band XXII.


Table 5.11C.1b: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  f  935 MHz
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz < f <1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  1880 MHz f 
	3.84 MHz
	-60 dBm

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	859 MHz ( f ( 869 MHz
	1 MHz
	-27 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	VI
	860 MHz  f  875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5  MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)
-60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note 1)
-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz  f 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz  f  1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	759 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz ( f ( 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz ( f ( 2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm (see note 2)

	XXVI
	703 MHz ( f ( 729 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 799 MHz
	1 MHz
	-50 dBm

	
	799 MHz ( f ( 803 MHz
	1 MHz
	-40 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz (f (1919.6 MHz
	300 kHz
	-41 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz ( f ( 2025 MHz
	1 MHz
	-50 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2300 MHz ( f ( 2400 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz 
	1 MHz
	-50 dBm(see note 2)

	
	3400 MHz ( f (3800 MHz
	1 MHz
	-50 dBm

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement.

NOTE 2:
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11.1a are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions.

NOTE 3:
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency.

NOTE 4:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases were frozen.


NOTE:
The applicability of each line in Table 5.11C.1b for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11C.1a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
For UE with two active transmit antenna connectors in UL CLTD activation state 1, the spectrum emission requirements specified in this clause apply at each transmit antenna connector. 

The normative reference for this requirement is TS 25.101 [1] clause 6.6.3.1C.

5.11C.3
Test purpose

To verify that the UE spurious emissions do not exceed described value shown in table 5.11C.1a and table 5.11C.1b.

Excess spurious emissions increase the interference to other systems.
5.11C.4
Method of test

5.11C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.52.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.21.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.11C.4.2
Procedure

1)
Set and send continuously up power control commands to the UE until the UE output power shall be maximum level.

2)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

5.11C.5
Test requirements

The measured average power of spurious emission, derived in step 2), shall not exceed the described value in tables 5.11C.2a and 5.11C.2b.

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.
For UE with two active transmit antenna connectors in UL CLTD activation state 1, the spectrum emission requirements apply at each transmit antenna connector. 

Table 5.11C.2a: General spurious emissions test requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Note

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm
	

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm
	

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm
	

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm
	

	12.75 GHz ( f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	1 MHz
	30 dBm
	Note 1

	NOTE 1:
Applies only for Band XXII.


Table 5.11C.2b: Additional spurious emissions test requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz < f < 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm 

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  1880 MHz f 
	3.84 MHz
	-60 dBm

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	859 MHz ( f ( 869 MHz
	1 MHz
	-27 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	VI
	860 MHz ( f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)
-60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note1)
-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz  f  1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz ( f ( 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz ( f ( 2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm (see note 2)

	XXVI
	703 MHz ( f ( 729 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 799 MHz
	1 MHz
	-50 dBm

	
	799 MHz ( f ( 803 MHz
	1 MHz
	-40 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz ( f ( 2025 MHz
	1 MHz
	-50 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2300 MHz ( f ( 2400 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz 
	1 MHz
	-50 dBm (see note 2)

	
	3400 MHz ( f (3800 MHz
	1 MHz
	-50 dBm

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.2a are permitted for each UARFCN used in the measurement.

NOTE 2:
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11.2a are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions. Exception is allowed if bandwidth of the harmonic signal and measurement bandwidth are totally or partially overlapping.

-
Bandwidth for 2nd harmonic = 2 x 5 MHz.

-
Bandwidth for 3rd harmonic = 3 x 5 MHz.

NOTE 3:
For UEs that conform to Release 6 and support Band II, IV or V shall support the defined frequency bandwidth.

NOTE 4:
For UEs that conform to Release 7 and later releases and support Band II, IV or V shall support the defined frequency bandwidth.

NOTE 5:
The applicability of each line in Table 5.11.2b for UEs of different releases is defined in TS 25.101 [1].

NOTE 6:
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency.

NOTE 7:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the European Harmonized Standard EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases were frozen.


NOTE:
The applicability of each line in Table 5.11C.2b for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11C.2a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
5.11D
Spurious Emissions for UL CLTD Activation state 2 and 3
5.11D.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermediation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329.

The requirements and this test apply for Release 11 and later releases to all types of UTRA for the FDD UE that supports UL CLTD.
5.11D.2
Minimum Requirements

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 5.11D.1a: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Note

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm
	

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm
	

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm
	

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm
	

	12.75 GHz ( f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	1 MHz
	30 dBm
	Note 1

	NOTE 1:
Applies only for Band XXII.


Table 5.11D.1b: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  f  935 MHz
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz < f <1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  1880 MHz f 
	3.84 MHz
	-60 dBm

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	859 MHz ( f ( 869 MHz
	1 MHz
	-27 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	VI
	860 MHz  f  875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5  MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)
-60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note 1)
-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz  f 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz  f  1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	759 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz ( f ( 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz ( f ( 2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm (see note 2)

	XXVI
	703 MHz ( f ( 729 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 799 MHz
	1 MHz
	-50 dBm

	
	799 MHz ( f ( 803 MHz
	1 MHz
	-40 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz (f (1919.6 MHz
	300 kHz
	-41 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz ( f ( 2025 MHz
	1 MHz
	-50 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2300 MHz ( f ( 2400 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz 
	1 MHz
	-50 dBm(see note 2)

	
	3400 MHz ( f (3800 MHz
	1 MHz
	-50 dBm

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement.

NOTE 2:
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11.1a are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions.

NOTE 3:
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency.

NOTE 4:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases were frozen.


NOTE:
The applicability of each line in Table 5.11.1b for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
For UE configured in UL CLTD activation state 2 or activation state 3, the spectrum emission requirements in this clause apply at the active transmit antenna connector.
The normative reference for this requirement is TS 25.101 [1] clause 6.6.3.1C.

5.11D.3
Test purpose

To verify that the UE spurious emissions do not exceed described value shown in table 5.11D.1a and table 5.11D.1b.

Excess spurious emissions increase the interference to other systems.
5.11D.4
Method of test

5.11D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.52.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.21 with the following exception in the RADIO BEARER SETUP messages in table 5.11D.1C. This exception allows the call to be setup with initial UL CLTD activation state as state 2.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.11D.4.2
Procedure

1)
Set and send continuously up power control commands to the UE until the UE output power shall be maximum level.

2)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.
3)
SS sends radio bearer reconfiguration to move the UE to UL_CLTD activation state 3.

4)
Repeat step 1 to 2 for activation state 3.
Table 5.11D.1c: Contents of Radio bearer setup message 

	Information Element
	Value/remark
	Version

	Uplink CLTD info FDD
	
	Rel-11

	      - CHOICE Mode
	New
	

	            - Initial CLTD activation state
	Second  state
	


5.11D.5
Test requirements

The measured average power of spurious emission, derived in step 2), shall not exceed the described value in tables 5.11D.2a and 5.11D.2b.

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.
For UE configured in UL CLTD activation state 2 or activation state 3, the spectrum emission requirements apply at the active transmit antenna connector.
Table 5.11D.2a: General spurious emissions test requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement
	Note

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm
	

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm
	

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm
	

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm
	

	12.75 GHz ( f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	1 MHz
	30 dBm
	Note 1

	NOTE 1:
Applies only for Band XXII.


Table 5.11D.2b: Additional spurious emissions test requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)


	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz < f < 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm 

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  1880 MHz f 
	3.84 MHz
	-60 dBm

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	859 MHz ( f ( 869 MHz
	1 MHz
	-27 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	VI
	860 MHz ( f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)
-60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note1)
-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz  f  1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1915.7 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz ( f ( 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz ( f ( 2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm (see note 2)

	XXVI
	703 MHz ( f ( 729 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 799 MHz
	1 MHz
	-50 dBm

	
	799 MHz ( f ( 803 MHz
	1 MHz
	-40 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz ( f ( 2025 MHz
	1 MHz
	-50 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2300 MHz ( f ( 2400 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz 
	1 MHz
	-50 dBm (see note 2)

	
	3400 MHz ( f (3800 MHz
	1 MHz
	-50 dBm

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.2a are permitted for each UARFCN used in the measurement.

NOTE 2:
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11.2a are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions. Exception is allowed if bandwidth of the harmonic signal and measurement bandwidth are totally or partially overlapping.

-
Bandwidth for 2nd harmonic = 2 x 5 MHz.

-
Bandwidth for 3rd harmonic = 3 x 5 MHz.

NOTE 3:
For UEs that conform to Release 6 and support Band II, IV or V shall support the defined frequency bandwidth.

NOTE 4:
For UEs that conform to Release 7 and later releases and support Band II, IV or V shall support the defined frequency bandwidth.

NOTE 5:
The applicability of each line in Table 5.11.2b for UEs of different releases is defined in TS 25.101 [1].

NOTE 6:
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency.

NOTE 7:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the European Harmonized Standard EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases were frozen.


NOTE:
The applicability of each line in Table 5.11.2b for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.2a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

[Many sections are skipped here]
5.12C
Transmit intermodulation for UL CLTD Activation state 1
5.12C.1
Definition and applicability

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

UE(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or Node B receive band as an unwanted interfering signal. The UE transmit intermodulation attenuation is defined by the ratio of the RRC filtered mean power of the wanted signal to the RRC filtered mean power of the intermodulation product when an interfering CW signal is added at a level below the wanted signal.

The requirements and this test apply for Release 11 and later releases to all types of UTRA for the FDD UE that supports UL CLTD.

5.12C.2
Minimum Requirements

For UE with two active transmit antenna connectors in UL CLTD activation state 1, the requirements specified in table 5.12C.1 apply at each transmit antenna connector.

The UE transmit intermodulation shall not exceed the described value in table 5.12C.1.

Table 5.12C.1: Transmit Intermodulation

	CW Signal Frequency Offset from Transmitting Carrier
	5MHz
	10MHz

	Interference CW Signal Level
	40 dBc

	Intermodulation Product
	31 dBc
	41 dBc


The normative reference for this requirement is TS 25.101 [1] clause 6.7.1C.

5.12C.3
Test purpose

To verify that the UE transmit intermodulation does not exceed the described value in table 5.12C.1.

An excess transmit intermodulation increases transmission errors in the up link own channel when other transmitter exists nearby.

5.12C.4
Method of test

5.12C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.52.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.21.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.12C.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE output power shall be maximum level.

2)
Set the frequency of the CW generator to the offset 1 or offset 2 as shown in table 5.12C.2.

3)
Measure the RRC filtered mean power of the UE.

4)
Search the intermodulation product signal, then measure the RRC filtered mean power of transmitting intermodulation, and calculate the ratio with the power measured in step 3).

5)
Repeat the measurement with another tone offset.

5.12C.5
Test requirements

The ratio derived in step 4), shall not exceed the described value in table 5.12C.2.

Table 5.12C.2: Transmit Intermodulation

	CW Signal Frequency Offset from Transmitting Carrier
	5MHz
	10MHz

	Interference CW Signal Level
	40 dBc

	Intermodulation Product
	-31 dBc
	-41 dBc


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
[End of change modification]
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