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<< Unchanged sections omitted >>
8.2.1.1.1_2
FDD PDSCH Single Antenna Port Performance (Release 10 and forward)

8.2.1.1.1_2.1
Test purpose

Same test purpose as in clause 8.2.1.1.1.1.

8.2.1.1.1_2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward.

8.2.1.1.1_2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.1.1.3 with the following exceptions:

-
Instead of Table 8.2.1.1.1.3-1 ( use Table 8.2.1.1.1_2.3-1.

-
Instead of Table 8.2.1.1.1.3-2 ( use Table 8.2.1.1.1_2.3-2.

Table 8.2.1.1.1_2.3-1: Test Parameters for Testing

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)
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	dB
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	dBm/15kHz
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	Symbols for unused PRBs
	
	OCNG (Note 2)

	Modulation
	
	QPSK

	PDSCH transmission mode
	
	1

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.2.1.1.1_2.3-2: Minimum performance (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.41 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-5.4
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.1.

8.2.1.1.1_2.4
Test description

Same test description as in clause 8.2.1.1.1.4 with the following exceptions:

-
Instead of Table 8.2.1.1.1.3-1 ( use Table 8.2.1.1.1_2.3-1.

-
Instead of Table 8.2.1.1.1.3-2 ( use Table 8.2.1.1.1_2.3-2.

-
Instead of Table 8.2.1.1.1.5-1 ( use Table 8.2.1.1.1_2.5-1.

8.2.1.1.1_2.5
Test requirement

Same test requirements as in clause 8.2.1.1.1.5 with the following exceptions:

-
Instead of Table 8.2.1.1.1.3-1 ( use Table 8.2.1.1.1_2.3-1.

-
Instead of Table 8.2.1.1.1.5-1 ( use Table 8.2.1.1.1_2.5-1.
Table 8.2.1.1.1_2.5-1: Test requirement (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.41 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-4.6
	≥1


<< Unchanged sections omitted >>
8.2.2.1.1_2
TDD PDSCH Single Antenna Port Performance (Release 10 and forward)

8.2.2.1.1_2.1
Test purpose

Same test purpose as in clause 8.2.2.1.1.1.

8.2.2.1.1_2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward.

8.2.2.1.1_2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.2.1.1.3 with the following exceptions:

-
Instead of Table 8.2.2.1.1.3-1 ( use Table 8.2.2.1.1_2.3-1.

-
Instead of Table 8.2.2.1.1.3-2 ( use Table 8.2.2.1.1_2.3-2.

Table 8.2.2.1.1_2.3-1: Test Parameters

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
[image: image7.wmf]oc

N

at antenna port
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	Symbols for unused PRBs
	
	OCNG (Note 2)

	Modulation
	
	QPSK

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.2.2.1.1_2.3-2: Minimum performance (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.41 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-5.3
	≥1


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.1.
8.2.2.1.1_2.4
Test description
Same test description as in clause 8.2.2.1.1.4 with the following exceptions:

-
Instead of Table 8.2.2.1.1.3-1 ( use Table 8.2.2.1.1_2.3-1.

-
Instead of Table 8.2.2.1.1.3-2 ( use Table 8.2.2.1.1_2.3-2.

-
Instead of Table 8.2.2.1.1.5-1 ( use Table 8.2.2.1.1_2.5-1.

8.2.2.1.1_2.5
Test requirement
Same test requirements as in clause 8.2.2.1.1.5 with the following exceptions:

-
Instead of Table 8.2.2.1.1.3-1 ( use Table 8.2.2.1.1_2.3-1.

-
Instead of Table 8.2.2.1.1.5-1 ( use Table 8.2.2.1.1_2.5-1.
Table 8.2.2.1.1_1.5-1: Test Requirement (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.41 TDD
	OP.1 TDD
	EVA5
	1x2 Low
	70
	-4.5
	≥1


<< Unchanged sections omitted >>
A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.3.2 to A.3.10 as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD, Receiver requirements

	TDD
	Table A.3.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	FDD, Receiver requirements, Maximum input level for UE Categories 3-5

	FDD
	Table A.3.2-3
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3
	
	5
	64QAM
	3/4
	25
	
	-
	

	FDD
	Table A.3.2-3
	
	10
	64QAM
	3/4
	50
	
	-
	

	FDD
	Table A.3.2-3
	
	15
	64QAM
	3/4
	75
	
	-
	

	FDD
	Table A.3.2-3
	
	20
	64QAM
	3/4
	100
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 1

	FDD
	Table A.3.2-3a
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3a
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3a
	
	5
	64QAM
	3/4
	18
	
	-
	

	FDD
	Table A.3.2-3a
	
	10
	64QAM
	3/4
	17
	
	-
	

	FDD
	Table A.3.2-3a
	
	15
	64QAM
	3/4
	17
	
	-
	

	FDD
	Table A.3.2-3a
	
	20
	64QAM
	3/4
	17
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 2

	FDD
	Table A.3.2-3b
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3b
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3b
	
	5
	64QAM
	3/4
	25
	
	-
	

	FDD
	Table A.3.2-3b
	
	10
	64QAM
	3/4
	50
	
	-
	

	FDD
	Table A.3.2-3b
	
	15
	64QAM
	3/4
	75
	
	-
	

	FDD
	Table A.3.2-3b
	
	20
	64QAM
	3/4
	83
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 3-5

	TDD
	Table A.3.2-4
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4
	
	5
	64QAM
	3/4
	25
	
	-
	

	TDD
	Table A.3.2-4
	
	10
	64QAM
	3/4
	50
	
	-
	

	TDD
	Table A.3.2-4
	
	15
	64QAM
	3/4
	75
	
	-
	

	TDD
	Table A.3.2-4
	
	20
	64QAM
	3/4
	100
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 1

	TDD
	Table A.3.2-4a
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4a
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4a
	
	5
	64QAM
	3/4
	18
	
	-
	

	TDD
	Table A.3.2-4a
	
	10
	64QAM
	3/4
	17
	
	-
	

	TDD
	Table A.3.2-4a
	
	15
	64QAM
	3/4
	17
	
	-
	

	TDD
	Table A.3.2-4a
	
	20
	64QAM
	3/4
	17
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 2

	TDD
	Table A.3.2-4b
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4b
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4b
	
	5
	64QAM
	3/4
	25
	
	-
	

	TDD
	Table A.3.2-4b
	
	10
	64QAM
	3/4
	50
	
	-
	

	TDD
	Table A.3.2-4b
	
	15
	64QAM
	3/4
	75
	
	-
	

	TDD
	Table A.3.2-4b
	
	20
	64QAM
	3/4
	83
	
	-
	

	FDD, Transmitter requirements

	FDD
	Table A.3.2A-1
	
	1.4
	QPSK
	1/8-1/3
	3
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	3
	QPSK
	1/3
	4
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	5
	QPSK
	1/3
	8
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	10
	QPSK
	1/3
	16
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	15
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	20
	QPSK
	1/3
	30
	
	≥ 1
	

	TDD, Transmitter requirements

	TDD
	Table A.3.2A-2
	
	1.4
	QPSK
	1/8-1/3
	3
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	3
	QPSK
	1/3
	4
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	5
	QPSK
	1/3
	8
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	10
	QPSK
	1/3
	16
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	15
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	20
	QPSK
	1/3
	30
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS)

	FDD
	Table A.3.3.1-1
	R.4 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42 FDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.2 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.1-2
	R.3-1 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	FDD
	Table A.3.3.1-2
	R.3 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.5 FDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	

	FDD
	Table A.3.3.1-3
	R.6 FDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.7 FDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.8 FDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.9 FDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	

	FDD
	Table A.3.3.1-3a
	R.6-1 FDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.7-1 FDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.8-1 FDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.9-1 FDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.9-2 FDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	

	FDD
	Table A.3.3.1-6
	R.41 FDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	FDD
	Table A.3.3.1-4
	R.0 FDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD
	Table A.3.3.1-4
	R.1 FDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	FDD
	Table A.3.3.1-5
	R.29 FDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD, Pcell PDSCH Performance, CA with power imbalance

	FDD
	Table A.3.3.1-7
	R.49 FDD
	20
	64QAM
	0.84
	
	
	5-8
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.11-1 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.1-1
	R.51 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.52 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.53 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.54 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2-1
	R.43 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.50 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.44 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.45 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.45-1 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.48 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS)

	TDD
	Table A.3.4.1-1
	R.4 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42 TDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.2 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.5 TDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	

	TDD
	Table A.3.4.1-3
	R.6 TDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.7 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.8 TDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.9 TDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	

	TDD
	Table A.3.4.1-3a
	R.6-1 TDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.7-1 TDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.8-1 TDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.9-1 TDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.9-2 TDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	

	TDD
	Table A.3.4.1-6
	R.41 TDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	TDD
	Table A.3.4.1-4
	R.0 TDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD
	Table A.3.4.1-4
	R.1 TDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	TDD
	Table A.3.4.1-5
	R.29 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	20
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	0.39
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance, Single antenna port (DRS)

	TDD
	Table A.3.4.3.1-1
	R.25 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.26 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.26-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.27 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.27-1 TDD
	10
	64QAM
	3/4
	18
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.28 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Two antenna ports (DRS)

	TDD
	Table A.3.4.3.2-1
	R.31 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.32 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.32-1 TDD
	5
	16QAM
	1/2
	[25]
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.33 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.33-1 TDD
	10
	64QAM
	3/4
	[18]
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.34 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.3-1
	R.51 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific  RS) Four antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.4-1
	R.44 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-1
	R.48 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD, PDSCH Performance (UE specific  RS) Eight antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.5-1
	R.51 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.5-2
	R.45 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.5-2
	R.45-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD, PDCCH / PCFICH Performance

	FDD
	Table A.3.5.1-1
	R.15 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.16 FDD
	1.4
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.17 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1A
	R.16_1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1A
	R.17_1 FDD
	5
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD, PDCCH / PCFICH Performance

	TDD
	Table A.3.5.2-1
	R.15 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.16 TDD
	1.4
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.17 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1A
	R.16_1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1A
	R.17_1 TDD
	5
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD / TDD, PHICH Performance

	FDD / TDD
	Table A.3.6-1
	R.18
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.19
	1.4
	PHICH
	
	
	
	
	

	FDD
	Table A.3.6.1
	R.19-1
	5
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.20
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.24
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1A
	R.19_1
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1A
	R.20_1
	5
	PHICH
	
	
	
	
	

	FDD, PMCH Performance

	FDD
	Table A.3.8.1-1
	R.40 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.8.1-1
	R.37 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.8.1-2
	R.38 FDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.8.1-3
	R.39-1 FDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	

	FDD
	Table A.3.8.1-3
	R.39 FDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	

	TDD, PMCH Performance

	TDD
	Table A.3.8.2-1
	R.40 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.8.2-1
	R.37 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.8.2-2
	R.38 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.8.2-3
	R.39-1 TDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	

	TDD
	Table A.3.8.2-3
	R.39 TDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59- 0.62
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3B TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, Sustained data rate test with EPDCCH scheduling (CRS)

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	TDD, Sustained data rate test with EPDCCH scheduling (CRS)

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, EPDCCH Performance

	FDD
	Table A.3.10.1-1
	R.52 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.53 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.54 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, EPDCCH Performance

	TDD
	Table A.3.10.2-1
	R.52 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.53 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.54 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	
	
	
	


<< Unchanged sections omitted >>
A.3.3.1
Single-antenna transmission (Common Reference Symbols)
Table A.3.3.1-1: Fixed Reference Channel QPSK R=1/3

	Parameter
	Unit
	Value

	Reference channel
	
	R.4 FDD
	R.42

FDD
	
	R.2 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	20
	5
	10
	15
	20

	Allocated resource blocks (Note 4)
	
	6
	100
	
	50
	
	

	Allocated subframes per Radio Frame
	
	9
	9
	
	9
	
	

	Modulation
	
	QPSK
	QPSK
	
	QPSK
	
	

	Target Coding Rate
	
	1/3
	1/3
	
	1/3
	
	

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	408
	8760
	
	4392
	
	

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	152
	8760
	
	4392
	
	

	Number of Code Blocks
(Notes 3 and 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	1
	2
	
	1
	
	

	  For Sub-Frame 5
	
	n/a
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	
	1
	2
	
	1
	
	

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1368
	27600
	
	13800
	
	

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	528
	26760
	
	12960
	
	

	Max. Throughput averaged over 1 frame

(Note 4)
	Mbps
	0.342
	7.884
	
	3.953
	
	

	UE Category
	
	≥ 1
	≥ 1
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 4:
Given per component carrier per codeword


Table A.3.3.1-2: Fixed Reference Channel 16QAM R=1/2

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	R.3-1

FDD
	R.3 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	25
	50
	
	

	Allocated subframes per Radio Frame
	
	
	
	9
	9
	
	

	Modulation
	
	
	
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	
	
	1/2
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	6456
	14112
	
	

	  For Sub-Frame 5
	Bits
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	5736
	12960
	
	

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	
	2
	3
	
	

	  For Sub-Frame 5
	
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	
	
	
	1
	3
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	12600
	27600
	
	

	  For Sub-Frame 5
	Bits
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	10920
	25920
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	5.738
	12.586
	
	

	UE Category
	
	
	
	≥ 1
	≥ 2
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-3: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.5  FDD
	R.6 FDD
	R.7 FDD
	R.8 FDD
	R.9 FDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	15
	25
	50
	75
	100

	Allocated subframes per Radio Frame
	
	
	9
	9
	9
	9
	9

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	8504
	14112
	30576
	46888
	61664

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	6456
	12576
	28336
	45352
	61664

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	
	2
	3
	5
	8
	11

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	11340
	18900
	41400
	62100
	82800

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	8820
	16380
	38880
	59580
	80280

	Max. Throughput averaged over 1 frame
	Mbps
	
	7.449
	12.547
	27.294
	42.046
	55.498

	UE Category
	
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-3a: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.6-1 FDD
	R.7-1 FDD
	R.8-1 FDD
	R.9-1 FDD
	R.9-2 FDD

	Channel bandwidth
	MHz
	
	5
	10
	15
	20
	20

	Allocated resource blocks (Note 3)
	
	
	18
	17
	17
	17
	83

	Allocated subframes per Radio Frame
	
	
	9
	9
	9
	9
	9

	Modulation
	
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	10296
	10296
	10296
	10296
	51024

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	8248
	10296
	10296
	10296
	51024

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	2
	2
	2
	2
	9

	  For Sub-Frame 5
	
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	
	
	2
	2
	2
	2
	9

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	13608
	14076
	14076
	14076
	68724

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	11088
	14076
	14076
	14076
	66204

	Max. Throughput averaged over 1 frame
	Mbps
	
	9.062
	9.266
	9.266
	9.266
	45.922

	UE Category
	
	
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
Localized allocation started from RB #0 is applied.

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-4: Fixed Reference Channel Single PRB (Channel Edge)

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.0 FDD
	
	R.1 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10/20
	15
	20

	Allocated resource blocks
	
	
	1
	
	1
	
	

	Allocated subframes per Radio Frame
	
	
	9
	
	9
	
	

	Modulation
	
	
	16QAM
	
	16QAM
	
	

	Target Coding Rate
	
	
	1/2
	
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	224
	
	256
	
	

	  For Sub-Frame 5
	Bits
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	224
	
	256
	
	

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	
	1
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	504
	
	552
	
	

	  For Sub-Frame 5
	Bits
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	504
	
	552
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	0.202
	
	0.230
	
	

	UE Category
	
	
	≥ 1
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.3.1-5: Fixed Reference Channel Single PRB (MBSFN Configuration)

	Parameter
	Unit
	Value

	Reference channel
	
	R.29 FDD (MBSFN)

	Channel bandwidth
	MHz
	10

	Allocated resource blocks
	
	1

	MBSFN Configuration
	
	TBD

	Allocated subframes per Radio Frame
	
	3

	Modulation
	
	16QAM

	Target Coding Rate
	
	1/2

	Information Bit Payload
	
	

	  For Sub-Frames 4,9
	Bits
	256

	  For Sub-Frame 5
	Bits
	n/a

	  For Sub-Frame 0
	Bits
	256

	  For Sub-Frame 1,2,3,6,7,8
	Bits
	0 (MBSFN)

	Number of Code Blocks per Sub-Frame
(see Note 3)
	
	1

	  For Sub-Frames 4,9
	
	1

	  For Sub-Frame 5
	
	n/a

	  For Sub-Frame 0
	
	1

	  For Sub-Frame 1,2,3,6,7,8
	
	0 (MBSFN)

	Binary Channel Bits Per Sub-Frame
	
	

	  For Sub-Frames 4,9
	Bits
	552

	  For Sub-Frame 5
	Bits
	n/a

	  For Sub-Frame 0
	Bits
	552

	  For Sub-Frame 1,2,3,6,7,8
	Bits
	0 (MBSFN)

	Max. Throughput averaged over 1 frame
	kbps
	76.8

	UE Category
	
	≥ 1

	Note 1:
2 symbols allocated to PDCCH
Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit


Table A.3.3.1-6: Fixed Reference Channel QPSK R=1/10

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	
	R.41 FDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	
	50
	
	

	Allocated subframes per Radio Frame
	
	
	
	
	9
	
	

	Modulation
	
	
	
	
	QPSK
	
	

	Target Coding Rate
	
	
	
	
	1/10
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	
	1384
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	1384
	
	

	Number of Code Blocks per Sub-Frame
(Note 3)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	
	
	
	1
	
	

	  For Sub-Frame 5
	
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	
	
	
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	
	
	13800
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	12960
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	
	1.246
	
	

	UE Category
	
	
	
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


<< Unchanged sections omitted >>
A.3.4.1
Single-antenna transmission (Common Reference Symbols)

Table A.3.4.1-1: Fixed Reference Channel QPSK R=1/3

	Parameter
	Unit
	Value

	Reference channel
	
	R.4 TDD
	R.42 TDD
	
	R.2 TDD
	
	

	Channel bandwidth
	MHz
	1.4
	20
	
	10
	
	

	Allocated resource blocks (Note 6)
	
	6
	100
	
	50
	
	

	Uplink-Downlink Configuration (Note 4)
	
	1
	1
	
	1
	
	

	Allocated subframes per Radio Frame (D+S)
	
	3
	3+2
	
	3+2
	
	

	Modulation
	
	QPSK
	QPSK
	
	QPSK
	
	

	Target Coding Rate
	
	1/3
	1/3
	
	1/3
	
	

	Information Bit Payload (Note 6)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	408
	8760
	
	4392
	
	

	  For Sub-Frames 1,6
	Bits
	n/a
	7736
	
	3240
	
	

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	208
	8760
	
	4392
	
	

	Number of Code Blocks per Sub-Frame
(Note 5 and 6)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	1
	2
	
	1
	
	

	  For Sub-Frames 1,6
	
	n/a
	2
	
	1
	
	

	  For Sub-Frame 5
	
	n/a
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	
	1
	2
	
	1
	
	

	Binary Channel Bits Per Sub-Frame (Note 6)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	1368
	27600
	
	13800
	
	

	  For Sub-Frames 1,6
	Bits
	n/a
	22656
	
	11256
	
	

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	672
	26904
	
	13104
	
	

	Max. Throughput averaged over 1 frame (Note 6)
	Mbps
	0.102
	4.175
	
	1.966
	
	

	UE Category
	
	≥ 1
	≥ 1
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
For BW=1.4 MHz, the information bit payloads of special subframes are set to zero (no scheduling) to avoid problems with insufficient PDCCH performance at the test point.

Note 3:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 4:
As per Table 4.2-2 in TS 36.211 [8]

Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 6: 
Given per component carrier per codeword


Table A.3.4.1-2: Fixed Reference Channel 16QAM R=1/2

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	R.3-1

TDD
	R.3 TDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	25
	50
	
	

	Uplink-Downlink Configuration (Note 3)
	
	
	
	1
	1
	
	

	Allocated subframes per Radio Frame (D+S)
	
	
	
	3+2
	3+2
	
	

	Modulation
	
	
	
	16QAM
	16QAM
	
	

	Target Coding Rate
	
	
	
	1/2
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	
	6456
	14112
	
	

	  For Sub-Frames 1,6
	Bits
	
	
	5160
	11448
	
	

	  For Sub-Frame 5
	Bits
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	5736
	12960
	
	

	Number of Code Blocks per Sub-Frame
(see Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	
	
	2
	3
	
	

	  For Sub-Frames 1,6
	
	
	
	1
	2
	
	

	  For Sub-Frame 5
	
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	
	
	
	1
	3
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	
	12600
	27600
	
	

	  For Sub-Frames 1,6
	Bits
	
	
	11112
	22512
	
	

	  For Sub-Frame 5
	Bits
	
	
	n/a
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	
	11208
	26208
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	2.897
	6.408
	
	

	UE Category
	
	
	
	≥ 1
	≥ 2
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.4.1-3: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.5 TDD
	R.6 TDD
	R.7 TDD
	R.8 TDD
	R.9 TDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	15
	25
	50
	75
	100

	Uplink-Downlink Configuration (Note 3)
	
	
	1
	1
	1
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	
	3+2
	3+2
	3+2
	3+2
	3+2

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	8504
	14112
	30576
	46888
	61664

	  For Sub-Frames 1,6
	Bits
	
	6968
	11448
	23688
	35160
	46888

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	6968
	12576
	30576
	45352
	61664

	Number of Code Blocks per Sub-Frame
(see Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	
	2
	3
	5
	8
	11

	  For Sub-Frames 1,6
	
	
	2
	2
	4
	6
	8

	  For Sub-Frame 5
	
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	
	
	2
	3
	5
	8
	11

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	11340
	18900
	41400
	62100
	82800

	  For Sub-Frames 1,6
	Bits
	
	9828
	16668
	33768
	50868
	67968

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	9252
	16812
	39312
	60012
	80712

	Max. Throughput averaged over 1 frame
	Mbps
	
	3.791
	6.370
	13.910
	20.945
	27.877

	UE Category
	
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.4.1-3a: Fixed Reference Channel 64QAM R=3/4

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.6-1 TDD
	R.7-1 TDD
	R.8-1 TDD
	R.9-1 TDD
	R.9-2 TDD

	Channel bandwidth
	MHz
	
	5
	10
	15
	20
	20

	Allocated resource blocks (Note 3)
	
	
	18
	17
	17
	17
	83

	Uplink-Downlink Configuration (Note 4)
	
	
	1
	1
	1
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	
	3+2
	3+2
	3+2
	3+2
	3+2

	Modulation
	
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	
	3/4
	3/4
	3/4
	3/4
	3/4

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	10296
	10296
	10296
	10296
	51024

	  For Sub-Frames 1,6
	Bits
	
	8248
	7480
	7480
	7480
	39232

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	8248
	10296
	10296
	10296
	51024

	Number of Code Blocks per Sub-Frame
(Note 5)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	
	2
	2
	2
	2
	9

	  For Sub-Frames 1,6
	
	
	2
	2
	2
	2
	7

	  For Sub-Frame 5
	
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	
	
	2
	2
	2
	2
	9

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	13608
	14076
	14076
	14076
	68724

	  For Sub-Frames 1,6
	Bits
	
	11880
	11628
	11628
	11628
	56340

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	11520
	14076
	14076
	14076
	66636

	Max. Throughput averaged over 1 frame
	Mbps
	
	4.534
	4.585
	4.585
	4.585
	23.154

	UE Category
	
	
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
Localized allocation started from RB #0 is applied.

Note 4:
As per Table 4.2-2 TS 36.211 [8]

Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.4.1-4: Fixed Reference Channel Single PRB

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.0 TDD
	
	R.1 TDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10/20
	15
	20

	Allocated resource blocks
	
	
	1
	
	1
	
	

	Uplink-Downlink Configuration (Note 3)
	
	
	1
	
	1
	
	

	Allocated subframes per Radio Frame (D+S)
	
	
	3+2
	
	3+2
	
	

	Modulation
	
	
	16QAM
	
	16QAM
	
	

	Target Coding Rate
	
	
	1/2
	
	1/2
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	224
	
	256
	
	

	  For Sub-Frames 1,6
	Bits
	
	208
	
	208
	
	

	  For Sub-Frame 5
	Bits
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	224
	
	256
	
	

	Number of Code Blocks per Sub-Frame

(Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	
	1
	
	1
	
	

	  For Sub-Frames 1,6
	
	
	1
	
	1
	
	

	  For Sub-Frame 5
	
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	
	
	1
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	504
	
	552
	
	

	  For Sub-Frames 1,6
	Bits
	
	456
	
	456
	
	

	  For Sub-Frame 5
	Bits
	
	n/a
	
	n/a
	
	

	  For Sub-Frame 0
	Bits
	
	504
	
	552
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	0.109
	
	0.118
	
	

	UE Category
	
	
	≥ 1
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.4.1-5: Fixed Reference Channel Single PRB (MBSFN Configuration)

	Parameter
	Unit
	Value

	Reference channel
	
	R.29 TDD (MBSFN)

	Channel bandwidth
	MHz
	10

	Allocated resource blocks
	
	1

	MBSFN Configuration
	
	[TBD]

	Uplink-Downlink Configuration (Note 3)
	
	1

	Allocated subframes per Radio Frame (D+S)
	
	1+2

	Modulation
	
	16QAM

	Target Coding Rate
	
	1/2

	Information Bit Payload
	
	

	  For Sub-Frames 4,9
	Bits
	0 (MBSFN)

	  For Sub-Frames 1,6
	Bits
	208

	  For Sub-Frame 5
	Bits
	n/a

	  For Sub-Frame 0
	Bits
	256

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	

	  For Sub-Frames 4,9
	Bits
	0 (MBSFN)

	  For Sub-Frames 1,6
	Bits
	1

	  For Sub-Frame 5
	Bits
	n/a

	Binary Channel Bits Per Sub-Frame
	
	

	  For Sub-Frames 4,9 
	Bits
	0 (MBSFN)

	  For Sub-Frames 1,6
	Bits
	456

	  For Sub-Frame 5
	Bits
	n/a

	  For Sub-Frame 0
	Bits
	552

	Max. Throughput averaged over 1 frame
	kbps
	67.2

	UE Category
	
	≥ 1

	Note 1:
2 symbols allocated to PDCCH

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
as per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.3.4.1-6: Fixed Reference Channel QPSK R=1/10

	Parameter
	Unit
	Value

	Reference channel
	
	
	
	
	R.41 TDD
	
	

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	
	50
	
	

	Uplink-Downlink Configuration (Note 4)
	
	
	
	
	1
	
	

	Allocated subframes per Radio Frame (D+S)
	
	
	
	
	3+2
	
	

	Modulation
	
	
	
	
	QPSK
	
	

	Target Coding Rate
	
	
	
	
	1/10
	
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	
	
	
	1384
	
	

	  For Sub-Frames 1,6
	Bits
	
	
	
	1032
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	1384
	
	

	Number of Code Blocks per Sub-Frame
(Note 5)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	
	
	
	1
	
	

	  For Sub-Frames 1,6
	
	
	
	
	1
	
	

	  For Sub-Frame 5
	
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	
	
	
	
	1
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	
	
	
	13800
	
	

	  For Sub-Frames 1,6
	Bits
	
	
	
	11256
	
	

	  For Sub-Frame 5
	Bits
	
	
	
	N/A
	
	

	  For Sub-Frame 0
	Bits
	
	
	
	13104
	
	

	Max. Throughput averaged over 1 frame
	Mbps
	
	
	
	0.622
	
	

	UE Category
	
	
	
	
	≥ 1
	
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
For BW=1.4 MHz, the information bit payloads of special subframes are set to zero (no scheduling) to avoid problems with insufficient PDCCH performance at the test point. 

Note 3:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]
Note 4:
As per Table 4.2-2 in TS 36.211 [4].

Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


<< Unchanged sections omitted >>
F.1.4
Measurement of performance requirements

Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Single PRB

 - Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.1.1.1_A.1
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_A.2
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.1.1.1_2 Multiple PRB
 - Propagation Condition EVA5
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5
	

	8.2.1.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.1.1.1 Single PRB

	8.2.1.2.1

 - Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1_1

 - Propagation Condition EVA5
	Same as 8.2.1.2.1

Propagation EVA5
	

	8.2.1.2.2
	± 0.9 dB
	Same as 8.2.1.2.1 Propagation Condition EVA5

	8.2.1.2.2_1
	Same as 8.2.1.2.2
	

	8.2.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.2.3_E.1

- Propagation Condition EVA5
	[TBD]
	[TBD]

	8.2.1.2.4 FDD PDSCH Transmit Diversity 2x2 with TM3 Interference Model – Enhanced Performance Requirement Type A
	Ês/Noc ± 0.8 dB for each cell
	Overall system uncertainty for fading conditions comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB not expected to have any significant effect

	8.2.1.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.3.1_1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Same as 8.2.1.3.1
	Same as 8.2.1.3.1

	8.2.1.3.1_A.1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (intra band contiguous DL CA)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.1_A.2 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (inter band DL CA)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.1_A.2_1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (inter band DL CA) (Release 11 and forward)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.2
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.3.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.3.3_C.2
	Symbol #0 during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1..13 during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbol #0 during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1..13 during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

Cell 1 SNR uncertainty (Es1 / Noc2 ratio before fading) ±0.3 dB

Cell 2 SNR uncertainty (Es2 / Noc2 ratio before fading) ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.2.1.4.1
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.4.1_1
	Same as 8.2.1.4.1
	

	8.2.1.4.1_E.1

- Propagation Condition EPA5
	[TBD]
	[TBD]

	8.2.1.4.2
	± 0.9 dB
	Same as 8.2.1.3.1

	8.2.1.4.2_1
	Same as 8.2.1.4.2
	

	8.2.1.4.2_A.1
	Same as 8.2.1.4.2 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.4.2_A.2
	Same as 8.2.1.4.2 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.7.1_A.1
	TBD
	TBD

	8.2.2.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.1.1 Multiple PRBs

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.1.1 Single PRB

 - Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.2.1.1_1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.2.1.1_2 Multiple PRB
 - Propagation Condition EVA5
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5
	

	8.2.2.1.1_A.1
	Same as 8.2.2.1.1 Multiple PRBs for each CC
	Same as 8.2.2.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.2.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.2.1.1 Single PRB

	8.2.2.2.1

 - Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.2.1

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.2.1_1

 - Propagation Condition EVA5
	Same as 8.2.2.2.1

Propagation EVA5
	

	8.2.2.2.2
	± 0.9 dB
	Same as 8.2.2.2.1 Propagation Condition EVA5

	8.2.2.2.2_1
	Same as 8.2.2.2.2
	

	8.2.2.2.3_C.1
	Same as 8.2.1.2.3_C.1
	Same as 8.2.1.2.3_C.1

	8.2.2.2.3_E.1

- Propagation Condition EVA5
	[TBD]
	[TBD]

	8.2.2.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.2.3.1_1 TDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Same as 8.2.2.3.1
	Same as 8.2.2.3.1

	8.2.2.3.1_A.1
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.3.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.3.3_C.1
	Same as 8.2.1.3.3_C.1
	Same as 8.2.1.3.3_C.1

	8.2.2.3.3_C.2
	Same as 8.2.1.3.3_C.2
	Same as 8.2.1.3.3_C.2

	8.2.2.4.1
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.4.1_1
	Same as 8.2.2.4.1
	

	8.2.2.4.1_E.1

- Propagation Condition EPA5
	[TBD]
	[TBD]

	8.2.2.4.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.2.2.4.2_1
	Same as 8.2.2.4.2
	

	8.2.2.4.2_A.1
	Same as 8.2.2.4.2 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.2.2.7.1_A.1
	TBD
	TBD

	8.3.1.1.1_D
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.3.1.1.2_D
	± 0.9 dB
	Same as 8.3.1.1.1_D

	8.3.1.2.1_D
	± 0.9 dB
	Same as 8.3.1.1.1_D

	8.3.2.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.3.2.1.1_1
	± 0.9 dB
	Same as 8.3.2.1.1

	8.3.2.1.2
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.2_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.3
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.1.3_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.2.1
	± 0.9 dB
	Same as 8.2.2.3.1

	8.3.2.2.1_D
	± 0.9 dB
	Same as 8.2.2.3.1

	8.4.1.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.1.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.1_1
	Same as 8.4.1.2.1
	

	8.4.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.2_1
	Same as 8.4.1.2.2
	

	8.4.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_C.2
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_E.1

- Propagation Condition EVA5
	[TBD]
	[TBD]

	8.4.1.2.3_E.2

- Propagation Condition EVA5
	[TBD]
	[TBD]

	8.4.2.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.2.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.1_1
	Same as 8.4.2.2.1
	

	8.4.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.2_1
	Same as 8.4.2.2.2
	

	8.4.2.2.3_E.1

- Propagation Condition EVA5
	[TBD]
	[TBD]

	8.4.2.2.3_E.2

- Propagation Condition EVA5
	[TBD]
	[TBD]

	8.5.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.1_1
	Same as 8.5.1.2.1
	

	8.5.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.2_1
	Same as 8.5.1.2.2
	

	8.5.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.5.2.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.2_1
	Same as 8.5.2.2.1
	

	8.5.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.2_1
	Same as 8.5.2.2.2
	

	8.7.1.1 FDD sustained data rate performance
	Downlink absolute power uncertainty, averaged over BWConfig ±1.0 dB

Downlink  EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM. 

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_A.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_A.2
	Same as 8.7.1.1A.1
	Same as 8.7.1.1A.1

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.2.1_A.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_A.2
	Same as 8.7.2.1A.1
	Same as 8.7.2.1A.1

	10.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	10.2
	± 0.9 dB
	Same as 10.1

	[Other tests FFS]
	
	

	In addition, the following Test System uncertainties and related constraints apply:

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty, averaged over BWConfig Note 4
	±3 dB

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio 
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty, averaged over downlink transmission Bandwidth
	±0.3 dB (includes uncertainty in precoding applied by the test system, where applicable)

	Signal-to noise ratio variation for any resource block, relative to average over downlink transmission Bandwidth
	±0.5 dB

	Noc2 absolute power uncertainty, averaged over BWConfig Note 5
	±3 dB

	Noc1 / Noc2 ratio uncertainty, averaged over BWConfig Note 5
	±0.3 dB

	Noc3 / Noc2 ratio uncertainty, averaged over BWConfig Note 5
	±0.3 dB

	Es / Noc2 ratio (SNR) uncertainty, averaged over downlink transmission Bandwidth Note 5
	±0.3 dB (includes uncertainty in precoding applied by the test system, where applicable)

	Fading profile power uncertainty
	Test-specific

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)

	CA performance requirements only:

Relative frequency error between carriers
	30Hz, measured over a 1ms period, and maximum carrier spacing 80MHz

	Note 1:
Only the overall stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.

Note 2:
The AWGN or N ocx parameters apply to all test cases except 8.7.1 and 8.7.2. The fading parameters apply to test cases using fading
Note 3:
In CA test cases using multiple component carriers (CCs), the uncertainties and related constraints apply for each CC.
Note 4:
Applies for test cases which specify Noc, a single value that remains constant with time.

Note 5:
Applies for test cases which specify Noc1, Noc2 and Noc3, that are symbol or subframe specific.


<< Unchanged sections omitted >>
F.3.4
Measurement of performance requirements

Table F.3.4-1: Derivation of Test Requirements (performance tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition EVA5

 - Prop’n Condition ETU70

 - Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged 

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition HST
	SNR as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1 Single PRB

 - Prop’n Condition ETU70
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_1 Multiple PRBs

 - Prop'n Condition EVA5

 - Prop'n Condition ETU70

 - Prop'n Condition ETU300
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_2 Multiple PRB
 - Prop'n Condition EVA5
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_A.1
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_A.2
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.2 Single PRB
	SNR as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1

 - Prop’n Condition EVA5
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1

 - Prop’n Condition HST
	SNR as specified
	0.6 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1_1

 - Prop'n Condition EVA5
	SNR as specified
	Same as 8.2.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.2_1
	SNR as specified
	Same as 8.2.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +3.4dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +4.3dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.1.2.3_E.1

- Prop’n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.2.1.2.4
	Noc: -98dBm/15kHz
DIP 1: -2.23dB
DIP 1: -8.06dB
SNR: -1.10dB 
	0dB
+0.35dB

+0.85dB
+0.95dB 
	Noc: -98dBm/15kHz
DIP 1: -1.88dB
DIP 1: -7.21dB
SNR: -0.15dB

T-put limit unchanged 

	8.2.1.3.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_1
	SNR as specified
	Same as 8.2.1.3.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_A.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_A.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_A.2_1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +13.3dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +14.2dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.1.3.3_C.2
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +12.0dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +12.9dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.1.4.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.1_1
	SNR as specified
	Same as 8.2.1.4.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.1_E.1

- Prop’n Condition EPA5
	[TBD]
	[TBD]
	[TBD]

	8.2.1.4.2
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.2_1
	SNR as specified
	Same as 8.2.1.4.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.2_A.1
	SNR as specified
	Same as 8.2.1.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.4.2_A.2
	SNR as specified
	Same as 8.2.1.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.7.1_A.1
	TBD
	TBD
	TBD

	8.2.2.1.1 Multiple PRBs

 - Prop’n Condition EVA5

 - Prop’n Condition ETU70

 - Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged 

	8.2.2.1.1 Multiple PRBs

 - Prop’n Condition HST
	SNR as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1 Single PRB

 - Prop’n Condition ETU70
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_1 Multiple PRBs

 - Prop'n Condition EVA5

 - Prop'n Condition ETU70

 - Prop'n Condition ETU300
	SNRs as specified
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_2 Multiple PRB
 - Prop'n Condition EVA5
	SNRs as specified
	Same as 8.2.2.1.1 Multiple PRBs

Propagation EVA5
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.1_A.1
	SNRs as specified
	8.2.2.1.1 Multiple PRBs for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.1.2 Single PRB
	SNR as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.1

 - Prop’n Condition EVA5
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.1

 - Prop’n Condition HST
	SNR as specified
	0.6 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.1_1

 - Prop'n Condition EVA5
	SNR as specified
	Same as 8.2.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.2_1
	SNR as specified
	Same as 8.2.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.2.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +3.8dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +4.7dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.2.2.3_E.1

 - Prop'n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.2.2.3.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_1
	SNR as specified
	Same as 8.2.2.3.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.1_A.1
	SNRs as specified
	Same as 8.2.2.3.1 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.3.3_C.1
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +14.0dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +14.9dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.2.3.3_C.2
	Noc1: -102dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -94.8dBm/15kHz
Ês1 / Noc2: +12.2dB

Ês2 / Noc2: +6dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -102.1dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -94.9dBm/15kHz

Ês1 / Noc2: +13.1dB

Ês2 / Noc2: +5.8dB

Formuale for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.2.2.4.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.1_1
	SNR as specified
	Same as 8.2.2.4.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.1_E.1

 - Prop'n Condition EPA5
	[TBD]
	[TBD]
	[TBD]

	8.2.2.4.2
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.4.2_1
	SNR as specified
	Same as 8.2.2.4.2
	Formula: SNR + TT

T-put limit unchanged

	8.3.1.2.1_D
	TBD
	
	

	8.2.2.4.2_A.1
	SNR as specified
	Same as 8.2.2.4.2 for each CC
	Formula: SNR + TT

T-put limit unchanged

	8.2.2.7.1_A.1
	TBD
	TBD
	TBD

	8.3.1.1.1_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1.1.2_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.1.2.1_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.1_1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.2
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.2_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.3
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.1.3_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.2.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.3.2.2.1_D
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.1
	SNR as specified
	0.8 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.1
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.1_1
	SNR as specified
	Same as 8.4.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.2_1
	SNR as specified
	Same as 8.4.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -3.9dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.1.2.3_C.2
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -4.2dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3.3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.1.2.3_E.1

- Prop'n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.4.1.2.3_E.2

- Prop'n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.4.2.1
	SNR as specified
	0.8 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.1
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.1_1
	SNR as specified
	Same as 8.4.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.2_1
	SNR as specified
	Same as 8.4.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.3_E.1

- Prop'n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.4.2.2.3_E.2

- Prop'n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.5.1.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.1
	SNR as specified
	1.1 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.1_1
	SNR as specified
	Same as 8.5.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: +4.6dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: +5.5dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.5.1.2.2_1
	SNR as specified
	Same as 8.5.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.1
	SNR as specified
	1.1 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.1_1
	SNR as specified
	Same as 8.5.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.2_1
	SNR as specified
	Same as 8.5.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.7.1.1 FDD sustained data rate performance
	Downlink power -85dBm/15kHz
	0 dB
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.1
	TBD
	TBD
	TBD

	8.7.1.1_A.2
	TBD
	TBD
	TBD

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_A.1
	TBD
	TBD
	TBD

	8.7.2.1_A.2
	TBD
	TBD
	TBD

	10.1
	SNR as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	10.2
	SNR as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	[Other tests FFS]
	
	
	


<< End of changes >>
