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9.6.1.1_A.3
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra band non-contiguous DL CA)


· 
· 
9.6.1.1_A.3.1
Test purpose

To verify that the UE reports different CQI indices for Pcell and Scell if each cell experiences a different SNR. 

9.6.1.1_A.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 11 and forward that support intra-band non-contiguous DL CA.

9.6.1.1_A.3.3
Minimum conformance requirements





	
	
	
	

	
	
	

	
	
	
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	
	

	



	
	
	

	
	
	

	
	


Same minimum conformance requirements as in clause 9.6.1.1_A.2.3.
9.6.1.1_A.3.4
Test description

9.6.1.1_A.3.4.1
Initial conditions










Same initial conditions as in clause 9.6.1.1_A.2.4.1.
9.6.1.1_A.3.4.2
Test procedure







Same test procedure as in clause 9.6.1.1_A.2.4.2.
9.6.1.1_A.3.4.3
Message contents



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	

	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Same message contents as in clause 9.6.1.1_A.2.4.3.
9.6.1.1_A.3.5
Test requirement


Same test requirement as in clause 9.6.1.1_A.2.5.
9.6.1.1_A.3_1
FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra band non-contiguous DL CA) (Release 12 and forward)
9.6.1.1_A.3_1.1
Test purpose

Same test purpose as in clause 9.6.1.1_A.3.1.
9.6.1.1_A.3_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward that support intra-band non-contiguous DL CA.

9.6.1.1_A.3_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.6.1.1_A.2_1.3
9.6.1.1_A.3_1.4
Test description

9.6.1.1_A.3_1.4.1
Initial conditions

Same initial conditions as in clause 9.6.1.1_A.2_1.4.1.
9.6.1.1_A.3_1.4.2
Test procedure

Same test procedure as in clause 9.6.1.1_A.2_1.4.2.
9.6.1.1_A.3_1.4.3
Message contents

Same message contents as in clause 9.6.1.1_A.2_1.4.3
9.6.1.1_A.3_1.5
Test requirement

Same test requirement as in clause 9.6.1.1_A.2_1.5.
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