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	Other comments:
	Note: Since table 4.2-1 is made more wide the format for the pages that contains the table needs to be changed into landscape.


4.2
RRM conformance test cases
Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
< Comment for implementation of this CR: The pages that contains table 4.2-1 needs to be changed to Landscape format>

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	< many, many lines skipped >
	< many, many lines skipped >
	
	
	
	
	

	8.16.1
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.2
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 shall be executed.
(Note 1)
	

	8.16.3
	E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.4
	E-UTRANTDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 shall be executed.
(Note 1)
	

	8.16.5
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.6
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 shall be executed.
(Note 1)
	

	8.16.7
	E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.8
	E-UTRAN TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 shall be executed.
(Note 1)
	

	8.16.9
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Rel-11
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.10
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Rel-11
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 shall be executed.
(Note 1)
	

	8.16.11
	E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	Rel-11
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.12
	E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	Rel-11
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 shall be executed.
(Note 1)
	

	8.16.13
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz+5MHz
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.14
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz+5MHz
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 shall be executed.
(Note 1)
	

	8.16.15
	E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.16
	E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 shall be executed.
(Note 1)
	

	8.18.1
	E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions
	Rel-9
	C40
	UE supporting E-UTRA TDD and cdma2000 HRPD and Feature Group Indicator 15
	
	

	< A few lines skipped here >
	< A few lines skipped here >
	
	
	< A few lines skipped here >
	
	

	9.1.6.1
	FDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.6.2
	FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.7.1
	TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 shall be executed.
(Note 1)
	

	9.1.7.2
	TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 shall be executed.
(Note 1)
	

	9.1.8.1
	FDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.8.2
	FDD Relative RSRP under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.9.1
	TDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.9.2
	TDD Relative RSRP under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.10.1
	FDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.10.2
	FDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.11.1
	TDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.11.2
	TDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.12.1
	FDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.12.2
	FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.13.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 shall be executed.
(Note 1)
	

	9.1.13.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 shall be executed.
(Note 1)
	

	9.1.14.1
	FDD Intra Frequency Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	9.1.14.2
	FDD Intra Frequency Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	9.1.15.1
	TDD Intra Frequency Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	9.1.15.2
	TDD Intra Frequency Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	9.1.16.1
	FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.16.2
	FDD Intra Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.17.1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.1.17.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.1.18.1
	FDD Absolute RSRP Accuracy for E-UTRA for Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.18.2
	FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.19.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 shall be executed.
(Note 1)
	

	9.1.19.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 shall be executed.
(Note 1)
	

	9.1.20.1
	FDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.20.2
	FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.21.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 shall be executed.
(Note 1)
	

	9.1.21.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 shall be executed.
(Note 1)
	

	9.2.1.1
	FDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.2.2.1
	TDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	9.2.3.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.2.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.2.4.1
	TDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4.2
	TDD -TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4A.1
	FDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4A.2
	FDD - TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.5.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.5.2
	FDD Relative RSRQ Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.6.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 shall be executed.
(Note 1)
	

	9.2.6.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 shall be executed.
(Note 1)
	

	9.2.7.1
	FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.2.8.1
	TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.2.9.1
	FDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.2.10.1
	TDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.2.11.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.11.2
	FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.12.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 shall be executed.
(Note 1)
	

	9.2.12.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 shall be executed.
(Note 1)
	

	9.2.13.1
	FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	9.2.14.1
	TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	9.2.17.1
	FDD Intra Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.2.18.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.18.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.19.1
	FDD-FDD Inter Frequency absolute WB-RSRQ
	Rel-11
	C01h
	UE supporting E-UTRA FDD and WB-RSRQ measurement and Feature Group Indicators 16 and 25
	
	

	9.2.20.1
	TDD-TDD Inter Frequency absolute WB-RSRQ
	Rel-11
	C02h
	UE supporting E-UTRA TDD and WB-RSRQ measurement and Feature Group Indicators 16 and 25
	
	

	9.2.21.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.21.2
	FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.22.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 shall be executed.
(Note 1)
	

	9.2.22.2
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 shall be executed.
(Note 1)
	

	9.2.23.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.23.2
	FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.24.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 shall be executed.
(Note 1)
	

	9.2.24.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 shall be executed.
(Note 1)
	

	9.3.1
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	9.3.2
	E-UTRAN TDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	9.3.3
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy for 5MHz bandwidth
	Rel-8
	C52
	UE supporting E-UTRA FDD and E-UTRA Band 31 and UTRA FDD
	
	

	9.4.1
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	9.4.2
	E-UTRAN TDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	9.4.3
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy for 5MHz bandwidth
	Rel-8
	C52
	UE supporting E-UTRA FDD and E-UTRA Band 31 and UTRA FDD
	
	

	9.6.1
	GSM RSSI accuracy for E-UTRAN FDD
	Rel-9
	C08g
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 16 and 23
	
	

	9.6.2
	GSM RSSI accuracy for E-UTRAN TDD
	Rel-9
	C09h
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 16 and 23
	
	

	9.9.1.1
	FDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.1.2
	FDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.2.1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.2
	TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	< Several lines skipped here >

	C59
IF (A.4.1-1/1 AND A.4.3-8/3) THEN R ELSE N/A

	C60
IF (A.4.1-1/2 AND A.4.3-8/3 AND A.4.3-8/4) THEN R ELSE N/A


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].
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