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<Start of Next Modified Section>
4.2.4.2.2
Socket Release

A socket is released:

-
in case of TCP when the remote entity closes the connection;

-
when it is closed explicitly by the IP_PTC (system call 'close').

NOTE 1:
In general the sockets are independent from the configuration of the DRBs. Especially in case of UDP or ICMP the sockets can exist even without any DRB being configured.

NOTE 2:
For IMS, TCP close happens for unprotected ports after initial registration and for protected ports after deregistration or re-registration: Any protected TCP connections are kept as long as the UE is registered independent of whether the RRC connection is released in between. In general TCP close is expected to be done from the client’s end. 
In detail 
- after initial registration TTCN waits (T seconds for the UE to close any TCP connection on the unprotected port
- after de-registration TTCN waits (T seconds for the UE to close its client TCP connection; after this is done the TTCN closes any remaining TCP connection (independently of the server/client role)
- after re-registration when there is a new security context TTCN waits (T seconds for the UE to close its client TCP connection of the old security context.


- as special case after an emergency call the same procedure is applied as for de-registration
(T is 3s.

<End of Modified Section>

<Start of Next Modified Section>
4.2.4.7.4
DNS

In general DNS is not needed for E-UTRA conformance tests as defined in 36.523-1[1].

Nevertheless as the IP test model is also applicable for test suites other than 36.523-1[1] handling of certain DNS queries (according to RFC 1035 [58]) is supported over UDP:

Table 4.2.4.7.4-1: Supported DNS Queries
	DNS Header

	id
	any value
	2 octets; id to be used in response

	qr
	'0'B
	query

	opcode
	'000'B
	standard query

	aa
	'?'B
	Authoritative Answer: any value in query

	tc
	'0'B
	no truncation

	rd
	'?'B
	Recursion Desired: any value

	ra
	'?'B
	Recursion Available: any value in query

	z
	'000'B
	must be '000'B according to RFC 1035 [58]

	rcode
	'???'B
	Response code: na for query

	qdcount
	1
	unsigned 16 bit integer: number of questions 

	ancount
	0
	unsigned 16 bit integer: number of answers

	nscount
	0
	unsigned 16 bit integer: number of authority records

	arcount
	0
	unsigned 16 bit integer: number of additional records

	Questions

	DNS Question: only one question per query is supported

	
qname
	any value
	octetstring with encoded domain name according to RFC 1035 clause 4.1.2 [58]

	
qtype
	'0001'O or 
'001C'O
	Type A (IPv4 Address according to RFC 1035 clause 3.2.2 [58]) or Type AAAA (IPv6 Address according to RFC 3596 clause 2.1 [59])

	
qclass
	'0001'O
	IN (internet)


Table 4.2.4.7.4-2: Corresponding DNS Responses
	DNS Header

	id
	same value as in corresponding query
	

	qr
	'1'B
	response

	opcode
	same value as in corresponding query
	

	aa
	'1'B
	Authoritative Answer

	tc
	'0'B
	no truncation

	rd
	'0'B
	no recursion

	ra
	'0'B
	no recursion

	z
	'000'B
	

	rcode
	'000'B
	no error

	qdcount
	1
	unsigned 16 bit integer: number of questions 

	ancount
	1
	unsigned 16 bit integer: number of answers

	nscount
	0
	unsigned 16 bit integer: number of authority records

	arcount
	0
	unsigned 16 bit integer: number of additional records

	Questions

	DNS Question
	same value as in corresponding query
	

	Answers

	DNS Answer

	
qname
	same value as in corresponding query/question
	

	
qtype
	same value as in corresponding query/question
	

	
qclass
	'0001'O
	IN (internet)

	
ttl
	86400
	one day

	
rdlength
	4 for IPv4
16 for IPv6
	

	
rdata
	octetstring containing IPv4 or IPv6 address
	


<End of Modified Section>

<Start of Next Modified Section>
5
Upper Tester Interface

This clause describes the handling of AT commands and MMI Commands at the system interface. The internal handling of those commands in TTCN is out of scope.

In the TTCN, the Upper Tester is located at the MTC; therefore there is one interface to the system adaptor common for all RATs.

There is one primitive defined carrying either an MMI or an AT command to be sent to the system adaptor and one common confirmation primitive to be sent by the system adaptor.

	TTCN-3 ASP Definition

	Type Name
	UT_SYSTEM_REQ

	TTCN-3 Type
	Record

	
Cmd
	TTCN-3 Type
	union

	

AT
	charstring carrying the AT command as defined in TS 27.007 [32], TS 27.005 [31] and TS 27.060 [33]

	

MMI
	· Cmd (charstring)

· List of parameters:

· Name (charstring)

· Value (charstring)

	
CnfRequired
	TTCN-3 Type
	Ut_CnfReq_Type

	
	CNF_REQUIRED: system adaptor shall reply with one confirmation received from the UE

NO_CNF_REQUIRED: SS shall swallow any confirmation generated by the UE

LOCAL_CNF_REQUIRED: SS shall immediately send one confirmation when the command is submitted to the UE i.e. in case of MMI when the operator has confirmed the command, but SS shall not wait for the UE responding.
MULTIPLE_CNF: For one command, SS may send multiple confirmations.  SS shall only send a confirmation when triggered – either by AT response from UE; or in the case AT command is not supported by UE, then the subsequent MMI command with postfix _MULTIPLE.  If the AT command is supported by UE, then any MMI commands with postfix _MULTIPLE can be ignored by SS.
NOTE:
In the TTCN, a confirmation shall only be requested in cases when there is no signalling from the UE being triggered by the MMI/AT command


	TTCN-3 ASP Definition

	Type Name
	UT_COMMON_CNF

	TTCN-3 Type
	Record

	
Result
	TTCN-3 Type
	boolean

	
	true: success

false: failure

	
ResultString
	TTCN-3 Type
	charstring

	
	response by the UE for commands which request the UE to return a result, optional


All mandatory and optional AT commands are sent as AT command strings as defined above. If an optional AT command is not implemented in the UE, the system adaptor needs to parse the AT command and map it to an appropriate MMI command (which is out of scope for this document).

The following MMI commands are defined.

Table 5.1: MMI commands

	Command
	Parameters

	
	Name
	Value

	"SWITCH_ON"
	(none)

	"SWITCH_OFF"
	(none)

	"POWER_ON"
	(none)

	"POWER_OFF"
	(none)

	"INSERT USIM"
	"USIM"
	<USIM>

	"REMOVE_USIM"
	(none)

	"CHECK_PLMN"
	"PLMN"
	<PLMN ID>

	"CHECK_ETWS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_ETWS_ALERT”
	(none)

	“CHECK_ETWS_NO_ALERT”
	(none)

	"CHECK_CMAS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_CMAS_ALERT”
	(none)

	“CHECK_CMAS_NO_ALERT”
	(none)

	"HRPD_PDN_CONNECTION”
	(none)

	“CHECK_MESSAGE_DISPLAYED”
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	“CHECK_SMS_LENGTH_CONTENTS"
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	"CONFIGURE_SMS_ONLY"
	(none)

	"DISABLE EPS CAPABILITY"
	(none)

	"DETACH_NON_EPS"
	(none)

	"CLEAR_STORED_ASSISTANCE_DATA"
	(none)

	"CHECK_DTCH_THROUGHCONNECTED"
	(none)

	"GERAN_UPLINK_DATA"
	(none)

	"SELECT_CSG"
	"PLMN" 
	<PLMN ID>

	
	"CSG"
	< CSG ID >

	“TRIGGER_USER_RESELECTION”
	(none)

	"REQUEST_NON_CALL_RELATED_SS"
	(none)

	 "MBMS_SERVICE_INTEREST"
	"PLMN"
	<PLMN ID>

	
	"Service"
	<MBMS Service ID>

	
	"Interest"
	"ON" / "OFF"

	
	"SAI"
	<MBMS SAI>

	“MBMS_SERVICE_ACTIVE”
	"Service"
	<MBMS Service ID>

	
	"SAI"
	<MBMS SAI>

	
	“Active”
	"ON" / "OFF"

	“MBMS_PRIORITY_OVER_UNICAST”
	"Priority Over Unicast"
	"FALSE" / "TRUE"

	"CHECK_ETWS_NO_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	"CHECK_CMAS_NO_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	"CHECK_CALL_DISPLAY"
	"ToDisplay"
	<NAME>/<NUMBER>

	"CHECK_CSG"
	"CSG"
	< CSG ID >

	
	"Included"
	"FALSE" / "TRUE"

	"CHECK_NITZ_DST"
	"DaylightSavingTime: "
	DST

	"CHECK_NITZ_FULL_NETWORK_NAME"
	"FullNetworkName: "
	<FULL NETWORK NAME>

	"CHECK_NITZ_LTZ"
	"LocalTimeZone: "
	<LOCAL TIMEZONE>

	"CHECK_NITZ_SHORT_NETWORK_NAME "
	"ShortNetworkName: "
	<SHORT NETWORK NAME>

	"CHECK_NITZ_UT"
	"Year:
	<YEAR>

	
	"Month: "
	<MONTH>

	
	"Day: "
	<DAY>

	
	"Hour: "
	<HOUR>

	
	"Minutes: "
	<MINUTES>

	
	"Seconds: "
	<SECONDS>

	
	"TimeZone: "
	<TIMEZONE>

	"CHECK_RESPONSE_DISPLAY"
	"ToDisplay"
	<STRING>

	"CHECK_SS_USER_IND"
	"Supplementary Service"
	<SUPPLEMENTARY SERVICE>

	
	"ToDisplay"
	<STRING>

	" CONFIGURE_OPERATIONMODE "
	"OPERATION MODE"
	< OPERATION MODE>

	"CMTLR_MULTIPLE"  See Note
	(none)

	"CCFCU_MULTIPLE"  See Note
	(none)

	"CNAP_MULTIPLE"  See Note
	(none)

	"CTZR_MULTIPLE"  See Note
	(none)


NOTE: 
These MMI commands are used in conjunction with the CnfRequired type MULTIPLE_CNF.  They can be ignored if the UE supports the AT command which makes up the prefix of these commands.
The following AT commands are applied in TTCN.

Table 5.2: AT Commands

	Command
	Reference

	ATD
	TS 27.007 [32]

	ATA
	TS 27.007 [32]

	ATH
	TS 27.007 [32]

	AT+CGEQOS
	TS 27.007 [32]

	AT+CGTFT
	TS 27.007 [32]

	AT+CGDSCONT
	TS 27.007 [32]

	AT+CGACT
	TS 27.007 [32]

	AT+CGCMOD
	TS 27.007 [32]

	AT+CGDCONT
	TS 27.007 [32]

	AT+CMGD
	TS 27.005 [31]

	AT+CSMS
	TS 27.005 [31]

	AT+CPMS
	TS 27.005 [31]

	AT+CMGF
	TS 27.005 [31]

	AT+CSCS
	TS 27.007 [32]

	AT+CSCA
	TS 27.005 [31]

	AT+CMGW
	TS 27.005 [31]

	AT+CMSS
	TS 27.005 [31]

	AT+CSMP
	TS 27.005 [31]

	AT+CGEQREQ
	TS 27.007 [32]

	AT+CCLK
	TS 27.007 [32]

	AT+COPS
	TS 27.007 [32]

	AT+CGATT
	TS 27.007 [32]

	AT+CEMODE
	TS 27.007 [32]

	AT+CEN
	TS 27.007 [32]

	AT+CLIP
	TS 27.007 [32]

	AT+CLIR
	TS 27.007 [32]

	AT+COLP
	TS 27.007 [32]

	AT+CCFCU
	TS 27.007 [32]

	AT+CHLD
	TS 27.007 [32]

	AT+CEPPI
	TS 27.007 [32]

	AT+CDU
	TS 27.007 [32]

	AT+CHCCS
	TS 27.007 [32]

	AT+COLR
	TS 27.007 [32]

	AT+CCWA
	TS 27.007 [32]

	AT+CNAP
	TS 27.007 [32]

	AT+CLCK
	TS 27.007 [32]

	AT+CPWD
	TS 27.007 [32]

	AT+CTZR
	TS 27.007 [32]

	AT+CUSD
	TS 27.007 [32]


AT commands are referred to TS 27.005 [31], TS 27.007 [32] and TS 27.060 [33].

<End of Modified Section>
<Start of Next Modified Section>
7.1.1.2.1
TDD candidates selection in special subframes
In test cases (7.1.3.12/13) testing DL data transmission in special subframes following CCE tables will be used

Table 7.1.1.2.1-1: CCE Start indices (m' & m'') to be used for various default C-RNTI (5 MHz)

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	21
	12
	-
	-
	20
	21
	12
	-
	-
	20

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	1
	1
	-
	-
	1
	0
	1
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	0
	-
	-
	8
	8
	0
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0

	tsc_C_RNTI_Def2
	‘1034'H

4148
	m'
	1
	1
	-
	-
	0
	1
	1
	-
	-
	1

	
	
	CCE_St_Ind'
	8
	0
	-
	-
	8
	8
	0
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	0

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	0
	-
	0
	-
	-
	0


NOTE:
Special subframes with Max CCE =12 and aggregation of 8 result in only 1 PDCCH. Hence either only UL grant or DL allocation is possible. 

Table 7.1.1.2.1-2: CCE Start indices (m' & m'') to be used for default C-RNTI (20 MHz)
	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	55
	50
	-
	-
	50
	55
	50
	-
	-
	50

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	1
	0
	-
	-
	0
	0
	0
	-
	-
	0

	
	
	CCE_St_Ind'
	8
	8
	-
	-
	16
	24
	16
	-
	-
	24

	
	
	m''
	-
	1
	-
	-
	1
	-
	1
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	16
	-
	-
	24
	-
	24
	-
	-
	32

	tsc_C_RNTI_Def2
	‘1034'H

4148
	m'
	0
	1
	-
	-
	0
	1
	0
	-
	-
	0

	
	
	CCE_St_Ind'
	32
	8
	-
	-
	8
	8
	32
	-
	-
	32

	
	
	m''
	-
	0
	-
	-
	1
	-
	1
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	16
	-
	40
	-
	-
	40


7.1.2
ePDCCH Candidate Selection
Total number of eREGs available in a subframe: Max_eREG.

Total number of eCCEs available in a subframe: Max_eCCE.

The value of numberPRB-Pairs=8 to be used in ePDCCH signalling test cases result in MAX_eREG=128 as per 36.211[35]  clause 6.2.4A. As per 36.211[35]  clause 6.8A.1 results in MAX_eCCE=32.
7.1.2.1
FDD candidates selection
The UE specific search space aggregation L=2 same as in clause 7.1.1.1 is used. For DL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI value of m=0 (m’) in set config ID 0 shall be used. 'm' is defined in TS 36.213 [30], clause 9.1.4. For UL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI the lowest value of m=1 (m”) shall be used. 

Table 7.1.2.1-1: eCCE Start indices (m' & m'') to be used for various C-RNTIs 

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	tsc_C_RNTI_Def
	'1001'H

4097
	m'
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	20
	2
	10
	28
	0
	26
	16
	8
	22
	2

	
	
	m''
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	
	
	CCE_St_Ind''
	4
	18
	26
	12
	16
	10
	0
	24
	6
	18

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	
	
	CCE_St_Ind'
	8
	24
	4
	26
	14
	0
	4
	22
	26
	8

	
	
	m''
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	
	
	CCE_St_Ind''
	24
	8
	20
	10
	30
	16
	20
	6
	10
	24


NOTE:
eCCE start indices are independent of bandwidth.
7.1.2.2
TDD candidates selection
The search space aggregation L=8 same as in clause 7.1.1.2 is used. For DL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI value of m=0 (m’) in set config ID 0 shall be used. 'm' is defined in TS 36.213 [30], clause 9.1.4. For UL transmission for C-RNTI/SPS-RNTI/Temp C-RNTI the lowest value of m=1(m”)  shall be used. 
Table 7.1.2.2-1: CCE Start indices (m' & m'') to be used for various C-RNTIs 

	C-RNTI
	Value
	
	SF0
	SF1
	SF2
	SF3
	SF4
	SF5
	SF6
	SF7
	SF8
	SF9

	
	
	Max_CCE
	21
	12
	-
	-
	20
	21
	12
	-
	-
	20

	tsc_C_RNTI_Def
	'1001'H

4097


	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	16
	-
	-
	-
	0
	8
	-
	-
	-
	8

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	8
	-
	-
	16
	-
	0
	-
	-
	24

	tsc_C_RNTI_Def2
	'1034'H

4148
	m'
	0
	-
	-
	-
	0
	0
	-
	-
	-
	0

	
	
	CCE_St_Ind'
	0
	-
	-
	-
	24
	0
	-
	-
	-
	0

	
	
	m''
	-
	0
	-
	-
	1
	-
	0
	-
	-
	1

	
	
	CCE_St_Ind''
	-
	0
	-
	-
	8
	-
	0
	-
	-
	16


<End of Modified Section>
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7.3.3.4
Additional rules for UE-dedicated scheduling scheme in normal mode

The UE-dedicated DL scheduling can work in the normal mode or in the explicit mode. The two resource allocation schemes shall be reconfigurable from each other when the UE and SS are not sending and receiving data, for instance, at end of the test preamble and before the beginning of the test body.

The present clause is specified for the use of the normal mode. The explicit mode is referred to clause 7.3.3.6.

The scheme specified in the present clause is applicable for transmission of data dedicated to a UE in a DL subframe, mapped to DL‑SCH, PDCCH scrambled by C-RNTI/ SPS C-RNTI/ Temp C-RNTI when spatial multiplexing MIMO mode is not configured. The maximum modulation scheme is restricted to 64QAM. For the DCI combination 1, 20 physical resource blocks (5 to 24), and for the DCI combination 2, 17 physical resource blocks are reserved. In the case when three intra frequency cells are applied to the test in the DCI combination 1, for the purpose of interference reduction, only 9 PRBs (16 to 24) are reserved.

In TDD normal TBS selection mode, no data is transmitted in DwPTS of the special subframe. For FDD, data can be transmitted in any subframe.

The following additional rules are applied for TBS selection:

-
Multiple ASPs can also carry same explicit timing information; indicating different ASP payloads, eventually needs to be transmitted in 1 TTI.

-
The Max TBS is restricted to 10296 bits (Max supported by UE category type 1).

For 5 MHz bandwidth and the DCI combination 1 with 20 PRBs or DCI combination 2, the TBS 8248, 8760, and 9528 are blocked as they result in coding rates higher than 0.93.

For 5 MHz bandwidth and special DCI combination 1 with 9 PRBs, the TBS 2216, 5992 and 6712 are blocked as they result in coding rates higher than 0.93.

For 10 MHz, 15 MHz and 20 MHz bandwidths none of TBSs are blocked due to coding rates higher than 0.93.

TBS 280 is blocked for all bandwidths as it can be achieved by only Nprb =1 and Itbs=15, requiring 64 QAM modulation scheme. This TBS would normally be used for “RACH procedure MSG4+RRCconnectionSetup”.
The blocked TBS are considered to be not available for selection.

-
Data pending for transmission in a given sub-frame consists of (listed in transmission priority order):

-
MAC Control Elements that the SS needs to send.

-
AMD STATUS PDU(s) that the SS needs to send.

-
Data not sent in previous subframe(s).

-
Fresh Data scheduled for transmission in this subframe for all logical channels.

-
Distinct TBSs and all (NPRB, ITBS) combinations for each distinct TBS are listed in the sheet.

-
If a TBS size can be achieved with more than one combination of IMCS (ITBS) and NPRB:

-
Select combination with lowest delta between NPRB and IMCS.

-
If still more than one combination remain, select combination with highest NPRB.

-
Not more than one RLC Data PDU shall be placed in a MAC PDU per logical channel (i.e. minimize RLC segmentation).

-
In a subframe, in case there is data pending for transmission from more than one logical channel, for each type of data pending for transmission as defined above, priority shall be given to the logical channel with the lowest logical channel priority value. In case of more than one logical channel with the same logical channel priority value, these logical channels should be served equally. Data pending for transmission from more than one logical channel will rarely happen for the signalling and protocol test.

-
Data not transmitted within a subframe is scheduled as pending for transmission in the next available subframe according to the priorities given above. Pending data for transmission will rarely happen for the signalling and protocol test.

-
TBS selected in a context by various platforms shall be within an allowed deterministic tolerance of:

-
2 bytes for potential Timing Advance Command MAC Control Element (1 byte data + 1 byte MAC sub header).

-
4 bytes each for AMD STATUS PDU (2 bytes data + 2 bytes MAC subheader).

-
Therefore in the worst case the SS may add up to (2 + 4 x NAMRB ) bytes to the data scheduled for transmission in a certain subframe, where NAMRB is the number of AM radio bearers (SRB or DRB) actively sending DL data in the test, in any subframe.

-
For DCI combination 1 RIV is calculated based on physical resource blocks corresponding to NPRB of the selected TBS and (NPRB, ITBS) combination. The physical resource blocks that can be allocated are the first NPRB resources of index range 

-
5..24 for 5 MHz bandwidth,

-
28..49 for 10 MHz bandwidth,

-
9..30 for 15 & 20 MHz bandwidth.
-
For DCI combination 2, RBG assignment is calculated based on physical resource blocks corresponding to NPRB of the selected TBS and (NPRB, ITBS) combination. The size of  RBG is 2 for 5 MHz, 3 for 10 MHz and 4 for 15 & 20 MHz. The available physical resource blocks for allocation are:

-
For 5 MHz bandwidth, RBG1(2,3), RBG2(4,5), RBG4(8,9), RBG5(10,11), RBG7(14,15), RBG8(16,17), RBG10(20,21), RBG11(22,23) and RBG12(24). If NPRB is even, the first NPRB /2 available RBGs are allocated. If NPRB is odd, then first (NPRB -1)/2 RBGs and RBG 12 are allocated.

-
For 10 MHz bandwidth, RBG1(3,4,5), RBG2(6,7,8), RBG3(9,10,11), RBG5(15,16,17), RBG6(18,19,20), RBG10(30,31,32), RBG11(33,34,35), RBG12(36,37,38) and RBG16(48,49). If NPRB mod 3 is 0, the first NPRB /3 RBGs are allocated. If NPRB mod 3 is 2, then first (NPRB -2)/3 available RBGs and RBG 16 are allocated.

-
For 15 MHz bandwidth, RBG1(4,5,6,7), RBG2(8,9,10,11), RBG3(12,13,14,15), RBG5(20,21,22,23), RBG6(24,25,26,27), RBG7(28,29,30,31), RBG11(44,45,46,47), RBG13(52,53,54,55), RBG14(56,57,58,59), RBG15(60,61,62,63), RBG17(68,69,70,71), RBG18(72.73.74). If NPRB mod 4 is 0, the first NPRB /4 RBGs are allocated. If NPRB mod 4 is 3, then first (NPRB -3)/4 available RBGs and RBG 18 are allocated.

-
For 20 MHz bandwidth, RBG1(4,5,6,7), RBG2(8,9,10,11), RBG3(12,13,14,15), RBG4(16,17,18,19), RBG5(20,21,22,23), RBG7(28,29,30,31), RBG8(32,33,34,35), RBG9(36,37,38,39), RBG10(40,41,42,43), RBG14(56,57,58,59), RBG15(60,61,62,63), RBG16(64,65,66,67), RBG17(68,69,70,71), RBG19(76.77.78.79) and RBG20(80,81,82,83). The first NPRB /4 RBGs are allocated.
<End of Modified Section>
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7.4.3.1
Timing parameters of cells

For RRC and Idle mode test, the timing parameters in table 7.4.3.1-1 are applied. The specification of Cell 1 - Cell 30 can be found in TS 36.508 [3].

Table 7.4.3.1-1: Timing parameters of simulated cells
	cell ID
	SFN offset
	FDD Tcell (Ts)
	TDD Tcell (Ts)

	
	
	
	Synchronous
	Non synchronous

	Cell 1
	0
	0
	0
	0

	Cell 2
	124
	30720
	154
	30720

	Cell 3
	257
	150897
	77
	150897

	Cell 4
	1000
	61440
	307
	61440

	Cell 6
	657
	524
	77
	524

	Cell 10
	129
	43658
	77
	43658

	Cell 11
	957
	92160
	154
	92160

	Cell 12
	1015
	181617
	154
	181617

	Cell 13
	890
	31244
	154
	31244

	Cell 14
	680
	300501
	77
	300501

	Cell 23
	383
	212337
	154
	212337

	Cell 28
	890
	31244
	154
	31244

	Cell 29
	680
	300501
	77
	300501

	Cell 30
	1015
	181617
	154
	181617

	NOTE:
For TDD, synchronous Tcell values are applied unless specified otherwise in the test cases.


Table 7.4.3.1-2 is applied to the NAS test when more than one PLMN exists in a test case. Further cell parameters can be found in TS 36.508 [3], table 6.3.2.2-3.

Table 7.4.3.1-2: Timing parameters of simulated cells for NAS TCs in different PLMNs
	cell ID
	SFN offset
	FDD Tcell (Ts)
	TDD Tcell (Ts)

	
	
	
	Synchronous
	Non synchronous

	Cell A
	0
	0
	0
	0

	Cell B
	124
	30720
	154
	30720

	Cell C
	257
	61440
	307
	61440

	Cell D
	1000
	92160
	154
	92160

	Cell E
	752
	32047
	77
	32047

	Cell F
	NA
	NA
	NA
	NA

	Cell G
	957
	631
	77
	631

	Cell H
	1015
	31351
	154
	31351

	Cell I
	890
	127200
	77
	127200

	Cell J
	680
	1327
	77
	1327

	Cell K
	383
	157920
	154
	157920

	Cell L
	562
	188640
	307
	188640

	Cell M
	471
	122880
	307
	122880

	NOTE:
For TDD, synchronous Tcell values are applied unless specified otherwise in the test cases.


Figure 7.4.3.1-3 illustrates shifting DL transmission timing offset by Tcell = 1 subframe, between multiple NAS FDD cells on the same frequency (table 7.4.3.1-4) in the same PLMN.
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Figure 7.4.3.1-3: Timing offset between FDD cells on the same frequency



Table 7.4.3.1-4 is applied to the NAS test when all NAS cells in a test case belong to the same PLMN. Further cell parameters can be found in TS 36.508 [3], table 6.3.2.2-2.

Table 7.4.3.1-4: Timing parameters of simulated cells for NAS TCs in same PLMN
	cell ID
	SFN offset
	FDD Tcell (Ts)
	TDD Tcell (Ts)

	
	
	
	Synchronous
	Non synchronous

	Cell A
	0
	0
	0
	0

	Cell B
	124
	30720
	154
	30720

	Cell C
	257
	150897
	77
	150897

	Cell D
	1000
	61440
	307
	61440

	Cell E
	NA
	NA
	NA
	NA

	Cell F
	NA
	NA
	NA
	NA

	Cell G
	NA
	NA
	NA
	NA

	Cell H
	NA
	NA
	NA
	NA

	Cell I
	NA
	NA
	NA
	NA

	Cell J
	NA
	NA
	NA
	NA

	Cell K
	NA
	NA
	NA
	NA

	Cell L
	NA
	NA
	NA
	NA

	Cell M
	471
	31244
	154
	31244

	NOTE:
For TDD, synchronous Tcell values are applied unless specified otherwise in the test cases.


Shifting radio frame transmission timing can eliminate the following interference between intra frequency cells:

-
P-SS/S-SS to P-SS/S-SS, RS, PBCH, PCFICH, PDCCH and PHICH.
-
PBCH to PBCH.
-
PBCH to PCFICH, PDCCH and PHICH.
-
PDSCH to PCFICH, PDCCH, PHICH.
As TDD UL and DL are on same frequency, to avoid interference between DL and UL, the Random Access Response Timing Advance (RAR TA) is related to the Tcell:

For TDD cells

RAR TA = FLOOR ((Tcell) mod 30720 / 16)
For FDD, the Random Access Response Timing Advance is set to 0.
In MBMS test cases, cells belonging to the same MBSFN Area have a synchronized radio frame timing: the SFN offset and Tcell values are set to the values of the cell having the lower cellId value.

In Carrier Aggregation signalling test cases, the SFN offset and Tcell of configured cells has to be same.

Editors note: More clarification in terms of tables representing configured cells may be needed. Cell 1, Cell 2, Cell3, Cell12 & Cell 6 are configured in CA test cases.

<End of Modified Section>
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7.22.1
Assumptions

-
As per 36.214[53] clause 5.1.1 and 5.12, the RSRP and RSSI shall be averaged over the same set of resource blocks. It is assumed that the power calculations made over one symbol are good enough for RSRQ calculations. This is based on the assumption that the power levels remain the same across the symbols on which the UE is calculating the average. The contribution of Nprb and the OFDM symbols carrying cell specific reference symbols per PRB contribute equally in numerator and denominator, hence RSRQ calculations in dB with aggregation over cell DL bandwidth and without aggregation result in the same output.

-
As per table 7.4.3.1.1-1, for FDD the timing offset between the intra frequency cells is always a multiple of sub frame duration i.e. 3072 Ts, hence in the symbols carrying cell-specific reference signals in one cell, the other cell (interference) is also carrying a cell-specific reference signal, even though in a different subframe.  Hence from an interference calculation perspective, we can safely assume that the cells contributing an interference shall also transmit the same cell specific reference signal in the symbol/

-
The noise source is treated as a dummy cell transmitting on all resource elements with equal EPRE. Hence to switch off the noise source, a value of non-suitable "Off" cell, as per 36.508[3] table 6.2.2.1-1 shall be used (<-145), and the signal level uncertainties similar to configured cells in 36.508[3] clause 6.2.2.1 will also be applied to the noise source.
-
When the Noc value remains 'off' during the test case execution, the Virtual Noise Generator is not configured in the SS.
7.22.2
The Ideal Calculation

The test case specifies the RS-EPRE (dBm/15kHz) which is the cell absolute power-cell attenuation in dBm per carrier of 15 kHz; the linear average over few measurements will give the RRP value.

It is assumed that the power levels of all contributors is fluctuating hence in the typical test environment RS-EPRE will be the RSRP over a single carrier frequency.

The RS-EPREmW(mW/15kHz) = 10 power (RSRP/10).

The energy in noise source [Noc] for the frequency is also specified in the same units of dBm/15kHz.

The RSSImW calculation(mW over a resource block frequency of 180 kHz) = 2 (the sum over all intra frequency configured cells RS-EPREmW) + 10 power ((Noc/10)*12.

The cell inference is multiplied by 2 as in a RB, cell specific reference is transmitted in only 2 carriers.  But the AWGN transmits on all 12 carriers in the resource block.

The RSRQ in dB will be the 10*log (RS-EPREmW/RSSImW).

7.22.3
Additional RSRQ Calculations For Fixing Boundary Values

In addition to the ideal calculation, various RSRQ calculations take into consideration the combinations of the SS signal uncertainties and possibly all 12 carriers being used for DL transmission.

The 12 carriers being used can happen when the UE makes the measurement in a subframe when a DL PDSCH is scheduled or measurement is in subframe zero and the UE measures in OFDM symbol carrying PBCH i.e. slot 1, symbol 0.

The Min and Max RSRQ values are identified from 6 different RSRQ calculations:

RSRQ Ideal: RSRQ calculated in ideal conditions as given above

RSRQ Min: RSRQ calculation applying –ve signal uncertainty to all configured cells and noise source

RSRQ Max: RSRQ calculation applying +ve signal uncertainty to all configured cells and noise source

RSRQ Max Worst Case: RSRQ calculation applying +ve signal uncertainty for measured cell and –ve signal uncertainty to all remaining configured cells and noise source.  This shall be the Max RSRQ possible

RSRQ Max And 12 Carriers: RSRQ calculation applying +ve signal uncertainty to all configured cells and noise source and cell interference considered over all 12 carriers

RSRQ Min Worst Case And 12 Carriers: RSRQ calculation applying -ve signal uncertainty for measured cell and +ve signal uncertainty to all others; and cell interference considered over all 12 carriers.  This shall be the Min RSRQ possible
Applying UE measurement accuracy 36.133[37], Table 9.1.6.2-1, +/-4dB normal conditions and side conditions of RSRQ when RSRP Ês/Iot ≥ -6 dB & RSRP  ≥ -124 dBm the final boundary value for RSRQ is

Min RSRQ With UE Meas Acc := Min RSRQ -4 dB

Max RSRQ With UE Meas Acc := Max RSRQ + 4 dB

For conditions to fulfil desired cell selection or reselection, the respective conditions shall be satisfied for both the boundary values Min RSRQ RSRQ With UE Measurement Accuracy and Max RSRQ With UE Measurement Accuracy.

As the Boundary conditions also consider the worst scenario of all 12 carriers being transmitted, the requirement for  OCNG is removed.  There is no need to restrict measurement bandwidth and will be applicable for both DCI formats.
7.23 Test method for eICIC and feICIC
When periodic CQI feedback is requested due to TTCN configuration, the SS reports the periodic CQI to the TTCN. SS does not react on periodic CQI received and still allocates grants as configured from TTCN.

In the selected ABS no DL/UL user data (SRB/DRB) is scheduled, nor paging is transmitted; this is controlled by TTCN. 

For feICIC testing, the SS may be configured to temporarily stop the transmission of SIB1 and its associated DCI.
<End of Modified Section>
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9.1
E-UTRAN PIXIT

Table 9.1-1: CommonPIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_AccessPointName
	octetstring
	
	
	Access Point Name, as defined in TS 23.003 [48] and used in TS 24.008 [20], clause 10.5.6.1

	px_AttachTypeTested
	EUTRA_ATTACH_TESTED_Type
	EPS_ATTACH_ONLY
	EPS_ATTACH_ONLY, COMBINED_ATTACH
	Attach Type to be tested, if UE supports both pc_Attach and pc_Combined_Attach

	px_eAuthRAND
	B128_Type
	oct2bit(‘A3DE0C6D363E30C364A4078F1BF8D577’O)
	
	Random Challenge

	px_EllipsoidPointWithAltitude
	O8_Type
	
	
	Ellipsoid Point With Altitude value to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_HorizontalVelocity
	O3_Type
	
	
	Horizontal Velocity value to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_eJapanMCC_Band6
	NAS_Mcc
	‘442’H
	
	Japan MCC code to be used for Band 6. The same value will be used for E-UTRA and Inter-RAT cells. Type is different to that defined in TS 34.123-3 [7]

	px_PWS_CB_DataPage1
	charstring
	
	
	ETWS or CMAS Page 1 warning data message

	px_PWS_CB_DataPage2
	charstring
	
	
	ETWS or CMAS Page 2 warning data message

	px_PWS_CB_DataPage3
	charstring
	
	
	ETWS or CMAS Page 3 warning data message

	px_PWS_CB_DataPage4
	charstring
	
	
	ETWS or CMAS Page 4 warning data message

	px_PWS_CB_DataCodingScheme
	bitstring
	
	
	ETWS or CMAS data coding scheme of the alphabet/coding and the applied language [see TS 23.041]

	px_ETWS_DigitalSignature
	O43_Type
	
	
	ETWS Digital Signature

	px_IPv4_Address1_UE
	charstring
	
	
	IPv4 Address connected to PDN1

	px_IPv4_Address2_UE
	charstring
	
	
	IPv4 Address connected to PDN2

	px_IPv4_Address1_NW
	charstring
	
	
	IPv4 Gateway Address in PDN1

	px_Ipv4_Address2_NW
	charstring
	
	
	Ipv4 Gateway Address in PDN2

	px_IPv4_Address1_RemoteUE
	charstring
	
	
	IPv4 Address of remote UE connected to PDN1

	px_IPv4_Address2_RemoteUE
	charstring
	
	
	IPv4 Address of remote UE connected to PDN2

	px_Ipv4_Address_HomeAgent
	charstring
	
	
	Ipv4 Home Agent Address

	px_IPv6_Address1_UE
	charstring
	
	
	IPv6 Address connected to PDN1

	px_IPv6_Address2_UE
	charstring
	
	
	IPv6 Address connected to PDN2

	px_IPv6_Address1_NW
	charstring
	
	
	IPv6 Gateway Address in PDN1

	px_Ipv6_Address2_NW
	charstring
	
	
	Ipv6 Gateway Address in PDN2

	px_IPv6_Address1_RemoteUE
	charstring
	
	
	IPv6 Address of remote UE connected to PDN1

	px_IPv6_Address2_RemoteUE
	charstring
	
	
	IPv6 Address of remote UE connected to PDN2

	px_Ipv6_Address_HomeAgent
	charstring
	
	
	Ipv6 Home Agent Address

	px_SMS_ChkMsgReceived
	boolean
	true
	
	Whether the operator can check an MT Short Message received

	px_SMS_MsgFrmt
	charstring
	"1"
	
	SMS message format  <mode> (see TS 27.005 [31] cl. 3.2.3).

NOTE: Default value is for text mode. Change value to “0” to execute tests with PDU mode.

	px_RATComb_Tested
	RATComb_Tested_Type
	EUTRA_UTRA
	EUTRA_UTRA, EUTRA_GERAN, EUTRA_Only
	This parameter represents the network RAT capability / preference and indicates which, if any is supported, RAT combination is to be tested.

	px_SinglePLMN_Tested
	SinglePLMN_Tested_Type
	MultiPLMN
	SinglePLMN,

MultiPLMN
	This parameter represents the network capability/preference to support multi PLMNs on the same test Band and indicates the preference of multi PLMNs or single PLMN test environment.

	px_UE_ CS_PS_UsageSetting_Tested
	CS_PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which CS/PS mode is under test

	px_UE_PS_UsageSetting_Tested
	PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which PS mode is under test

	px_UTRAN_ModeUnderTest
	UTRAN_FDD_TDD
	UTRAN_FDD
	UTRAN_FDD, UTRAN_TDD
	Specifies which radio access technology is being tested in UTRAN

	px_TestLoopModeB_Delay
	O1_Type
	‘5A’
	
	This parameter represents the IP_PDU_delay to be used for UE test loop mode B in test cases, where long delay may be needed e.g. because of user interaction.

	px_IP_MTU_Size
	integer
	65535
	
	MTU Size. This value is specific to the SS.


<End of Modified Section>
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11
Guidelines on test execution

This clause provides the guidelines on test executions.

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth to accommodate the necessary number of radio frequencies for the specific operating Band as used by the test cases.
11.1
EUTRA single technology

This clause provides the guidelines for the test cases to be executed on the pure EUTRA test configuration.
A test case using more than one radio frequency, i.e. using the radio frequencies f2 or f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.11, 6.1.2.13, 6.1.2.15,  6.1.2.17, 6.1.2.18, 6.1.2.20, 6.3.1, 6.3.5, 6.3.6, 6.3.9, 
8.1.3.4, 8.1.3.5, 8.2.2.6.2, 8.2.4.6, 8.3.1.3, 8.3.1.3a, 8.3.1.4, 8.3.1.6, 8.3.1.9, 8.3.1.10, 8.3.1.11, 8.3.1.26, 8.3.1.27, 8.3.1.28, 8.3.4.2, 8.3.4.3, 8.3.4.5, 8.6.2.2, 8.6.2.3a, 8.6.2.8, 8.6.2.10, 8.6.2.11, 8.6.2.12, 8.6.4.2, 8.6.4.3, 8.6.4.4, 8.6.4.8, 8.6.4.9, 8.6.4.10, 8.6.6.2, 8.6.6.5, 8.6.6.6, 8.6.6.7, 8.6.8.2, 8.6.8.6,
9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.13, 9.2.1.1.15, 9.2.1.1.16, 9.2.1.2.1, 9.2.1.2.10, 9.2.1.2.12, 9.2.1.2.14, 9.2.3.2.1, 9.2.3.2.12,  9.2.3.2.15, 9.2.3.2.16,
11.2.6, 11.2.7,
13.4.1.2,

17.4.1, 17.4.2, 17.4.3.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4  specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 6, 

Band 11,
Band 14, 
Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38
Band 39
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.15, 6.3.1
8.1.3.5, 8.3.1.4, 8.6.2.13, 8.6.4.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.15.

A test case using more than three radio frequencies, i.e. using the radio frequency f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 12 with 5MHz bandwidth,
Band 19,
Band 20,
Band 21,
Band 27,
Band 34.
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.6,

9.2.1.1.7.
11.1.1
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.1.1-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.1.1-1: Replacement of test cases

	Original test case
	Replacing test case

	6.1.1.1
	6.1.1.1b

	6.1.1.2
	6.1.1.2a

	6.1.1.3
	6.1.1.3b

	6.1.1.6
	6.1.1.6a

	6.1.2.7
	6.1.2.7a

	6.1.2.8
	6.1.2.8a

	6.1.2.9
	6.1.2.9a

	8.3.1.9
	8.3.1.9a

	8.3.1.11
	8.3.1.11a

	9.2.1.1.1a
	9.2.1.1.1b

	9.2.1.1.7
	9.2.1.1.7a

	9.2.1.1.13
	9.2.1.1.13a

	9.2.1.1.15
	9.2.1.1.15a

	9.2.1.1.16
	9.2.1.1.16a


11.2
EUTRA – UTRA - GERAN
This clause contains the guidelines for the EUTRA interRAT test cases to be executed on the different test configurations: with only UTRA configured, with only GERAN configured or with UTRA-GERAN both configured. Whether or not an EUTRA frequency band overlaps the UTRA band, the dependency will affect the restrictions of the test execution on this band.

Editor's note: an EUTRA band overlaps the GSM band is FFS.

11.2.1
 UTRA configured – GERAN not configured
This clause provides the guidelines for the EUTRA interRAT test cases where UTRA is configured, while GERAN is either not needed or not configured.
11.2.1.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band. A test case using more than one radio frequency, on the same EUTRA and UTRA band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3, 6.2.2.1, 6.2.2.5, 6.2.2.8, 6.2.3.3, 6.2.3.3a, 6.2.3.4, 6.2.3.4a, 6.2.3.5, 6.2.3.5a, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.2.3.33, 6.2.4.1, 6.2.4.2, 6.2.4.3, 6.2.4.4, 6.2.4.5, 6.2.4.6, 6.2.4.7, 6.3.3, 6.3.4, 6.3.7, 6.3.8, 6.3.11, 6.3.12,
8.1.3.6, 8.1.3.6a, 8.1.3.7, 8.3.2.3, 8.3.2.3a, 8.3.2.4, 8.3.3.2, 8.3.4.4, 8.4.1.2, 8.4.1.4, 8.4.1.5, 8.4.2.2, 8.4.2.4, 8.5.2.1, 8.6.3.1, 8.6.3.4, 8.6.5.1, 8.6.5.1a, 8.6.5.4, 8.6.7.1, 8.6.7.4, 8.6.9.1, 8.6.9.2, 8.6.10.1, 8.7.1,
9.2.1.1.11, 9.2.1.1.12, 9.2.1.2.1b, 9.2.1.2.1c, 9.2.1.2.1d, 9.2.1.2.5, 9.2.1.2.8, 9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.1.2.15, 9.2.2.1.3, 9.2.2.1.10, 9.2.3.1.6, 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.2.3.1.15a, 9.2.3.1.17, 9.2.3.1.18, 9.2.3.1.18a, 9.2.3.2.1a, 9.2.3.2.1b, 9.2.3.2.1c, 9.2.3.2.3, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.9, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14, 9.2.3.3.1, 9.2.3.3.2, 9.2.3.3.3, 9.2.3.3.4, 9.2.3.3.5, 9.2.3.3.5a, 9.3.1.4, 9.3.1.5, 9.3.1.6,
11.2.10, 11.2.11,
13.1.2, 13.1.2a, 13.1.3, 13.1.4, 13.1.5, 13.1.15, 13.1.16, 13.3.2.1, 13.4.2.1, 13.4.2.4, 13.4.3.1, 13.4.3.2, 13.4.3.4, 13.4.3.6, 13.4.3.7, 13.4.3.8, 13.4.3.9, 13.4.3.10, 13.4.3.11, 13.4.3.12, 13.4.3.13, 13.4.3.14, 13.4.3.15, 13.4.3.16, 13.4.3.18, 13.4.3.19, 13.4.3.20.

A test case using more than two radio frequencies on the same EUTRA and UTRA band shall avoid to be executed on operating:
Band 6,
Band 11,
Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,
8.6.3.4, 8.6.5.1a, 8.6.74,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than three radio frequencies, on the same EUTRA and UTRA band shall avoid to be executed on operating
Band 12 with 5MHz bandwidth,

Band 19,

Band 20, 

Band 21,
Band 27,
Band 34.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.1.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.7.4,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14,

A test case using more than two radio frequencies shall avoid to be executed on E-UTRA operating

Band 6,
Band 11,
Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.2
GERAN configured - UTRA not configured

This clause provides the guidelines for the EUTRA/GERAN test cases where UTRA is either not needed or not configured. The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. 

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31
The list containing such test cases is given below:

6.2.1.4, 6.2.3.17, 6.2.3.18,
8.3.2.2,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.3
Neither UTRA nor GERAN configured

Certain EMM test cases can be executed as EUTRA_Only configuration despite of UTRA or GERAN test branches included in the test cases. The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

9.2.3.1.15, 9.2.3.1.18.

11.2.4
Both UTRA and GERAN configured

This clause provides the guidelines for the EUTRA - UTRA - GERAN test cases where three RAT technologies are simultaneously configured.

11.2.4.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1, 8.3.2.5, 8.3.2.6,

9.2.1.2.6, 9.2.1.2.7,
11.2.8

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.2.1.1.
11.2.4.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1

11.2.5
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.2.1.5-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.2.5-1: Replacement of interRAT test cases

	Original test case
	Replacing test case

	9.2.3.1.15
	9.2.3.1.15a

	9.2.3.1.18
	9.2.3.1.18a


11.3
Guidelines for EUTRA inter-band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA band accommodating the necessary number of EUTRA radio frequencies. The inter-band test includes also EUTRA FDD-TDD and inter-band carrier aggregation tests.

11.3.1
Primary operating band
A test case using more than one radio frequency on the first operating band, shall avoid to be executed on operating
Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.2.15a, 8.1.3.12.
11.3.2
Secondary operating band for inter-band cells

Test case using more than one radio frequency, on the second operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1a, 6.1.1.3a, 6.1.1.4a, 6.1.2.16, 8.1.3.11a, 8.1.3.12b, 8.2.4.13a, 8.2.4.14a, 8.3.1.12a, 8.3.1.14a, 8.6.4.4.
11.3.3
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.3.3-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.3.3-1: Replacement of test cases

	Original test case
	Replacing test case

	8.1.3.12
	8.1.3.12b


11.4
Guidelines for EUTRA CA

The restriction on CA test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA CA band accommodating the necessary number of EUTRA radio frequencies.

11.4.1
CA contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_38C.

The list containing such test cases is given below:
7.1.2.10.3, 7.1.2.11.3, 

8.2.2.7.3, 8.2.4.19.1, 8.2.4.21.1
11.4.2
CA Inter-band operation

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_1A-18A,

CA_11A-18A.

The list containing such test cases is given below:

8.2.4.19.2

These test cases can be run with reverse allocation of PCell and SCell as specified in TS 36.508 [3] table 6.2.3.2-3.

The following test cases are not applicable to be run when executed in the band combinations CA_2A_29A and CA_4A_29A:
7.1.2.10.2,

7.1.2.11.2,

7.1.4.20.2

8.2.2.7.2,

8.2.4.17.2

8.2.4.20.2

8.2.4.21.2 (if Cell 28 is to be used)
8.2.4.23.2
8.3.1.17.2

8.3.1.18.2
11.5
Guidelines for EUTRA MFBI test cases

The following EUTRA MFBI test cases shall be executed using the combinations specified in Table 11.5-1 for px_OverlappingNotSupportedFrequencyBandMFBIand px_MFBI_FrequencyBand:
6.1.2.19, 6.1.2.20, 6.1.2.21, 8.2.4.22
Table 11.5-1: Operating and MFBI bands combinations

	px_OverlappingNotSupportedFrequencyBand_MFBI
	 px_MFBI_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	12
	17

	17
	12

	18
	5, 26, 27

	19
	5, 26

	25
	2

	26
	5, 18, 19, 27

	27
	18, 26

	33
	39

	38
	41

	39
	33

	41
	38

	Note – The UE supports one or more of the listed MFBI bands


Test case 6.1.2.20 is not applicable to be run when executed in the band combination 5 & 18.
<End of Modified Section>

<Start of Next Modified Section>

B.4.4
Encoding Information

For UE conformance tests several encoding rules need to be applied by the TTCN-3 codec. Even though the codec is out of scope of the present document there are aspects with impact on TTCN-3 implementation depending on different type definitions.

Table B.4.4-1

	Type definitions
	Encoding

	ASN.1 types used for RRC signalling
	ASN.1 PER

	ASN.1 types used by NAS protocols 
	ASN.1 BER

	NAS types
	Tabular notated (see note)

	SMS Types
	Tabular notated (see note)

	DRB types
	Tabular notated (see note)

	DHCPv4 types
	Tabular notated (see note)

	ICMPv6 types
	Tabular notated (see note)

	DNS types
	Tabular notated (see note)

	GERAN types
	Tabular notated (see note)

	GPRS Padding
	see TS 34.123-3 [7], clause 6.10.2.9.1

	GSM Spare Padding
	see TS 34.123-3 [7], clause 6.10.2.9.2

	LowHigh Rule
	see TS 34.123-3 [7], clause 6.10.2.9.3

	SACCHSysInfo Spare Padding
	see TS 34.123-3 [7], clause 6.10.2.9.5

	TTCN-3 types not used at the air interface:

-
Configuration of system simulator

-
Coordination between components

-
Types used internally in TTCN-3
	(no specific encoding required)

	NOTE:
Tabular notated is performed by concatenation of all the present fields in the TTCN-3 template.


Encoding information may be provided and supported in TTCN-3 by grouping of type definitions and using the encode attribute.

<End of Modified Section>



