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*****  Beginning of Changed Section  ********
Table 8.3.1.19.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup CSI measurement patterns on Cell1. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.1.19.3.2-1.
	-
	-
	-
	-

	4
	Wait for 1s to allow measurement restriction patterns to be configured and cell power levels to settle on correct level.
	
	
	
	

	5
	CHECK: Does the UE perform periodical CQI reporting on subframes configured in CQI-ReportPeriodic-r10 (csi-MeasSubframeSet1 and csi-MeasSubframeSet2) during the next 5 s? (NOTE)
	-->
	(CQI)
	1
	P

	6
	Check: Does the test result of CALL generic procedure in TS 36.508 subclause 6.4.2.3 indicate that UE is in E-UTRA RRC_CONNECTED state?
	-
	-
	1
	-

	Note: In this test case, wideband CQI/PMI reporting is configured for transmission mode tm3 and tm4,

For the csi-MeasSubframeSet1 the reporting instances for wideband CQI/PMI are subframes satisfying 
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For the csi-MeasSubframeSet2 the reporting instances for wideband CQI/PMI are subframes satisfying 
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…… several Tables skipped …..
Table 8.3.1.19.3.3-5: CQI-ReportPeriodic-r10-RECONFIG Table (8.3.1.19.3.3-4)

	Derivation Path: 36.508, Table 4.6.3-2AC

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    ri-ConfigIndex
	Not present
	
	

	    csi-ConfigIndex-r10 CHOICE {
	
	
	

	      setup SEQUENCE {
	
	
	

	        cqi-pmi-ConfigIndex2-r10
	40
	(see Table 7.2.2-1A in TS 36.213)
	FDD

	
	39
	(see Table 7.2.2-1C in TS 36.213)
	TDD

	        ri-ConfigIndex2-r10
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


*****  End of Changed Section  ********

