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4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.
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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	<<unchanged text skipped>>

	12.3.1.5
	PS detach / power off / accepted / PS/IMSI detach
	R99
	C619
	UE supporting PS domain services and CS domain services, UE supports UE operation mode A and power on/off..
	1 Execution: CS+PS
	

	12.3.1.6
	PS detach / accepted / PS/IMSI detach
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.
	
	

	12.3.1.7
	PS detach / accepted / IMSI detach
	R99
	C212
	UE supporting user requested non-PS detach.
	
	

	12.3.1.8
	PS detach / abnormal cases / change of cell into new routing area
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.
	
	

	12.3.1.9
	PS detach / abnormal cases / PS detach procedure collision
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.
	
	

	12.3.1.10
	UE initiated detach/abnormal case/ Not authorized for this CSG
	Rel-8
	C652a
	UE supporting user requested combined circuit switch and packet switch detach without power off and CSG.
	1 Execution: CS+PS
	

	12.3.2.1
	PS detach / re-attach not required / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.3.2.2
	PS detach / rejected / IMSI invalid / PS services not allowed
	R99
	C12
	UE supporting PS domain services.
	
	

	12.3.2.3
	PS detach / IMSI detach / accepted
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).
	
	

	12.3.2.4
	PS detach / re-attach requested / accepted
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).
	
	

	12.3.2.5
	PS detach / rejected / location area not allowed
	R99
	C77
	UE supporting PS domain services and PS attach attempted automatically by outstanding request.
	
	

	12.3.2.6
	PS detach / rejected / No Suitable Cells In Location Area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.3.2.7
	PS detach / rejected / Roaming not allowed in this location area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS
	

	12.3.2.8
	PS detach / rejected / PS services not allowed in this PLMN
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.1a
	Routing area updating / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
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Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	<<unchanged text skipped>>

	C647
IF A.1/1 AND A.18a/34 THEN R ELSE N/A

	C647a
IF A.1/1 AND A.18a/62 THEN R ELSE N/A

	C648
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18 OR A.18a.1a/19 OR A.18a.1a/20) THEN R ELSE N/A

	C649
IF A.1/1 AND A.18a/14 AND A.18a/22 AND A.18a/28 OR A.18a.2a/1 THEN R ELSE N/A

	C650
IF A.1/1 AND A.10/12 THEN R ELSE N/A

	C651
IF ( A.3/1 OR A.3/3 ) AND A.10/12 THEN R ELSE N/A

	C652
IF A.3/3 AND A.10/12 THEN R ELSE N/A

	C652a
IF A.3/3 AND A.10/12 AND A.20/39 THEN R ELSE N/A

	C653
IF A.3/2 AND A.10/12 THEN R ELSE N/A
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A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one CS bearer service
	22.002, 3
	R99
	pc_CS_BearerServ
	

	<<unchanged text skipped>>

	37
	Void
	
	
	
	

	38
	Support of automatic PS attach procedure at switch on.
	24.008, 4.7.3
	R99
	pc_AutomaticAttachSwitchON
	

	39
	User requested combined PS and non-PS detached without powering off
	24.008, 4.7.4
	R99
	pc_UserRequestedDetach
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