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7.2.5.3
Message contents

Message contents are according to TS 36.508 [18] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy (Sub-Test 1)
	’10’ (15.9m)
	

	>> horizontalAccuracy (Sub-Tests 2 to 10)
	’6’ (7.7m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	‘20’
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 2: ‘glonass’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 3: ‘galileo’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 4: ‘gps’ and possibly ‘sbas’ and/or ‘qzss’

Sub-test 5: ‘gps’ and ‘glonass’ and possibly ‘sbas’ and/or ‘qzss’
Sub-test 9: ‘bds’ and possibly ‘sbas’ and /or ‘qzss’

Sub-test 10: ‘gps’and’bds’and possibly ‘sbas’and/or’qzss’
	Depending on UE capabilities

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
	


7.2.6
Test requirement

For the parameters specified in table 7.2.7 or 7.2.8 the UE shall meet the requirements and the success rate specified in table 7.2.10 or 7.2.11 with a confidence level of 95% according to Annex D.

Table 7.2.7: Test parameters Nominal Accuracy - Sub-Test 1

	Parameters
	Unit
	Value

	Number of generated satellites
	-
	8

	HDOP Range
	-
	1.1 to 1.6

	Propagation conditions 
	-
	AWGN

	GPS Coarse Time assistance error range
	seconds
	(1.8

	GPS L1 C/A Signal for all satellites
	dBm
	-130
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Table 7.2.10: Test requirements for Nominal Accuracy – Sub-Test 1

	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	31.3 m
	20.3 s


Table 7.2.11: Test requirements for Nominal Accuracy – Sub-Tests 2 to 5 and Sub-Tests 9, 10
	System
	Success rate
	2-D position error
	Max response time

	All
	95 %
	16.3 m
	20.3 s
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7.5.5.3
Message contents

Message contents are according to TS 36.508 [18] clauses 4.6 and 4.7 and as follows:

RESET UE POSITIONING STORED INFORMATION
	Information Element
	Value/remark

	UE POSITIONING TECHNOLOGY
	AGNSS


LPP REQUEST CAPABILITIES

	Information Element
	Value/remark

	a‑gnss‑RequestCapabilities
	TRUE


LPP REQUEST LOCATION INFORMATION
	Information Element
	Value/remark
	Comment

	commonIEsRequestLocationInformation
	
	

	> locationInformationType
	‘locationEstimateRequired’ or

‘locationMeasurementsRequired’
	Depending on test case and UE capabilities, i.e. support for UE-based or UE-assisted

	> periodicalReporting
	
	

	>> reportingAmount
	‘ra-Infinity ‘
	Infinite means during the complete test time

	>> reportingInterval
	‘ri0-5’
	2 seconds

	> additionalInformation
	‘onlyReturnInformationRequested’
	

	> qos
	
	

	>> horizontalAccuracy (Sub-Test 1)
	‘19’ (51.2m)
	

	>> horizontalAccuracy (Sub-Tests 2 to 10)
	‘13’ (24.5m)
	

	>> verticalCoordinateRequest
	FALSE
	

	>> responseTime 
	Not present
	

	a-gnss-RequestLocationInformation
	
	

	> gnss-PositioningInstructions
	
	

	>> gnssMethods
	
	

	>>> gnss-ids
	Sub-test 1: ‘gps’

Sub-test 2: ‘glonass’

Sub-test 3: ‘galileo’

Sub-test 4: ‘gps’

Sub-test 5: ‘gps’ and ‘glonass’
Sub-test 9: ‘bds’ 

Sub-test 10: ‘gps’and’bds’
	

	>> fineTimeAssistanceMeasReq
	FALSE
	

	>> adrMeasReq
	FALSE
	

	>> multiFreqMeasReq
	TRUE or FALSE
	Depending on UE capabilities

	>> assistanceAvailability
	FALSE
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