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<<Unchanged sections omitted>>

4.3.1.1.28
FDD reference test frequencies for operating band 28

Table 4.3.1.1.28-1: Test frequencies for E-UTRA channel bandwidth for operating band 28

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	3
	27225
	704.5
	9225
	759.5

	
	5
	27235
	705.5
	9235
	760.5

	
	10[1]
	27260
	708
	9260
	763

	
	15[1]
	27285
	710.5
	9285
	765.5

	
	20[1]
	27310
	713
	9310
	768

	Mid Range
	3
	27375
	719.5
	9375
	774.5

	
	5
	27385
	720.5
	9385
	775.5

	
	10[1]
	27410
	723
	9410
	778

	
	15[1]
	27435
	725.5
	9435
	780.5

	
	20[1,2]
	27460
	728
	9460
	783

	High Range
	3
	27645
	746.5
	9645
	801.5

	
	5
	27635
	745.5
	9635
	800.5

	
	10[1]
	27610
	743
	9610
	798

	
	15[1]
	27585
	740.5
	9585
	795.5

	
	20[1]
	27560
	738
	9560
	793

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.

NOTE 2:
Mid Range for 20 MHz moved due to note 2 in Table 5.6.1-1 of TS 36.101 [27].
NOTE 3:
For CA_18A-28A use test frequencies in Table 4.3.1.1.28-2.


Table 4.3.1.1.28-2: Test frequencies for E-UTRA channel bandwidth for operating band 28 in CA_18A-28A
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	27235
	705.5
	9235
	760.5

	
	10[1]
	27260
	708
	9260
	763

	Mid Range
	5/10[1]
	27360
	718
	9360
	773

	High Range
	5
	27485
	730.5
	9685
	785.5

	
	10[1]
	27460
	728
	9460
	783

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.
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