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4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	
	
	
	
	
	

	
	{Unchanged rows skipped}
	
	
	
	

	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.1.1_1
	FDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C31
	UE supporting E-UTRA FDD

(UE categories 1, 2)
	

	8.2.1.1.1_A.1
	FDD PDSCH Single Antenna Port Performance for CA (2 DL CA)
	Rel-10
	Cx2
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE categories from 3 to 8)
	

	
	
	Rel-11
	Cx2b
	UE supporting E-UTRA FDD and Downlink Intra-band non-contiguous CA (UE categories from 3 to 8)
	

	
	
	
	
	
	

	
	
	
	
	
	

	8.2.1.1.2
	FDD PDSCH Single Antenna Port Performance with 1 PRB in presence of MBSFN
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.1
	FDD PDSCH Transmit Diversity 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.1_1
	FDD PDSCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C15
	UE supporting E-UTRA FDD

(UE category 1)
	

	8.2.1.2.2
	FDD PDSCH Transmit Diversity 4x2
	Rel-8
	C09
	UE supporting E-UTRA FDD and operating bands supporting 1,4 MHz Bandwidth
	

	8.2.1.2.2_1
	FDD PDSCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.2.3_C.1
	FDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	

	8.2.1.2.3_E.1
	FDD PDSCH Transmit diversity 2x2 for feICIC (non-MBFSN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	8.2.1.2.4
	FDD PDSCH Transmit Diversity 2x2 with TM3 Interference Model – Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	

	8.2.1.3.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.3.1_1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Rel-11
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.3.1_A.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (2 DL CA)
	Rel-10
	Cx1
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE Categories from 2 to 8)
	

	
	
	Rel-11
	C90
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA (UE category 2 to 8)
	

	
	
	
	
	
	

	
	
	
	
	
	

	8.2.1.3.1A_A.1
	FDD Soft buffer management test for CA (2 DL CA)
	Rel-10
	Cx3
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE category 3 and 4)
	

	
	
	Rel-11
	Cx4
	UE supporting E-UTRA FDD and Downlink Intra-band non-contiguous CA (UE categories 3 and 4)
	

	
	
	
	
	
	

	8.2.1.3.2
	FDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C13
	UE supporting E-UTRA FDD
	(UE categories 2-8)

	8.2.1.3.3_C.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	

	8.2.1.3.3_C.2
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (MBSFN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	

	8.2.1.3.3_E.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	8.2.1.4.1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.1_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.1_E.1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	8.2.1.4.2
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.2_1
	FDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.2.1.4.2_A.1
	FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (2 DL CA)
	Rel-10
	 Cx1
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA (UE categories from 2 to 8)
	

	
	
	Rel-11
	C90
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA (UE category 2 to 8)
	

	
	
	
	
	
	

	
	
	
	
	
	

	8.2.1.4.3
	FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference model  - Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	

	8.2.2.1
	Void
	
	
	
	

	8.2.2.1.1
	TDD PDSCH Single Antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.1.1_1
	TDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C54
	UE supporting E-UTRA TDD (UE categories 1, 2)
	

	8.2.2.1.1_A.1
	TDD PDSCH Single Antenna Port Performance for CA (intra-band contiguous DL CA)
	Rel-10
	C62
	UE supporting E-UTRA TDD and intra-band contiguous DL CA(UE categories
	

	8.2.2.1.1_A.2
	TDD PDSCH Single Antenna Port Performance for CA (inter-band DL CA)
	Rel-11
	C82
	UE supporting E-UTRA TDD and inter-band DL CA(UE categories from 5 to 8
	

	8.2.2.1.1_A.3
	TDD PDSCH Single Antenna Port Performance for CA (intra‑band non-contiguous DL CA)
	Rel-11
	C95
	UE supporting E-UTRA TDD and Downlink Intra-band non-contiguous CA (UE categories from 5 to 8
	

	8.2.2.1.2
	TDD PDSCH Single Antenna Port Performance with 1PRB in the presence of MBSFN
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2
	Void
	
	
	
	

	8.2.2.2.1
	TDD PDSCH Transmit Diversity 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2.1_1
	TDD PDSCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD (UE category 1)
	

	8.2.2.2.2
	TDD PDSCH Transmit Diversity 4x2
	Rel-8
	C10
	UE supporting E-UTRA TDD and operating bands supporting 1,4 MHz Bandwidth
	

	8.2.2.2.2_1
	TDD PDSCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.2.3_C.1
	TDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	

	8.2.2.2.3_E.1
	TDD PDSCH Transmit diversity 2x2 for feICIC (non-MBFSN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	8.2.2.2.4
	TDD PDSCH Transmit Diversity 2x2 with TM3 Interference Model – Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	

	8.2.2.3
	Void
	
	
	
	

	8.2.2.3.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.3.1_1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Rel-11
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.3.1_A.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (intra-band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	

	8.2.2.3.1_A.2
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (Intra‑band non-contiguous DL CA)
	Rel-11
	C70
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 5 and onwards)
	

	8.2.2.3.1_A.3
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (inter-band DL CA)
	Rel-11
	C82
	UE supporting E-UTRA TDD and inter-band DL CA(UE categories from 5 to 8
	

	8.2.2.3.1A_A.1
	TDD Soft buffer management for CA (2 DL CA)
	Rel-10
	Cx3b
	UE supporting E-UTRA TDD and intra-band contiguous DL CA or inter-band DL CA
(UE category 3 and 4)
	

	
	
	Rel-11
	C72
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 3 and 4)
	

	
	
	
	
	
	

	
	
	
	
	

	

	8.2.2.3.2
	TDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C02
	UE supporting E-UTRA TDD (UE of category 2-8)
	

	8.2.2.3.3_C.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	

	8.2.2.3.3_C.2
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for eICIC (MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	

	8.2.2.3.3_E.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	8.2.2.4
	Void
	
	
	
	

	8.2.2.4.1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2
	Rel-8 only
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.1_1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 2x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.1_E.1
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	8.2.2.4.2
	TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2
	Rel-8 only
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.2_1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.2.2.4.2_A.1
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra-band contiguous DL CA)
	Rel-10
	C62
	UE supporting E-UTRA TDD and intra-band contiguous DL CA(UE categories from 5 to 8)
	

	8.2.2.4.2_A.2
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (inter band DL CA)
	Rel-11
	C82
	UE supporting E-UTRA TDD and inter-band DL CA(UE categories from 5 to 8
	

	8.2.2.4.2_A.3
	TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra-band non-contiguous DL CA)
	Rel-11
	C95
	UE supporting E-UTRA TDD and Downlink Intra-band non-contiguous CA (UE categories from 5 to 8
	

	8.2.2.4.3
	TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model – Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	

	8.2.2.7_A.1
	TDD Carrier aggregation with power imbalance (intra-band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	

	8.3.1
	Void
	
	
	
	

	8.3.1.1.1_D
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	8.3.1.1.2_D
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with a simultaneous transmission for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	8.3.1.1.3
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C40
	UE supporting E-UTRA FDD and Feature Group Indictor 103 and supporting the enhanced performance requirements type A for LTE
	

	8.3.1.2.1_D
	FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	8.3.1.3.1_F
	FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and single NZP CSI-RS resource for CoMP
	Rel-11
	C50
	UE supporting E-UTRA FDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	8.3.1.3.2_F
	FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP
	Rel-11
	C52
	UE supporting E-UTRA FDD and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	8.3.1.3.3_F
	FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS resource for CoMP
	Rel-11
	C50
	UE supporting E-UTRA FDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	8.3.2.1.1
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 8 and forward)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.3.2.1.1_1
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD (UE category 1)
	

	8.3.2.1.2
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission
	Rel-9 only
	C34
	UE supporting E-UTRA TDD and supporting enhanced dual layer TDD.
	

	
	
	Rel-10
	C02
	UE supporting E-UTRA TDD.
	

	8.3.2.1.2_D
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	8.3.2.1.3
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission
	Rel-9 only
	C34
	UE supporting E-UTRA TDD and supporting enhanced dual layer TDD.
	

	
	
	Rel-10
	C02
	UE supporting E-UTRA TDD.
	

	8.3.2.1.3_D
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with a simultaneous transmission for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	8.3.2.1.4
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C41
	UE supporting E-UTRA TDD and Feature Group Indictor 103 and supporting the enhanced performance requirements type A for LTE
	

	8.3.2.2.1
	TDD PDSCH Dual-layer Spatial Multiplexing
	Rel-9 only
	C34
	UE supporting E-UTRA TDD and supporting enhanced dual layer TDD.
	

	
	
	Rel-10
	C02
	UE supporting E-UTRA TDD.
	

	8.3.2.2.1_D
	TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	8.3.2.4.1_F
	TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and single NZP CSI-RS resource for CoMP
	Rel-11
	C51
	UE supporting E-UTRA TDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	8.3.2.4.2_F
	TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP
	Rel-11
	C53
	UE supporting E-UTRA TDD and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	8.3.2.4.3_F
	TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS resource for CoMP
	Rel-11
	C51
	UE supporting E-UTRA TDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	8.4.1.1
	FDD PCFICH/PDCCH Single-antenna Port 
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2
	Void
	
	
	
	

	8.4.1.2.1
	FDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8 only
	C09
	UE supporting E-UTRA FDD and operating bands supporting 1,4 MHz Bandwidth
	

	8.4.1.2.1_1
	FDD PCFICH/PDCCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2.2
	FDD PCFICH/PDCCH Transmit Diversity 4x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2.3_E.1
	FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	8.4.1.2.3_E.2
	FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	8.4.1.2.2_1
	FDD PCFICH/PDCCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.4.1.2.3_C.1
	FDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C29
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	

	8.4.1.2.3_C.2
	FDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (MBSFN ABS)
	Rel-10
	C29
	UEs supporting E-UTRA FDD and Feature Group Indictor 115
	

	8.4.2.1
	TDD PCFICH/PDCCH Single-antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2
	Void
	
	
	
	

	8.4.2.2.1
	TDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8 only
	C10
	UE supporting E-UTRA TDD and operating bands supporting 1,4 MHz Bandwidth
	

	8.4.2.2.1_1
	TDD PCFICH/PDCCH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2.2
	TDD PCFICH/PDCCH Transmit Diversity 4x2
	Rel-8 only
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2.2_1
	TDD PCFICH/PDCCH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.4.2.2.3_C.1
	TDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	

	8.4.2.2.3_C.2
	TDD PCFICH/PDCCH Transmit Diversity 2x2 for eICIC (MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA TDD and Feature Group Indictor 115
	

	8.4.2.2.3_E.1
	TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	8.4.2.2.3_E.2
	TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	8.5.1.1
	FDD PHICH Single-antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2
	Void
	
	
	
	

	8.5.1.2.1
	FDD PHICH Transmit Diversity 2x2
	Rel-8 only
	C09
	UE supporting E-UTRA FDD and operating bands supporting 1,4 MHz Bandwidth
	

	8.5.1.2.1_1
	FDD PHICH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2.2
	FDD PHICH Transmit Diversity 4x2
	Rel-8 only
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2.2_1
	FDD PHICH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	8.5.1.2.3_C.1
	FDD PHICH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C29
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	

	8.5.1.2.3_E.1
	FDD PHICH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	8.5.2.1
	TDD PHICH Single-antenna Port Performance
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2
	Void
	
	
	
	

	8.5.2.2.1
	TDD PHICH Transmit Diversity 2x2
	Rel-8 only
	C10
	UE supporting E-UTRA TDD and operating bands supporting 1,4 MHz Bandwidth
	

	8.5.2.2.1_1
	TDD PHICH Transmit Diversity 2x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2.2
	TDD PHICH Transmit Diversity 4x2
	Rel-8 only
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2.2_1
	TDD PHICH Transmit Diversity 4x2 (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	8.5.2.2.3_C.1
	TDD PHICH Transmit Diversity 2x2 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA  TDD and Feature Group Indictor 115
	

	8.5.2.2.3_E.1
	TDD PHICH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	8.7.1.1
	FDD sustained data rate performance (Rel‑9 and forward)
	Rel-9
	C76
	UE supporting E-UTRA FDD(UE categories from1 to 4)
	It is not necessary for CA UEs and EPDCCH UEs to be tested in this test if 8.7.1.1_A.1 or 8.7.3.1 is executed.

	8.7.1.1_1
	FDD sustained data rate performance (Rel‑10 and forward)
	Rel-10
	C42
	UE supporting E-UTRA FDD (UE categories 6, 7)
	It is not necessary for CA UEs and EPDCCH UEs to be tested in this test if 8.7.1.1_A.1 or 8.7.3.1 is executed.

	8.7.1.1_A.1
	FDD Sustained data rate performance for CA (2 DL CA)
	Rel-10
	Cx5
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA
(UE category 3, 4, 6 and 7)
	

	
	
	Rel-11
	Cx93
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA

(UE category 3, 4, 6 and 7)
	

	
	
	
	
	

	

	
	
	
	
	

	

	
	
	
	
	

	

	8.7.2.1
	TDD sustained data rate performance (Rel‑9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	It is not necessary for CA UEs and EPDCCH UEs to be tested in this test if 8.7.2.1_A.1 or 8.7.4.1 is executed.

	8.7.2.1_1
	TDD sustained data rate performance (Rel-10 and forward)
	Rel-10
	C73
	UE supporting E-UTRA TDD (UE category 4, 6 and 7)
	It is not necessary for CA UEs and EPDCCH UEs to be tested in this test if 8.7.2.1_A.1 or 8.7.4.1 is executed.

	8.7.2.1_A.1
	TDD sustained data rate performance for CA (intra-band contiguous DL CA)
	Rel-10
	C74
	UE supporting E-UTRA TDD and intra-band contiguous DL CA (UE category 6 and 7)
	

	8.7.2.1_A.2
	TDD sustained data rate performance for CA (Intra-band non-contiguous DL CA)
	Rel-11
	C75
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 6 and 7)
	

	8.7.2.1_A.3
	TDD sustained data rate performance for CA (inter-band DL CA)
	Rel-10
	C83
	UE supporting E-UTRA TDD and inter-band DL CA ( UE category 3, 4, 6 and 7)
	

	8.7.3.1
	FDD sustained data rate performance for EPDCCH scheduling
	Rel-11
	C55
	UE supporting E-UTRA FDD and EPDCCH
	

	8.7.4.1
	TDD sustained data rate performance for EPDCCH scheduling
	Rel-11
	C56
	UE supporting E-UTRA TDD and EPDCCH
	

	8.8.1.1
	FDD distributed EPDCCH performance
	Rel-11
	C55
	UE supporting E-UTRA FDD and EPDCCH
	

	8.8.1.2
	TDD distributed EPDCCH performance
	Rel-11
	C56
	UE supporting E-UTRA TDD and EPDCCH
	

	8.8.2.1
	FDD localized EPDCCH performance with TM9
	Rel-11
	C91
	UE supporting E-UTRA FDD and EPDCCH and Feature Group Indicator 103
	

	8.8.2.2
	TDD localized EPDCCH performance with TM9
	Rel-11
	C92
	UE supporting E-UTRA TDD and EPDCCH and Feature Group Indicator 103
	

	8.8.3.1
	FDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	Rel-11
	C57
	UE supporting E-UTRA FDD and EPDCCH and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10
	

	8.8.3.2
	TDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	Rel-11
	C58
	UE supporting E-UTRA TDD and EPDCCH and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10
	

	Reporting of Channel State Information

	9.2.1.1
	FDD CQI Reporting under AWGN conditions - PUCCH 1-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.1.2
	TDD CQI Reporting under AWGN conditions - PUCCH 1-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.1.3_C.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for eICIC (non-MBSFN ABS)
	Rel-10
	C29
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	

	9.2.1.4_C.1
	TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UEs supporting E-UTRA  TDD and Feature Group Indictor 115
	

	9.2.1.5_E.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	9.2.1.6_E.1
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	9.2.2.1
	FDD CQI Reporting under AWGN conditions - PUCCH 1-1
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.2.2.2
	TDD CQI Reporting under AWGN conditions - PUCCH 1-1
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.2.3.1_D
	FDD CQI Reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.2.3.2_D
	TDD CQI Reporting under AWGN conditions - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.2.4.1_F
	FDD CQI Reporting under AWGN conditions - Single CSI Process for CoMP
	Rel-11
	C50
	UE supporting E-UTRA FDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.2.4.2_F
	TDD CQI Reporting under AWGN conditions - Single CSI Process for CoMP
	Rel-11
	C51
	UE supporting E-UTRA TDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.3.1.1.1
	FDD CQI Reporting under fading conditions  - PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.1.1.2
	TDD CQI Reporting under fading conditions - PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.1.2.1_D
	FDD CQI Reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.1.2.2_D
	TDD CQI Reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.1.3.1_E.1
	FDD CQI Reporting under fading conditions – PUSCH 3-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C79
	UE supporting E-UTRA FDD and CRS interference handling 
	

	9.3.1.3.2_E.1
	TDD CQI Reporting under fading conditions – PUSCH 3-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C80
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	

	9.3.2.1.1
	FDD CQI Reporting under fading conditions - PUCCH 1-0
	Rel-8
	C13
	UE supporting E-UTRA FDD (UE categories 2-8)
	

	9.3.2.1.1_1
	FDD CQI Reporting under fading conditions - PUCCH 1-0 (Release 9 and forward)
	Rel-9
	C15
	UE supporting E-UTRA FDD (UE category 1)
	

	9.3.2.1.2
	TDD CQI Reporting under fading conditions - PUCCH 1-0
	Rel-8
	C14
	UE supporting E-UTRA TDD (UE categories 2-8)
	

	9.3.2.1.2_1
	TDD CQI Reporting under fading conditions - PUCCH 1-0 (Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD (UE category 1)
	

	9.3.2.2.1_D
	FDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.3.2.2.2_D
	TDD CQI Reporting under fading conditions - PUCCH 1-1 for eDL-MIMO
	Rel-10
	C28
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicators 104 and 110
	

	9.3.3.1.1
	FDD CQI Reporting under fading conditions and frequency-selective interference - PUSCH 3-0
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.3.3.1.2
	TDD CQI Reporting under fading conditions and frequency-selective interference - PUSCH 3-0
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.3.4.1.1
	FDD CQI Reporting under fading conditions - PUSCH 2-0
	Rel‑9
	C35
	UE supporting E-UTRA FDD and Feature Group Indicator 1
	

	9.3.4.1.2
	TDD CQI Reporting under fading conditions - PUSCH 2-0
	Rel‑9
	C37
	UE supporting E-UTRA TDD and Feature Group Indicator 1
	

	9.3.4.2.1
	FDD CQI Reporting under fading conditions - PUCCH 2-0
	Rel‑9
	C36
	UE supporting E-UTRA FDD and Feature Group Indicator 2
	

	9.3.4.2.2
	TDD CQI Reporting under fading conditions - PUCCH 2-0
	Rel‑9
	C38
	UE supporting E-UTRA TDD and Feature Group Indicator 2
	

	9.3.5.1.1
	FDD CQI Reporting under fading conditions - PUCCH 1-0 - Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	

	9.3.5.1.2
	TDD CQI Reporting under fading conditions - PUCCH 1-0 - Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	

	9.3.5.2.1
	FDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	

	9.3.5.2.2
	TDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	

	9.3.6.1_F
	FDD CQI Reporting under fading conditions Multiple CSI processes for CoMP
	Rel-11
	C52
	UE supporting E-UTRA FDD and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.3.6.2_F
	TDD CQI Reporting under fading conditions Multiple CSI processes for CoMP
	Rel-11
	C53
	UE supporting E-UTRA TDD and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.4.1.1.1
	FDD PMI Reporting - PUSCH 3-1 (Single PMI)
	Rel-8
	C01
	UE supporting E-UTRA FDD
	

	9.4.1.1.2
	TDD PMI Reporting - PUSCH 3-1 (Single PMI)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	

	9.4.1.2.1
	FDD PMI Reporting - PUCCH 2-1 (Single PMI)
	Rel‑9
	C36
	UE supporting E-UTRA FDD and Feature Group Indicator 2
	

	9.4.1.2.2
	TDD PMI Reporting - PUCCH 2-1 (Single PMI)
	Rel‑9
	C38
	UE supporting E-UTRA TDD and Feature Group Indicator 2
	

	9.4.1.3.1_D
	FDD PMI Reporting - PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel‑10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.4.1.3.2_D
	TDD PMI Reporting - PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel‑10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.4.2.1.1
	FDD PMI Reporting - PUSCH 1-2 (Multiple PMI)
	Rel-8 only
	C11
	UE supporting E-UTRA FDD and operating bands supporting 20 MHz Bandwidth (UE categories 2, 3, 4, 5)
	

	9.4.2.1.1_1
	FDD PMI Reporting - PUSCH 1-2 (Multiple PMI) (Release 9 and forward)
	Rel-9
	C01
	UE supporting E-UTRA FDD
	

	9.4.2.1.2
	TDD PMI Reporting - PUSCH 1-2 (Multiple PMI)
	Rel-8 only
	C12
	UE supporting E-UTRA TDD and operating bands supporting 20 MHz Bandwidth (UE categories 2, 3, 4, 5)
	

	9.4.2.1.2_1
	TDD PMI Reporting - PUSCH 1-2 (Multiple PMI) (Release 9 and forward)
	Rel-9
	C02
	UE supporting E-UTRA TDD
	

	9.4.2.2.1
	FDD PMI Reporting - PUSCH 2-2 (Multiple PMI)
	Rel‑9
	C32
	UE supporting E-UTRA FDD and Feature Group Indicators 1
	

	9.4.2.2.2
	TDD PMI Reporting - PUSCH 2-2 (Multiple PMI)
	Rel‑9
	C33
	UE supporting E-UTRA TDD and Feature Group Indicators 1
	

	9.4.2.3.1_D
	FDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel‑10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103
	

	9.4.2.3.2_D
	TDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel‑10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	

	9.5.1.1
	FDD RI Reporting - PUCCH 1-1
	Rel-8 and Rel-9 only
	C13
	UE supporting E-UTRA FDD (UE categories 2-8)
	

	9.5.1.1_1
	FDD RI Reporting - PUCCH 1-1 (Release 10)
	Rel-10 only
	C13
	UE supporting E-UTRA FDD (UE categories 2-8)
	

	9.5.1.1_2
	FDD RI Reporting- PUCCH 1-1 (Release 11)
	Rel‑11
	C13
	UE supporting E-UTRA FDD (UE categories 2-8)
	

	9.5.1.2
	TDD RI Reporting - PUSCH 3-1
	Rel-8 and Rel-9 only
	C14
	UE supporting E-UTRA TDD (UE categories 2-8)
	

	9.5.1.2_1
	TDD RI Reporting - PUSCH 3-1 (Release 10)
	Rel-10 only
	C14
	UE supporting E-UTRA TDD (UE categories 2-8)
	

	9.5.1.2_2
	TDD RI Reporting- PUSCH 3-1 (Release 11)
	Rel‑11
	C14
	UE supporting E-UTRA TDD (UE categories 2-8)
	

	9.5.2.1_D
	FDD RI Reporting - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicators 103
	

	9.5.2.2_D
	TDD RI Reporting - PUCCH 1-1 for eDL-MIMO
	Rel‑10
	C25
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 103
	

	9.5.3.1_C.1
	FDD RI Reporting – PUCCH 1-0 for eICIC (non-MBSFN ABS)
	Rel-10
	C29
	UE supporting E-UTRA  FDD and Feature Group Indicator 115
	

	9.5.3.2_C.1
	TDD RI Reporting – PUCCH 1-0 for eICIC (non-MBSFN ABS)
	Rel-10
	C30
	UE supporting E-UTRA  TDD and Feature Group Indicator 115
	

	9.5.4.1_E.1
	FDD RI Reporting – PUCCH 1-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C77
	UE supporting E-UTRA FDD and CRS interference handling (UE categories 2-8)
	

	9.5.4.2_E.1
	TDD RI Reporting – PUCCH 1-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C78
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling (UE categories 2-8)
	

	9.5.5.1_F.1
	FDD RI Reporting with Single CSI processes for CoMP 
	Rel-11
	C50
	UE supporting E-UTRA FDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.5.5.1_F.2
	FDD RI Reporting with Multiple CSI processes for CoMP
	Rel-11
	C52
	UE supporting E-UTRA FDD and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.5.5.2_F.1
	TDD RI Reporting with Single CSI process for CoMP 
	Rel-11
	C51
	UE supporting E-UTRA TDD and Single CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.5.5.2_F.2
	TDD RI Reporting with Multiple CSI processes for CoMP
	Rel-11
	C53
	UE supporting E-UTRA TDD and Multiple CSI processes on a component carrier within a band with PDSCH transmission mode 10 (UE categories 2-8)
	

	9.6.1.1_A.1
	FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (2 DL CA)
	Rel-10
	Cx7
	UE supporting E-UTRA FDD and intra-band contiguous DL CA or inter-band DL CA(UE categories 3-8)
	

	
	
	Rel-11
	C89
	UE supporting E-UTRA FDD and intra-band non-contiguous DL CA(UE categories 3-8)
	

	
	
	
	
	
	

	
	
	
	
	
	

	9.6.1.2_A.1
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	

	9.6.1.2_A.2
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (inter band DL CA)
	Rel-11
	C84
	UE supporting E-UTRA TDD and inter-band DL CA
	

	9.6.1.2_A.3
	TDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (intra band non-contiguous DL CA)
	Rel-11
	C81
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA
	

	MBMS Performance Testing

	10.1
	FDD MBMS performance (Fixed Reference Channel)
	Rel-9
	C03
	UE supporting E-UTRA FDD and MBMS
	

	10.2
	TDD MBMS performance (Fixed Reference Channel)
	Rel-9
	C04
	UE supporting E-UTRA TDD and MBMS
	


Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	C03
IF (A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04
IF (A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	C05
IF (A.4.1-1/1 AND A.4.2-1/2) THEN R ELSE N/A

	C06
IF (A.4.1-1/1 OR A.4.1-1/2 AND A.4.2-1/2) THEN R ELSE N/A

	C07
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/3) THEN R ELSE N/A

	C08
IF (A.4.1-1/2 AND A.4.2-1/2) THEN R ELSE N/A

	C09
IF (A.4.1-1/1 AND A.4.3-3a/1) THEN R ELSE N/A

	C10
IF (A.4.1-1/2 AND A.4.3-3a/1) THEN R ELSE N/A

	C11
IF A.4.1-1/1 AND A.4.3-3a/6 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C12
IF A.4.1-1/2 AND A.4.3-3a/6 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C13
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C14
IF ((A.4.1-1/2) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR  A.4.3-4/8)) THEN R ELSE N/A

	C15
IF (A.4.1-1/1 AND A.4.3-4/1) THEN R ELSE N/A

	C16
IF (A.4.1-1/2  AND A.4.3-4/1) THEN R ELSE N/A

	C17
Void

	C18
Void

	C19
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.1-1/2 AND A.4.6.1-2/2) THEN R ELSE N/A

	C20
IF ((A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.1-1/1 OR A.4.6.1-1/2) AND NOT (A.4.6.1-2/1 OR A.4.6.1-2/2)) THEN R ELSE N/A

	C21
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.3-1/1 AND NOT A.4.6.3-2/1) THEN R ELSE N/A

	C22
IF (A.4.1-1/1 AND A.4.6.1-1/2) THEN R ELSE N/A

	C23
IF (A.4.1-1/1 AND A.4.6.3-1/1) THEN R ELSE N/A

	C24
IF (A.4.1-1/2 AND A.4.6.1-1/2) THEN R ELSE N/A

	C25
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/103) THEN R ELSE N/A

	C26
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/104) THEN R ELSE N/A

	C27
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/104 AND A.4.4-3/109) THEN R ELSE N/A

	C28
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.2-1/4 AND A.4.4-3/104 AND A.4.4-3/110) THEN R ELSE N/A

	C29
IF (A.4.1-1/1 AND A.4.4-3/115) THEN R ELSE N/A

	C30
IF (A.4.1-1/2 AND A.4.4-3/115) THEN R ELSE N/A

	C31
IF (A.4.1-1/1 AND (A.4.3-4/1 OR A.4.3-4/2)) THEN R ELSE N/A

	C32
IF (A.4.1-1/1 AND A.4.4-1/1) THEN R ELSE N/A

	C33
IF (A.4.1-1/2 AND A.4.4-1/1) THEN R ELSE N/A

	C34
IF (A.4.1-1/2 AND A.4.2-1/5) THEN R ELSE N/A

	C35
IF A.4.1-1/1 AND A.4.4-1/1 THEN R ELSE N/A

	C36
IF A.4.1-1/1 AND A.4.4-1/2 THEN R ELSE N/A

	C37
IF A.4.1-1/2 AND A.4.4-1/1 THEN R ELSE N/A

	C38
IF A.4.1-1/2 AND A.4.4-1/2 THEN R ELSE N/A

	C39
IF((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-3b/1) THEN R ELSE N/A

	C40
IF (A.4.1-1/1 AND A.4.4-3/103 AND A.4.3-7/1) THEN R ELSE N/A

	C41
IF (A.4.1-1/2 AND A.4.4-3/103 AND A.4.3-7/1) THEN R ELSE N/A

	C42
IF ((A.4.1-1/1) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C43
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND NOT A.4.6.2-2/1) THEN R ELSE N/A

	C44
IF (A.4.1-1/1 AND A.4.3-7/1) THEN R ELSE N/A

	C45
IF (A.4.1-1/2 AND A.4.3-7/1) THEN R ELSE N/A

	C46
Void

	C47
Void

	C48
Void

	C49
Void

	C50
IF (A.4.1-1/1 AND A.4.5-1/8 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C51
IF (A.4.1-1/2 AND A.4.5-1/8 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C52
IF (A.4.1-1/1 AND .4.5-1/9 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C53
IF (A.4.1-1/2 AND A.4.5-1/9 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C54
IF (A.4.1-1/2 AND (A.4.3-4/1 OR A.4.3-4/2)) THEN R ELSE N/A

	C55
IF (A.4.1-1/1 AND A.4.2-1/6) THEN R ELSE N/A

	C56
IF (A.4.1-1/2 AND A.4.2-1/6) THEN R ELSE N/A

	C57
IF (A.4.1-1/1 AND A.4.2-1/6 AND A.4.3-8/2) THEN R ELSE N/A

	C58
IF (A.4.1-1/2 AND A.4.2-1/6 AND A.4.3-8/2) THEN R ELSE N/A

	C59
Void

	C60
Void

	C61
Void

	C62
IF (A.4.1-1/2 AND ( A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND A.4.6.1-1/2) THEN R ELSE N/A

	C63
IF ((A.4.1-1/1) AND (A.4.6.1-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C64
Void

	C65
Void

	C66
Void

	C67
Void

	C68
Void

	C69
IF ((A.4.1-1/1) AND (A.4.6.3-1/1) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C70
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C71
Void

	C72
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	C73
IF ((A.4.1-1/2) AND (A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C74
IF ((A.4.1-1/2) AND (A.4.6.1-1/1) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C75
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C76
IF A.4.1-1/1 AND (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4/3 OR A.4.3.4/4) THEN R ELSE N/A

	C77
IF (A.4.1-1/1 AND A4.5-2/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C78
IF (A.4.1-1/2 AND A4.5-2/1 AND A4.5-2/2 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C79
IF (A.4.1-1/1 AND A4.5-2/1) THEN R ELSE N/A

	C80
IF (A.4.1-1/2 AND A4.5-2/1 AND A4.5-2/2) THEN R ELSE N/A

	C81
IF (A.4.1-1/2 AND A.4.6.2-1/1) THEN R ELSE N/A

	C82
IF (A.4.1-1/2 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND A.4.6.3-1/1) THEN R ELSE N/A

	C83
IF ((A.4.1-1/2) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7) AND (A.4.6.3-1/1)) THEN R ELSE N/A

	C84
IF (A.4.1-1/2 AND A.4.6.3-1/1) THEN R ELSE N/A

	C85
Void

	C86
Void

	C87
IF ((A.4.1-1/1) AND (A.4.6.3-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C88
Void

	C89
Void

	C90
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	C91
IF (A.4.1-1/1 AND A.4.2-1/6 AND A.4.4-3/103) THEN R ELSE N/A

	C92
IF (A.4.1-1/2 AND A.4.2-1/6 AND A.4.4-3/103) THEN R ELSE N/A

	C93
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	C94
Void

	C95
IF ((A.4.1-1/2) AND (A.4.6.2-1/1) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	Cx1
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	Cx2
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	Cx2b
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A

	Cx3
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	Cx3b
IF ((A.4.1-1/2) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	Cx4
IF ((A.4.1-1/1) AND (A.4.6.2-1/1) AND (A.4.3-4/3 OR A.4.3-4/4)) THEN R ELSE N/A

	Cx5
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7)) THEN R ELSE N/A

	Cx7
IF ((A.4.1-1/1) AND (A.4.6.1-1/1 or A.4.6.1-1/2 or A.4.6.3-1/1) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8)) THEN R ELSE N/A


4.2
RRM conformance test cases

{End of changes}
