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<Start of new section>
8.8.2.4
Successful Acceptance/Rejection of Direct Discovery announcements
8.8.2.4.1
Test Purpose (TP)
(1)

with { UE authorized to perform ProSe Direct Communication in the registered PLMN and SystemInformationBlockType19 indicates E-UTRAN supports Sidelink UE Information procedure }

ensure that {

  when { UE is triggered by an upper layer application to receive Sidelink Direct Discovery announcements and the UE has not transmited SidelinkUEInformation message since entering RRC_CONNECTED state }

    then { UE sends SidelinkUEInformation message to indicate it is interested in Sidelink direct discovery reception}
            }
(2)

with { UE authorized to perform ProSe Direct Communication in the registered PLMN and and SystemInformationBlockType19 indicates E-UTRAN supports Sidelink UE Information procedure }

ensure that {

  when { UE is triggered by an upper layer application to stop receiving Sidelink Direct Discovery announcements and if the last transmission of the SidelinkUEInformation message included discRxInterest-r12 }

    then { UE sends SidelinkUEInformation message to indicate it is no longer interested in

sidelink direct discovery reception}
            }
8.8.2.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.10.2.2. Unless otherwise stated these are Rel-12 requirements.
[TS 36.331, clause 5.10.2.2]

A UE capable of sidelink direct communication or discovery that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving sidelink direct communication or discovery in several cases including upon successful connection establishment, upon change of interest, upon change to a PCell broadcasting SystemInformationBlockType18 or SystemInformationBlockType19. A UE capable of sidelink direct communication or discovery may initiate the procedure to request assignment of dedicated resources for the concerned sidelink direct communication transmission or discovery announcements.
…

Upon initiating the procedure, the UE shall:
1>
if SystemInformationBlockType19 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType19 for the PCell;

2> if configured by upper layers to receive sidelink direct discovery announcements on a serving frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

…

4>
initiate transmission of the SidelinkUEInformation message to indicate it is interested in sidelink direct discovery reception in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink direct discovery reception in accordance with 5.10.2.3;

8.8.2.4.3
Test description

8.8.2.4.3.1
Pre-test conditions

System Simulator:

-
Cell 1. 

-
System information combination 24 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 1.    

UE:

-
The UE is authorised to perform ProSe direct discovery in the registered PLMN.


Preamble:

-
UE is not configured by upper layers to receive sidelink direct discovery

-    The UE is in state Generic RB Established (state 3) on Cell 1 according to [18]
8.8.2.4.3.2
Test procedure sequence

Table 8.8.2.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The user triggers the UE to start monitoring Direct Discovery (Note1).
	-
	-
	-
	-

	2
	Check: Does the UE transmit a SidelinkUEInformation message  including the IE discRxInterest-r12
	-->
	SIDELINK UE INFORMATION
	1
	P

	3
	Wait for 10 seconds
	-
	-
	-
	-

	4
	The user triggers the UE to stop monitoring Direct Discovery (Note1).
	-
	-
	-
	-

	5
	Check: Does the UE transmit a SidelinkUEInformation message  without including the IE discRxInterest-r12
	-->
	SIDELINK UE INFORMATION
	2
	P

	Note1: This is performed via MMI or AT command


8.8.2.4.3.3
Specific message contents
Table 8.8.2.4.3.3-1: SidelinkUEInformation (step 2, Table 8.8.2.4.3.2-1)

	Derivation Path: 36.508, Clause 4.6.1, Table 4.6.1-21A

	Information Element
	Value/remark
	Comment
	Condition

	SidelinkUEInformation-r12 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      sidelinkUEInformation-r12 SEQUENCE {
	
	
	

	        commRxInterestedFreq-r12
	Not Present
	
	

	        commTxResourceReq-r12 
	Not Present
	
	

	        discRxInterest-r12
	true
	
	

	        discTxResourceReq-r12
	Not Present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.2.4.3.3-2: SidelinkUEInformation (step 5, Table 8.8.2.4.3.2-1)

	Derivation Path: 36.508, Clause 4.6.1, Table 4.6.1-21A

	Information Element
	Value/remark
	Comment
	Condition

	SidelinkUEInformation-r12 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      sidelinkUEInformation-r12 SEQUENCE {
	
	
	

	        commRxInterestedFreq-r12
	Not Present
	
	

	        commTxResourceReq-r12 
	Not Present
	
	

	        discRxInterest-r12
	Not Present
	
	

	        discTxResourceReq-r12
	Not Present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of new section>

