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< Unchanged sections omitted >
6.13
UE TEST LOOP PROSE PACKET COUNTER REQUEST

This message is only sent in the direction SS to UE.

	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], subclause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], subclause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1


where message type is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	0
	0
	1
	1
	0
	0
	octet 1


6.14
UE TEST LOOP PROSE PACKET COUNTER RESPONSE

This message is only sent in the direction UE to SS.

	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], subclause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], subclause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1

	ProSe Direct Discovery Packet Counter Value
	
	CV-ModeD
	V
	4

	ProSe Direct Communication Packet Counter Value
	
	CV-ModeE
	V
	4

	STCH Packet Counter Value
	
	CV-ModeE
	V
	4


	Condition
	Explanation

	CV-ModeD
	This IE is mandatory present if TEST_LOOP_MODE_D_ACTIVE is TRUE else it shall be absent.

	CV-ModeE
	This IE is mandatory present if TEST_LOOP_MODE_E_ACTIVE is TRUE else it shall be absent.


where message type is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	0
	0
	1
	1
	0
	1
	octet 1


And where ProSe Direct Discovery Packet Counter Value is:

	C31
	C30
	C29
	C28
	C27
	C26
	C25
	C24
	octet 1

	C23
	C22
	C21
	C20
	C19
	C18
	C17
	C16
	octet 2

	C15
	C14
	C13
	C12
	C11
	C10
	C9
	C8
	octet 3

	C7
	C6
	C5
	C4
	C3
	C2
	C1
	C0
	octet 4


C31..C0 = PSDCH packet counter value 0.. 4294967295 (binary coded, C31 is most significant bit and C0 least significant bit).
And where ProSe Direct Communication Data Packet Counter Value is:

	D31
	D30
	D29
	D28
	D27
	D26
	D25
	D24
	octet 1

	D23
	D22
	D21
	D20
	D19
	D18
	D17
	D16
	octet 2

	D15
	D14
	D13
	D12
	D11
	D10
	D9
	D8
	octet 3

	D7
	D6
	D5
	D4
	D3
	D2
	D1
	D0
	octet 4


D31..D0 = PSCCH packet counter 0.. 4294967295 (binary coded, D31 is most significant bit and D0 least significant bit).

And where STCH Packet Counter Value is:

	E31
	E30
	E29
	E28
	E27
	E26
	E25
	E24
	octet 1

	E23
	E22
	E21
	E20
	E19
	E18
	E17
	E16
	octet 2

	E15
	E14
	E13
	E12
	E11
	E10
	E9
	E8
	octet 3

	E7
	E6
	E5
	E4
	E3
	E2
	E1
	E0
	octet 4


E31..E0 = STCH Packet Counter value 0.. 4294967295 (binary coded, E31 is most significant bit and E0 least significant bit).
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