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C.6
Procedures for RAN Assisted WLAN interworking

C.6.1
Offload from UTRAN to WLAN

The procedure specified in this clause is referred to the WLAN target AP where the UE has been offloaded from the UTRA cell.

C.6.1.1
Test Procedure

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1-9
	-
	Steps 1-9 of 36.508[] table 6.4.3.10-1 executed on WLAN AP
	

	-
	-
	Steps 10a1 to 10b2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that takes place depending on RRC state of UE in UTRA cell. If UE is in RRC Idle state step 10a1 to 10a13 are performed else if UE is in RRC connected state step 10b1 to 10b4 are performed.
	

	10a1-10a9
	
	The generic test procedure in TS 34.108 sub table 7.2.4.1.3 steps 2-6, 9-10 & 13-14 are  executed
	

	10a10
	(
	DEACTIVATE PDP CONTEXT REQUEST (for oflloaded PDN)
	Deactivate offloaded PDP context

	10a11
	(
	DEACTIVATE PDP CONTEXT ACCEPT
	

	10a12
	(
	RRC CONNECTION RELEASE
	SS disconnect the connection established. The value in IE "N308" =1 .

	10a13
	(
	RRC CONNECTION RELEASE COMPLETE
	SS waits for the arrival of N308 + 1 such message with an interval time of T308, using unacknowledged mode.

	10b1
	(
	DEACTIVATE PDP CONTEXT REQUEST (for oflloaded PDN)
	Deactivate offloaded PDP context

	10b2
	(
	DEACTIVATE PDP CONTEXT ACCEPT
	

	10b3
	(
	RADIO BEARER RELEASE 
	

	10b4
	(
	RADIO BEARER RELEASE COMPLETE
	Release the radio bearer.



C.6.2
Offload from WLAN to UTRAN

The procedure specified in this clause is referred to the UTRA cell where the UE has been offloaded from the WLAN AP.

C.6.2.1
Test Procedure

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	Steps 1 to 9 are executed if the UE is in RRC Idle state in UTRA cell.
	

	1-9
	
	The generic test procedure in TS 34.108 sub table 7.2.4.1.3 steps 2-6, 9-10 & 13-14 are  executed
	

	10
	
	ACTIVATE PDP CONTEXT REQUEST(for offloaded PDN)
	SM

	11
	
	RADIO BEARER SETUP
	RRC RAB SETUP

	12
	
	RADIO BEARER SETUP COMPLETE
	RRC

	13
	
	ACTIVATE PDP CONTEXT ACCEPT
	SM



Annex D (normative):
Generic procedure to use before and following inter-RAT handover/cell change order signalling test cases

Please note that the following procedures are applicable the default NMO in GERAN (NMO1) and UTRAN (NMO1). 
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