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	Reason for change:
	At RAN5#67 a new tes tcase for the IMS Customized Alerting Tones (CAT) feature, TC 20.1, was added 34.229. A CR in R5-151738 that added a corresponding generic procedure was also agreed. Due to conflicting clause numbers in the 34.229, this CR was never implemented.
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	Summary of change:
	New generic procedure, 4.5A.21, for IMS MO Customized Alerting Tones and speech establishment in E-UTRA is added
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	There will be no test coverage for Customized Alerting Tones
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	Other comments:
	


4.5A.19.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7.
4.5A.21
Generic Test Procedure for IMS MO Customized Alerting Tones and speech establishment in E-UTRA

4.5A.21.1
Initial conditions
See clause 4.5A.6.1
4.5A.21.2
Definition of system information messages

The default system information messages are used.

4.5A.21.3
Procedure

Table 4.5A.21.3-1: EUTRA/EPS signalling for IMS MO CAT and speech call

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-12
	See table 4.5A.6.3-1, steps 1-12
	-
	-

	-
	EXCEPTION: In parallel to the events described in steps 13-14 below, the behaviour in table 4.5A.21.3-2 occurs. (IMS MTSI MO CAT and speech call establishment)
	-
	-

	13-14
	See table 4.5A.6.3-1, steps 13-14
	-
	-


Table 4.5A.21.3-2: Parallel behaviour

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-14
	Steps 5-18 expected sequence defined in defined in 20.1.4 of TS 34.229-1 [35]. MTSI MO CAT and speech call for EPS.
	-
	-


4.5A.21.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7.

