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	Reason for change:
	It was agreed in RAN4 that the faders are allowed to be switched between CCs to reduce the number of faders and a new Annex C.3.5 specfiying this is introduced in R4-153686.  

	
	

	Summary of change:
	Introduce Annex C.3.5 as in 36.101 into 36.521-1.
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	The simplified CA testing method regarding more than 16 independent faders would remain undefined.

	
	

	Clauses affected:
	Annex C.3.5 (New)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


C.3.5
Simplified CA testing method
For CA tests which require more than 16 independent faders, the resulting propagation channel(s) shall be generated by considering a number of independent faders needed for one carrier and connecting them to the signal of randomly chosen carrier(s). The maximum number of channel faders on the test will be less than or equal to 16. The remaining carrier(s) shall be connected without a channel fader but with AWGN. The throughput shall be collected only for the carrier(s) connected to channel faders.

The test shall be repeated by choosing carrier(s) excluding already chosen carrier(s) until all the carrier(s) are tested under fading conditions. All the collected throughtputs from each carrier shall be compared against the reference value of the requirements.
All supported carriers shall be configured and activated during the test.
