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	Reason for change:
	The MTSI SSAC access probability TCs have been specified in 34.229. It is more logical that they should be placed with the similar TC for SCM into 36.523.

The TCs are not specified in the RAN5 agreed TC prose specification format for 36.523. To expedite the start of the TTCN development of those TCs place holder sections should be added to 36.523-1 with the prose being inserted expected to happen at RAN5#69.

	
	

	Summary of change:
	TCs place holder sections are added to 36.523-1.
To preserve the order of introduction of the SSAC TCs into the test specification the TC numbers are put at the begining of the section 13.5.4 (with the intention to place the SCM TCs after them).

Editor's note is provided to identify the TC relation to their version in 34.229 and clarify RAN#5 intention.
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13.5
Access Control
13.5.1
MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call
Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.18
'MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.1a
MTSI MO speech call / SSAC in Connected mode / 0% access probability for MTSI MO speech call

Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.18a
'MTSI MO speech call / SSAC in Connected mode / 0% access probability for MTSI MO speech call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.1b
MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO speech call

Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.18b
'MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO speech call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.2
MTSI MO video call / SSAC / 0% access probability for MTSI MO video call

Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.19
'MTSI MO video call / SSAC / 0% access probability for MTSI MO video call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.2a
MTSI MO video call / SSAC in Connected mode / 0% access probability for MTSI MO video call

Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.19a
'MTSI MO video call / SSAC in Connected mode / 0% access probability for MTSI MO video call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.2b
MTSI MO video call / SSAC in Connected mode / access probability change for MTSI MO video call

Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.19b
'MTSI MO video call / SSAC in Connected mode / access probability change for MTSI MO video call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.3
Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call

Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.20
'Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
13.5.3a
Emergency call / Success / SSAC in Connected mode / 0% access probability for MTSI MO speech call
Editor's Note:
The present section is a place holder where the 34.229-1 TC 12.20a
'Emergency call / Success / SSAC in Connected mode / 0% access probability for MTSI MO speech call' will be moved in once it has been converted in the TC prose format as agreed for 36.523-1. It has been created at RAN5#68 in order to allow start of TTCN development based on the description provided in TC 34.229.
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