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{Start of changes}
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	<Unchanged Items Skipped>

	RRC Connection Mobility Control

	6.1.1
	E-UTRAN FDD Intra-frequency RRC Re-establishment
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.1.2
	E-UTRAN FDD Inter-frequency RRC Re-establishment
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	
	

	6.1.3
	E-UTRAN TDD Intra-frequency RRC Re-establishment
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.1.4
	E-UTRAN TDD Inter-frequency RRC Re-establishment
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	
	

	6.1.5
	E-UTRAN FDD Intra-frequency RRC Re-establishment for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.1.8
	E-UTRAN TDD Intra-frequency RRC Re-establishment for UE category 0
	Rel-12
	Cxxx
	UE supporting E-UTRA TDD and UE Category 0
	
	

	6.2.1
	E-UTRAN FDD - Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.2.2
	E-UTRAN FDD - Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.2.3
	E-UTRAN TDD - Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.2.4
	E-UTRAN TDD - Non-Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	<Unchanged Items Skipped>

	UE Measurements Procedures

	8.1.1
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	8.1.2
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	8.1.3
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	8.1.4
	Void
	
	
	
	
	

	8.1.5
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C13
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.1.6
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C13
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.1.7
	E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	8.1.8
	E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115
	
	

	8.1.9
	E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	8.1.10
	E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX for 5MHz bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	8.1.11
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells for UE category 0
	Rel-12
	Cyyy
	UE supporting E-UTRA FDD and UE Category 0
	
	

	8.1.12
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for UE category 0
	Rel-12
	Czzz
	UE supporting E-UTRA FDD and Feature Group Indicator 5 and UE Category 0
	
	

	8.1.13
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX for UE category 0
	Rel-12
	Czzz
	UE supporting E-UTRA FDD and Feature Group Indicator 5 and UE Category 0
	
	

	8.1.17
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for UE category 0
	Rel-12
	Cxyz
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 0
	
	

	8.1.18
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX for UE category 0
	Rel-12
	Cxyz
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 0
	
	

	8.2.1
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	8.2.2
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	8.2.3
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C15
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO.
	
	

	8.2.4
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C15
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.2.5
	E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	8.2.6
	E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115
	
	

	8.3.1
	E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	It is not necessary for CA UEs to be tested in this test if 8.20.1 case is executed.
	

	8.3.2
	E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-8
	C01e
	UE supporting E-UTRA FDD and Feature Group Indicators 5 and 25
	
	

	8.3.3
	E-UTRAN FDD-FDD inter frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Rel-8
	C01e
	UE supporting E-UTRA FDD and Feature Group Indicators 5 and 25
	
	

	8.3.4
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C14
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO
	
	

	8.3.5
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C14
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.3.6
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting without measurement gaps under AWGN propagation conditions in asynchronous cells
	Rel-10
	C47
	UE supporting E-UTRA FDD and Feature Group Indicator 25 and Measurement without gaps
	
	

	8.4.1
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	It is not necessary for CA UEs to be tested in this test if 8.20.2 case is executed.
	

	8.4.2
	E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Rel-8
	C02e
	UE supporting E-UTRA TDD and Feature Group Indicators 5 and 25
	
	

	8.4.3
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions in synchronous cells with DRX when L3 filtering is used
	Rel-8
	C02e
	UE supporting E-UTRA TDD and Feature Group Indicators 5 and 25
	
	

	8.4.4
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C16
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.4.5
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C16
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.5.1
	E-UTRAN FDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04g
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.3 case is executed.
	

	8.5.2
	E-UTRAN FDD-UTRAN FDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C04f
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 5, 19 and 22
	
	

	8.5.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Rel-8
	C04d
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 5, 15 and 22
	
	

	8.5.4
	E-UTRAN FDD - UTRAN FDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C29
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 15
	
	

	8.5.6
	E-UTRAN FDD - UTRAN FDD event triggered reporting without measurement gaps under AWGN propagation conditions
	Rel-10
	C48
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 15 and 22 and Measurement without gaps
	
	

	8.5.7
	E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth
	Rel-8
	C55
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD and Feature Group Indicators 15 and 22
	
	

	8.6.1
	E-UTRAN TDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C07b
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 15 and 22
	
	

	8.7.1
	E-UTRAN TDD-UTRAN TDD event triggered reporting under fading propagation conditions
	Rel-8 Only
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.4 case is executed.
	

	
	
	Rel-9 
	C83
	UE supporting E-UTRA TDD and UTRA TDD and not supporting UTRA FDD Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.4 case is executed.
	

	
	
	Rel-9
	C79
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 15 and 39
	It is not necessary for CA UEs to be tested in this test if 8.20.4 case is executed
	

	<Unchanged Items Skipped>

	9.9.1.1
	FDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10 and Rel-11 only
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.1.1_1
	FDD Intra Frequency Serving Cell Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.1.2
	FDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.2.1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10 and Rel-11 only
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.1_1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.2
	TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 AND A.4.4-1/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1/5 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C01e
IF (A.4.1-1/1 AND A.4.4-1/5 AND A.4.4-1/25) THEN R ELSE N/A

	C01f
IF (A.4.1-1/1 AND A.4.4-1/16) THEN R ELSE N/A

	C01g
IF (A.4.1-1/1 AND A.4.4-1/16 AND A.4.4-1/25) THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.4-1/16 AND A.4.4-1/25 AND A.4.5-1/7) THEN R ELSE N/A

	<Unchanged Items Skipped>

	C80
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/39) THEN R ELSE N/A

	C81
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/39) THEN R ELSE N/A

	C82
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/25 AND A.4.4-1/39) THEN R ELSE N/A

	C83
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/15 AND A.4.4-1/25) THEN R ELSE N/A

	C84
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/25) THEN R ELSE N/A

	C85
IF (A.4.1-1/1 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A

	C86
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/22 AND A.4.4-1/25) THEN R ELSE N/A

	C87
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/15) THEN R ELSE N/A

	Cxxx
IF A.4.1-1/2 AND A.4.3-4a/1 THEN R ELSE N/A

	Cyyy 
IF A.4.1-1/1 AND A.4.3-4a/1 THEN R ELSE N/A

	Czzz 
IF A.4.1-1/1 AND A.4.4-1/5 AND A.4.3-4a/1 THEN R ELSE N/A

	Cxyz
IF A.4.1-1/2 AND A.4.4-1/5 AND A.4.3-4a/1 THEN R ELSE N/A


{End of changes}
