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<< Unchanged sections omitted >>
Table G.3.5-x: Minimum Test time for PDSCH Closed Loop Single layer Spacial Multiplexing 2x1 for UE Category 0
	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	
	R.63
(10MHz, 1PRB, 64QAM, ½)
(2x1 Low)
EPA5
	48 000

(MNAS is not simulated, but estimated based on similar scenarios in Table G.3.5-7 Test3 Rel-9) with HD-FDD pattern
	142 222
	120 000
	144 000
	121 000


Table G.4.6-x: Minimum Test time for FDD of PHICH for UE Category 0
	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNS

(Calculation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD
	FDD
	TDD

	1
	
	R.19
(10MHz, 1PRB, PBSK, 1/2)
(2x1 Low)
EPA5
	46 524
(MNAS is not simulated, but estimated based on similar scenarios in Table G.3.5-1 Test11) with HD-FDD pattern
	124 064
	93 048
	126 000
	95 000
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