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<Start of modified section>

-
SystemInformationBlockType19
The IE SystemInformationBlockType19 contains the resource pool information for sidelink direct discovery.
Table 4.4.3.3-17: SystemInformationBlockType19

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType19 ::= SEQUENCE {
	
	
	

	discConfig-r12 SEQUENCE {
	
	
	

	  discRxPool-r12 SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	1 entry
	sidelink direct discovery reception pool
	

	    cp-Len[1]
	Normal
	
	

	    discPeriod[1]
	rf32
	
	

	    numRetx[1]
	0
	
	

	   numRepetition[1]
	1
	
	

	   tf-ResourceConfig[1] SEQUENCE {
	
	
	

	     prb-Num
	2
	
	BW5

	
	12
	
	BW10

	     prb-Start
	19
	
	BW5

	
	25
	
	BW10

	     prb-End
	22
	
	BW5

	
	48
	
	BW10

	    offsetIndicator CHOICE{
	
	
	

	          small-r12
	160
	
	FDD

	
	163
	
	TDD

	    }
	
	
	

	   subframeBitmap
	11111111
11110000
00000000

00000000

00000000
	BIT STRING (SIZE (40))
	FDD BW5

	
	11000000
00000000

00000000

00000000
	BIT STRING (SIZE (40))
	FDD BW10

	
	11111100
00000000

00000000

00000000

00000000

00
	BIT STRING (SIZE (42))
	TDD BW5

	
	10000000
00000000

00000000

00000000
	BIT STRING (SIZE (40))
	TDD BW10

	   }
	
	
	

	  txParameters[1]
	not present
	
	

	  rxParameters[1]
	not present
	
	

	  }
	
	
	

	discTxPoolCommon-r12 SEQUENCE{}
	not present
	
	OnlyRX

	discTxPoolCommon-r12 SEQUENCE (SIZE (1..4)) OF SEQUENCE {
	1 entry
	sidelink direct discovery transmission pool for UE autonomous resource selection mode only
	TXPool

	  cp-Len[1]
	Normal
	
	

	  discPeriod[1]
	rf32
	
	

	  numRetx[1]
	0
	
	

	  numRepetition[1]
	1
	
	

	  tf-ResourceConfig[1] SEQUENCE {
	
	
	

	    prb-Num
	2
	
	

	    prb-Start
	3
	
	

	    prb-End
	5
	
	

	  offsetIndicator CHOICE{
	
	
	

	           small-r12
	160
	
	FDD

	
	163
	
	TDD

	   }
	
	
	

	    subframeBitmap
	10000000

00000000

00000000

00000000

00000000
	BIT STRING (SIZE (40))
	FDD

	
	10000000

00000000

00000000

00000000

00000000

00
	BIT STRING (SIZE (42))
	TDD

	  }
	
	
	

	  txParameters[1] SEQUENCE {
	
	
	

	  txParametersGeneral SEQUENCE {
	
	
	

	    Alpha
	al0
	
	

	    p0
	31
	
	

	  }
	
	
	

	  ue-SelectedResourceConfig[1] SEQUENCE {
	
	
	

	    poolSelection
	random
	
	

	   txProbability
	p100
	
	

	  }
	
	
	

	 }
	
	
	

	  rxParameters[1]
	not present
	
	

	}
	
	
	

	  discTxPowerInfo-r12 SEQUENCE (SIZE (1..3)) OF SEQUENCE {
	1 entry
	
	

	   discMaxTxPower[1]
	23
	
	Tx

	 }
	
	
	

	 discSyncConfig-r12 SEQUENCE (SIZE (1..16)) OF SEQUENCE {
	1 entry
	
	

	  syncCP-Len[1]
	Normal
	
	

	  syncOffsetIndicator[1]
	35
	
	

	  Slssid[1]
	30
	
	

	  txParameters[1] SEQUENCE {
	
	
	

	   txParametersGeneral SEQUENCE {
	
	
	

	    Alpha
	al0
	
	

	    p0
	31
	
	

	  }
	
	
	

	  syncTxThreshIC
	0 (-infinity)
	
	

	  }
	
	
	

	  rxParamsNCell[1]
	not present
	
	

	  }
	
	
	

	  discInterFreqList
	not present
	
	

	}
	
	
	

	  lateNonCriticalExtension
	not present
	
	

	}
	
	
	


	Conditional presence
	Explanation

	Tx
	The field is mandatory present if discTxPoolCommon is included. Otherwise the field is optional present.


	Condition
	Explanation

	OnlyRX
	Only reception pool is provided

	TXPool
	Transmission pool is also provided along with reception pool

	FDD
	FDD cell environment

	TDD
	TDD cell environment (TDD config 0)
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