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{Start of changes}
7.1.6
E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell in sTAG




7.1.6.1
Test purpose

To verify that the UE is capable of following the frame timing change of the connected System simulator and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits for SCell in sTAG based on the requirements.

7.1.6.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 12 and forward that supports Uplink Carrier Aggregation and multiple timing advances and support of FGI bit 5.

7.1.6.3
Minimum conformance requirements

The UE initial transmission timing error shall be less than or equal to (Te where the timing error limit value Te is specified in Table 7.1.6.3-1. This requirement applies when it is the first transmission in a DRX cycle for PUCCH, PUSCH and SRS or it is the PRACH transmission. The reference point for the UE initial transmit timing control requirement shall be the downlink timing of the reference cell minus 
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. The downlink timing is defined as the time when the first detected path (in time) of the corresponding downlink frame is received from the reference cell. NTA_Ref for PRACH is defined as 0. 
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 (in Ts units) for other channels is the difference between UE transmission timing and the Downlink timing immediately after when the last timing advance in clause 7.3 was applied. NTA_Ref for other channels is not changed until next timing advance is received.

Table 7.1.6.3-1: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	1.4
	24*TS

	≥3
	12*TS

	Note: TS is the basic timing unit defined in TS 36.211


When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for PUCCH, PUSCH and SRS transmission, the UE shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 7.3 is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te, as long as, for the UE configured with a pTAG and an sTAG, the transmission timing difference between TAGs does not exceed the maximum transmission timing difference (i.e., 32.47us) after such adjustment. If the transmission timing difference is bigger than the maximum transmission timing difference (i.e., 32.47us) UE may stop adjustment. The reference timing shall be 
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 before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum amount of the magnitude of the timing change in one adjustment shall be Tq seconds.

2)
The minimum aggregate adjustment rate shall be 7*TS per second.

3)
The maximum aggregate adjustment rate shall be Tq per 200ms.

where the maximum autonomous time adjustment step Tq is specified in Table 7.1.6.3-2.

Table 7.1.6.3-2: Tq Maximum Autonomous Time Adjustment Step
	Downlink Bandwidth (MHz)
	Tq_

	1.4
	17.5*TS

	3
	9.5*TS

	5
	5.5*TS

	(10
	3.5*TS

	Note: TS is the basic timing unit defined in TS 36.211


The normative reference for this requirement is TS 36.133 [4] clause 7.1.2 and A.7.1.6.

<Unchanged Sections Skipped>
7.1.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 7.1.6.4.3-1: RRCConnectionReconfiguration: Additional E-UTRAN FDD UE transmit timing accuracy test for SCell in sTAG requirement
	Derivation Path: Clause 4.6.1 Table 4.6.1-8, condition SCell_AddMod


Table 7.1.6.4.3-2: MAC-MainConfig-RBC: Additional UE transmit timing accuracy for E-UTRAN FDD test for SCell in sTAG requirement for Test 1
	Derivation Path: 36.508, Table 4.8.2.1.5-1, condition SCell_AddMod

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  timeAlignmentTimerDedicated
	Infinity
	
	

	  stag-ToAddModList-r11 SEQUENCE  (SIZE (1..maxSTAG-r11)) OF SEQUENCE {
	Not present
	
	

	    stag-Id-r11
	1
	
	

	    timeAlignmentTimerSTAG-r11
	infinity
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.6.4.3-3: MAC-MainConfig-RBC: Additional UE transmit timing accuracy for E-UTRAN FDD test for SCell in sTAG requirement for Test 2
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC, condition SCell_AddMod

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	DRX_S

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf80 typical value in simulations
	

	        sf80
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	Infinity
	
	

	  stag-ToAddModList-r11 SEQUENCE  (SIZE (1..maxSTAG-r11)) OF SEQUENCE {
	Not present
	
	

	    stag-Id-r11
	1
	
	

	    timeAlignmentTimerSTAG-r11
	infinity
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.6.4.3-4: SCellToAddMod-r10: Additional UE transmit timing accuracy for E-UTRAN FDD test for SCell in sTAG requirement
	Derivation Path: 36.508, Table 4.6.3-19D

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	1
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	PhysicalCellIdentity of Cell 2
	
	

	    dl-CarrierFreq-r10
	Same downlink EARFCN as used for Cell 2
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.6.4.3-5: RadioResourceConfigCommonSCell-r10: Additional UE transmit timing accuracy for E-UTRAN FDD test for SCell in sTAG requirement 

	Derivation Path: 36.508, Table 4.6.3-13A, condition UL_CA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  soundingRS-UL-ConfigCommon-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      srs-BandwidthConfig
	bw5
	
	

	      srs-SubframeConfig
	sc3
	
	

	      ackNackSRS-SimultaneousTransmission
	FALSE
	
	

	      srs-MaxUpPts
	Not Present
	
	

	    }
	
	
	

	  }
	
	
	

	  uplinkPowerControlCommonSCell-v1130 SEQUENCE 
	Not present
	
	

	}
	
	
	


Table 7.1.6.4.3-6: RadioResourceConfigDedicatedSCell-r10: Additional UE transmit timing accuracy for E-UTRAN FDD test for SCell in sTAG requirement 

	Derivation Path: 36.508, Table 4.6.3-19AA

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  physicalConfigDedicatedSCell-r10
	PhysicalConfigDedicatedSCell-r10-DEFAULT
	
	

	  mac-MainConfigSCell-r11 SEQUENCE {
	
	
	

	    stag-Id-r11
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.6.4.3-7: PhysicalConfigDedicatedSCell-r10-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test for SCell in sTAG requirement

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-6A PhysicalConfigDedicatedSCell-r10-DEFAULT with UL_CA

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    soundingRS-UL-ConfigDedicated-r10 CHOICE {
	
	
	

	      setup SEQUENCE {
	
	
	

	        srs-Bandwidth
	bw0
	bw0 used with no frequency hopping.
	

	        srs-HoppingBandwidth
	hbw0
	
	

	        freqDomainPosition
	0
	
	

	       duration
	TRUE
	Indefinite duration
	

	       srs-ConfigIndex
	
	Set according to specific test; 15 for Test 1 and 85 for Test 2
	

	       transmissionComb
	0
	
	

	       cyclicShift
	cs0
	No cyclic shift
	

	      }
	
	
	

	    }
	
	
	

	    soundingRS-UL-ConfigDedicated-v1020 SEQUENCE {
	
	
	

	    srs-AntennaPort-r10
	an1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


7.1.6.5
Test requirement

Tables 7.1.6.5-1, 7.1.6.5-2 and 7.1.6.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for SCell in sTAG for E-UTRAN FDD test.

Tables 7.1.6.5-4, 7.1.6.5-5 and 7.1.6.5-6 define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.1.6.5-1: Cell Specific Test requirement Parameters for UE transmit timing accuracy for SCell in sTAG for E-UTRAN FDD test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	10

	Active PCell
	
	Cell 1
	Cell 1
	
	

	Active SCell
	
	
	
	Cell 2
	Cell 2

	TAG configuration
	
	pTAG
	pTAG
	sTAG
	sTAG

	DRX cycle
	ms
	OFF
	80Note5
	OFF
	80Note5

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG PatternNote2
	
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote3
	
	
	
	
	

	OCNG_RBNote3
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	dBm/15 kHz
	-98
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	-98
	-98
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	dB
	3.30
	3.30
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	3.30
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	dB
	3.30
	3.30
	3.30
	3.30

	IoNote4
	dBm/9 MHz
	-65.25
	-65.25
	-65.25
	-65.25

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:
For the reference measurement channels, see clause A.2.1.

Note 2:
For the OCNG pattern, see clause D.1.2.

Note 3:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 5:
DRX related parameters are defined in Table 7.1.6.5-3.


Table 7.1.6.5-2: Sounding Reference Symbol Configuration to be used in UE transmit timing accuracy for SCell in sTAG for E-UTRAN FDD test case

	Field
	Cell 1
	Cell 2
	Comment

	
	Test 1
	Test 2
	Test 1
	Test 2
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw5
	bw5
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	85
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	cs0
	No cyclic shift

	srsAntennaPort
	an1
	an1
	an1
	an1
	Number of SRS antenna ports

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


Table 7.1.6.5-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for SCell in sTAG for E-UTRAN FDD

	Field
	Cell 1 
	Cell 2 
	Comment

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	psf1
	psf1
	

	longDRX-CycleStartOffset
	sf80
	sf80
	

	shortDRX
	disable
	disable
	

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


After the SCell (Cell 2) is activated, the UE transmit timing offsets for SCell in sTAG shall be within the requirements in Table 7.1.6.5-4.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing of the activated SCell minus 
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Table 7.1.6.5-4: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	≥3
	15*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


The UE shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 7.3 TS 36.133[4] is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te.
The reference timing shall be 
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 before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:

1)
For test 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.6.5-5.

2)
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.002 s.
3)
For test 1, the maximum aggregate adjustment rate shall be within the requirements in Table 7.1.6.5-6.

Table 7.1.6.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4.0*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.6.5-6: Test requirement for maximum aggregate adjustment rate per 198 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 198 ms

	≥10
	4.6*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


7.1.7
E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG




7.1.7.1
Test purpose

To verify that the UE is capable of following the frame timing change of the connected System simulator and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits for SCell in sTAG based on the requirements.

7.1.7.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 12 and forward that supports Uplink Carrier Aggregation. Applicability requires support for FGI bit 5.

7.1.7.3
Minimum conformance requirements

The UE initial transmission timing error shall be less than or equal to (Te where the timing error limit value Te is specified in Table 7.1.7.3-1. This requirement applies when it is the first transmission in a DRX cycle for PUCCH, PUSCH and SRS or it is the PRACH transmission. The reference point for the UE initial transmit timing control requirement shall be the downlink timing of the reference cell minus 
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. The downlink timing is defined as the time when the first detected path (in time) of the corresponding downlink frame is received from the reference cell. NTA_Ref for PRACH is defined as 0. 
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 (in Ts units) for other channels is the difference between UE transmission timing and the Downlink timing immediately after when the last timing advance in clause 7.3 was applied. NTA_Ref for other channels is not changed until next timing advance is received.

Table 7.1.7.3-1: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	1.4
	24*TS

	≥3
	12*TS

	Note: TS is the basic timing unit defined in TS 36.211


When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for PUCCH, PUSCH and SRS transmission, the UE shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 7.3 is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te, as long as, for the UE configured with a pTAG and an sTAG, the transmission timing difference between TAGs does not exceed the maximum transmission timing difference (i.e., 32.47us) after such adjustment. If the transmission timing difference is bigger than the maximum transmission timing difference (i.e., 32.47us) UE may stop adjustment. The reference timing shall be 
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 before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum amount of the magnitude of the timing change in one adjustment shall be Tq seconds.

2)
The minimum aggregate adjustment rate shall be 7*TS per second.

3)
The maximum aggregate adjustment rate shall be Tq per 200ms.

where the maximum autonomous time adjustment step Tq is specified in Table 7.1.7.3-2.

Table 7.1.7.3-2: Tq Maximum Autonomous Time Adjustment Step
	Downlink Bandwidth (MHz)
	Tq_

	1.4
	17.5*TS

	3
	9.5*TS

	5
	5.5*TS

	(10
	3.5*TS

	Note: TS is the basic timing unit defined in TS 36.211


The normative reference for this requirement is TS 36.133 [4] clause 7.1.2 and A.7.1.7.

<Unchanged Sections Skipped>
7.1.7.5
Test requirement

Tables 7.1.7.5-1, 7.1.7.5-2 and 7.1.7.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for SCell in sTAG for E-UTRAN TDD test.

Tables 7.1.7.5-4, 7.1.7.5-5 and 7.1.7.5-6 define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.1.7.5-1: Cell Specific Test requirement Parameters for UE transmit timing accuracy for SCell in sTAG for E-UTRAN TDD test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	10

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Active PCell
	
	Cell 1
	Cell 1
	
	

	Active SCell
	
	
	
	Cell 2
	Cell 2

	TAG configuration
	
	pTAG
	pTAG
	sTAG
	sTAG

	Special subframe configurationNote1
	
	6
	6
	6
	6

	Uplink-downlink configurationNote2
	
	1
	1
	1
	1

	DRX cycle
	ms
	OFF
	80Note7
	OFF
	80Note7

	PDCCH/PCFICH/PHICH Reference measurement channelNote3
	
	R.6 TDD
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG PatternNote4
	
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	0
	0
	
	0

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote5
	
	
	
	
	

	OCNG_RBNote5
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	dBm/15 kHz
	-98
	-98
	-98
	-98
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	dB
	3.30
	3.30
	3.30
	3.30
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	dB
	3.30
	3.30
	3.30
	3.30

	IoNote6
	dBm/9 MHz
	-65.25
	-65.25
	-65.25
	-65.25

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:
For the special subframe configuration see table 4.2-1 in TS 36.211[9].

Note 2:
For the uplink-downlink configuration see table 4.2-2 in TS 36.211[9].

Note 3:
For the reference measurement channels, see clause A.2.2.

Note 4:
For the OCNG pattern, see clause D.2.2.

Note 5:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 6:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 7:
DRX related parameters are defined in Table 7.1.7.5-3.


Table 7.1.7.5-2: Sounding Reference Symbol Configuration to be used in UE transmit timing accuracy for SCell in sTAG for E-UTRAN TDD test case

	Field
	Cell 1
	Cell 2
	Comment

	
	Test 1
	Test 2
	Test 1
	Test 2
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw5
	bw5
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	85
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	cs0
	No cyclic shift

	srsAntennaPort
	an1
	an1
	an1
	an1
	Number of SRS antenna ports

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


Table 7.1.7.5-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for SCell in sTAG for E-UTRAN TDD

	Field
	Cell 1 
	Cell 2 
	Comment

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	psf1
	psf1
	

	longDRX-CycleStartOffset
	sf80
	sf80
	

	shortDRX
	disable
	disable
	

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


After the SCell (Cell 2) is activated, the UE transmit timing offsets for SCell in sTAG shall be within the requirements in Table 7.1.7.5-4.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing of the activated SCell minus 
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Table 7.1.7.5-4: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	≥3
	15*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


The UE shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 7.3 TS 36.133[4] is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te.
The reference timing shall be 
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 before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:

1)
For test 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.7.5-5

2)
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.01 s.
3)
For test 1, the maximum aggregate adjustment rate shall be within the requirements in Table 7.1.7.5-6.

Table 7.1.7.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4.0*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.7.5-6: Test requirement for maximum aggregate adjustment rate per 190 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 190 ms

	≥10
	4.6*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


7.1.7A
E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +20MHz bandwidth




7.1.7A.1
Test purpose

Same test purpose as defined in clause 7.1.7.1.

7.1.7A.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 11 and forward that supports Uplink Carrier Aggregation and multiple timing advances. Applicability requires support for FGI bit 5.

7.1.7A.3
Minimum conformance requirements

Same minimum conformance requirements as defined in clause 7.1.7.3 with the following exception:

-
The normative reference for this requirement is TS 36.133 [4] clause 7.1.2 and A.7.1.7A.

7.1.7A.4
Test description

7.1.7A.4.1
Initial conditions

Same initial conditions as in clause 7.1.7.4.1 with the following exceptions:

-
Channel Bandwidth to be tested: 20 MHz for both PCell and SCell

7.1.7A.4.2
Test procedure
Same test procedure as in clause 7.1.7.4.2

7.1.7A.4.3
Message contents
Same message contents as in clause 7.1.7.4.3

7.1.7A.5
Test requirement

Table 7.1.7A.5-1, 7.1.7A.5-2 and 7.1.7A.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for SCell in sTAG for E-UTRAN TDD test. The listed parameter values in Tables 7.1.7A.5-1 will replace the values of corresponding parameters in Table 7.1.7.5-1 other parameters keep the same.

Table 7.1.7A.5-4, 7.1.7A.5-5 and 7.1.7A.5-6 define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.1.7A.5-1: Cell Specific Test requirement Parameters for UE transmit timing accuracy for SCell in sTAG for 20MHz +20MHz
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	20
	20
	20
	20

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2
	
	R.7 TDD
	R.7 TDD
	R.7 TDD
	R.7 TDD

	OCNG Pattern defined in D.2.8 (OP.8  TDD)
	
	OP.8 TDD
	OP.8 TDD
	OP.8 TDD
	OP.8 TDD

	IoNote1
	dBm/18 MHz
	-62.24
	-62.24
	-62.24
	-62.24

	Note 1:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.


Table 7.1.7A.5-2: Sounding Reference Symbol Configuration to be used in UE transmit timing accuracy for SCell in sTAG for 20MHz +20MHz
	Field
	Cell 1
	Cell 2
	Comment

	
	Test 1
	Test 2
	Test 1
	Test 2
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw5
	bw5
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	85
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	cs0
	No cyclic shift

	srsAntennaPort
	an1
	an1
	an1
	an1
	Number of SRS antenna ports

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


Table 7.1.7A.5-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for SCell in sTAG for 20MHz +20MHz
	Field
	Cell 1 
	Cell 2 
	Comment

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	psf1
	psf1
	

	longDRX-CycleStartOffset
	sf80
	sf80
	

	shortDRX
	disable
	disable
	

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


After the SCell (Cell 2) is activated, the UE transmit timing offsets for SCell in sTAG shall be within the requirements in Table 7.1.7A.5-4.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing of the activated SCell minus 
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Table 7.1.7A.5-4: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	≥3
	15*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


The UE shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 7.3 TS 36.133[4] is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te.
The reference timing shall be 
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 before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:

1.
For test 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.7A.5-5.

2.
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.01 s.
3.
For test 1, the maximum aggregate adjustment rate shall be within the requirements in Table 7.1.7A.5-6.

Table 7.1.7A.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4.0*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.7A.5-6: Test requirement for maximum aggregate adjustment rate per 190 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 190 ms

	≥10
	4.6*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


7.1.7B
E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +10MHz bandwidth




7.1.7B.1
Test purpose

Same test purpose as defined in clause 7.1.7.1.

7.1.7B.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 11 and forward that supports Uplink Carrier Aggregation and multiple timing advances. Applicability requires support for FGI bit 5.

7.1.7B.3
Minimum conformance requirements

Same minimum conformance requirements as defined in clause 7.1.7.3 with the following exception:

-
The normative reference for this requirement is TS 36.133 [4] clause 7.1.2 and A.7.1.7B.

7.1.7B.4
Test description

7.1.7B.4.1
Initial conditions

Same initial conditions as in clause 7.1.7.4.1 with the following exceptions:

-
Channel Bandwidth to be tested: 20 MHz for PCell and 10 MHz for SCell

7.1.7B.4.2
Test procedure
Same test procedure as in clause 7.1.7.4.2.

7.1.7B.4.3
Message contents
Same message contents as in clause 7.1.7.4.3.

7.1.7B.5
Test requirement

Table 7.1.7B.5-1, 7.1.7B.5-2 and 7.1.7B.5-3 define the primary settings including test tolerances for UE transmit timing accuracy for SCell in sTAG for E-UTRAN TDD test. The listed parameter values in Tables 7.1.7B.5-1 will replace the values of corresponding parameters in Table 7.1.7.5-1 other parameters keep the same.

Table 7.1.7B.5-4, 7.1.7B.5-5 and 7.1.7B.5-6 define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.1.7B.5-1: Cell Specific Test requirement Parameters for UE transmit timing accuracy for SCell in sTAG for 20MHz +10MHz
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	20
	20
	10
	10

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2
	
	R.7 TDD
	R.7 TDD
	R.6 TDD
	R.6 TDD

	OCNG Pattern defined in D.2.2 (OP.2 TDD) and in D.2.8 (OP.8  TDD)
	
	OP.8 TDD
	OP.8 TDD
	OP.2 TDD
	OP.2 TDD

	IoNote1
	dBm/18 MHz
	-62.24
	-62.24
	-
	-

	
	dBm/9 MHz
	-
	-
	-65.25
	-65.25

	Note 1:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.


Table 7.1.7B.5-2: Sounding Reference Symbol Configuration to be used in UE transmit timing accuracy for SCell in sTAG for 20MHz +10MHz
	Field
	Cell 1
	Cell 2
	Comment

	
	Test 1
	Test 2
	Test 1
	Test 2
	

	srsBandwidthConfiguration
	bw5
	bw5
	bw5
	bw5
	

	srsSubframeConfiguration
	sc3
	sc3
	sc3
	sc3
	Once every 5 subframes

	ackNackSrsSimultaneousTransmission
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsMaxUpPTS
	FALSE
	FALSE
	FALSE
	FALSE
	

	srsBandwidth 
	0
	0
	0
	0
	No hopping

	srsHoppingBandwidth
	hbw0
	hbw0
	hbw0
	hbw0
	

	frequencyDomainPosition
	0
	0
	0
	0
	

	duration
	TRUE
	TRUE
	TRUE
	TRUE
	Indefinite duration

	Srs-ConfigurationIndex
	15
	85
	15
	85
	SRS periodicity of 10 and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	0
	0
	0
	

	cyclicShift
	cs0
	cs0
	cs0
	cs0
	No cyclic shift

	srsAntennaPort
	an1
	an1
	an1
	an1
	Number of SRS antenna ports

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


Table 7.1.7B.5-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for SCell in sTAG for 20MHz +10MHz
	Field
	Cell 1 
	Cell 2 
	Comment

	onDurationTimer
	psf1
	psf1
	

	drx-InactivityTimer
	psf1
	psf1
	

	drx-RetransmissionTimer
	psf1
	psf1
	

	longDRX-CycleStartOffset
	sf80
	sf80
	

	shortDRX
	disable
	disable
	

	Note:
For further information see clause 6.3.2 in TS 36.331[5].


After the SCell (Cell 2) is activated, the UE transmit timing offsets for SCell in sTAG shall be within the requirements in Table 7.1.7B.5-4.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing of the activated SCell minus 
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Table 7.1.7B.5-4: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	≥3
	15*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


The UE shall be capable of changing the transmission timing according to the received downlink frame of the reference cell except when the timing advance in clause 7.3 TS 36.133[4] is applied. When the transmission timing error between the UE and the reference timing exceeds (Te  the UE is required to adjust its timing to within (Te.
The reference timing shall be 
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 before the downlink timing of the reference cell. All adjustments made to the UE uplink timing shall follow these rules:

1.
For test 1, the maximum adjustment step size Tq shall be within the requirements in Table 7.1.7B.5-5

2.
For test 1, the minimum aggregate adjustment rate shall be 3.4 × TS per 1.01 s.
3.
For test 1, the maximum aggregate adjustment rate shall be within the requirements in Table 7.1.7B.5-6.

Table 7.1.7B.5-5: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	≥10
	4.0*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.7B.5-6: Test requirement for maximum aggregate adjustment rate per 190 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 190 ms

	≥10
	4.6*TS

	NOTE:
TS is the basic timing unit defined in TS 36.211 [9]


<Unchanged Sections Skipped>
Annex F (normative):
Measurement uncertainties and Test Tolerances

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	

	<Unchanged Items Skipped>

	7.1.1 E-UTRAN FDD - UE Transmit Timing Accuracy
	Noc ±3.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB

±3Ts Uplink signal transmit timing relative to downlink

±0.5Ts relative during UE timing adjustment
	Note:

Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	7.1.2 E-UTRAN TDD - UE Transmit Timing Accuracy
	Same as 7.1.1
	Same as 7.1.1

	7.1.3 E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell
	Same as 7.1.1
	Same as 7.1.1

	7.1.3_1 E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Same as 7.1.1
	Same as 7.1.1

	7.1.4 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell
	Same as 7.1.1
	Same as 7.1.1

	7.1.4_1 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Same as 7.1.1
	Same as 7.1.1

	7.1.4A E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell for 20 MHz +10 MHz bandwidth
	Same as 7.1.1
	Same as 7.1.1

	7.1.5 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Same as 7.1.1
	Same as 7.1.1

	7.1.6 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	Noc1 ±3.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB

Noc2 ±3.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB

±3Ts Uplink signal transmit timing relative to downlink

±0.5Ts relative during UE timing adjustment
	Note:

Ês / Noc is the ratio of cell signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	7.1.7 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG
	Same as 7.1.6
	Same as 7.1.6

	7.1.7A E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +20MHz bandwidth
	Same as 7.1.6
	Same as 7.1.6

	7.1.7B E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +10MHz bandwidth
	Same as 7.1.6
	Same as 7.1.6

	7.2.1 E-UTRAN FDD - UE Timing Advance Adjustment Accuracy
	Noc1 ±3.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB 

Timing Advance Adjustment: ±0.5Ts
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

The timing unit TS = 1/(15000 * 2048 ) seconds, as defined in TS.36.211 [9]

	<Unchanged Items Skipped>

	9.9.2.1 TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Noc ±1.0 dB averaged over BWConfig
Noc ±1.3 dB for PRBs #22-27
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN



	9.9.2.2 TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Noc ±1.0 dB averaged over BWConfig
Noc ±1.3 dB for PRBs #22-27
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.8 dB for PRBs #22-27
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN



	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


<Unchanged Sections Skipped>
F.2
Interpretation of measurement results (normative)

See TS 36.521-1[10] Annex F2.

F.3
Test Tolerance and Derivation of Test Requirements (informative)

See TS 36.521-1[10] Annex F3.

F.3.1
Measurement of test environments
See TS 36.521-1[10] Annex F3.1.

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	4.2.2 E-UTRA TDD – TDD cell re-selection intra frequency
	Same as 4.2.1
	Same as 4.2.1
	Same as 4.2.1

	<Unchanged Items Skipped>

	7.1.5 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Test 1 (5MHz Ch BW):

Uplink timing: ±12Ts
Max step size Tq: 5.5Ts
Min adjust rate: 11Ts in 1.57s 
Max adjust rate: 5.5Ts
Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-5.3Ts
+1.1Ts
+0.3dB
	Test 1 (5MHz Ch BW):

Uplink timing: ±15Ts
Max step size Tq: 6.0Ts
Min adjust rate: 5.7Ts in 1.57s

Max adjust rate: 6.6Ts
Ês / Noc: +3.30dB

	7.1.6 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	Test 1:

Uplink timing: ±12Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês1 / Noc1: +3.00dB

Ês2 / Noc2: +3.00dB

Test 2:

Uplink timing: ±12Ts
Ês1 / Noc1: +3.00dB

Ês2 / Noc2: +3.00dB


	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts

+0.3dB

+0.3dB

±3Ts
+0.3dB

+0.3dB


	Test 1:

Uplink timing: ±15Ts
Max step size Tq: 4.0Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês1 / Noc1: +3.30dB

Ês2 / Noc2: +3.30dB

Test 2:

Uplink timing: ±15Ts
Ês1 / Noc1: +3.30dB

Ês2 / Noc2: +3.30dB



	7.1.7 E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG
	Test 1:

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês1 / Noc1: +3.00dB

Ês2 / Noc2: +3.00dB

Test 2:

Uplink timing: (624 ±12) x Ts
Ês1 / Noc1: +3.00dB

Ês2 / Noc2: +3.00dB


	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts
+0.3dB

+0.3dB

±3Ts
+0.3dB

+0.3dB


	Test 1:

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4.0Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês1 / Noc1: +3.30dB

Ês2 / Noc2: +3.30dB

Test 2:

Uplink timing: (624 ±15) x Ts
Ês1 / Noc1: +3.30dB

Ês2 / Noc2: +3.30dB



	7.1.7A E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +20MHz bandwidth
	Sams as 7.1.7
	Sams as 7.1.7
	Sams as 7.1.7

	7.1.7B E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +10MHz bandwidth
	Sams as 7.1.7
	Sams as 7.1.7
	Sams as 7.1.7

	7.2.1 E-UTRAN FDD - UE Timing Advanced Adjustment Accuracy
	Timing Advance Adjustment:

±4Ts
	0.5TS
	Timing Advance Adjustment:

±4.5Ts


{End of changes}
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