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C.11
Generic test procedure for setting up MTSI MT speech call

The generic test procedure for setting up MTSI MT speech call may be performed after successful IMS or early IMS registration.

Test procedure

1)
SS sends an INVITE request to the UE.

2)
Void.

3)
SS may receive 100 Trying from the UE.

4)
SS expects and receives 183 Session Progress from the UE.
5)
SS sends PRACK to the UE to acknowledge the 183 Session Progress.

6)
SS expects and receives 200 OK for PRACK from the UE.

7)
SS sends UPDATE to the UE, with SDP indicating that precondition is met on the server side.

8)
SS expects and receives 200 OK for UPDATE from the UE, with proper SDP as answer.

9)
SS may receive 180 Ringing from the UE.

10)
SS may send PRACK to the UE to acknowledge the 180 Ringing.

11)
SS may receive 200 OK for PRACK from the UE.

11A)
The UE accepts the session invite.
12)
SS expects and receives 200 OK for INVITE from the UE.

13)
SS sends ACK to the UE.

14)
SS sends BYE to the UE.

15)
SS expects and receives 200 OK for BYE from the UE.

<TEXT SKIPPED HERE>

180 Ringing (Step 9)

Use the default message “180 Ringing for INVITE” in annex A.2.6 with the following exceptions:

	Header/param
	Value/remark

	Content-Type
	Header not present

	
media-type
	

	Content-Length
	0

	      value
	

	Message-body
	Not present 


C.11b
Generic test procedure for setting up Terminating MTSI speech call over Fixed Broadband Access
The generic test procedure for setting up Terminating MTSI speech call may be performed after successful IMS registration over Fixed Broadband Access.

Test procedure

1)
SS sends an INVITE request to the UE.

2)
SS may receive 100 Trying from the UE.

3)
SS expects and receives 183 Session Progress from the UE.
4)
SS sends PRACK to the UE to acknowledge the 183 Session Progress.

5)
SS expects and receives 200 OK for PRACK from the UE.

6)
SS sends UPDATE to the UE, with SDP indicating that precondition is met on the server side.
7)
SS expects and receives 200 OK for UPDATE from the UE, with proper SDP as answer.

8)
SS may receive 180 Ringing from the UE.

9)
SS may send PRACK to the UE to acknowledge the 180 Ringing.

10)
SS may receive 200 OK for PRACK from the UE.

11)
The UE accepts the session invite.
12)
SS expects and receives 200 OK for INVITE from the UE.

13)
SS sends ACK to the UE.

14)
SS sends BYE to the UE.

15)
SS expects and receives 200 OK for BYE from the UE.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	SS sends INVITE with the first SDP offer.

	2
	(
	100 Trying
	(Optional) The UE responds with a 100 Trying provisional response

	3
	(
	183 Session Progress
	The UE sends 183 response reliably with the SDP answer to the offer in INVITE

	4
	(
	PRACK
	SS acknowledges the receipt of 183 response from the UE.

	5
	(
	200 OK
	The UE responds to PRACK with 200 OK.

	6
	(
	UPDATE
	SS sends an UPDATE with SDP offer indicating SS reserved resources. 

	7
	(
	200 OK
	The UE acknowledges the UPDATE with 200 OK and includes SDP answer to acknowledge its current precondition status.

	8
	(
	180 Ringing
	(Optional) The UE responds to INVITE with 180 Ringing.

	9
	(
	PRACK
	(Optional) SS shall send PRACK only if the 180 response contains 100rel option tag within the Require header.

	10
	(
	200 OK
	(Optional) The UE acknowledges the PRACK with 200 OK.

	11
	
	
	Make UE accept the speech AMR offer.

	12
	(
	200 OK
	The UE responds to INVITE with a 200 OK final response after the user answers the call.

	13
	(
	ACK
	The SS acknowledges the receipt of 200 OK for INVITE.

	14
	(
	BYE
	The SS sends BYE to release the call.

	15
	(
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.


NOTE:
The default messages contents in Annex A are used with condition “SIP Digest without TLS for Fixed Broadband Access” when applicable
