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	Reason for change:
	The NAICS demodulation TT analyses don't currently explain why flatness is not included. The reason is that the interference is mainly from neighbour cells, and is dominant over the AWGN. Flatness applies to both wanted and interferer, so the flatness effect on SINR largely cancels out. This applies to:
· 8.2.1.2.5, FDD PDSCH Transmit Diversity 2x2 with TM2 Interference Model – Enhanced Performance Requirement Type B
· 8.2.1.2.6, FDD PDSCH Transmit Diversity 2x2 with TM9 Interference Model – Enhanced Performance Requirement Type B
· 8.2.2.2.6, TDD PDSCH Transmit Diversity 2x2 with TM2 Interference Model – Enhanced Performance Requirement Type B
· 8.2.2.2.7, TDD PDSCH Transmit Diversity 2x2 with TM9 Interference Model – Enhanced Performance Requirement Type B
· 9.3.8.1.1/2, FDD/TDD CQI Reporting under fading conditions - PUCCH 1-1 (Cell Specific Reference Symbols) TM4- Enhanced Receiver Type B


	
	

	Summary of change:
	In the analysis .doc section which shows the derivation of uncertainty values, the following text is added:
“The effect of AWGN flatness and signal flatness is not included, because for wanted signal demodulation one of the critical parameters is Es/Noc’, which is SINR. As the largest proportion of the overall interference is the interfering cells, the demodulation is mainly determined by SIR. The signal and the co-channel interference generated by the test equipment are subject to the same flatness effect, so in the ratio signal-to-interference the flatness variation will cancel”
Remove the following zip files  from TS 36.903, and replace as shown:

· “36.521-1 8.2.1.2.5 TT”: replace with “36.521-1 8.2.1.2.5 TT v2”
· “36.521-1 8.2.1.2.6 TT”: replace with “36.521-1 8.2.1.2.6 TT v2”
· “36.521-1 8.2.2.2.6 TT”: replace with “36.521-1 8.2.2.2.6 TT v2”
· “36.521-1 8.2.2.2.7 TT”: replace with “36.521-1 8.2.2.2.7 TT v2”
· “36.521-1 9.3.8.1.1+9.3.8.1.2 TT”: replace with “36.521-1 9.3.8.1.1+9.3.8.1.2 TT v2”
The analysis .xls flies are not affected, but are renamed v2 to align with the .doc. 



	
	

	Consequences if not approved:
	It would not be clear why effect of AWGN flatness and signal flatness is not included in these analyses.


	
	

	Clauses affected:
	The analysis zip files are updated in TR 36.903.
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	Other comments:
	


<< Unchanged sections omitted >>
Add the following attached .zip files to TR 36.903:

“36.521-1 8.2.1.2.5 TT v2”
“36.521-1 8.2.1.2.6 TT v2”

“36.521-1 8.2.2.2.6 TT v2”

“36.521-1 8.2.2.2.7 TT v2”

“36.521-1 9.3.8.1.1+9.3.8.1.2 TT v2”

Please remove the existing .zip files:

“36.521-1 8.2.1.2.5 TT”
“36.521-1 8.2.1.2.6 TT”

“36.521-1 8.2.2.2.6 TT”

“36.521-1 8.2.2.2.7 TT”

“36.521-1 9.3.8.1.1+9.3.8.1.2 TT”

<< End of changes >>
