Page 1



3GPP TSG-RAN WG5 Meeting #71
R5-162208
Nanjing, 23-27 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.508
	CR
	0704
	rev
	
	Current version:
	12.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to generic procedures for protocol testing of Dual Connectivity

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_SC_enh_dualC-UEConTest
	
	Date:
	2016-05-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	CR 0694 to TS 36.508 change conditions for default RRCConnectionReconfiguration message for dual connectivity. There is a need to update the conditions in the specific message content of the generic procedures for dual connectivity accordingly.

	
	

	Summary of change:
	Table 6.4.1.2A.4-2: condition changed to PSCell_Add_SCG_DRB
Table 6.4.1.2B.4-2: condition changed to PSCell_Add_Split_DRB

	
	

	Consequences if not approved:
	Conditions in specific message content no aligned to definitions of conditions for deault messages

	
	

	Clauses affected:
	6.4.1.2A.4 and 6.4.1.2B.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	 

	affected:
	X
	
	 Test specifications
	TS 36.508 CR 0694

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


6.4.1.2A
DC MCG/SCG Dedicated Bearer Establishment (to state 5A)

6.4.1.2A.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE shall be in Generic RB established (State 3). 

6.4.1.2A.2
Definition of system information messages

The default system information messages are used.

6.4.1.2A.3
Procedure

The establishment of MCG/SCG dedicated radio bearer connection is assumed to always be mobile terminated.

Table 6.4.1.2A.3-1: Procedure for MCG/SCG dedicated bearer establishment

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS configures new MCG data radio bearer and the associated dedicated EPS bearer context.
	<--
	RRC: RRCConnectionReconfiguration

NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new MCG data radio bearer, associated with the dedicated EPS bearer context in the NAS message.
	-->
	RRC: RRCConnectionReconfigurationComplete

	3
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT

	4
	The SS adds a PSCell and configures new SCG data radio bearer and the associated dedicated EPS bearer context.
	<--
	RRC: RRCConnectionReconfiguration

NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST

	5
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new SCG data radio bearer(s), associated with the dedicated EPS bearer context in the NAS message.
	-->
	RRC: RRCConnectionReconfigurationComplete

	6
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT


6.4.1.2A.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the following exceptions:
Table 6.4.1.2A.4-1: RRCConnectionReconfiguration (Step 1, Table 6.4.1.2A.3-1)

	Derivation Path: 36.508, Table 4.6.1-8 using conditions AM-DRB-ADD(1)


Table 6.4.1.2A.4-2: RRCConnectionReconfiguration (Step 4, Table 6.4.1.2A.3-1)

	Derivation Path: 36.508, Table 4.6.1-8 using conditions PSCell_Add_SCG_DRB


6.4.1.2B
DC Split Dedicated Bearer Establishment (to state 5B)

6.4.1.2B.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE shall be in Generic RB established (State 3). 

6.4.1.2B.2
Definition of system information messages

The default system information messages are used.

6.4.1.2B.3
Procedure

The establishment of split dedicated radio bearer connection is assumed to always be mobile terminated.

Table 6.4.1.2B.3-1: Procedure for Dual Connectivity Split dedicated bearer establishment

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS configures new MCG data radio bearer and the associated dedicated EPS bearer context.
	<--
	RRC: RRCConnectionReconfiguration

NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST

	2
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the new MCG data radio bearer, associated with the dedicated EPS bearer context in the NAS message.
	-->
	RRC: RRCConnectionReconfigurationComplete

	3
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message.
	-->
	NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT

	4
	The SS adds a PSCell and configures a split data radio bearer with UL transmission of PDCP SDUs on the PSCel.
	<--
	RRC: RRCConnectionReconfiguration

	5
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of the split data radio bearer
	-->
	RRC: RRCConnectionReconfigurationComplete


6.4.1.2B.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the following exceptions:
Table 6.4.1.2B.4-1: RRCConnectionReconfiguration (Step 1, Table 6.4.1.2A.3-1)

	Derivation Path: 36.508, Table 4.6.1-8 using conditions AM-DRB-ADD(1)


Table 6.4.1.2B.4-2: RRCConnectionReconfiguration (Step 4, Table 6.4.1.2A.3-1)

	Derivation Path: 36.508, Table 4.6.1-8 using conditions PSCell_Add_Split_DRB


