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<< Unchanged sections omitted >>
7.3.17.5
Test requirements

Table 7.3.17.5-1: Cell specific test parameters for E-UTRAN FDD for out-of-sync radio link monitoring under time domain measurement resource restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	2x2 Low
	2x2 Low

	OCNG Pattern defined in D.1.6 (FDD)
	
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD

	(A, (B
	
	-3
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.2-1.
	Non-ABS and ABS subframe channel powers defined in  Table C.3.1.1.2-1.

	PDCCH_RA
	dB
	1
	
	

	PDCCH_RB
	dB
	1
	
	

	PBCH_RA
	dB
	-3
	
	

	PBCH_RB
	dB
	
	
	

	PSS_RA
	dB
	
	
	

	SSS_RA
	dB
	
	
	

	PHICH_RA
	dB
	
	
	

	PHICH_RB
	dB
	
	
	

	PDSCH_RA
	dB
	
	
	

	PDSCH_RB
	dB
	
	
	

	OCNG_RANote1
	dB
	
	
	

	OCNG_RBNote1 
	dB
	
	
	

	SNR Note 6
	dB
	-0.6
	-4.3
	-14.6
	3.8
	3.8
	4.2
	1.8
	1.8
	2.2
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	dBm/15 kHz
	-98
	-98
	-98

	Propagation condition
	
	ETU 30 Hz
	ETU 30 Hz
	ETU 30 Hz

	Note 1:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal quality, signal-to-interference-plus-noise ratio, on the CRS REs.

Note 6:
The SNR in the restricted measurement subframes during time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure 7.3.17.4-1.


The UE behaviour in each test during time durations T1, T2 and T3 shall be as follows:
During the period from time point A to time point B the UE shall transmit uplink signal at least in all subframes configured for CQI transmission according to the configured CQI reporting mode (PUCCH 1-0).
The UE shall stop transmitting uplink signal no later than time point C (240 ms after the start of time duration T3). 

The uplink signal is verified on the basis of the UE output power:
-
UE output power equal to or higher than Transmit minimum power -39 dBm (as defined in TS 36.521-1 [10] clause 6.3.2.5) means uplink signal
-
UE output power equal to or less than Transmit OFF power -48.5 dBm (as defined in TS 36.521-1 [10] clause 6.3.3.5) means no uplink signal.

The rate of correct events observed during repeated tests shall be at least 90%.

<< Unchanged sections omitted >>
7.3.22.5
Test requirements

Table 7.3.22.5-1: Cell specific test parameters for E-UTRAN TDD in-sync radio link monitoring test (feICIC)
	Parameter
	Unit
	Test 1

	
	
	Cell1
	Cell2
	Cell3

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low
	2x2 Low

	Special subframe configuration Note 1 
	
	6
	6
	6

	Uplink-downlink configuration Note 2
	
	1
	1
	1

	PCFICH/PDCCH/PHICH parameters
	
	R.9 TDD
	R.9 TDD
	R.9 TDD

	OCNG Pattern defined in D.2.2 and D.2.6 (TDD) 
	
	OP.2 TDD
	OP.6 TDD
	OP.6 TDD

	(A, (B
	
	-3
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table C.3.1.2.2-2

	PDCCH_RA
	dB
	-3
	

	PDCCH_RB
	dB
	
	

	PBCH_RA
	dB
	
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 3
	dB
	
	

	OCNG_RBNote 3
	dB
	
	

	SNR Note 8
	dB
	-0.6
	-4.3
	-14.6
	-9.5
	-0.6
	3.8
	3.8
	4.2
	4.2
	3.8
	1.8
	1.8
	2.2
	2.2
	1.8
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	dBm/15 kHz
	-98
	-98
	-98

	Propagation condition
	Hz
	ETU 30
	ETU 30
	ETU 30

	Note 1:
For the special subframe configuration see table 4.2-1 in 3GPP TS 36.211.

Note 2: 
For the uplink-downlink configuration see table 4.2-2 in 3GPP TS 36.211.

Note 3:
OCNG shall be used such that the resources in cell # 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 4:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 5:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 6:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 7:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 8:
The SNR in time periods T1, T2, T3, T4 and T5 of active cell is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure 7.3.22.4-1.


The UE behaviour in each test during time durations T1, T2, T3, T4 and T5 shall be as follows:

During the period from time point A to time point F (420 ms after the start of time duration T5) the UE shall transmit uplink signal at least in all uplink subframes configured for CQI transmission according to the configured CQI mode (PUCCH 1-0).

The uplink signal is verified on the basis of the UE output power:

-
UE output power equal to or higher than Transmit minimum power -39 dBm (as defined in TS 36.521-1 [10] clause 6.3.2.5) means uplink signal.

The rate of correct events observed during repeated tests shall be at least 90%.
<< Unchanged sections omitted >>
8.16.30.5
Test requirement

Same test requirements as in clause 8.16.29.5 with the exception of table 8.16.30.5.-1.

Table 8.16.30.5-1 defines the primary level settings including test tolerances for 3 DL TDD CA Event Triggered Reporting under Deactivated SCells in Non-DRX.

Table 8.16.30.5-1: Cell specific test parameters for E-UTRAN TDD event triggered reporting on configured but deactivated SCell in non-DRX under fading propagation conditions

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 4

	
	
	T1
	T2
	T3
	T1
	T2
	T3
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2
	3

	BWchannel
	
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100

	PDSCH parameters:

DL Reference Measurement Channel
	
	5MHz: R.4 TDD 

10MHz: R.0 TDD

20MHz: R.3 TDD
	-
	-
	-

	PCFICH/PDCCH/PHICH parameters:

DL Reference Measurement Channel
	
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD

	OCNG Patterns
	
	5MHz: OP.9 TDD

10MHz: OP.1 TDD

20MHz: OP.7 TDD
	5MHz: OP.10 TDD

10MHz: OP.2 TDD

20MHz: OP.8 TDD
	5MHz: OP.10 TDD

10MHz: OP.2 TDD

20MHz: OP.8 TDD
	5MHz: OP.10 TDD

10MHz: OP.2 TDD

20MHz: OP.8 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	dB
	
	
	
	

	PSS_RA
	dB
	
	
	
	

	SSS_RA
	dB
	
	
	
	

	PCFICH_RB
	dB
	
	
	
	

	PHICH_RA
	dB
	
	
	
	

	PHICH_RB
	dB
	
	
	
	

	PDCCH_RA
	dB
	
	
	
	

	PDCCH_RB
	dB
	
	
	
	

	PDSCH_RA
	dB
	
	
	
	

	PDSCH_RB
	dB
	
	
	
	

	OCNG_RANote 1
	dB
	
	
	
	

	OCNG_RBNote 1 
	dB
	
	
	
	

	NocNote 2
	
	-104
	-104
	-104.5

	Ês/Noc
	dB
	17
	17
	-3
	-infinity
	17.2
	-3.2
	17.7
	17.7
	-3.7
	-infinity
	17
	-3.7

	Ês/Iot Note 3
	dB
	17
	17
	-3
	-infinity
	17.2
	-3.2
	17.7
	0.61
	-5.24
	-infinity
	-0.77
	-5.24

	RSRP Note 3
	dBm/15 kHz
	-87
	-87
	-107
	-infinity
	-86.8
	-107.2
	-86.8
	-86.8
	-108.2
	-infinity
	-87.5
	-108.2

	SCH_RP Note 3
	dBm/15 kHz
	-87
	-87
	-107
	-infinity
	-86.8
	-107.2
	-86.8
	-86.8
	-108.2
	-infinity
	-87.5
	-108.2

	Io Note 3
	dBm/Ch BW
	-59.13

+10log

(NRB,c /50)
	-59.13

+10log

(NRB,c /50)
	-74.45

+10log

(NRB,c /50)
	-76.22

+10log

(NRB,c /50)
	-58.94

+10log

(NRB,c /50)
	-74.52

+10log

(NRB,c /50)
	-58.94

+10log

(NRB,c /50)
	-56.30

+10log

(NRB,c /50)
	-74.03

+10log

(NRB,c /50)
	Specified in columns for Cell 3

	Propagation Condition
	
	AWGN
	ETU70
	ETU70
	ETU70

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low
	1x2 Low
	1x2 Low

	Timing offset to Cell 1
	(s
	-
	0
	0
	3

	Time alignment error relative to cell 1 Note 5
	(s
	-
	≤ TAE
	≤ TAE
	N/A

	Time alignment error relative to cell 2 Note 5
	(s
	-
	-
	≤ TAE
	N/A

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.

Note 3:
Es/Iot, RSRP, SCH_RP and Io have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 5:
Time alignment error (TAE) as specified in TS 36.104 [30] clause 6.5.3.1. The TAE value depends upon the type of carrier aggregation.


<< Unchanged sections omitted >>
9.1.15.1.5
Test requirement

Table 9.1.15.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRP TDD absolute accuracy test shall meet the reported values test requirements in table 9.1.15.1.5-2.

Table 9.1.15.1.5-1: Cell Specific test parameters for E-UTRAN RSRP TDD absolute accuracy under time-domain measurement resource restriction with CRS Assistance Information and non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	-
	R.0 TDD
	-
	-
	R.0 TDD
	-
	-

	PDSCH allocation
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	13—36 
	-
	-
	13—36 
	- 
	-
	13—36 
	- 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	
[image: image5.wmf]oc

N

Note2


	Bands  TDD_A
	dBm/15 kHz
	-106 
	-88
	-116

	
	Bands  TDD_C
	
	
	
	-115

	
	Bands  TDD_E
	
	
	
	-114

	CRS 
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	dB
	4
	2
	-1.5
	4
	2
	-3
	4
	2
	-3

	CRS 
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meas

ot

s

I

Ê

 Note 5
	dB
	-1.18
	-0.32
	-6.96
	-0.89
	0.24
	-8.46
	-0.89
	0.24
	-8.46

	RSRP Note3,4,5
	Bands  TDD_A
	dBm/15 kHz
	-102
	-104
	-107.5
	-84
	-86
	-91
	-112
	-114
	-119

	
	Bands  TDD_C
	
	
	
	
	
	
	
	-111
	-113
	-118

	
	Bands  TDD_E
	
	
	
	
	
	
	
	-110
	-112
	-117
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)

meas

Io

Note 3, 5
	Bands  TDD_A
	dBm/9 MHz
	-70.58
	-74.43
	-52.74
	-56.83
	-80.74
	-84.83

	
	Bands  TDD_C
	
	
	
	
	
	-79.74
	-83.83

	
	Bands  TDD_E
	
	
	
	
	
	-78.74
	-82.83

	Propagation condition
	
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image9.wmf]oc
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements.
Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1.

Note 7:
E-UTRA operating band groups are as defined in TS 36.133 Section 3.5.


<< Unchanged sections omitted >>
9.1.15.2.5
Test requirement

Table 9.1.15.2.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRP TDD relative accuracy test shall meet the reported values test requirements in table 9.1.15.2.5-2.

Table 9.1.15.2.5-1: Cell Specific test parameters for E-UTRAN RSRP TDD relative accuracy under time-domain measurement resource restriction with CRS Assistance Information and non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	-
	R.0 TDD
	-
	-
	R.0 TDD
	-
	-

	PDSCH allocation
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	13—36
	-
	-
	13—36
	-
	-
	13—36
	-
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands TDD_A
	dBm/15 kHz
	-106 
	-88
	-116

	
	Bands TDD_C
	
	
	
	-115

	
	Bands TDD_E
	
	
	
	-114

	CRS 
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	dB
	4
	2
	-0.5
	4
	2
	-3
	4
	2
	-3

	CRS 
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 Note 5
	dB
	-1.41
	-0.77
	-5.96
	-0.89
	0.24
	-8.46
	-0.89
	0.24
	-8.46

	RSRP Note3,4,5
	Bands TDD_A
	dBm/15 kHz
	-102
	-104
	-106.5
	-84
	-86
	-91
	-112
	-114
	-119

	
	Bands TDD_C
	
	
	
	
	
	
	
	-111
	-113
	-118

	
	Bands TDD_E
	
	
	
	
	
	
	
	-110
	-112
	-117
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Note 3, 5
	Bands TDD_A
	dBm/9 MHz
	-70.45
	-74.11
	-52.74
	-56.83
	-80.74
	-84.83

	
	Bands TDD_C
	
	
	
	
	
	-79.74
	-83.83

	
	Bands TDD_E
	
	
	
	
	
	-78.74
	-82.83

	Propagation condition
	
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements.
Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1.

Note 7:
E-UTRA operating band groups are as defined in TS 36.133 Section 3.5.


<< Unchanged sections omitted >>
9.1.22.5
Test requirement

Table 9.1.22.5-1 defines the primary level settings including test tolerances for all tests.

The RSRP FDD absolute accuracy test shall meet the reported values test requirements in table 9.1.22.5-2.

Table 9.1.22.5-1: RSRP TDD-FDD absolute accuracy carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel
	
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100

	Special subframe configurationNote9 
	
	-
	6
	6

	Uplink-downlink configurationNote9
	
	-
	1
	1

	Measurement bandwidth
	
[image: image17.wmf]PRB

n


	5MHz: 10-15

10MHz: 22-27

20MHz: 47-52
	5MHz: 10-15

10MHz: 22-27

20MHz: 47-52
	5MHz: 10-15

10MHz: 22-27

20MHz: 47-52

	PDSCH Reference measurement channel defined in A.1.1 and A.1.2
	
	5MHz: R.5 FDD 

10MHz: R.0 FDD

20MHz: R.4 FDD
	5MHz: R.4 TDD 

10MHz: R.0 TDD

20MHz: R.3 TDD
	-

	PDSCH allocation
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	5MHz: 7-17

10MHz: 13-36

20MHz: 38-61
	5MHz: 7-17

10MHz: 13-36

20MHz: 38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1 and A.2.2
	
	5MHz: R.11 FDD

10MHz: R.6 FDD

20MHz: R.10 FDD
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD), D.2.1 (OP.1 TDD), and D.2.2 (OP.2 TDD)
	
	5MHz: OP.15 FDD

10MHz: OP.1 FDD

20MHz: OP.11 FDD
	5MHz: OP.9 TDD

10MHz: OP.1 TDD

20MHz: OP.7 TDD
	5MHz: OP.10 TDD

10MHz: OP.2 TDD

20MHz: OP.8 TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RA Note 2
	
	
	
	

	OCNG_RB Note 2
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Note2
	Bands FDD_A
	dBm/15 kHz
	-117
	-

	
	Bands FDD_B
	
	-116.5
	-

	
	Bands FDD_C
	
	-116
	-

	
	Bands FDD_D
	
	-115.5
	-

	
	Bands FDD_E, FDD_F Note 6
	
	-115
	-

	
	Bands FDD_G
	
	-114
	-

	
	Bands FDD_H
	
	-113.5
	-

	
	Bands TDD_A
	
	-
	(
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 for Channel 1 +1dB)

	
	Bands TDD_C
	
	-
	

	
	Bands TDD_E
	
	-
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	dB
	-4
	3
	-1
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	dB
	-4
	0.46
	-5.76

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-121
	-
	-

	
	Bands FDD_B
	
	-120.5
	-
	-

	
	Bands FDD_C
	
	-120
	-
	-

	
	Bands FDD_D
	
	-119.5
	-
	-

	
	Bands FDD_E, FDD_F Note 6
	
	-119
	-
	-

	
	Bands FDD_G
	
	-118
	-
	-

	
	Bands FDD_H
	
	-117.5
	-
	-

	
	Bands TDD_A
	
	-
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4dB)

	
	Bands TDD_C
	
	-
	
	

	
	Bands TDD_E
	
	-
	
	

	IoNote3
	Bands FDD_A
	dBm/ BWchannel
	-87.76 + 10log(NRB,c/50)
	-

	
	Bands FDD_B
	
	-87.26 + 10log(NRB,c/50)
	-

	
	Bands FDD_C
	
	-86.76+ 10log(NRB,c/50)
	-

	
	Bands FDD_D
	
	-86.26+ 10log(NRB,c/50)
	-

	
	Bands FDD_E, FDD_F Note 6 
	
	-85.76+ 10log(NRB,c/50)
	-

	
	Bands FDD_G
	
	-84.76+ 10log(NRB,c/50)
	-

	
	Bands FDD_H
	
	-84.26+ 10log(NRB,c/50)
	-

	
	Bands TDD_A
	
	-
	(Io for Channel 1 +5.33dB +10log

(NRB channel2 / NRB channel 1))

	
	Bands TDD_C
	
	-
	

	
	Bands TDD_E
	
	-
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Antenna Configuration
	-
	1x2
	1x2
	1x2

	Timing offset to cell 1
	(s
	-
	0
	3

	Time alignment error relative to cell 1 Note 8
	-
	-
	( TAE
	-

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for   to be fulfilled.

Note 4:
Es/Iot, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
The selection of the bands for testing depends on the configuration of the carrier aggregation supported by the UEs.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
Time alignment error (TAE) as specified in TS 36.104 [30] clause 6.5.3.1. The TAE value depends upon the type of carrier aggregation.

Note 9:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.22.5-2: 2DL PCELL in FDD RSRP for EUTRA Carrier Aggregation absolute accuracy requirements for the reported values

	Band of Cell 1 on Primary Component Carrier
	Event
	Bands FDD_A
	Bands FDD_B
	Bands FDD_C
	Bands FDD_D 
	Bands FDD_E, FDD_F
	Bands FDD_G
	Bands FDD_H

	
	Normal Conditions

	Lowest reported value (Cell 1)
	Cell 1
	RSRP_13
	RSRP_14
	RSRP_14
	RSRP_15
	RSRP_15
	RSRP_16
	RSRP_17

	Highest reported value (Cell 1)
	
	RSRP_26
	RSRP_26
	RSRP_27
	RSRP_27
	RSRP_28
	RSRP_29
	RSRP_29

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_21
	RSRP_22
	RSRP_22
	RSRP_23
	RSRP_23
	RSRP_24
	RSRP_25

	Highest reported value (Cell 2)
	
	RSRP_34
	RSRP_34
	RSRP_35
	RSRP_35
	RSRP_36
	RSRP_37
	RSRP_37

	
	Extreme Conditions

	Lowest reported value (Cell 1)
	Cell 1
	RSRP_9
	RSRP_9
	RSRP_10
	RSRP_10
	RSRP_11
	RSRP_12
	RSRP_12

	Highest reported value (Cell 1)
	
	RSRP_30
	RSRP_31
	RSRP_31
	RSRP_32
	RSRP_32
	RSRP_33
	RSRP_34

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_17
	RSRP_17
	RSRP_18
	RSRP_18
	RSRP_19
	RSRP_20
	RSRP_20

	Highest reported value (Cell 2)
	
	RSRP_38
	RSRP_39
	RSRP_39
	RSRP_40
	RSRP_40
	RSRP_41
	RSRP_42

	Note:
The band of Cell 1 determines the levels for both Cell 1 and Cell 2, so the reported RSRP values depend only on the band of Cell 1, and are not dependent on the band of Cell 2.


Table 9.1.22.5-3: 2DL PCELL in FDD RSRP for EUTRA FDD Carrier Aggregation relative accuracy requirements for the reported values

	
	Event
	

	Normal Conditions, all bands

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 + 2

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 15

	Extreme Conditions, all bands

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 – 1

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 17

	Normal and Extreme Conditions, all bands

	Lowest reported value (Cell 3)
	Cell 2-3
	RSRP_Cell 2 – 8

	Highest reported value (Cell 3)
	
	RSRP_Cell 2 + 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
<< Unchanged sections omitted >>
9.1.23.5
Test requirement

Table 9.1.23.5-1 defines the primary level settings including test tolerances for all tests.

The RSRP FDD absolute accuracy test shall meet the reported values test requirements in table 9.1.23.5-2.

Table 9.1.23.5-1: RSRP TDD-FDD absolute accuracy carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel
	
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100

	Special subframe configurationNote1 
	
	6
	-
	-

	Uplink-downlink configurationNote1
	
	1
	-
	-

	Measurement bandwidth
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	5MHz: 10-15

10MHz: 22-27

20MHz: 47-52
	5MHz: 10-15

10MHz: 22-27

20MHz: 47-52
	5MHz: 10-15

10MHz: 22-27

20MHz: 47-52

	PDSCH Reference measurement channel defined in A.1.1 and A.1.2
	
	5MHz: R.4 TDD

10MHz: R.0 TDD

20MHz: R.3 TDD
	5MHz: R.5 FDD

10MHz: R.0 FDD

20MHz: R.4 FDD
	-

	PDSCH allocation
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	5MHz: 7-17

10MHz: 13-36

20MHz: 38-61
	5MHz: 7-17

10MHz: 13-36

20MHz: 38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1 and A.2.2
	
	5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD
	5MHz: R.11 FDD

10MHz: R.6 FDD

20MHz: R.10 FDD
	5MHz: R.11 FDD

10MHz: R.6 FDD

20MHz: R.10 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD), D.2.1 (OP.1 TDD), and D.2.2 (OP.2 FDD)
	
	5MHz: OP.9 TDD

10MHz: OP.1 TDD

20MHz: OP.7 TDD
	5MHz: OP.15 FDD

10MHz: OP.1 FDD

20MHz: OP.11 FDD
	5MHz: OP.16 FDD

10MHz: OP.2 FDD

20MHz: OP.12 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RA Note 2
	
	
	
	

	OCNG_RB Note 2
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Note 3
	Bands FDD_A
	dBm/15 kHz
	-
	(
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 for Channel 1 +1dB)

	
	Bands FDD_B
	
	-
	

	
	Bands FDD_C
	
	-
	

	
	Bands FDD_D
	
	-
	

	
	Bands FDD_E, FDD_F Note 9
	
	-
	

	
	Bands FDD_G 
	
	-
	

	
	Bands FDD_H
	
	-
	

	
	Bands TDD_A
	
	-117
	-

	
	Bands TDD_C
	
	-116
	-

	
	Bands TDD_E
	
	-115
	-
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	dB
	-4
	3
	-1
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Ê


	dB
	-4
	0.46
	-5.76

	RSRP Note 4
	Bands FDD_A
	dBm/15 kHz
	-
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4dB)

	
	Bands FDD_B
	
	-
	
	

	
	Bands FDD_C
	
	-
	
	

	
	Bands FDD_D
	
	-
	
	

	
	Bands FDD_E, FDD_F Note 9
	
	-
	
	

	
	Bands FDD_G
	
	-
	
	

	
	Bands FDD_H
	
	-
	
	

	
	Bands TDD_A
	
	-121
	-
	-

	
	Bands TDD_C
	
	-120
	
	

	
	Bands TDD_E
	
	-119
	
	

	Io Note 4
	Bands FDD_A
	dBm/ BWchannel
	-
	(Io for Channel 1 +5.33dB+10log

(NRB channel2 / NRB channel 1))

	
	Bands FDD_B
	
	-
	

	
	Bands FDD_C
	
	-
	

	
	Bands FDD_D
	
	-
	

	
	Bands FDD_E, FDD_F Note 9 
	
	-
	

	
	Bands FDD_G
	
	-
	

	
	Bands FDD_H
	
	-
	

	
	Bands TDD_A
	
	-87.76 + 10log(NRB,c/50)
	-

	
	Bands TDD_C
	
	-86.76 + 10log(NRB,c/50)
	-

	
	Bands TDD_E
	
	-85.76 + 10log(NRB,c/50)
	-

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Antenna Configuration
	-
	1x2
	1x2
	1x2

	Timing offset to cell 1
	(s
	-
	0
	3

	Time alignment error relative to cell 1 Note 8 
	-
	-
	( TAE
	-

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
Es/Iot, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
The selection of the bands for testing depends on the configuration of the carrier aggregation supported by the UEs.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
Time alignment error (TAE) as specified in TS 36.104 [30] clause 6.5.3.1. The TAE value depends upon the type of carrier aggregation.

Note 9:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.23.5-2: 2DL PCELL in TDD RSRP for EUTRAN FDD Carrier Aggregation absolute accuracy requirements for the reported values

	Band of Cell 1 on Primary Component Carrier
	Event
	Bands TDD_A
	Bands TDD_C
	Bands TDD_E

	Normal Conditions

	Lowest reported value (Cell 1)
	Cell 1
	RSRP_13
	RSRP_14
	RSRP_15

	Highest reported value (Cell 1)
	
	RSRP_26
	RSRP_27
	RSRP_28

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_21
	RSRP_22
	RSRP_23

	Highest reported value (Cell 2)
	
	RSRP_34
	RSRP_35
	RSRP_36

	Extreme Conditions

	Lowest reported value (Cell 1)
	Cell 1
	RSRP_9
	RSRP_10
	RSRP_11

	Highest reported value (Cell 1)
	
	RSRP_30
	RSRP_31
	RSRP_32

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_17
	RSRP_18
	RSRP_19

	Highest reported value (Cell 2)
	
	RSRP_38
	RSRP_39
	RSRP_40

	Note:
The band of Cell 1 determines the levels for both Cell 1 and Cell 2, so the reported RSRP values depend only on the band of Cell 1, and are not dependent on the band of Cell 2.


Table 9.1.23.5-3: 2DL PCELL in TDD RSRP for EUTRAN FDD Carrier Aggregation relative accuracy requirements for the reported values

	
	Event
	

	Normal Conditions, all bands

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 + 2

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 15

	Extreme Conditions, all bands

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 – 1

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 17

	Normal and Extreme Conditions, all bands

	Lowest reported value (Cell 3)
	Cell 2-3
	RSRP_Cell 2 – 8

	Highest reported value (Cell 3)
	
	RSRP_Cell 2 + 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

<< Unchanged sections omitted >>
9.1.24.2.5
Test requirement

Table 9.1.24.2.5-1 defines the primary level settings including test tolerances for all tests.
Each RSRP TDD relative accuracy test shall meet the RSRP accuracy requirements in table 9.1.24.2.5-2.
Table 9.1.24.2.5-1: RSRP TDD relative accuracy carrier aggregation test parameters for 20MHz + 10MHz

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell 3

	BWchannel Note 1
	MHz
	20
	10

	Measurement bandwidth
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	47-52
	22-27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.3 TDD
	R.0 TDD
	N/A

	PDSCH allocation
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	38-61
	13-36
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.10 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD), D.2.2 (OP.2 TDD) and D.2.7 (OP.7 TDD)
	
	OP.7 TDD
	OP.1 TDD
	OP.2 TDD

	IoNote2
	Bands TDD_A
	dBm/18 MHz
	-84.76
	N/A

	
	Bands TDD_C
	
	-83.76
	

	
	Bands TDD_E
	
	-82.76
	

	
	Bands TDD_A
	dBm/9MHz
	N/A
	(Io for Channel 1 +2.50dB)

	
	Bands TDD_C
	
	
	

	
	Bands TDD_E
	
	
	

	NOTE 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

NOTE 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 3:
See Table 9.1.7.2.5-1 for the other parameters.


Table 9.1.24.2.5-2: RSRP TDD Carrier Aggregation relative accuracy requirements for the reported values for 20MHz + 10MHz

	
	Test 1

	
	All bands

	Normal and Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_x – 1

	Highest reported value (Cell 2)
	RSRP_x + 17

	Lowest reported value (Cell 3)
	RSRP_y – 8

	Highest reported value (Cell 3)
	RSRP_y + 1

	RSRP_x is the reported value of Cell 1
RSRP_y is the reported value of Cell 2


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

<< Unchanged sections omitted >>
9.1.37.5
Test requirement

Table 9.1.37.5-1 defines the primary level settings including test tolerances for all tests.

The RSRP absolute accuracy shall meet the reported values test requirements in table 9.1.37.5-2.

The RSRP relative accuracy shall meet the reported values test requirements in table 9.1.37.5-3.

Table 9.1.37.5-1: 3DL PCell in FDD RSRP for E-UTRAN in Carrier Aggregation test parameters

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 4
	Cell 5

	E-UTRA RF Channel Number
	
	1
	2
	3

	BWchannel
	MHz
	5MHz:

NRB,c = 25

10MHz:

NRB,c = 50

20MHz:

NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100

	Special subframe configurationNote1
	
	-
	6
	6

	Uplink/downlink configurationNote1
	
	-
	1
	1

	Measurement bandwidth
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	5MHz: 10-15
10MHz: 22-27
20MHz: 47-52
	5MHz: 10-15
10MHz: 22-27
20MHz: 47-52
	5MHz: 10-15
10MHz: 22-27
20MHz: 47-52

	PDSCH Reference measurement channel
	
	5MHz:

R.5 FDD
10MHz:

R.0 FDD
20MHz:

R.4 FDD
	5MHz:

R.4 TDD

10MHz:

R.0 TDD

20MHz:

R.3 TDD
	-
	5MHz:

R.4 TDD

10MHz:

R.0 TDD

20MHz:

R.3 TDD
	-

	PDSCH allocation
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	5MHz: 7-17
10MHz: 13-36
20MHz: 38-61
	5MHz: 7-17
10MHz: 13-36
20MHz: 38-61
	-
	5MHz: 7-17
10MHz: 13-36
20MHz: 38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel
	
	5MHz:

R.11 FDD

10MHz:

R.6 FDD

20MHz:

R.10 FDD
	5MHz:

R.11 TDD

10MHz:

R.6 TDD

20MHz:

R.10 TDD
	5MHz:

R.11 TDD

10MHz:

R.6 TDD

20MHz:

R.10 TDD
	5MHz:

R.11 TDD

10MHz:

R.6 TDD

20MHz:

R.10 TDD
	5MHz:

R.11 TDD

10MHz:

R.6 TDD

20MHz:

R.10 TDD

	OCNG Patterns
	
	5MHz:

OP.15 FDD

10MHz:

OP.1 FDD

20MHz:

OP.11 FDD
	5MHz:

OP.9 TDD

10MHz:

OP.1 TDD

20MHz:

OP.7 TDD
	5MHz:

OP.10 TDD

10MHz:

OP.2 TDD

20MHz:

OP.8 TDD
	5MHz:

OP.9 TDD

10MHz:

OP.1 TDD

20MHz:

OP.7 TDD
	5MHz:

OP.10 TDD

10MHz:

OP.2 TDD

20MHz:

OP.8 TDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	
	

	OCNG_RBNote2
	
	
	
	
	
	

	 
[image: image34.wmf]oc

N

Note3
	Bands TDD_A
	dBm/15 kHz
	-
	(
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 for Channel 1 +1dB)
	(
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 for Channel 1 +1dB)

	
	Bands TDD_C
	
	
	
	

	
	Bands TDD_E
	
	
	
	

	
	Bands FDD_A
	
	-117
	-
	-

	
	Bands FDD_B
	
	-116.5
	
	

	
	Bands FDD_C
	
	-116
	
	

	
	Bands FDD_D
	
	-115.5
	
	

	
	Bands FDD_E, FDD_F Note 7
	
	-115
	
	

	
	Bands FDD_G 
	
	-114
	
	

	
	Bands FDD_H
	
	-113.5
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	dB
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	3
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	dB
	-4
	0.09
	-4.96
	0.09
	-4.96

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4.8dB)
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4.8dB)

	
	Bands TDD_C
	
	
	
	
	
	

	
	Bands TDD_E
	
	
	
	
	
	

	
	Bands FDD_A
	
	-121
	-
	-
	-
	-

	
	Bands FDD_B
	
	-120.5
	
	
	
	

	
	Bands FDD_C
	
	-120
	
	
	
	

	
	Bands FDD_D
	
	-119.5
	
	
	
	

	
	Bands FDD_E, FDD_F Note 7
	
	-119
	
	
	
	

	
	Bands FDD_G
	
	-118
	
	
	
	

	
	Bands FDD_H
	
	-117.5
	
	
	
	

	IoNote4
	Bands TDD_A
	dBm/ BWchannel
	-
	(Io for Channel 1 +5.51dB +10log

(NRB channel2 / NRB channel 1))
	(Io for Channel 1 +5.51dB +10log

(NRB channel3 / NRB channel 1))

	
	Bands TDD_C
	
	
	
	

	
	Bands TDD_E 
	
	
	
	

	
	Bands FDD_A
	
	-87.76+10log(NRB,c/50)
	-
	-

	
	Bands FDD_B
	
	-87.26+10log(NRB,c/50)
	
	

	
	Bands FDD_C
	
	-86.76+10log(NRB,c/50)
	
	

	
	Bands FDD_D
	
	-86.26+10log(NRB,c/50)
	
	

	
	Bands FDD_E, FDD_F Note 7 
	
	-85.76 +10log(NRB,c/50)
	
	

	
	Bands FDD_G
	
	-84.76 +10log(NRB,c/50)
	
	

	
	Bands FDD_H
	
	-84.26 +10log(NRB,c/50)
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna Configuration
	-
	1x2
	1x2
	1x2
	1x2
	1x2

	Timing offset to cell 1
	(s
	-
	0
	3
	0
	3

	Time alignment error relative to cell 1 Note 8 
	
	-
	( TAE
	-
	( TAE
	-

	Time alignment error relative to cell 2Note 8 
	
	-
	-
	-
	( TAE
	-

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 6:
The selection of the bands for testing depends on the configuration of the carrier aggregation supported by the UEs.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
Time alignment error (TAE) as specified in TS 36.104 [29] clause 6.5.3.1. The TAE value depends upon the type of carrier aggregation.

Note 9:
E-UTRA operating band groups are as defined in Section 3.5.


<< Unchanged sections omitted >>
9.1.39_1.4
Test description

9.1.39_1.4.1
Initial conditions

Same initial conditions as in clause 9.1.39.4.1 with the following exceptions:
-
Instead of clause 9.1.39.4.3 ( use clause 9.1.39_1.4.3.
9.1.39_1.4.2
Test procedure

Same test procedure as in clause 9.1.39.4.2 with the following exceptions:
-
Instead of Table 9.1.39.5-3 ( use Table 9.1.39_1.5-1.
-
Instead of Table 9.1.39.5-4 ( use Table 9.1.39_1.5-2.
9.1.39_1.4.3
Message contents

Same message contents as in clause 9.1.39.4.3.

9.1.39_1.5
Test requirement

Same test requirements as in clause 9.1.39.5 with the following exceptions:
-
Instead of Table 9.1.39.5-3 ( use Table 9.1.39_1.5-1.

-
Instead of Table 9.1.39.5-4 ( use Table 9.1.39_1.5-2.

Table 9.1.39_1.5-1: RSRP FDD Carrier Aggregation absolute accuracy requirements for the reported values

	Band of Cell 1 on Primary Component Carrier
	Event
	Bands FDD_A
	Bands FDD_B
	Bands FDD_C
	Bands FDD_D 
	Bands FDD_E, FDD_F
	Bands FDD_G
	Bands FDD_H

	
	Normal Conditions

	Lowest reported value (Cell 1)
	Cell 1
	RSRP_13
	RSRP_14
	RSRP_14
	RSRP_15
	RSRP_15
	RSRP_16
	RSRP_17

	Highest reported value (Cell 1)
	
	RSRP_26
	RSRP_26
	RSRP_27
	RSRP_27
	RSRP_28
	RSRP_29
	RSRP_29

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_21
	RSRP_22
	RSRP_22
	RSRP_23
	RSRP_23
	RSRP_24
	RSRP_25

	Highest reported value (Cell 2)
	
	RSRP_34
	RSRP_34
	RSRP_35
	RSRP_35
	RSRP_36
	RSRP_37
	RSRP_37

	Lowest reported value (Cell 4)
	Cell 4
	RSRP_21
	RSRP_22
	RSRP_22
	RSRP_23
	RSRP_23
	RSRP_24
	RSRP_25

	Highest reported value (Cell 4)
	
	RSRP_34
	RSRP_34
	RSRP_35
	RSRP_35
	RSRP_36
	RSRP_37
	RSRP_37

	
	Extreme Conditions

	Lowest reported value (Cell 1)
	Cell 1
	RSRP_9
	RSRP_9
	RSRP_10
	RSRP_10
	RSRP_11
	RSRP_12
	RSRP_12

	Highest reported value (Cell 1)
	
	RSRP_30
	RSRP_31
	RSRP_31
	RSRP_32
	RSRP_32
	RSRP_33
	RSRP_34

	Lowest reported value (Cell 2)
	Cell 2
	RSRP_17
	RSRP_17
	RSRP_18
	RSRP_18
	RSRP_19
	RSRP_20
	RSRP_20

	Highest reported value (Cell 2)
	
	RSRP_38
	RSRP_39
	RSRP_39
	RSRP_40
	RSRP_40
	RSRP_41
	RSRP_42

	Lowest reported value (Cell 4)
	Cell 4
	RSRP_17
	RSRP_17
	RSRP_18
	RSRP_18
	RSRP_19
	RSRP_20
	RSRP_20

	Highest reported value (Cell 4)
	
	RSRP_38
	RSRP_39
	RSRP_39
	RSRP_40
	RSRP_40
	RSRP_41
	RSRP_42

	Note:
The band of Cell 1 determines the levels for Cell 1, Cell 2 and Cell 4, so the reported RSRP values depend only on the band of Cell 1, and are not dependent on the band of Cell 2 or Cell 4.


Table 9.1.39_1.5-2: RSRP FDD for E-UTRAN in Carrier Aggregation relative accuracy requirements for the reported values
	
	Event
	

	Normal Conditions, all bands

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 + 2

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 15

	Lowest reported value (Cell 4)
	Cell 1-4
	RSRP_Cell 1 +2

	Highest reported value (Cell 4)
	
	RSRP_Cell 1 + 15

	Extreme Conditions, all bands

	Lowest reported value (Cell 2)
	Cell 1-2
	RSRP_Cell 1 – 1

	Highest reported value (Cell 2)
	
	RSRP_Cell 1 + 17

	Lowest reported value (Cell 4)
	Cell 1-4
	RSRP_Cell 1 – 1

	Highest reported value (Cell 4)
	
	RSRP_Cell 1 + 17

	Normal and Extreme Conditions, all bands

	Lowest reported value (Cell 3)
	Cell 2-3
	RSRP_Cell 2 – 8

	Highest reported value (Cell 3)
	
	RSRP_Cell 2 + 1

	Lowest reported value (Cell 5)
	Cell 4-5
	RSRP_Cell 4 – 8

	Highest reported value (Cell 5)
	
	RSRP_Cell 4 + 1


<< Unchanged sections omitted >>
9.2.15.1.5
Test requirement

Table 9.2.15.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.15.1.5-2.

Table 9.2.15.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	
	
	
	
	
	

	OCNG_RB Note 1 
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	Bands FDD_A
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	-114

	
	Bands FDD_G
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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	dB
	4
	2
	-0.5
	4
	2
	-0.5
	4
	2
	-3

	CRS 
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 Note 5
	dB
	-1.41
	-0.77
	-5.96
	-1.41
	-0.77
	-5.96
	-0.89
	0.24
	-8.46

	RSRP Note 3,4,5
	Bands FDD_A
	dBm/15 kHz
	-80.76
	-82.76
	-85.26
	-99.85
	-101.85
	-104.35
	-112
	-114
	-119

	
	Bands FDD_C
	
	
	
	
	
	
	
	-111
	-113
	-118

	
	Bands FDD_D
	
	
	
	
	
	
	
	-110.5
	-112.5
	-117.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	
	
	-110
	-112
	-117

	
	Bands FDD_G
	
	
	
	
	
	
	
	-109
	-111
	-116

	
	Bands FDD_H
	
	
	
	
	
	
	
	-108.5
	-110.5
	-115.5
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)

RSRQ

meas

 Note 3,4,5
	Bands FDD_A, FDD_C, FDD_D, FDD_E, FDD_F Note 7, FDD_G, FDD_H
	dB
	-14.56
	-11.99
	-14.49
	-14.56
	-11.99
	-14.49
	-14.27
	-11.09
	-16.09
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 Note 3
	Bands FDD_A
	dBm/9 MHz
	-49.21
	-52.87
	-68.30
	-71.96
	-80.74
	-84.83

	
	Bands FDD_C
	
	
	
	
	
	-79.74
	-83.83

	
	Bands FDD_D
	
	
	
	
	
	-79.24
	-83.33

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-78.74
	-82.83

	
	Bands FDD_G Note 9
	
	
	
	
	
	-77.74
	-81.83

	
	Bands FDD_H
	
	
	
	
	
	-77.24
	-81.33

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements. 

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.

Note 9:
Except Band 29 and Band 32.


<< Unchanged sections omitted >>
9.2.39.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The TDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.

The accuracy requirements in Table 9.2.39.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.
-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.39.3-1: TDD RSRQ absolute accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.39.3-3.
The TDD RSRQ measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2. 

The accuracy requirements in Table 9.2.39.3-2 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.
-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.



-
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<< Unchanged sections omitted >>
9.2.40.3
Minimum conformance requirements

The FDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The FDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. 

The accuracy requirements in Table 9.2.40.3-1 are valid under the following conditions:


Cell specific reference signals are transmitted either from one, two or four antenna ports.
-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.40.3-1: FDD RSRQ absolute accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The FDD RSRQ relative measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2. 

The accuracy requirements in Table 9.2.40.3-2 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.
-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.



-
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<< Unchanged sections omitted >>
9.2.41.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The TDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.

The accuracy requirements in Table 9.2.41.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.
-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.41.3-1: 3DL TDD RSRQ absolute for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The TDD RSRQ measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2.

The accuracy requirements in Table 9.2.41.3-2 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.
-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band. 
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<< Unchanged sections omitted >>
9.9.1.1.5
Test requirement

Table 9.9.1.1.5-1 defines the primary level settings including test tolerances for all tests.
Each RSRP FDD intra-frequency absolute accuracy test shall meet the reported values test requirements in table 9.9.1.1.5-2.
Table 9.9.1.1.5-1: RSRP FDD Intra frequency absolute accuracy test parameters

	Parameter
	Unit
	Test

	
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Antenna Configuration
	
	1x2

	Measurement bandwidth
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	22—27

	PDSCH Reference measurement channel defined in A.1.1-1
	
	R.0 FDD

	PDSCH allocation
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	13—36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1-1
	
	R.6 FDD

	OCNG Patterns defined in D.1.1-1 (OP.1 FDD)
	
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_A
	dBm/15 kHz
	-120.4

	
	Bands FDD_C
	
	-119.4

	
	Bands FDD_D
	
	-118.9

	
	Bands FDD_E, FDD_F Note 5 
	
	-118.4

	
	Bands FDD_G Note 7
	
	-117.4

	
	Bands FDD_H
	
	-116.9
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	dB
	-4

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-124.4

	
	Bands FDD_C
	
	-123.4

	
	Bands FDD_D
	
	-122.9

	
	Bands FDD_E, FDD_F Note 5 
	
	-122.4

	
	Bands FDD_G Note 7
	
	-121.4

	
	Bands FDD_H
	
	-120.9

	RSRQNote3
	Bands FDD_A
	dB
	-14.93

	
	Bands FDD_C
	
	

	
	Bands FDD_D
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	

	
	Bands FDD_G Note 7
	
	

	
	Bands FDD_H
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-91.16

	
	Bands FDD_C
	
	-90.16

	
	Bands FDD_D
	
	-89.66

	
	Bands FDD_E, FDD_F Note 5
	
	-89.16

	
	Bands FDD_G Note 7
	
	-88.16

	
	Bands FDD_H
	
	-87.66
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	dB
	-4

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29 and Band 32.


Table 9.9.1.1.5-2: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	Normal Conditions
	Test 1

	Lowest reported value (Cell 1)
	Bands FDD_A
	RSRP_9

	
	Bands FDD_C
	RSRP_10

	
	Bands FDD_D
	RSRP_10

	
	Bands FDD_E
Bands FDD_F
	RSRP_11

	
	Bands FDD_G
	RSRP_12

	
	Bands FDD_H
	RSRP_12

	Highest reported value (Cell 1)
	Bands FDD_A
	RSRP_24

	
	Bands FDD_C
	RSRP_25

	
	Bands FDD_D
	RSRP_25

	
	Bands FDD_E
Bands FDD_F
	RSRP_26

	
	Bands FDD_G
	RSRP_27

	
	Bands FDD_H
	RSRP_27

	Extreme Conditions
	Test 1

	Lowest reported value (Cell 1)
	Bands FDD_A
	RSRP_6

	
	Bands FDD_C
	RSRP_7

	
	Bands FDD_D
	RSRP_7

	
	Bands FDD_E
Bands FDD_F
	RSRP_8

	
	Bands FDD_G
	RSRP_9

	
	Bands FDD_H
	RSRP_9

	Highest reported value (Cell 1)
	Bands FDD_A
	RSRP_27

	
	Bands FDD_C
	RSRP_28

	
	Bands FDD_D
	RSRP_28

	
	Bands FDD_E
Bands FDD_F
	RSRP_29

	
	Bands FDD_G
	RSRP_30

	
	Bands FDD_H
	RSRP_30


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
<< Unchanged sections omitted >>
9.9.1.2.4
Test description

9.9.1.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.18.

2. Propagation conditions are set according to Annex B clause B.0.

3. Message contents are defined in clause 9.9.1.2.4.3. 

4. Cell 1 is the serving cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.

9.9.1.2.4.2
Test procedure

The serving cell absolute accuracy of RSRQ is defined as the RSRQ measured from the serving cell 1.
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to Table 9.9.1.2.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the RSRQ value in periodical MeasurementReport messages. The RSRQ value of serving Cell 1 reported by the UE is compared to the actual RSRQ according to Table 9.9.1.2.5-2.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to Tables G.2.3-1 in Annex G.2 is achieved.

9.9.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:
Table 9.9.1.2.4.3-1: Common Exception messages for RSRQ FDD intra frequency absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


Table 9.9.1.2.4.3-2: MeasResults: Additional RSRQ FDD intra frequency absolute accuracy test requirement

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	    meaResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	}
	
	
	


9.9.1.2.5
Test requirement

Table 9.9.1.2.5-1 defines the primary level settings including test tolerances for all tests.
Each RSRQ FDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.9.1.2.5-2.

Table 9.9.1.2.5-1: Cell Specific Test requirement Parameters for RSRQ FDD intra frequency absolute accuracy
	Parameter
	Unit
	Test

	
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Antenna Configuration
	
	1x2

	Measurement bandwidth
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	22—27

	PDSCH Reference measurement channel defined in A.1.1-1
	
	R.0 FDD

	PDSCH allocation
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	13—36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1-1
	
	R.6 FDD

	OCNG Patterns defined in D.1.1-1 (OP.1 FDD)
	
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_A
	dBm/15 kHz
	-120.4

	
	Bands FDD_C
	
	-119.4

	
	Bands FDD_D
	
	-118.9

	
	Bands FDD_E, FDD_F Note 5 
	
	-118.4

	
	Bands FDD_G Note 7
	
	-117.4

	
	Bands FDD_H
	
	-116.9
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	dB
	-4

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-124.4

	
	Bands FDD_C
	
	-123.4

	
	Bands FDD_D
	
	-122.9

	
	Bands FDD_E, FDD_F Note 5 
	
	-122.4

	
	Bands FDD_G Note 7
	
	-121.4

	
	Bands FDD_H
	
	-120.9

	RSRQNote3
	Bands FDD_A
	dB
	-16.25

	
	Bands FDD_C
	
	

	
	Bands FDD_D
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	

	
	Bands FDD_G Note 7
	
	

	
	Bands FDD_H
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-91.16

	
	Bands FDD_C
	
	-90.16

	
	Bands FDD_D
	
	-89.66

	
	Bands FDD_E, FDD_F Note 5
	
	-89.16

	
	Bands FDD_G Note 7
	
	-88.16

	
	Bands FDD_H
	
	-87.66
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	dB
	-4

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image65.wmf]oc
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 to be fulfilled.

Note 3:
RSRP, RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29 and Band 32.


Table 9.9.1.2.5-2: RSRQ FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1

	
	All bands

	Normal Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value (Cell 1)
	RSRQ_15

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value (Cell 1)
	RSRQ_16


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
<< Unchanged sections omitted >>
A.1.2
TDD

Table A.1.2-1: PDSCH Reference Measurement Channels for TDD UL/DL configuration1

	Parameter
	Unit
	Value

	Reference channel
	
	R.2 TDD
	
	R.4 TDD
	R.0 TDD
	R.1 TDD
	R.3 TDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1

	Allocated resource blocks (Note 4)
	
	2
	
	11
	24
	24
	24

	Uplink-Downlink Configuration (Note 5)
	
	1
	
	1
	1
	1
	1

	Special Subframe Configuration (Note 6)
	
	6
	
	6
	6
	6
	6

	Allocated subframes per Radio Frame
	
	6
	
	6
	6
	6
	6

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	120
	
	968
	2088
	2088
	2088

	  For Sub-Frame 5
	Bits
	104
	
	968
	2088
	2088
	2088

	  For Sub-Frame 0
	Bits
	56
	
	616
	2088
	1736
	2088

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	56
	
	472
	1032
	1032
	1032

	Number of Code Blocks per Sub-Frame
(Note 7)
	
	
	
	1
	
	
	1

	For Sub-Frames 4,9
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 1, 6 (DwPTS)
	
	1
	
	1
	1
	1
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	456
	
	2772
	6624
	6336
	6624

	  For Sub-Frame 5
	Bits
	408
	
	2628
	6480
	6192
	6480

	  For Sub-Frame 0
	Bits
	224
	
	2076
	5928
	5664
	5928

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	272
	
	1616
	3696
	3504
	3696

	Max. Throughput averaged over 1 frame
	Mbps
	0.05612
	
	0.4464
	1.0416
	1.0064
	1.0416

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. For special subframe (1 & 6) only 2 OFDM symbols are allocated to PDCCH for all bandwidths.
Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [9].4 symbols allocated to PDCCH for 1.4 MHz channel BW.

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [8].Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [9].
Note 4:
Allocation is located in the middle of bandwidth. If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [8].
Note 5:
As per Table 4.2-2 in TS 36.211 [9].
Note 6:
As per Table 4.2-1 in TS 36.211 [9].
Note 7:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 8:
PDSCH allocation applies only to subframes not configured as PRS subframes.


<< End of changes >>
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