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<Unchanged sections skipped>
A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	pc_eFDD
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	pc_eTDD
	

	3
	HRPD
	C.S0024-A
	Rel-8
	pc_HRPD
	

	4
	1xRTT
	C.S0002-A
	Rel-8
	pc_1xRTT
	

	5
	WLAN
	IEEE Std 802.11
	
	pc_eWLAN
	

	6
	UTRA
	21.904, 5
	R99
	pc_UTRA
	

	7
	GERAN
	21.904, 5
	R99
	pc_GERAN
	


Table A.4.1-2: UE general functionality

	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of multiple E-UTRA FDD bands
	36.101, 5.5
	Rel-8
	pc_eFDD_MultiBand
	

	2
	Support of multiple E-UTRA TDD bands
	36.101, 5.5
	Rel-8
	pc_eTDD_MultiBand
	


A.4.2
UE Service Capabilities

A.4.2.1
3GPP Standardised UE Service Capabilities

A.4.2.1.1
Bearer Services

Table A.4.2.1.1-1: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CS fallback
	24.301
	Rel-8
	pc_CS_Fallback
	The UE supports CS fallback for voice calls. If true, [8] pc_CS and at least one of pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR or pc_UMTS_GSM is also true.

If pc_CS_Fallback is true, pc_SMS_SGs shall be set to true A UE with the voice domain preference set to (CS Voice only) or (IMS PS voice preferred, CS Voice as secondary) or (CS voice preferred, IMS PS Voice as secondary) shall set this PICS to true.

	2
	Support of SMS over SGs
	24.301
	Rel-8
	pc_SMS_SGs
	The UE supports SMS over SGs and is configured for SMS over SGs.

If it is set to true, at least one of pc_SMS_SGs_MT and pc_SMS_SGs_MO is true.

If it is set to true, pc_Combined_Attach shall be set to true

	3
	Support of 1xCS fallback
	24.301
	Rel-8
	pc_1xCSfallback
	

	4
	Support of IMS emergency call
	22.101
	Rel-9
	pc_IMS_emergency_call
	For Rel-9 or later releases: mandatory for UEs which supports IMS speech.

	5
	Support of eMBMS
	36.331
	Rel-9
	pc_eMBMS
	The UE supports eMBMS.

	6
	Support of Enhanced 1xCS fallback
	23.272
	Rel-9
	pc_Enhanced_1xCSfallback
	

	7
	Support of eMBMS service continuity
	36.306, 6.3.1

(Note 2)
	Rel-11
	pc_eMBMS_SC
	The UE supports eMBMS service continuity.

	8
	Supports Offload to/from WLAN and supports S2b
	36.304, 5.6.2

24.302, 6.10.4
	Rel-12
	pc_E-UTRA_WLAN_offload
	

	9
	Support of DC Split DRB 
	36.306, 4.3.20.1
	Rel-12
	pc_DC _Split_DRB
	The UE supports dual connectivity and DRB type of Split bearer.

	10
	Support of DC SCG DRB
	36.306, 4.3.20.2
	Rel-12
	pc_DC _SCG_DRB
	The UE supports dual connectivity and DRB type of SCG bearer.

	Note 1:
A UE may support one or more of bearer service 1, 2, 3, 4 or 5.

Note 2:
See [19] subclause 17.4 for general assumptions of the MBMS service Continuity test cases.


A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Mnemonic
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	
	

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	
	

	3
	Radio Resource Control
	36.331
	Rel-8
	
	

	4
	Packet Data Convergence Protocol
	36.323
	Rel-8
	
	

	5
	Radio Link Control
	36.322
	Rel-8
	
	

	6
	Medium Access Control
	36.321
	Rel-8
	
	

	7
	Physical Layer
	36.201
	Rel-8
	
	


Table A.4.3-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE test loop
	36.509
	Rel-8
	
	

	2
	Max UE test loop UL RLC SDU size 65535 bits
	36.509
	Rel-8
	
	

	3
	Update UE Location Information
	36.509, cl 5.1
	Rel-10
	pc_UpdateUE_LocationInformation
	


A.4.3.1
RF Baseline Implementation Capabilities

NOTE:
The values indicated in column "Release" in tables A.4.3.1-1 and A.4.3.1-2 below are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 36.307 [30].

Table A.4.3.1-1: FDD RF Baseline Implementation Capabilities

	Item
	FDD (DS) RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	pc_eBand1_Supp
	Band 1

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	pc_eBand2_Supp
	Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	Rel-8
	pc_eBand3_Supp
	Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	Rel8
	pc_eBand4_Supp
	Band 4

	5
	Frequency band: 824–849, 869-894 MHz
	36.101, 5.5
	Rel-8
	pc_eBand5_Supp
	Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	Rel-8
	pc_eBand6_Supp
	Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	Rel-8
	pc_eBand7_Supp
	Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	Rel-8
	pc_eBand8_Supp
	Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	Rel-8
	pc_eBand9_Supp
	Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	pc_eBand10_Supp
	Band 10

	11
	Frequency band: 1427.9-1452.9, 1475.9-1500.9 MHz
	36.101, 5.5
	Rel-8
	pc_eBand11_Supp
	Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	Rel-8
	pc_eBand12_Supp
	Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	Rel-8
	pc_eBand13_Supp
	Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	Rel-8
	pc_eBand14_Supp
	Band 14

	15
	Reserved
	
	
	
	

	16
	Reserved
	
	
	
	

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	Rel-8
	pc_eBand17_Supp
	Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	Rel-9
	pc_eBand18_Supp
	Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	Rel-9
	pc_eBand19_Supp
	Band 19

	20
	Frequency band: 832-862, 791-821 MHz
	36.101, 5.5
	Rel-9
	pc_eBand20_Supp
	Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	Rel-9
	pc_eBand21_Supp
	Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	Rel-10
	pc_eBand22_Supp
	Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	Rel-10
	pc_eBand23_Supp
	Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	Rel-10
	pc_eBand24_Supp
	Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	Rel-10
	pc_eBand25_Supp
	Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	Rel-11
	pc_eBand26_Supp
	Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	Rel-11
	pc_eBand27_Supp
	Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	Rel-11
	pc_eBand28_Supp
	Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5.5
	Rel‑11
	pc_eBand29_Supp
	Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	Rel-12
	pc_eBand30_Supp
	Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	Rel-12
	pc_eBand31_Supp
	Band 31

	32
	Frequency band: N/A, 1452-1496 MHz
	36.101, 5.5
	Rel‑12
	pc_eBand32_Supp
	Band 32

	…
	
	
	
	
	

	34
	Frequency band: 1710-1780, 2110-2200 MHz
	36.101, 5.5
	Rel-13
	pc_eBand66_Supp
	Band 66


<End of change>
