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	Reason for change:
	New TC for SC-PTM Service Continuity needs to be added as per the WP.

	
	

	Summary of change:
	New TC for SC-PTM Service Continuity (Start on Non-Serving cell and continue on SCell after SCell addition / inter-band) is added.

	
	

	Consequences if not approved:
	Lack of necessary TC listed in WP.
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	Other comments:
	


21
SC-PTM in LTE

21.1
SC-MCCH Information Acquisition

(…)

21.3


21.3.1
Cell reselection to intra-frequency cell to continue SC-PTM service reception
(…)
21.3.10.2
CA / Start SC-PTM reception on Non-Serving Cell / Continue SC-PTM reception on SCell after SCell addition / Inter-band CA
21.3.10.2.1
Test Purpose (TP)

Same as TC 21.3.10.1 but applied to Inter-band CA case.
21.3.10.2.2
Conformance requirements

Same as TC 21.3.10.1.
21.3.10.2.3
Test description

21.3.10.2.3.1
Pre-test conditions

Same as test case 21.3.10.1 with the following differences:

-
Cell configuration: Cell 10 replaces Cell 3

21.3.10.2.3.2
Test procedure sequence

Same as test case 21.3.10.1 with the following differences:

-
Cell configuration: Cell 10 replaces Cell 3. 

21.3.10.2.3.3
Specific message contents
Same as test case 21.3.10.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3.

-
Specific message content of MeasConfig in Table 21.3.10.2.3.3-1 replaces content in Table 21.3.10.1.3.3-4.

Table 21.3.10.2.3.3-1: MeasConfig (Table 21.3.10.1.3.3-4)

	Derivation path: 36.508 clause 4.6.6 table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/Remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	Cell 1
	

	    measObjectId[2]
	IdMeasObject-f5
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f5)
	Cell 10
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfig-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f5
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


