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<< Unchanged sections omitted >>
6.2.3A.1.5
Test Requirements

The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.3A.1.5-1 or Table.6.2.3A.1.5-2, as applicable.

.

Table 6.2.3A.1.5-1: CA UE Power Class test requirements, E UTRA bands ≤ 3GHz

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7/-2.7

	2
	
	
	
	
	23
	+2.7/-3.7

	3
	
	
	
	
	23
	+2.7/-4.7

	4
	
	
	
	
	23
	+2.7/-3.7

	5
	
	
	
	
	23
	+2.7/-4.7

	6
	
	
	
	
	23
	+2.7/-6.2

	7
	
	
	
	
	23
	+2.7/-14.2

	8
	
	
	
	
	23
	+2.7/-2.7

	9
	
	
	
	
	23
	+2.7/-3.7

	10
	
	
	
	
	23
	+2.7/-4.7

	11
	
	
	
	
	23
	+2.7/-3.7

	12
	
	
	
	
	23
	+2.7/-4.7

	13
	
	
	
	
	23
	+2.7/-6.2

	14
	
	
	
	
	23
	+2.7/-14.2

	15
	
	
	
	
	23
	+2.7/-2.7

	16
	
	
	
	
	23
	+2.7/-3.7

	17
	
	
	
	
	23
	+2.7/-4.7

	18
	
	
	
	
	23
	+2.7/-3.7

	19
	
	
	
	
	23
	+2.7/-4.7

	20
	
	
	
	
	23
	+2.7/-6.2

	21
	
	
	
	
	23
	+2.7/-14.2

	22
	
	
	
	
	23
	+2.7/-2.7

	23
	
	
	
	
	23
	+2.7/-3.7

	24
	
	
	
	
	23
	+2.7/-4.7

	25
	
	
	
	
	23
	+2.7/-3.7

	26
	
	
	
	
	23
	+2.7/-4.7

	27
	
	
	
	
	23
	+2.7/-6.2

	28
	
	
	
	
	23
	+2.7/-14.2

	29
	
	
	
	
	23
	+2.7/-2.7

	30
	
	
	
	
	23
	+2.7/-3.7

	31
	
	
	
	
	23
	+2.7/-4.7

	32
	
	
	
	
	23
	+2.7/-3.7

	33
	
	
	
	
	23
	+2.7/-4.7

	34
	
	
	
	
	23
	+2.7/-6.2

	35
	
	
	
	
	23
	+2.7/-14.2

	36
	
	
	
	
	23
	+2.7/-2.7

	37
	
	
	
	
	23
	+2.7/-3.7

	38
	
	
	
	
	23
	+2.7/-4.7

	39
	
	
	
	
	23
	+2.7/-3.7

	40
	
	
	
	
	23
	+2.7/-4.7

	41
	
	
	
	
	23
	+2.7/-6.2

	42
	
	
	
	
	23
	+2.7/-14.2

	43
	
	
	
	
	23
	+2.7/-2.7

	44
	
	
	
	
	23
	+2.7/-3.7

	45
	
	
	
	
	23
	+2.7/-4.7

	46
	
	
	
	
	23
	+2.7/-3.7

	47
	
	
	
	
	23
	+2.7/-4.7

	48
	
	
	
	
	23
	+2.7/-6.2

	49
	
	
	
	
	23
	+2.7/-14.2

	Note 1:
Lower limit is assuming ΔTC,c and ΔTIB,c are zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5A.1.3-1.


Table 6.2.3A.1.5-2: CA UE Power Class test requirements, 3GHz < E UTRA bands ≤ 4.2GHz

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+3.0/-4.0

	2
	
	
	
	
	23
	+3.0/-4.0

	3
	
	
	
	
	23
	+3.0/-5.0

	4
	
	
	
	
	23
	+3.0/-4.0

	5
	
	
	
	
	23
	+3.0/-5.0

	6
	
	
	
	
	23
	+3.0/-6.5

	7
	
	
	
	
	23
	+3.0/-14.5

	8
	
	
	
	
	23
	+3.0/-4.0

	9
	
	
	
	
	23
	+3.0/-4.0

	10
	
	
	
	
	23
	+3.0/-5.0

	11
	
	
	
	
	23
	+3.0/-4.0

	12
	
	
	
	
	23
	+3.0/-5.0

	13
	
	
	
	
	23
	+3.0/-6.5

	14
	
	
	
	
	23
	+3.0/-14.5

	15
	
	
	
	
	23
	+3.0/-4.0

	16
	
	
	
	
	23
	+3.0/-4.0

	17
	
	
	
	
	23
	+3.0/-5.0

	18
	
	
	
	
	23
	+3.0/-4.0

	19
	
	
	
	
	23
	+3.0/-5.0

	20
	
	
	
	
	23
	+3.0/-6.5

	21
	
	
	
	
	23
	+3.0/-14.5

	22
	
	
	
	
	23
	+3.0/-4.0

	23
	
	
	
	
	23
	+3.0/-4.0

	24
	
	
	
	
	23
	+3.0/-5.0

	25
	
	
	
	
	23
	+3.0/-4.0

	26
	
	
	
	
	23
	+3.0/-5.0

	27
	
	
	
	
	23
	+3.0/-6.5

	28
	
	
	
	
	23
	+3.0/-14.5

	29
	
	
	
	
	23
	+3.0/-4.0

	30
	
	
	
	
	23
	+3.0/-4.0

	31
	
	
	
	
	23
	+3.0/-5.0

	32
	
	
	
	
	23
	+3.0/-4.0

	33
	
	
	
	
	23
	+3.0/-5.0

	34
	
	
	
	
	23
	+3.0/-6.5

	35
	
	
	
	
	23
	+3.0/-14.5

	36
	
	
	
	
	23
	+3.0/-4.0

	37
	
	
	
	
	23
	+3.0/-4.0

	38
	
	
	
	
	23
	+3.0/-5.0

	39
	
	
	
	
	23
	+3.0/-4.0

	40
	
	
	
	
	23
	+3.0/-5.0

	41
	
	
	
	
	23
	+3.0/-6.5

	42
	
	
	
	
	23
	+3.0/-14.5

	43
	
	
	
	
	23
	+3.0/-4.0

	44
	
	
	
	
	23
	+3.0/-4.0

	45
	
	
	
	
	23
	+3.0/-5.0

	46
	
	
	
	
	23
	+3.0/-4.0

	47
	
	
	
	
	23
	+3.0/-5.0

	48
	
	
	
	
	23
	+3.0/-6.5

	49
	
	
	
	
	23
	+3.0/-14.5

	Note 1:
Lower limit is assuming ΔTC,c and ΔTIB,c are zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5A.1.3-1.


<< Unchanged sections omitted >>
6.2.3A.1_1.5
Test requirement

The maximum output power, derived in step 2 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.3A.1_1.5-1 or Table.6.2.3A.1_1.5-2, as applicable.
Table 6.2.3A.1_1.5-1: CA UE Power Class test requirements, E UTRA bands ≤ 3GHz

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+2.7/-4.7

	2
	
	
	
	
	23
	+2.7/-6.2

	3
	
	
	
	
	23
	+2.7/-6.2

	4
	
	
	
	
	23
	+2.7/-4.7

	5
	
	
	
	
	23
	+2.7/-6.2

	6
	
	
	
	
	23
	+2.7/-6.2

	7
	
	
	
	
	23
	+2.7/-4.7

	8
	
	
	
	
	23
	+2.7/-6.2

	9
	
	
	
	
	23
	+2.7/-6.2

	10
	
	
	
	
	23
	+2.7/-4.7

	11
	
	
	
	
	23
	+2.7/-6.2

	12
	
	
	
	
	23
	+2.7/-6.2

	13
	
	
	
	
	23
	+2.7/-4.7

	14
	
	
	
	
	23
	+2.7/-6.2

	15
	
	
	
	
	23
	+2.7/-6.2

	16
	
	
	
	
	23
	+2.7/-4.7

	17
	
	
	
	
	23
	+2.7/-6.2

	18
	
	
	
	
	23
	+2.7/-6.2

	19
	
	
	
	
	23
	+2.7/-4.7

	20
	
	
	
	
	23
	+2.7/-6.2

	21
	
	
	
	
	23
	+2.7/-6.2

	Note 1:
Lower limit is assuming ΔTC,c and ΔTIB,c are zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5A.1.3-1.


Table 6.2.3A.1_1.5-2: CA UE Power Class test requirements, 3GHz < E UTRA bands ≤ 4.2GHz

	Configuration ID
	Class 1 (dBm)
	Tol. (dB)
	Class 2 (dBm)
	Tol. (dB)
	Class 3 (dBm)
	Tol. (dB)

	1
	
	
	
	
	23
	+3.0/-5.0

	2
	
	
	
	
	23
	+3.0/-6.5

	3
	
	
	
	
	23
	+3.0/-6.5

	4
	
	
	
	
	23
	+3.0/-5.0

	5
	
	
	
	
	23
	+3.0/-6.5

	6
	
	
	
	
	23
	+3.0/-6.5

	7
	
	
	
	
	23
	+3.0/-5.0

	8
	
	
	
	
	23
	+3.0/-6.5

	9
	
	
	
	
	23
	+3.0/-6.5

	10
	
	
	
	
	23
	+3.0/-5.0

	11
	
	
	
	
	23
	+3.0/-6.5

	12
	
	
	
	
	23
	+3.0/-6.5

	13
	
	
	
	
	23
	+3.0/-5.0

	14
	
	
	
	
	23
	+3.0/-6.5

	15
	
	
	
	
	23
	+3.0/-6.5

	16
	
	
	
	
	23
	+3.0/-5.0

	17
	
	
	
	
	23
	+3.0/-6.5

	18
	
	
	
	
	23
	+3.0/-6.5

	19
	
	
	
	
	23
	+3.0/-5.0

	20
	
	
	
	
	23
	+3.0/-6.5

	21
	
	
	
	
	23
	+3.0/-6.5

	Note 1:
Lower limit is assuming ΔTIB,c is zero. If non-zero, PCMAX,c will decrease and T(PCMAX_L,c) may be higher resulting in different test requirements according to Table 6.2.5A.1.3-1.


<< End of changes >>
