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	Reason for change:
	The low range test frequencies for the 10 MHz and 15 MHz channel bandwidths for Band 26 have been incorrect since they were introduced into the specification.  This should be corrected before this gets propagated across a number of releases.
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	Other comments:
	This change results in a +0.5 dB test requirement change at Low range frequency in 15 MHz for test cases 7.3, 7.3A.3, 7.3A.5 and 7.3A.6 of 36.521-1


---Start of changes---

4.3.1.1.26
FDD reference test frequencies for operating band 26

Table 4.3.1.1.26-1: Test frequencies for E-UTRA channel bandwidth for operating band 26

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26697
	814.7
	8697
	859.7

	
	3
	26705
	815.5
	8705
	860.5

	
	5
	26715
	816.5
	8715
	861.5

	
	10[1]
	26740
	819
	8740
	864

	
	15 [1]
	26765
	821.5
	8765
	866.5

	Mid Range
	1.4/3/5/10[1]
15 [1]
	26865
	831.5
	8865
	876.5

	High Range
	1.4 
	27033
	848.3
	9033
	893.3

	
	3 
	27025
	847.5
	9025
	892.5

	
	5 
	27015
	846.5
	9015
	891.5

	
	10[1]
	26990
	844
	8990
	889

	
	15 [1]
	26965
	841.5
	8965
	886.5

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


---End of changes---
