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1 Introduction

At 3GPP TSG RAN WG5#72 (May 2016) several prose CRs to TS 36.508 and TS 36.523-1 were agreed, with the aim to enable support of LTE Bands above 64. Those bands require new ASN.1 types to be specified and used in various test cases. 

All prose CRs agreed at RAN5#72 were implemented and delivered by MCC TF160 in the TTCN-3 release iwd-16wk37 on 16th September 2016. 

MCC TF160 has identified further prose updates necessary to be done in TS 36.508 and TS 36.523-1 in order to enable all signaling test cases to be executable on an LTE Band above 64. The purpose of the present document is to list the sections of the RAN5 signalling test specifications where those updates have been found to be needed. 

2 Missing prose support for LTE bands above 64
NOTE:
This list represents prose issues identified by MCC TF160 and may not be an exhaustive list of all remaining prose issues. 
2.1 TS 36.508
2.1.1 LTE

-
Table 4.4.3.2-3A:         SystemInformationBlockType1-BR-r13

-
Table 4.4.3.3-4:            SystemInformationBlockType5

- 
Table 4.6.3-19D:          SCellToAddMod-r10-DEFAULT

-
Table 4.6.5-1:               MobilityControlInfo
-
Table 4.6.6-2:               MeasObjectEUTRA-GENERIC(Freq)
2.1.2 UTRAN

-
Table 4.4.4.1-1:            System Information Block type 19

-
Table 4.7B.1-3:             MEASUREMENT CONTROL

-
Table 4.7B.1-4:             MEASUREMENT REPORT

2.1.3 GERAN
-
Table 4.4.5-1:               System Information 2 Quarter
2.2 TS 36.523-1
2.2.1 Idle Mode test cases
-
6.1.1.3

-
6.1.1.3a

-
6.1.2.5

-
6.1.2.7

-
6.1.2.13

-
6.1.2.15

-
6.1.2.15a

-
6.1.2.15b

-
6.1.2.16

-
6.1.2.17

-
6.1.2.18

-
6.2.3.1

-
6.2.3.1a

-
6.2.3.3

-
6.2.3.3a

-
6.2.3.4

-
6.2.3.4a

-
6.2.3.5a

-
6.2.3.6

-
6.2.3.13

-
6.2.3.14

-
6.2.3.15

-
6.2.3.17

-
6.2.3.18

-
6.2.3.19

-
6.2.3.23

-
6.2.3.24

-
6.2.3.26

-
6.2.3.27

-
6.2.3.28

-
6.2.3.29

-
6.2.3.30

-
6.2.3.31

-
6.2.3.33

-
6.2.3.34

-
6.2.3.35

-
6.3.3
-
6.4.1

2.2.2 RRC Connection Setup/Release test cases

-
8.1.3.4 

-
8.1.3.5

-
8.1.3.7

-
8.1.3.11 

-
8.1.3.11a 

-
8.1.3.12 

-
8.1.3.12a 

-
8.1.3.12b

2.2.3 RRC Connection Reconfiguration test cases 

-
8.2.2.3

-
8.2.2.4

-
8.2.2.5

-
8.2.2.7

-
8.2.4.5 

-
8.2.4.6 

-
8.2.4.9 

-
8.2.4.13 

-
8.2.4.13a 

-
8.2.4.14 

-
8.2.4.14a 

-
8.2.4.15 

-
8.2.4.15a

-
8.2.4.16

-
8.2.4.17

-
8.2.4.18

-
8.2.4.19

-
8.2.4.20

-
8.2.4.21

-
8.2.4.23

-
8.2.4.26
2.2.4 Measurement test cases

-
8.3.1.10

-
8.3.1.12a

-
8.3.1.13a

-
8.3.1.14a

-
8.3.1.15

-
8.3.1.15a

-
8.3.1.16a

-
8.3.3.1

-
8.3.4.1

-
8.3.4.2

-
8.3.4.3

2.2.5 Inter-RAT Handover test cases

-
8.4.2.2

-
8.4.2.4

2.2.6 RRC Others test cases

-
8.5.2.1

2.2.7 MDT test cases
-
8.6.2.1

-
8.6.2.2

-
8.6.2.3a

-
8.6.2.9

-
8.6.2.10

-
8.6.2.11

-
8.6.2.12

-
8.6.4.1

-
8.6.4.2

-
8.6.4.3

-
8.6.4.4

-
8.6.4.5

-
8.6.4.7

-
8.6.4.8

-
8.6.4.9

-
8.6.4.10

-
8.6.5.1

-
8.6.5.1a

-
8.6.5.2

-
8.6.5.3

-
8.6.5.4

-
8.6.6.1

-
8.6.6.4

-
8.6.6.5

-
8.6.6.6

-
8.6.6.7

-
8.6.7.1

-
8.6.7.2

-
8.6.7.3

-
8.6.7.4
-
8.6.8.2

-
8.6.8.5

-
8.6.8.6
2.2.8 EMM test cases

-
9.2.1.1.1a 

-
9.2.1.1.7 

-
9.2.1.2.13
2.2.9 MBMS test cases
-
17.3.1

-
17.4.3

-
17.4.9

-
17.4.10.1

-
17.4.11.1
2.3 Open RAN5 Test Work Items

2.3.1 Dual Connectivity

-
8.2.4.25.1

-
8.2.4.25.2

-
8.2.4.25.4

-
8.2.4.25.5

-
8.2.4.25.6

-
8.2.4.25.7

3 Conclusions

The present document can be used by RAN5 companies with an interest in enabling conformance testing of LTE Bands above 64, to perform the necessary test specification prose updates via prose CRs. 
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