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6.2.1.4
Inter-RAT PLMN Selection / Selection of correct RAT from the OPLMN list / Manual mode

6.2.1.4.1
Test Purpose (TP)

(1)

with { UE in Manual network selection mode and OPLMN cells available on E-UTRAN and GERAN}

ensure that {

  when { the USER selects an OPLMN}

    then { UE selects a the highest priority RAT for the OPLMN and UE attempts to attach on the selected cell and when successfully registered indicates the PLMN to the user. }

            }

(2)

with { UE in Manual network selection mode and OPLMN cells available on E-UTRAN and GERAN}

ensure that {

  when { the USER selects an OPLMN and RAT combination}

    then {UE attempts to attach on the selected OPLMN and RAT combination and when successfully registered indicates the PLMN to the user. }

            }

6.2.1.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 23.122 clauses 4.4.3.1.2.

[TS 23.122, clause 4.4.3.1.2]

The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list and PLMNs which only offer services not supported by the MS. An MS which supports GSM COMPACT shall also indicate GSM COMPACT PLMNs (which use PBCCH).

If displayed, PLMNs meeting the criteria above are presented in the following order:

i)-
either the HPLMN (if the EHPLMN list is not present or is empty) or, if one or more of the EHPLMNs are available then based on an optional data field on the SIM either only the highest priority available EHPLMN is to be presented to the user or all available EHPLMNs are presented to the user in priority order. If the data field is not present on the SIM, then only the highest priority available EHPLMN is presented;

ii)-
PLMN/access technology combinations contained in the " User Controlled PLMN Selector with Access Technology " data file in the SIM (in priority order);

iii)- PLMN/access technology combinations contained in the "Operator Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order);

iv)- other PLMN/access technology combinations with received high quality signal in random order;

v)-
other PLMN/access technology combinations in order of decreasing signal quality.

…

The user may select his desired PLMN and the MS then initiates registration on this PLMN using the access technology chosen by the user for that PLMN or using the highest priority available access technology for that PLMN, if the associated access technologies have a priority order. (This may take place at any time during the presentation of PLMNs). For such a registration, the MS shall ignore the contents of the "forbidden LAs for roaming", "forbidden TAs for roaming", "forbidden LAs for regional provision of service", "forbidden TAs for regional provision of service", "forbidden PLMNs for GPRS service" and "forbidden PLMNs" lists.

NOTE 1:
It is an MS implementation option whether to indicate access technologies to the user. If the MS does display access technologies, then the access technology selected by the user is only used for initial registration on the selected PLMN. If the MS does not display access technologies, then the access technology chosen for a particular PLMN should be the highest priority available access technology for that PLMN, if the associated access technologies have a priority order, and is only used for initial registration.

6.2.1.4.3
Test description

6.2.1.4.3.1
Pre-test conditions

System Simulator

· 3 cells are used:  2 cells belong to E-UTRAN and 1 cell belongs to GERAN. The cells are configured as specified in TS 36.508 clause 4.4.1.4 and Table 4.4.2-2.

UE

· The HPLMN is PLMN1.

Table 6.2.1.4.3.1–1: USIM configuration

	USIM field
	Priority
	Value
	Access technology
	Comment

	EFOPLMNwAcT
	1
	PLMN2
	E-UTRAN
	

	
	2
	PLMN2
	GERAN
	

	
	3
	PLMN2
	UTRAN
	

	
	4
	PLMN13
	E-UTRAN
	


Preamble

· The UE is equipped with a USIM with default settings except for the ones specified in table 6.2.1.4.3.1–1 then the UE is attached to PLMN1 and the UE is set to Manual PLMN selection mode before it is switched off.

-
Cell levels are set according to row T0 of table 6.2.1.4.3.2-2.

6.2.1.4.3.2
Test procedure sequence

Tables 6.2.1.4.3.2 – 1 and 2 show the cell configurations used during the test. The configuration T0 indicates the initial conditions after preamble. Cell powers for the E-UTRAN cell are defined in  TS 36.508 Table 6.2.2.1-1 and cell powers for the  GERAN cell are defined in TS 36.508 Table 6.2.2.1-1.

Table 6.2.1.4.3.2-1: Cell PLMN identities
	Cell
	PLMN name

	1
	PLMN2

	12
	PLMN13

	24
	PLMN2


Table 6.2.1.4.3.2-2: Time instances of cell power level and parameter changes
	
	Parameter name
	Unit
	Cell 1
	Cell 12*
	Cell 24

	T0
	RS EPRE
	dBm/15kHz
	Serving cell
	Serving cell
	

	
	RF Signal Level
	dBm
	
	
	Serving cell

	*Only minimum uplink cell configuration required (See 6.3.3.2 in TS 36.508)


Table 6.2.1.4.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Make the UE display the list of available PLMNs.
	-
	-
	-
	-

	3
	Void
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5-19
	Void
	-
	-
	-
	-

	20
	Void
	-
	-
	-
	-

	-
	EXCEPTION: Steps 21a1 to 21b18 describe behaviour that depends on UE capabilities; the "lower case letter" identifies a step sequence that takes place if the condition is met.
	-
	-
	-
	-

	21a1
	IF pc_Available_PLMNs_AcT_Ind (Support of Access Technology Indication in available PLMNs list)

THEN

PLMN2 (GERAN) is selected
	-
	-
	-
	-

	21a2
	The UE completes the registration procedure on GERAN cell 24 as specified in TS 51.010-1 clause 41.2.8.1.1.
	-
	-
	-
	-

	21a2A
	The UE may attempt the procedure for IMS signalling on GERAN as specified in TS 36.508 clause 4.5A.3B
	-
	-
	-
	-

	21a3
	Check: Is PLMN2 indicated by the UE as the PLMN on which the UE is registered?
	-
	-
	2
	P

	21b1
	ELSE (No Access Technology shown to the User)

PLMN2 is selected
	
	
	
	

	21b2
	Check: Does the UE send an RRCConnectionRequest on cell 1?
	-->
	RRCConnectionRequest
	1
	P

	21b3-21b17
	The UE performs Steps 3-17 of the registration procedure described in TS 36.508 table 4.5.2.3-1.
	-
	-
	-
	-

	21b18
	Check: Is PLMN2 indicated by the UE as the PLMN on which the UE is registered?
	-
	-
	1
	P


6.2.1.4.3.3
Specific message contents

Table 6.2.1.4.3.3-1: Serving Cell Priority Parameters Description struct of SI2Quater for Cell 24

	Derivation Path: 36.508 table 4.4.5-1

	Information Element
	Value/remark
	Comment
	Condition

	Serving Cell Priority Parameters Description::= {
	
	
	

	GERAN_PRIORITY
	5
	
	

	THRESH_Priority_Search
	0
	
	

	}
	
	
	


6.2.1.5

6.2.1.6
Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode

6.2.1.6.1
Test Purpose (TP)

with { UE in Automatic network selection mode is camped on a GERAN VPLMN cell and HPLMN cell available on E-UTRAN}

ensure that {

  when { higher priority PLMN search timer T expires }

    then { UE detects E_UTRA cell and camps on the E-UTRA cell }

            }

6.2.1.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 23.122 clauses 4.4.3.3.1.

[TS 23.122, clause 4.4.3.3.1]

If the MS is in a VPLMN, the MS shall periodically attempt to obtain service on its HPLMN (if the EHPLMN list is not present or is empty) or one of its EHPLMNs (if the EHPLMN list is present) or a higher priority PLMN/access technology combinations listed in "user controlled PLMN selector" or "operator controlled PLMN selector" by scanning in accordance with the requirements that are applicable to i), ii) and iii) as defined in the Automatic Network Selection Mode in subclause 4.4.3.1.1. In the case that the mobile has a stored "Equivalent PLMNs" list the mobile shall only select a PLMN if it is of a higher priority than those of the same country as the current serving PLMN which are stored in the "Equivalent PLMNs" list. For this purpose, a value T minutes may be stored in the SIM, T is either in the range 6 minutes to 8 hours in 6 minute steps or it indicates that no periodic attempts shall be made. If no value is stored in the SIM, a default value of 60 minutes is used.

The attempts to access the HPLMN or an EHPLMN or higher priority PLMN shall be as specified below:

a)
The periodic attempts shall only be performed in automatic mode when the MS is roaming, and not while attached for emergency bearer services;

b)
After switch on a period of at least 2 minutes and at most T minutes shall elapse before the first attempt is made;

c)
The MS shall make the following attempts if the MS is on the VPLMN at time T after the last attempt;

d)
Periodic attempts shall only be performed by the MS while in idle mode;

e)
If the HPLMN (if the EHPLMN list is not present or is empty) or a EHPLMN (if the list is present) or a higher priority PLMN is not found, the MS shall remain on the VPLMN.

f)
In steps i), ii) and iii) of subclause 4.4.3.1.1 the MS shall limit its attempts to access higher priority PLMN/access technology combinations to PLMN/access technology combinations of the same country as the current serving VPLMN, as defined in Annex B.

g)
Only the priority levels of Equivalent PLMNs of the same country as the current serving VPLMN, as defined in Annex B, shall be taken into account to compare with the priority level of a selected PLMN.

h)
If the PLMN of the highest priority PLMN/access technology combination available is the current VPLMN, or one of the PLMNs in the "Equivalent PLMNs" list, the MS shall remain on the current PLMN/access technology combination.

6.2.1.6.3
Test description

6.2.1.6.3.1 Pre-test conditions

System Simulator

-
GERAN VPLMN Cell 24 serving cell

-
E-UTRAN HPLMN Cell 1 off

-
Table 6.2.1.6.3.1-1 shows the cell configuration used during the test

Table 6.2.1.6.3.1-1: Cell PLMN identities
	Cell
	PLMN name

	1
	PLMN1

	24
	PLMN15


UE

Table 6.2.1.6.3.1–2: USIM configuration

	USIM field
	Priority
	Value
	Access technology
	Comment

	EFPLMNwAcT
	1
	PLMN1
	E-UTRAN
	

	
	2
	PLMN15
	GERAN
	

	EFHPPLMN
	
	1(=6 min)
	
	The HPLMN Search Period on the USIM shall be set to 6 minutes.


Preamble

-
The UE is equipped with a USIM with default settings except for the ones specified in table 6.2.1.6.3.1–2. 

-
The UE is switched off..

6.2.1.6.3.2
Test procedure sequence

Tables 6.2.1.6.3.2 – 1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. Cell powers for the E-UTRAN cell are defined in  TS 36.508 Table 6.2.2.1-1 and cell powers for the GERAN cell are defined in TS 36.508 Table 6.2.2.1-1.

Table 6.2.1.6.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter name
	Unit
	Cell 1
	Cell 24

	T1
	RS EPRE
	dBm/15kHz
	-60
	Same as before

	*Only minimum uplink cell configuration required (See 6.3.3.2 in TS 36.508)


Table 6.2.1.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	0A
	Power on the UE.
	-
	-
	-
	-

	1
	SS starts timer of tmin = 2 minutes and tmax =(6 minutes + cell selection time) 

(Note 1)
	-
	-
	-
	-

	1A
	The UE completes the registration procedure on GERAN cell as specified in TS 51.010-1 clause 41.2.8.1.1.
	-
	-
	-
	-

	1B
	The UE may attempt the procedure for IMS signalling on GERAN as specified in TS 36.508 clause  4.5A.3B
	-
	-
	-
	-

	2
	SS adjusts cell levels for Cell 1 according to row T1 of table 6.2.1.6.3.2-1
	-
	-
	-
	-

	3
	Check: Does the UE send an RRCConnectionRequest on cell 1 after tmin but before tmax expires?

(Note 1)
	-->
	RRC: RRCConnectionRequest
	1
	P

	4-10
	The steps from step 2 to step 8 as specified in TS 36.508 Table 6.4.2.7A-2 shall take place
	-
	-
	-
	-

	Note 1:
Timers tmin and tmax in step 1 and 3 are derived from the high priority PLMN search timer T defined by EFHPPLMN


<<NEXT MODIFIED SECTION>>

6.3.2
Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA idle CSG cell

6.3.2.1
Test Purpose (TP)

(1)

with { UE in GSM/GPRS Registered state and no RR connection }

ensure that {

  when { Manual CSG ID selection is requested }

    then { UE select the suitable E-UTRAN CSG cell }

            }

(2)

with { UE in GSM/GPRS Registered state and no RR connection and UE’s Allowed CSG list is not empty }

ensure that {

  when { UE detects a suitable E-UTRAN CSG cell previously visited }

    then { UE reselects the suitable previously visited E-UTRAN CSG cell irrespective of the EUTRAN cell reselection priority }

            }

6.3.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.2.4, TS 45.008, clause 6.6.7.1, TS 45.008, clause 6.6.7.2 and TS 36.304, clause 10.1.3.4.

[TS 24.301, clause 5.5.3.2.4]

If the UE has initiated the tracking area updating procedure due to manual CSG selection and receives a TRACKING AREA UPDATE ACCEPT message, the UE shall check if the CSG ID of the cell where the UE has sent the TRACKING AREA UPDATE REQUEST message is contained in the Allowed CSG list. If not, the UE shall add that CSD ID to the Allowed CSG list.

[TS 45.008, clause 6.6.7.1]

If a mobile station is a member of at least one Closed Subscriber Group, i.e. at least one CSG ID is included in the MS’s "Allowed CSG list", then, in addition to normal cell reselection, the MS shall use an autonomous search function to detect UTRAN and/or E-UTRAN CSG cells. The autonomous search function shall at least detect previously visited allowed CSG cells.

NOTE 1:
The autonomous search function is implementation dependent and controls when and/or where to search for allowed CSG cells.

…

If the strongest cell (see 3GPP TS 25.304 and 3GPP TS 36.304 for the definition of the strongest cell) which the MS has detected on a UTRAN or E-UTRAN frequency during a time interval T_reselection is a suitable CSG cell (see 3GPP TS 25.304 and 3GPP TS 36.304 for suitability criteria for UTRAN and E-UTRAN CSG cells respectively), the MS shall reselect to this cell irrespective of the cell reselection rules applicable for the cell on which the MS is currently camped.

The following requirements are valid for reselection to allowed CSG cells previously visited by the MS when the radio configuration parameters, including the carrier frequency and PSC/PCI (whichever and if it is applicable) of the CSG cell, non CSG cell and other neighbour cells, are unchanged from the most recent previous visit. The autonomous search and cell re-selection to a previously visited allowed CSG cell shall meet the performance requirements defined as follows:

· the MS shall perform search and re-selection to a previously visited allowed UTRAN FDD CSG cell, that has met the CSG cell re-selection criterion defined above, within 6 minutes in the radio conditions specified for an UTRAN FDD CSG cell in 3GPP TS 36.133 in terms of parameters for CSG inter-RAT UTRAN FDD reselection; UARFCN and PSC shall be unchanged from the most recent previous visit of the UTRAN FDD CSG cell; Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm;

· the MS shall perform search and re-selection to a previously visited allowed E-UTRAN CSG cell, that has met the CSG cell re-selection criterion defined above, within 6 minutes in the radio conditions specified for an E-UTRAN CSG cell in 3GPP TS 25.133 in terms of parameters for CSG inter-RAT E-UTRA reselection; E-UARFCN and PCI shall be unchanged from the most recent previous visit of the E-UTRAN CSG cell; Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm.

NOTE 4:
The above performance requirements are minimum requirements defined to ensure the testability of autonomous CSG search.
 [TS 45.008, clause 6.6.7.2]

If NAS requests AS to search for available CSG IDs, the MS shall perform the search and report the results to NAS as described in 3GPP TS 25.304 for UTRAN and as described in 3GPP TS 36.304 for E-UTRAN.

If a CSG ID is manually selected by NAS, the MS shall behave as specified in 3GPP TS 25.304 or in 3GPP TS 36.304, depending on the RAT type of the selected CSG cell.

[TS 45.008, clause 10.1.3.4]

If a mobile station is a member of at least one Closed Subscriber Group, i.e. at least one CSG ID is included in the MS’s "Allowed CSG list", then, in addition to normal cell reselection, the MS shall use an autonomous search function to detect UTRAN and/or E-UTRAN CSG cells. The autonomous search function shall at least detect previously visited allowed CSG cells.

6.3.2.3
Test description

6.3.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2.

-
Cell 24 and Cell 25.

-
Cell 1, Cell 24 and Cell 25 are not CSG cells.

-
Cell 2 is CSG cell.

-
Cell 24 and Cell 25 have different Routing Area. 

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 1.

-
System information combination 14 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA Cell 2.

UE:

-
The UE’s allowed CSG list shall not contain CSG ID 1.

Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

6.3.2.3.2
Test procedure sequence

Tables 6.3.2.3.2-1 and 6.3.2.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1", "T2", "T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.3.2.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in  TS 36.508 Table 6.2.2.1-1.

	
	Qrxlevmin
	dBm
	-106
	-106
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA


	T2
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in TS 36.508 Table 6.2.2.1-1.

	
	Srxlev*
	dB
	“Off”
	“Off”
	S nonServingCell, Cell7 > Thresh Cell7,high

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	“Off”
	

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA

	Note: Srxlev is calculated in the UE


Table 6.3.2.3.2-2: Time instances of cell power level and parameter changes for GERAN cell

	
	Parameter
	Unit
	Cell 24
	Cell 25
	Remark

	T0
	RF Signal Level
	dBm
	-80
	“Off”
	The power levels are such that camping on Cell 24 is guaranteed.

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	“Off”
	

	
	C1*
	dB
	21
	“Off”
	

	T1
	RF Signal Level
	dBm
	-80
	“Off”
	

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	“Off”
	

	
	C1*
	dB
	21
	“Off”
	

	T2
	RF Signal Level
	dBm
	“Off”
	-80
	The power levels are such that camping on Cell 25 is guaranteed.

	
	RXLEV_ACCESS_MIN
	dBm
	“Off”
	-101
	

	
	C1*
	dB
	“Off”
	21
	

	T3
	RF Signal Level
	dBm
	-80
	-90
	

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	-101
	

	
	C1*
	dB
	21
	11
	

	T4
	RF Signal Level
	dBm
	-80
	“Off”
	

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	“Off”
	

	
	C1*
	dB
	21
	“Off”
	

	Note: C1 is calculated in the UE


Table 6.3.2.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Call the registration procedure described in TS 34.123-3 subclause 6.10.2.7.1.1 performed on Cell 24.

NOTE: The UE performs registration and the RR connection is released.
	-
	-
	-
	-

	2A
	The UE may attempt the procedure for IMS signalling on GERAN as specified in TS 36.508 clause  4.5A.3B
	-
	-
	-
	-

	3
	The SS changes Cell 1 and Cell 2 levels according to the row "T1" in table 6.3.2.3.2-1.
	-
	-
	-
	-

	4
	The UE is made to perform manual CSG ID selection and select Cell 2.
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-2 indicate that the UE is camped on E-UTRAN Cell 2?
	-
	-
	1
	-

	5A
	Wait for 6 s for UE to receive system information.
	-
	-
	-
	-

	6
	The SS changes Cell 1, Cell 2, Cell 24 and Cell 25 levels according to row "T2" in table 6.3.2.3.2-1 and table 6.3.2.3.2-2.
	-
	-
	-
	-

	7-17
	Steps 1 to 11 of the Routing Area Update procedure described in TS 36.508 subclause 6.4.2.9 are performed on Cell 25.

NOTE: The UE performs RAU and the RR connection is released.
	-
	-
	-
	-

	18
	The SS changes Cell 1, Cell 24 and Cell 25 levels according to row "T3" in table 6.3.2.3.2-1 and table 6.3.2.3.2-2.
	-
	-
	-
	-

	19-29
	Steps 1 to 11 of the Routing Area Update procedure described in TS 36.508 subclause 6.4.2.9 are performed on Cell 24.

NOTE: The UE performs RAU and the RR connection is released.
	-
	-
	-
	-

	30
	The SS changes Cell 1, Cell 2 and Cell 25 level according to row "T4" in table 6.3.2.3.2-1 and table 6.3.2.3.2-2.
	-
	-
	-
	-

	31
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-1 indicate that the UE is camped on E-UTRAN Cell 2 within 6 mins?
	-
	-
	2
	-


6.3.2.3.3 Specific message contents

Table 6.3.2.3.3-1: SystemInformationBlockType1 for Cell 2 (preamble and all steps, Table 6.3.2.3.2-3)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    csg-Indication
	TRUE
	
	

	    csg-Identity
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 6.3.2.3.3-2: SystemInformationBlockType4 for Cell 2 (preamble and all steps, Table 6.3.2.3.2-3)

	Derivation Path: 36.508 Table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType4 ::= SEQUENCE {
	
	
	

	  csg-PhysCellIdRange SEQUENCE {
	
	
	

	    start
	2
	
	

	    range
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 6.3.2.3.3-3: SYSTEM INFORMATION TYPE 2 Quarter for Cell 24 and Cell 25 (Pre-test conditions and all steps, Table 6.3.2.3.2-3)
	Derivation Path: 36.508 clause 4.4.5, Table 4.4.5-1

	Information Element
	Value/remark
	Comment
	Condition

	SI 2QUATER REST OCTETS
	
	
	

	  Additions in release 8
	H
	
	

	    Priority and E-UTRAN Parameters Description
	1
	Present
	

	      Serving Cell Priority Parameters Description
	1
	Present
	

	        GERAN_PRIORITY
	5
	Higher priority than E-UTRA
	


Table 6.3.2.3.3-4: SystemInformationBlockType7 for Cell 1 and Cell 2 (Pre-test conditions and all steps, Table 6.3.2.3.2-3)
	Derivation Path: 36.508 table 4.4.3.3-6

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType7 ::= SEQUENCE {
	
	
	

	  t-ReselectionGERAN
	7
	INTEGER (0..7)
	

	  speedDependentScalingParameters SEQUENCE {}
	Not present
	
	

	  carrierFreqsInfoList SEQUENCE (SIZE (1..maxGNFG)) OF SEQUENCE {
	
	
	

	    carrierFreqsGERAN SEQUENCE [1] {
	
	
	

	      startingARFCN
	Same as cell 24
	
	

	      bandIndicator
	Same as cell 24
	
	

	      followingARFCNs CHOICE {
	
	
	

	        equallySpacedARFCNs SEQUENCE {
	
	
	

	          arfcn-Spacing
	Same as cell 24
	
	

	          numberOfFollowingARFCNs
	Same as cell 24
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo SEQUENCE {
	
	
	

	      cellReselectionPriority
	5
	Higher priority than EUTRA Freq
	

	    }
	
	
	

	    carrierFreqsGERAN SEQUENCE [2] {
	
	
	

	      startingARFCN
	Same as cell 25
	
	

	      bandIndicator
	Same as cell 25
	
	

	      followingARFCNs CHOICE {
	
	
	

	        equallySpacedARFCNs SEQUENCE {
	
	
	

	          arfcn-Spacing
	Same as cell 25
	
	

	          numberOfFollowingARFCNs
	Same as cell 25
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo SEQUENCE {
	
	
	

	      cellReselectionPriority
	5
	Higher priority than EUTRA Freq
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<<NEXT MODIFIED SECTION>>

6.4.7
Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell

6.4.7.1
Test Purpose (TP)

(1)

with { UE in GSM/GPRS Registered state and no RR connection }

ensure that {

  when { Manual CSG ID selection is requested }

    then { UE select the suitable E-UTRAN CSG cell }

            }

(2)

with { UE in GSM/GPRS Registered state and no RR connection and UE’s Allowed CSG list is not empty }

ensure that {

  when { UE detects a suitable E-UTRA member hybrid cell previously visited }

    then { UE reselects the suitable previously visited E-UTRAN CSG cell irrespective of the EUTRAN cell reselection priority }

            }

6.4.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.3.2.4, TS 45.008, clause 6.6.7.1, TS 45.008, clause 6.6.7.2 and TS 36.304, clause 10.1.3.4.

[TS 24.301, clause 5.5.3.2.4]

If the UE has initiated the tracking area updating procedure due to manual CSG selection and receives a TRACKING AREA UPDATE ACCEPT message, and the UE sent the TRACKING AREA UPDATE REQUEST message in a CSG cell, the UE shall check if the CSG ID of the cell where the UE has sent the TRACKING AREA UPDATE REQUEST message is contained in the Allowed CSG list. If not, the UE shall add that CSD ID to the Allowed CSG list and the UE may add the HNB Name (if provided by lower layers) to the Allowed CSG list if the HNB Name is present in neither the Operator CSG list nor the Allowed CSG list.
[TS 45.008, clause 6.6.7.1a]

If a mobile station is a member of at least one Closed Subscriber Group then, in addition to normal cell reselection, the MS shall use an autonomous search function to detect hybrid cells. The autonomous search function shall at least detect previously visited hybrid cells whose CSG IDs are included in the CSG Whitelist of the MS.

NOTE:
The autonomous search for hybrid cells does not imply that the MS needs to constantly check the CSG IDs of all cells it sees, and the impact on battery consumption should be minimised.

If a neighbour cell has been detected as a hybrid cell and the CSG ID of the hybrid cell is included in the CSG Whitelist of the MS, reselection to that cell shall follow the rules for CSG cells in subclause 6.6.7.1. Otherwise normal cell reselection rules (see subclause 6.6.5 and 6.6.6) shall apply.
[TS 45.008, clause 6.6.7.1]

If a mobile station is a member of at least one Closed Subscriber Group, i.e. at least one CSG ID is included in the MS’s CSG Whitelist, then, in addition to normal cell reselection, the MS shall use an autonomous search function to detect UTRAN and/or E-UTRAN CSG cells. The autonomous search function shall at least detect previously visited allowed CSG cells.

NOTE 1:
The autonomous search function is implementation dependent and controls when and/or where to search for allowed CSG cells.

…

If the strongest cell (see 3GPP TS 25.304 and 3GPP TS 36.304 for the definition of the strongest cell) which the MS has detected on a UTRAN or E-UTRAN frequency during a time interval T_reselection is a suitable CSG cell (see 3GPP TS 25.304 and 3GPP TS 36.304 for suitability criteria for UTRAN and E-UTRAN CSG cells respectively), the MS shall reselect to this cell irrespective of the cell reselection rules applicable for the cell on which the MS is currently camped.

The following requirements are valid for reselection to allowed CSG cells previously visited by the MS when the radio configuration parameters, including the carrier frequency and PSC/PCI (whichever and if it is applicable) of the CSG cell, non CSG cell and other neighbour cells, are unchanged from the most recent previous visit. The autonomous search and cell re-selection to a previously visited allowed CSG cell shall meet the performance requirements defined as follows:

· the MS shall perform search and re-selection to a previously visited allowed UTRAN FDD CSG cell, that has met the CSG cell re-selection criterion defined above, within 6 minutes in the radio conditions specified for an UTRAN FDD CSG cell in 3GPP TS 36.133 in terms of parameters for CSG inter-RAT UTRAN FDD reselection; UARFCN and PSC shall be unchanged from the most recent previous visit of the UTRAN FDD CSG cell; Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm;

· the MS shall perform search and re-selection to a previously visited allowed E-UTRAN CSG cell, that has met the CSG cell re-selection criterion defined above, within 6 minutes in the radio conditions specified for an E-UTRAN CSG cell in 3GPP TS 25.133 in terms of parameters for CSG inter-RAT E-UTRA reselection; E-UARFCN and PCI shall be unchanged from the most recent previous visit of the E-UTRAN CSG cell; Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm.

NOTE 4:
The above performance requirements are minimum requirements defined to ensure the testability of autonomous CSG search.

[TS 45.008, clause 6.6.7.2]

If NAS requests AS to search for available CSG IDs, the MS shall perform the search and report the results to NAS as described in 3GPP TS 25.304 for UTRAN and as described in 3GPP TS 36.304 for E-UTRAN.

If a CSG ID is manually selected by NAS, the MS shall behave as specified in 3GPP TS 25.304 or in 3GPP TS 36.304, depending on the RAT type of the selected CSG cell.

[TS 45.008, clause 10.1.3.4]

If a mobile station is a member of at least one Closed Subscriber Group, i.e. at least one CSG ID is included in the MS’s CSG Whitelist, then, in addition to normal cell reselection, the MS shall use an autonomous search function to detect UTRAN and/or E-UTRAN CSG cells and hybrid cells. The autonomous search function shall at least detect previously visited allowed CSG cells and previously visited hybrid cells whose CSG IDs are included in the CSG Whitelist of the MS.

6.4.7.3
Test description

6.4.7.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2 are E-UTRAN Cells.

-
Cell 24 and Cell 25 are GERAN Cells.

-
Cell 1, Cell 24 and Cell 25 are not CSG cells or hybrid cells.

-
Cell 2 is E-UTRAN Hybrid Cell.

-
Cell 24 and Cell 25 have different Routing Area. 

-
System information combination 5 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cell 1.

-
System information combination 14 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cell 2.

UE:

-
The UE’s CSG whitelist contains the CSG ID of Cell 2. This is realized by using either manual CSG selection or a USIM with field EFACSGL preconfigured.
Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

6.4.7.3.2
Test procedure sequence

Tables 6.4.7.3.2-1 and 6.4.7.3.2-2 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions, while rows marked "T1", "T2", "T3" and "T4" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 6.4.7.3.2-1: Time instances of cell power level and parameter changes for E-UTRA cell

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in  TS 36.508 Table 6.2.2.1-1.

	
	Qrxlevmin
	dBm
	-106
	-106
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	“Off”
	“Off”
	Power level “Off” is defined in TS 36.508 Table 6.2.2.1-1.

	
	Srxlev*
	dB
	“Off”
	“Off”
	S nonServingCell, Cell7 > Thresh Cell7,high

	T3
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	“Off”
	

	T4
	Cell-specific RS EPRE
	dBm/15kHz
	-91
	-85
	

	
	Srxlev*
	dB
	15
	21
	Srxlev = Cell-specific RS EPRE - qRxLevMinEUTRA

	Note: Srxlev is calculated in the UE


Table 6.4.7.3.2-2: Time instances of cell power level and parameter changes for GERAN cell

	
	Parameter
	Unit
	Cell 24
	Cell 25
	Remark

	T0
	RF Signal Level
	dBm
	-80
	“Off”
	The power levels are such that camping on Cell 24 is guaranteed.

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	“Off”
	

	
	C1*
	dB
	21
	“Off”
	

	T1
	RF Signal Level
	dBm
	-80
	“Off”
	

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	“Off”
	

	
	C1*
	dB
	21
	“Off”
	

	T2
	RF Signal Level
	dBm
	“Off”
	-80
	The power levels are such that camping on Cell 25 is guaranteed.

	
	RXLEV_ACCESS_MIN
	dBm
	“Off”
	-101
	

	
	C1*
	dB
	“Off”
	21
	

	T3
	RF Signal Level
	dBm
	-80
	-90
	

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	-101
	

	
	C1*
	dB
	21
	11
	

	T4
	RF Signal Level
	dBm
	-80
	“Off”
	

	
	RXLEV_ACCESS_MIN
	dBm
	-101
	“Off”
	

	
	C1*
	dB
	21
	“Off”
	

	Note: C1 is calculated in the UE


Table 6.4.7.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Call the registration procedure described in TS 34.123-3 subclause 6.10.2.7.1.1 performed on Cell 24.

NOTE: The UE performs registration and the RR connection is released.
	-
	-
	-
	-

	2A
	The UE may attempt the procedure for IMS signalling on GERAN as specified in TS 36.508 clause  4.5A.3B
	-
	-
	-
	-

	3
	The SS changes Cell 1 and Cell 2 levels according to the row "T1" in table 6.4.7.3.2-1.
	-
	-
	-
	-

	4
	The UE is made to perform manual CSG ID selection and select Cell 2.
	-
	-
	-
	-

	5
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-2 indicate that the UE is camped on E-UTRAN Cell 2?
	-
	-
	1
	-

	6
	The SS changes Cell 1, Cell 2, Cell 24 and Cell 25 levels according to row "T2" in table 6.4.7.3.2-1 and table 6.4.7.3.2-2.
	-
	-
	-
	-

	7-17
	Steps 1 to 11 of the Routing Area Update procedure described in TS 36.508 subclause 6.4.2.9 are performed on Cell 25.

NOTE: The UE performs RAU and the RR connection is released.
	-
	-
	-
	-

	18
	The SS changes Cell 1, Cell 24 and Cell 25 levels according to row "T3" in table 6.4.7.3.2-1 and table 6.4.7.3.2-2.
	-
	-
	-
	-

	19-29
	Steps 1 to 11 of the Routing Area Update procedure described in TS 36.508 subclause 6.4.2.9 are performed on Cell 24.

NOTE: The UE performs RAU and the RR connection is released.
	-
	-
	-
	-

	30
	The SS changes Cell 1, Cell 2 and Cell 25 level according to row "T4" in table 6.4.7.3.2-1 and table 6.4.7.3.2-2.
	-
	-
	-
	-

	31
	Check: Does the test result of generic test procedure in TS 36.508 Table 6.4.2.7A-1 indicate that the UE is camped on E-UTRAN Cell 2 within 6 mins?
	-
	-
	2
	-


6.4.7.3.3

Specific message contents

Table 6.4.7.3.3-1: SystemInformationBlockType1 for Cell 2 (preamble and all steps, Table 6.4.7.3.2-3)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	csg-Indication
	FALSE
	
	

	csg-Identity
	'000 0000 0000 0000 0000 0000 0001'B
	
	

	}
	
	
	


Table 6.4.7.3.3-2: SystemInformationBlockType4 for Cell 2 (preamble and all steps, Table 6.4.7.3.2-3)

	Derivation Path: 36.508 Table 4.4.3.3-3

	Information Element
	Value/remark
	Comment
	Condition

	  csg-PhysCellIdRange
	
	
	

	  Start
	4
	
	

	  Range
	Not present
	
	

	}
	
	
	


Table 6.4.7.3.3-3: SYSTEM INFORMATION TYPE 2 Quarter for Cell 24 and Cell 25 (Pre-test conditions and all steps, Table 6.4.7.3.2-3
	Derivation Path: 36.508 clause 4.4.5, Table 4.4.5-1

	Information Element
	Value/remark
	Comment
	Condition

	SI 2QUATER REST OCTETS
	
	
	

	  Additions in release 8
	H
	
	

	    Priority and E-UTRAN Parameters Description
	1
	Present
	

	      Serving Cell Priority Parameters Description
	1
	Present
	

	        GERAN_PRIORITY
	5
	Higher priority than E-UTRA
	


Table 6.4.7.3.3-4: SystemInformationBlockType7 for Cell 1 and Cell 2 (Pre-test conditions and all steps, Table 6.4.7.3.2-3
	Derivation Path: 36.508 table 4.4.3.3-6

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType7 ::= SEQUENCE {
	
	
	

	  t-ReselectionGERAN
	7
	INTEGER (0..7)
	

	  speedDependentScalingParameters SEQUENCE {}
	Not present
	
	

	  carrierFreqsInfoList SEQUENCE (SIZE (1..maxGNFG)) OF SEQUENCE {
	
	
	

	    carrierFreqsGERAN SEQUENCE [1] {
	
	
	

	      startingARFCN
	Same as cell 24
	
	

	      bandIndicator
	Same as cell 24
	
	

	      followingARFCNs CHOICE {
	
	
	

	        equallySpacedARFCNs SEQUENCE {
	
	
	

	          arfcn-Spacing
	Same as cell 24
	
	

	          numberOfFollowingARFCNs
	Same as cell 24
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo SEQUENCE {
	
	
	

	      cellReselectionPriority
	5
	Greater than EUTRA Freq
	

	    }
	
	
	

	    carrierFreqsGERAN SEQUENCE [2] {
	
	
	

	      startingARFCN
	Same as cell 25
	
	

	      bandIndicator
	Same as cell 25
	
	

	      followingARFCNs CHOICE {
	
	
	

	        equallySpacedARFCNs SEQUENCE {
	
	
	

	          arfcn-Spacing
	Same as cell 25
	
	

	          numberOfFollowingARFCNs
	Same as cell 25
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    commonInfo SEQUENCE {
	
	
	

	      cellReselectionPriority
	5
	Greater than EUTRA Freq
	

	    }
	
	
	

	  }
	
	
	

	}
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